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Intellectual Property Rights

Essential patents

IPRs essential or potentially essential to normative deliverables may have been declared to ETSI. The information
pertaining to these essential IPRs, if any, is publicly available for ETSI members and non-members, and can be found in
ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETSI in
respect of ETSI standards", which is available from the ETSI Secretariat. Latest updates are available on the ETSI Web
server (https://ipr.etsi.org/).

Pursuant to the ETSI IPR Policy, no investigation, including IPR searches, has been carried out by ETSI. No guarantee
can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web
server) which are, or may be, or may become, essential to the present document.

Trademarks

The present document may include trademarks and/or tradenames which are asserted and/or registered by their
owners.ETSI claims no ownership of these except for any which are indicated as being the property of ETSI, and
conveys no right to use or reproduce any trademark and/or tradename. Mention of those trademarks in the present
document does not constitute an endorsement by ETSI of products, services or organizations associated with those
trademarks.

Foreword

This Plugtests guide has been produced by ETSI Center of Testing and Interoperbaility (CTI).
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1 Scope

This document forms the guidelines to lead the technical organization of the 1st CV2X Plugtests event, in TBD, from
02 to 06 December 2019. This document is intended to be upgraded for future interoperability events.

This document describes:

. The testbed architecture showing which ITS systems and components are involved and how they are going to
interwork

. The configurations used during test sessions, including the parameter values of the different layers

. The interoperability test descriptions, which are describing the scenarios, which the participants will follow to
perform the tests.

2 References

References are either specific (identified by date of publication and/or edition number or version number) or
non-specific. For specific references,only the cited version applies. For non-specific references, the latest version of the
referenced document (including any amendments) applies.

Referenced documents which are not found to be publicly available in the expected location might be found at
http://docbox.etsi.org/Reference.

NOTE: While any hyperlinks included in this clause were valid at the time of publication ETSI cannot guarantee
their long term validity.

2.1 Normative references

The following referenced documents are necessary for the application of the present document.

[1] ETSI EN 302 636-4-1 (V1.4.0): "Intelligent Transport System (ITS); Vehicular communications;
GeoNetworking; Part 4: Geographical addressing and forwarding for point-to-point and point-to
multipoint communications; Sub-part 1: Media independent functionalities".

[2] ETSI EN 302 636-5-1 (V2.2.1): "Intelligent Transport Systems (ITS); Vehicular Communications;
GeoNetworking; Part 5: Transport Protocols; Sub-part 1: Basic Transport Protocol".

[3] ETSI EN 302 637-2 (V1.4.1): "Intelligent Transport Systems (ITS); Vehicular Communications;
Basic Set of Applications; Part 2: Specification of Cooperative Awareness Basic Service".

[4] ETSI EN 302 637-3 (V1.3.1): "Intelligent Transport Systems (ITS); Vehicular Communications;
Basic Set of Applications; Part 3: Specifications of Decentralized Environmental Notification
Basic Service".

[5] ETSI EG 202 798 (V1.1.1): "Intelligent Transport Systems (ITS); Testing; Framework for
conformance and interoperability testing".

[6] ETSI EN 302 636-6-1 (V1.2.1): "Intelligent Transport Systems (ITS); Vehicular Communications;
GeoNetworking; Part 6: Internet Integration; Sub-part 1: Transmission of IPv6 Packets over
GeoNetworking Protocols".

[7] ISO TS 19091 Annex-D (Version 12) "Intelligent transport systems — Co-operative ITS - Using
V21 and 12V Communications for Applications Related to Signalized Intersections
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3 Abbreviations
For the purposes of the present document, the following abbreviations apply:
CAM Cooperative Awareness Message
CPS Central Position Server
DENM Decentralized Environmental Notification Message
EUT Equipment Under Test
GPSD Daemon that receives data from a GPS receiver. It provides a unified interface to receivers of
different types, and allows concurrent access by multiple applications
GN GeoNetworking
GVL Geographical Virtual Link
ITS-S ITS Station. Can be either RIS or VIS. This acronym is used when the role of the ITS Station is

not relevant for the scope of the test.
Note: When the role is relevant for the test, then RIS or VIS is used.

RIS ITS Roadside Station
TVL Topological Virtual Link
VIS ITS Vehicle Station
4 Conventions
4.1 Interoperability test process

41.1 Introduction

The goal of interoperability test is to check that devices resulting from protocol implementations are able to work
together and provide the functionalities provided by the protocols. As necessary, one message may be checked during a
test, when a successful functional verification may result from an incorrect behaviour for instance. Detailled protocol
checks are part of the conformance testing process and are thus avoided during the Interoperablity tests.

The test session will be mainly executed between 2 devices from different vendors. For some test purposes, it may be
necessary to have more than 2 devices involved. Each device can play different roles (VIS, RIS) during the test
sessions. The information about the test configuration like the number of devices or the roles required are indicated in
the test description tables below.

4.1.2 The test description proforma

The test descriptions are provided in proforma tables following the the format described in [Error! Reference source
not found.]. The following different test events are considered furing the test execution:

e Astimulus corresponds to an event that enforces an EUT to proceed with a specific protocol action, like
sending a message for instance.

o Averify consists of verifying that the EUT behaves according to the expected behaviour (for instance the EUT
behaviour shows that it receives the expected message).

e  Aconfigure corresponds to an action to modify the EUT configuration.

e Acheck ensures the receipt of protocol messages on reference points, with valid content. This "check™ event
type corresponds to the interoperability testing with conformance check method.

ETSI CTI Plugtests
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See the test description tables applying to the CMS interoperability testing below.

For the execution of the interoperability test sessions, the following conventions apply:

Every ‘Check’ step of a test description should be perfomed using a trace created by a monitor tool (see clause
“Tooling’ below) and may be skipped due to time restricitions.

The GPS trace defines the speed of the vehicles. It is assumed that the implementations use dynamically this
data in their Facility and GN layer implementations

Use of triggers for the GN scenarios: The GN scenarios use CAM, DENM triggers to keep as much as possible
the notion of an integrated end — 2 end test

The UC scenarios focus on information fields and values which are relevant for the given functions. By
sending pre-defining CAM and DENM messages the correct decoding and interpretation is tested. Also,
clarification will be gained on how and with which values to use CAM and DENM parameters (such as cause
code and sub cause codes) are used.

4.2 Tooling
. Message monitoring solutions (sniffer devices) are provided during the Plugtests event, to log and decode
messages
o  Alllog filers created by the sniffer device can be consulted by participants for debugging purposes
. Except for the “check” events, the the verification of the message conformity is not part of the Interoperability
test process
. Participant may also use their own tool for logging and analyzing messages for the “check” purposes
4.3 Test Description naming convention
Table 1: TD naming convention
TD/<root>/<gr>/<nn>
<root> = root CN Connectivity
GN Geo Networking
CAM CAM
DENM DENM
uc Use Case specific
<gr> = group BEA Beaconing
GBC Geo Broadcast
DAD Duplicate Address Detection
SHB Single Hop Broadcast
<nn> = sequential number 01to 99
4.4 Test Summary
Table 2: GN Tests
1 TD _GN BEA 01 Detection of neighbour
2 TD_GN_SHB 01 Broadcasting of CAM messages is correctly handled
3 TD_GN_GBC 01 DENM message is processed inside its Destination Area
4 TD_GN_GBC _02 Number of re-broadcasts is correctly handled during DENM flooding
5 TD_GN_GBC 03 DENM message is not processed outside its Destination Area
6 TD_GN_GBC 04 Geo-broadcast message caching is correctly implemented

ETSI CTI Plugtests
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Table 3: CAM and DENM Tests

7 TD_CAM 05 CAM messages and their mandatory data elements are interoperable

8 TD_CAM_08 CAM generation frequency of stationary vehicle is T_GenCamMax

9 TD_CAM_09 CAM generation interval equals T_GenCam_Dcc while position difference with
respect to previous CAM exceeds 4 m (speed is constant)

10 TD_CAM_10 CAM generation frequency corresponds to the position difference based dynamic
trigger

11 TD_CAM_11 CAM generation interval equals T_GenCam_Dcc while speed difference with
respect to previous CAM exceeds 0.5 m/s (acceleration is constant)

12 TD_CAM_12 CAM generation frequency corresponds to the speed difference based dynamic
trigger

13 TD_DENM 01 DENM re-transmissions are correctly received within the DENM lifetime

14 TD_DENM 02 DENM re-transmissions are not received after the DENM lifetime

4.6 DENM Relevance Area — GN Destination Area

The test configurations (see clause 6.7) define GN Destination Areas. However, the test descriptions (see clause 7 and 8
) use , where applicable, in their test objectives the term of DENM Relevance Area. For the purpose of this document it
is assumed that the DENM Relevance area is equal to the GN Destination Area.

5 Test Bed Architecture

1))/ ({2

Analyser

(Optional)

Figure 1: Basic Face 2 Face Configuration
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6

6.1

GN

Basic Configuration

Unless specified differently, the devices shall be in auto-address configuration mode (MIB attribute
itsGnLocalAddrConfMethod is set to AUTO (0)).

The tests shall cover itsGnSecurity parameter set to both DISABLED state (unsecured Gn packet, used in most test
cases) and to ENABLED state (secured Gn packet, used in some test cases).

6.2

BTP - A shall not be used.

BTP Port Mapping

BTP - B shall be used with the following mapping:

Table 4: BTP Port Mapping

Dst port
CAM 2001
DENM 2002

ETSI CTI Plugtests
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This section defines the different test configurations GEO_CFG_nn. Each test configuration describes

geo positions (Please note that the geo positions are for information only. The geo positions used for testing are
provided by the GPSD)

destination area (where applicable). Please refer to clause 4.6 on definition of DENM Relevance Area and GN
Destination Area

geo configuration

The GPSD may vary any of the input coordinates within approximately + 5 meters: this shall not cause any difference
with the expected test results. Such variation may reflect the slight change in each real position measurement data.

6.3.1 Single hop messaging (GEO_CFG_01)
Table 5: Geo Positions
Role GPSD port Lat Lon
Source 1941 36,747148 -4,555492
Receiver 1942 36,747083 -4,555336
” - - N = ~
e Radio Coverage N
4 hY
/ \
1 \
: Source |— | Receiver :
\ /
\ /7
Ay /7
\\ ,/
Figure 3: GEO_CFG_01
6.3.2 Distribution within Destination Area (GEO_CFG_02)
Table 6: Geo Positions
Role GPSD port | Lat Lon
Source 1941 36,747148 -4,555492
Receiver 1942 36,747083 -4,555336
Table 7: Destination Area
Destination Destination Destination Length of the Length of the Azimuth angle of
area area area shape long semi-axis short semi-axis the long semi-axis
midpoint Lat | midpoint Lon
—relative to —relative to
originator originator
-0.0001 -0.0001 Ellipse 200 m 100 m 90 degrees
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6.3.3 Distribution within Destination Area (GEO_CFG_02_B)

I -

Destination
Area

Source [ > | Receiver

- -

Figure 4: GEO_CFG_02

Table 8: Geo Positions
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Destination
Area

7| Receiver 1

Source [

-

Figure 5: GEO _CFG 02 B

Receiver 2

—_— i -—
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Role GPSD port | Lat Lon
Source 1941 36,747148 -4,555492
Receiver 1 1942 36,747083 -4,555336
Receiver 2 1943 36,746900 -4,555008
Table 9: Destination Area
Destination Destination Destination Length of the Length of the Azimuth angle of
area area area shape long semi-axis short semi-axis the long semi-axis
midpoint Lat | midpoint Lon
—relative to —relative to
originator originator
-0.0001 -0.0001 Ellipse 200 m 100 m 90 degrees
P Radio Coverage h
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Receivers being outside of Destination Area (GEO_CFG_04)

6.3.4
Table 4: Geo Positions
Role GPSD port Lat Lon
Source 1941 36,747148 -4,555492
Receiver 1944 36,746604 -4,554463
Table 5: Destination Area
Destination Destination Destination Length of the Length of the Azimuth angle of
area area area shape long semi-axis short semi-axis the long semi-axis
midpoint Lat | midpoint Lon
— relative to —relative to
originator originator
0 0 Ellipse 100 m 20m 0 degrees
e Radio Coverage N
/, N
7 N
/ \
/ AY
/ \
I Destination \
! Area !
I \
] \
| Source -| Receiver !
1 |
\ I
\ !
\ !
\ ’
\ ’
\
\\ ,,
\\ ///
~ ~ - _ P ”
Figure 6: GEO_CFG_04
6.3.5 First receiver appears in Destination Area (GEO_CFG_05)
Table 6: Geo Positions
Role GPSD port Lat Lon
Source 1941 36,747148 -4,555492
Receiver 1942 36,747083 -4,555336
Table 7: Destination Area
Destination Destination Destination Length of the Length of the Azimuth angle of
area area area shape long semi-axis short semi-axis the long semi-axis
midpoint Lat | midpoint Lon
—relative to —relative to
originator originator
-0.0001 -0.0001 Ellipse 200 m 100 m 90 degrees
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Figure 7: GEO_CFG_05

Destination“
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Receiver

Note: The appearance of the receiver will be achieved through link attenuation, without a change in its geographic
coordinates.

New receivers appears in Destination Area (GEO_CFG_06)

6.3.6
Table 16: Geo Positions
Role GPSD port Lat Lon

Source 1941 36,747148 -4,555492

Neighbour 1942 36,747083 -4,555336

Receiver 1943 36,746900 -4,555008

Table 17: Destination Area
Destination Destination Destination Length of the Length of the Azimuth angle of
area area area shape long semi-axis short semi-axis the long semi-axis

midpoint Lat | midpoint Lon
— relative to —relative to

originator originator
-0.0001 -0.0001 Ellipse 200 m 100 m 90 degrees

Source

Destination“
Area

Receiver

i -

Figure 8: GEO_CFG_06
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Note: The appearance of the receiver will be achieved through link attenuation, without a change in its geographic
coordinates

6.3.7 Source moving at constant 90 km/h speed (GEO_CFG_17). Note:
requires 10 Hz position server rate
Table 18: Geo Positions
Role GPSD port Lat Lon
Start position 36,747372 -4,556782
(Om)
0-1 seconds later 36,747361 -4,556757
(2.5m)
Source 0.2 seconds later 1953
' 36,747350 -4,556732
(5m)
10 seconds later
(250m) 36,746291 -4,554322
Receiver 1942 36,747083 -4,555336
s - Radio Coverage BN S
,I f \\
! \
" Source | Receiver :
\ /
Figure 10: GEO_CFG_17
6.3.8 Source moving at constant 3 m/s? acceleration (GEO_CFG_18).

Note: requires 10 Hz position server rate)

Table 19: Geo Positions

Role GPSD port Lat Lon
Start position 36,7473470 -4,5567970
(Om)
0.1 seconds later 36,7473469 -4,5567968
(0.015 m)
Source 0.2 seconds later 1954
’ 36,7473467 -4,5567964
(0.06 m)
10 seconds later
(150m) 36,7467136 -4,5553105
Receiver 1942 36,746989 -4,555884
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- Radio Coverage ~

Y
/ A
/ \
I \

\ Source | Receiver

Figure 9: GEO_CFG_18

6.5 CPS parameters

Table 20: CPS Parameters

Test Session 1| Motion
CFe TIb Role | cpsip@:port | Path
TD_GN_BEA_01
TD_GN_SHB_01 Source 1941
GEO_CFG_01
TD_CAM_05
TD CAM 08 Receiver 1942
GEO_CFG_02 [TD_GN_GBC_01 Source 1941
Receiver 1942
Source 1941
GEO_CFG_02_B TD_GN_GBC_02 Rece?ver 1 1942
Receiver 2 1943
Source 1941
GEO_CFG 04
- - TD_GN_GBC_03 Receiver 1942
TD_GN_GBC_04 Source 1941
GEO_CFG_05 — = — ~ecoiver on2
Source 1941
TD_DENM_01 Neighbor 1942
GEO _CFG 06 — — g
- - TD_DENM_02 Receiver 1943
- YES,
Source 1953 requires
GEO_CFG_17  [I0-SAM.% 10 Hz
- - Receiver 1942 position
update
" YES,
Source 1954 requires
oco_croo DN o
- - Receiver 1942 position
update

* - port provides motion path, ** - port provides motion path with 10Hz update rate

6.6 CAM frequency

CAM generation frequency shall be controlled according to clause 6.1.3 of [3].

ETSI CTI Plugtests
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6.7 Determination of destination position for geo unicast tests

Accordingly to the GN specification, the source can send a packet only if it knows the position of the destination.
Otherwise, LS service is initiated. If LS service is not supported there are 2 possibilites to overcome this issue:
- use the SAP between GN and upper layer and pass the position of the destination via the GN-DATA.request primitive

- use the destination device and trigger it to send a periodic TSB (so that the Source can get the position of the
Destination device). The TSB is sent via the Forwarder device.

6.8 Security Settings

There are dedicated Security Tests defined. However, unless security settings are explicitly defined, it is assumed that
the 10P testing is done without security, i.e. in the case of GN that is NH field always 0 or 1, never 2.

6.9 SCF Bit Settings

Unless explicitly defined, the SCF (Store Carry & Forward) bit in the TrafficClass field is set to 1 (enabled).

7 GN Scenarios

For all the tests defined in this chapter the settings apply as defined in clauses ‘6.8 Security Settings’ and ‘6.9 SCF Bit
Settings’.

7.1 GN Beaconing

7.1.1 Detection of neighbour

- --

, Radio Coverage N

Source | Receiver

Figure 12: GEO_CFG_01

Interoperability Test Description

Identifier: TD_GN_BEA 01

Objective: Detection of neighbour

Configuration: GEO_CFG 01

References: [1]19.2.3,9.3.6.3

Pre-test e 2 ITS-S devices (1 Source, 1 Receiver)

conditions: e Configure the positions of the ITS-S devices according to their roles in the

appropriate geo configuration; these locations are in close proximity so that all
devices are within single-hop transmission range

Test Sequence: Step Type Description
1 stimulus  [Source ITS-S sends beacons

ETSI CTI Plugtests
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Interoperability Test Description
2 verify Receiver ITS-S detects its neighbour
3 check Received beacon contains Position Vector indicating
geographical position (Longitude/Latitude) according to the
provided position feed input

7.2 CAM message transmission

7.2.1 Exchange of CAM messages

e -

, Radio Coverage N

Source | Receiver

- B

Figure 13: GEO_CFG_01

Interoperability Test Description

Identifier: TD_GN_SHB_01
Objective: Broadcasting of CAM messages is correctly handled
Configuration: GEO_CFG_01
References: [1]19.3.10
817
Pre-test 2 ITS-S devices (1 Source, 1 Receiver)
conditions:

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range

Each ITS-S device has sent at least 1 beacon

Test Sequence: Step Type Description
1 stimulus Source is requested to send a CAM message
2 verify Receiver devices receive a Single Hop Broadcast (SHB)
packet containing CAM message.
3 check Received SHB packet is carried by a link layer packet

containing the link layer destination address indicating
broadcast MAC address

4 verify Receiver passes received CAM message to its Facility layer
5 verify Steps 2 to 4 are repeated within the CAM messaging
frequency range
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7.3 DENM message transmission

7.3.1 EUT inside DENM Relevance area (no duplicate checking)

Destination
Area

Source -| Receiver

S~ I

Figure 14: GEO_CFG_02

Interoperability Test Description

Identifier: TD_GN_GBC_01
Objective: DENM message is processed inside its Destination Area
Configuration: GEO_CFG_02
References: [1]19.3.11
[4]6.1.3.2
Pre-test 2 ITS-S devices (1 Source, 1 Receiver)
conditions: Prepare the DEN message so that the destination area is as defined in the geo

configuration

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range

Each ITS-S device has sent at least 1 beacon or 1 CAM

Test Sequence: Step Type Description

1 stimulus Source is requested to send a DEN message with settings as
defined in pre-test conditions

2 verify Receiver devices receive a GeoBroadcast packet containing
DENM message

3 check Received GeoBroadcast packet is carried by a link layer
packet containing the link layer destination address
indicating broadcast MAC address

4 verify Receiver passes DENM message to its Facility layer

7.3.2 Duplicate Packet Detection (checking the re-broadcasting limit within
the DENM relevance area)
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Figure 15: GEO_CFG_02_B

Interoperability Test Description

Identifier: TD_GN_GBC_02
Objective: Number of re-broadcasts is correctly handled during DENM flooding
Configuration: GEO_CFG_02_B
References: [1]19.3.11
[4] 6.1.3.2
Pre-test 3 ITS-S devices (1 Source, 2 Receivers)
conditions: Prepare the DEN message so that the destination area is as defined in the geo

configuration
- and validityDuration > 1 minute

Configure the positions of the ITS-S devices according to their roles in the
appropriate geo configuration; these locations are in close proximity so that all devices
are within single-hop transmission range
Each ITS-S device has sent at least 1 beacon or 1 CAM

Test Sequence: Step Type Description
1 stimulus Source is requested to send a DEN message with settings as
defined in pre-test conditions
2 verify Receiver devices receive several GeoBroadcast packet

containing DENM message. The number of received
GeoBroadcast packets equals 1 (Source broadcast) + the
number of receiver devices minus 1 (received re-
broadcasts).

3 verify Receiver passes only a single DENM message to its Facility
layer
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7.3.3 EUT outside DENM Relevance area
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Figure 16: GEO_CFG_04
Interoperability Test Description
Identifier: TD_GN_GBC_03
Objective: DENM message is not processed outside its Destination Area
Configuration: GEO_CFG_04
References: [1]19.3.11
[4]6.1.3.2
Pre-test 2 ITS-S devices (1 Source, 1 Receiver)
conditions:

Prepare the DEN message so that the destination area is as defined in the geo
configuration

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range

Each ITS-S device has sent at least 1 beacon or 1 CAM

Test Sequence:

Step Type Description

1 stimulus Source is requested to send a DEN message with settings as
defined in pre-test conditions

2 verify Receiver devices receive a GeoBroadcast packet containing
DENM message

3 check Received GeoBroadcast packet is carried by a link layer
packet containing the link layer destination address
indicating broadcast MAC address

4 verify Receiver does not pass any DENM message to its Facility
layer
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7.3.4 EUT receiving a cached DENM message
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Figure 17: GEO_CFG_05

Interoperability Test Description

Identifier: TD_GN_GBC_04

Objective: Geo-broadcast message caching is correctly implemented
Configuration: GEO_CFG_05

References: [1]19.3.11

[4]6.1.3.2,7.1.2

Pre-test e ITS-S devices (Source and Receiver) connected through antenna cable with
conditions: controllable link attenuator on it
e Wait until itsGnLifetimeLocTE to ensure that LocationEntry table is consistent
e SetSCFbitto 1
e Prepare the DEN message so that the destination area is as defined in the geo
configuration
o0 and validityDuration set to 6 seconds
e Configure the positions of the ITS-S devices according to their roles in the
appropriate geo configuration
e Source and Receiver are off-link

Test Sequence: Step Type Description
1 stimulus Source is requested to send a DEN message with settings as
defined in pre-test conditions
2 stimulus Lower the attenuation on the connection, so that the two

devices are on-link

3 verify Receiver devices receives buffered GeoBroadcasts
containing the DENM message

Note: Formula to calculate the total number of packets: f = 1.1 Hz equals T = 900 ms; min(validityDuration,
repetitionDuration) / 900 ms ~ 5 ; total number of packets = 5 + initial packet sent at to = 6 packets
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8 Facility Scenarios

For all the tests defined in this chapter the settings apply as defined in clauses ‘6.11 Security Settings’ and ‘6.12 SCF
Bit Settings’.

8.1 CAM message transmission

The following configuration applies to all tests in this chapter.

- -—-—
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Figure 19: GEO_CFG_01

8.1.1 Exchange of CAM messages

Interoperability Test Description

Identifier: TD_CAM_05
Objective: CAM messages and their mandatory data elements are interoperable
Configuration: GEO_CFG_01
References: [1]19.3.11
[3]7
Pre-test 2 ITS-S devices (1 Source, 1 Receiver)
conditions:

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range

Configure a CAM message without any optional data elements

Test Sequence: Step Type Description
1 stimulus Source is requested to send a CAM message
2 verify Receiver devices process the CAM as a valid message
3 verify Steps 2 to 3 are repeated at the CAM frequency of 1 Hz
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8.1.2  Testing of CAM generation frequency management
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\ Source |— { Receiver !

- -

Figure 20: GEO_CFG_01

Interoperability Test Description

Identifier: TD_CAM_08
Objective: CAM generation frequency of stationary vehicle is T_GenCamMax
Configuration: GEO_CFG_01
References: [1]19.3.11
[3]6.1.3
Pre-test 2 ITS-S devices (1 Source, 1 Receiver)
conditions: . » . . . . .
Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range
Configure T_GenCam_Dcc parameter to a value of 0.5 s
Test Sequence: Step Type Description
1 stimulus Wait until Source is sending some CAM messages
2 verify Elapsed time between consecutively received CAM

messages is 1 s (T_GenCamMax value)
Note: In the test 'stationary vehicle' is written in order to ensure a setup where the lowest T_GenCamMax sending
frequency is used.
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Figure 21: GEO_CFG_17
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Interoperability Test Description

Identifier: TD_CAM_09

Objective: CAM generation interval equals T_GenCam_Dcc while position difference with
respect to previous CAM exceeds 4 m (speed is constant)

Configuration: GEO_CFG_17

References: [1]19.3.11
[3]6.1.3

Pre-test 2 ITS-S devices (1 Source, 1 Receiver)

conditions:

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range

Configure T_GenCam_Dcc parameter to a value of 0.5 s

Test Sequence:

Step Type Description
1 stimulus Wait until Source is sending some CAM messages
2 verify Elapsed time between consecutively received CAM

messages is 0.5 s (T_GenCam_Dcc value), even though the
vehicle dynamics related trigger is more frequent

Note: this test requires 10 Hz position update from the position server

- Radio Coverage ~
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\ Source | Receiver I
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Figure 22: GEO_CFG_17

Interoperability Test Description

Identifier: TD_CAM_10

Objective: CAM generation frequency corresponds to the position difference based dynamic
trigger

Configuration: GEO_CFG_17

References: [1]19.3.11
[3]16.1.3

Pre-test 2 ITS-S devices (1 Source, 1 Receiver)

conditions:

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range

Configure T_GenCam_Dcc parameter to a value of 0.1 s

Test Sequence:

Step Type Description

1 stimulus Wait until Source is sending some CAM messages
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Interoperability Test Description

2 verify Elapsed time between consecutively received CAM
messages is 0.2 s, corresponding to the vehicle dynamics
related trigger frequency

INote: this test requires 10 Hz position update from the position server. The displacement trigger set in the
standard is 4 m. The defined speed corresponds to 2.5 m / 0.1 sec; i.e. the 4 m threshold is exceeded every
0.2 sec from the previous CAM

- - -
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Figure 23: GEO_CFG_18

Interoperability Test Description

Identifier: TD_CAM_11

Objective: CAM generation interval equals T_GenCam_Dcc while speed difference with respect
to previous CAM exceeds 0.5 m/s (acceleration is constant)

Configuration: GEO_CFG_18

References: [1]19.3.11
[3]6.1.3

cPcr)i-é?t?ct)nS' 2 ITS-S devices (1 Source, 1 Receiver)

' Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range
Configure T_GenCam_Dcc parameter to a value of 0.5 s

Test Sequence: Step Type Description
1 stimulus Wait till Source is sending some CAM messages
2 verify Elapsed time between consecutively received CAM

messages is 0.5 s (T_GenCam_Dcc value), even though the
vehicle dynamics related trigger is more frequent
Note: this test requires 10 Hz position update from the position server.

ETSI CTI Plugtests



27 ETSI CTI Plugtests Guide V1.0.0 (2019-12)

- Radio Coverage ~

Y
/ A
/ \
I \

Source | Receiver

Figure 24: GEO_CFG_18

Interoperability Test Description

Identifier: TD_CAM_12

Objective: CAM generation frequency corresponds to the speed difference based dynamic
trigger

Configuration: GEO_CFG_18

References: [1]19.3.11
[3]16.1.3

Pre-test 2 ITS-S devices (1 Source, 1 Receiver)

conditions:

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration; these locations are in close proximity so that all devices are within
single-hop transmission range

Configure T_GenCam_Dcc parameter to a value of 0.1 s

Test Sequence: Step Type Description
1 stimulus Wait till Source is sending some CAM messages
2 verify Elapsed time between consecutively received CAM
messages is 0.2 s, corresponding to the vehicle dynamics
related trigger frequency

INote: this test requires 10 Hz position update from the position server. The speed change trigger set in the
standard is 0.5 m/s. The defined speed corresponds to 2.5 m / 0.1 sec; i.e. the 4 m threshold is exceeded
every 0.2 sec from the previous CAM. The intention is for the GPS data to correspond to a constant
acceleration of 3 m/s2, so that the speed change is 0.3 m/s within 0.1 sec. Again, the CAM is triggered every
0.2 sec from the previous CAM.

8.2 DENM message transmission

8.2.1 EUT driving into DENM Relevance area within the DENM lifetime
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Destination®
Area

Receiver

Figure 25: GEO_CFG_06

Note: Neighbor is necessary in this configuration in order to avoid that DENM messages get cached.

Interoperability Test Description

Identifier: TD_DENM_01

Objective: DENM re-transmissions are correctly received within the DENM lifetime
Configuration: GEO_CFG_06

References: [1]19.3.11

[4]6.1.3.2, 7.1.2

Pre-test 3 ITS-S devices (Source, Receiver, Neighbor devices) installed with controllable link
conditions: attenuator

Prepare the DEN message so that the destination area is as defined in the geo
configuration

DENM repetitioninterval is set to 1000ms (1 Hz), and validityDuration set to some
minutes in the future

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration

Source and Receiver are off-link

Source and Neighbor are on-link

Neighbour and Receiver are off-link

Each ITS-S device has sent at least 1 beacon or 1 CAM

Test Sequence: Step Type Description

1 stimulus Source is requested to send a DEN message with settings as
defined in pre-test conditions

2 stimulus Lower the Source-Receiver attenuation before DENM lifetime
expires, so that the two devices are on-link.

3 verify Receiver devices receive a GeoBroadcast packet containing
DENM message.

4 verify Receiver passes the DENM message to its Facility layer,
where it is processed as a valid message

5 verify Steps 3 and 4 are repeated at the frequency defined by the
‘repetitioninterval’ parameter of the DEN trigger
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8.2.2 EUT driving into DENM Relevance area after the DENM lifetime
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Figure 26: GEO_CFG_06

Note: Neighbor is necessary in this configuration in order to avoid that DENM messages get cached.

Interoperability Test Description

Identifier: TD_DENM_02

Objective: DENM re-transmissions are not received after the DENM lifetime
Configuration: GEO_CFG_06

References: [1]19.3.11

[4]6.1.3.2,7.1.2

Pre-test 3 ITS-S devices (Source, Receiver, Neighbor devices) installed with controllable link
conditions: attenuator

Prepare the DEN message so that the destination area is as defined in the geo
configuration

DENM repetitioninterval is set to 1000ms (1 Hz), and validityDuration set to some
seconds in the future

Configure the positions of the ITS-S devices according to their roles in the appropriate
geo configuration

Source and Receiver are off-link

Source and Neighbor are on-link

Neighbour and Receiver are off-link

Each ITS-S device has sent at least 1 beacon or 1 CAM

Test Sequence: Step Type Description
1 stimulus Source is requested to send a DEN message with settings as
defined in pre-test conditions
2 stimulus Lower the Source-Receiver attenuation after the DENM
lifetime expires, so that the two devices are on the same link
3 verify Receiver devices does not receive any GeoBroadcast packet
containing DENM message
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