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2. Intellectual Property Rights

IPRs essential or potentially essential to the present document may have been declared to ETSI. The information
pertaining to these essential IPRs, if any, is publicly available for ETSI members and non-members, and can be found
in ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETSI in
respect of ETSI standards", which is available from the ETSI Secretariat. Latest updates are available on the ETSI Web

server (http://ipr.etsi.org).

Pursuant to the ETSI IPR Policy, no investigation, including IPR searches, has been carried out by ETSI. No guarantee
can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web
server) which are, or may be, or may become, essential to the present document.

3. Discovery Tests

The Service Provisioning Tests are referred to the following tests reported in the TestPlan document: TD_SSP_01,

TD_SSP_02, TD_SSP_03, TD_SSP_04. For Intracom only, the additional TD_SSP_01_ICOM collection has been
created to configure partial service provisioning due to the limited amount of ports available in the Intracom Traffic
Generator.

For the full description of the Test Plan document that can be found at https://wiki.plugtests.net/mWT-
Plugtests2/images/0/0b/MWT _Plugtest2 TestPlan_v0.14.docxX.

The results of the tests are expressed in the form of the HTTP report obtained after the execution of each collection test
against the controller of each participant.

4, Ceragon Tests Results
4.1 TD_SSP_01 Newman Report
Collection

TD_SSP_01

Time

Tue Jul 07 2020 11:37:34 GMT+0200 (CEST)
Exported with
Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

3

0
Prerequest Scripts
6

0

Test Scripts
6

0
Assertions
2

0

Total run duration
4.3s


https://wiki.plugtests.net/mWT-Plugtests2/images/0/0b/MWT_Plugtest2_TestPlan_v0.14.docx
https://wiki.plugtests.net/mWT-Plugtests2/images/0/0b/MWT_Plugtest2_TestPlan_v0.14.docx

Total data received
16.46KB (approx)
Average response time
345ms

Total Failures
0

Requests

TD SSP 01-Step-1

Description

This step checks to see if two separated requests will be used, or the creation of Bandwidth Profile and
Service should be done in one step only.

Method

GET

URL
http://10.101.243.4:8181/rests/datalietf-yang-library:modules-state

Mean time per request
451ms

Mean size per request
16.46KB

Total passed tests
0

Total failed tests

0

Status code
200

TD SSP 01-Step-2

Description

This step provides for the creation of a Bandwidth Profile. If a Provider does not support it, this step will
be skipped (Step-1 will take care for that) and Test will continue with Step-3.

Method

POST

URL
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/globals

Mean time per request
175ms

Mean size per request
0B


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-95f69b03-006d-4f68-8e97-09b27ac13dd4
http://10.101.243.4:8181/rests/data/ietf-yang-library:modules-state
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-b633b534-bb18-42ad-8002-364ad9e77958
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/globals

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 01-Step-3

Description

It sends a POST request in order to create the actual service. This step (as Step-2) will be executed
only if it is supported. Otherwise Step-1 will continue with Step-3. After the execution of this step, Step-
3 will be skipped.

Method

POST

URL
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc

Mean time per request
410ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
201

Tests
Name Pass count Fail count

Post status check 1 0


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-b75986e6-c32a-4b9c-a7a9-94b813c4208c
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc

4.2 TD_SSP_02 Newman Report

Collection

TD_SSP_02

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally ¢ All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Tue Jul 07 2020 11:39:43 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
16

0

Total run duration
1532ms

Total data received
4.48KB (approx)
Average response time
363ms

Total Failures
0

Requests

TD SSP 02-Step-1

Method

GET

URL
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_02/TD_SSP_02.postman_collection.json.REPORT.HTML%23requestData-2bcf360f-52a4-4698-b754-123b7b2ec3ff
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc

Mean time per request
363ms

Mean size per request
4.48KB

Total passed tests
16

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Validate Response Body for "globals™ node

Bandwidth profile existence check

Bandwidth profile values check

Validate Response Body for "etht-svc-instances" array

Service existence check for service S1_local

Validating Service Values for service S1_local

Service existence check for service S2_local

Validating Service Values for service S2_local

Service existence check for service S3_local

Pass count

Fail count



Name

Validating Service Values for service S3_local

Service existence check for service S1-inter-d

Validating Service Values for service S1-inter-d

Service existence check for service S2-inter-d

Validating Service Values for service S2-inter-d

Pass count

Fail count

4.3 TD_SSP_03 Newman Report

Collection
TD_SSP_03
Description

Interoperability Test Description Identifier TD_ SDN_SSP_03 Test Objective Delete the specified L2

data service over a single domain. The traffic generator/analyzer confirms that data stops flowing.

Configuration CFG_03 References Applicability MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO,
MW_ETHSVC Pre-test conditions * The Domain Controller instance is up and running normally * All the
devices are upgraded to correct versions ¢ All basic configurations are completed (e.g., NE_id, OSPF,

PCEP, etc.) - The Restconf server is serviceable.

Time

Tue Jul 07 2020 11:40:33 GMT+0200 (CEST)

Exported with
Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

6

0
Prerequest Scripts
12

0

Test Scripts
12

0
Assertions
6

0



Total run duration

7.7s

Total data received

OB (approx)

Average response time
212ms

Total Failures
0

Requests

TD SSP 03-Step-1

Method

DELETE

URL
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local

Mean time per request
258ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-2

Method

DELETE

URL
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local

Mean time per request
325ms

Mean size per request


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-98f9bf1f-295b-4cc7-b862-5735834b6745
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-87d73bd5-6795-40ae-9a3a-653ba1d7fec3
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local

0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests
Name

Post status check

TD SSP 03-Step-3

Method
DELETE
URL

Pass count

Fail count

http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3 local

Mean time per request

85ms

Mean size per request

0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests
Name

Post status check

TD SSP 03-Step-4

Method
DELETE

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-c7f6499f-359a-461e-b63e-c68a4182141b
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-a44d2278-7123-44e9-b30c-d5ea263dfb3b

URL
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svec-instances=S1-inter-d

Mean time per request
91ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-5

Method

DELETE

URL
http://10.101.243.4:8181/rests/datalietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

Mean time per request
211ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests


http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-09072b13-5f1b-4902-b170-ccf038f02a8b
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

Name Pass count

Post status check 1

TD SSP 03-Step-6
Method

DELETE

URL

Fail count

http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/globals/etht-sve-bandwidth-

profiles=bw profile Plugtest eth service

Mean time per request
305ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count
Post status check 1

Fail count

4.4 TD_SSP_04 Newman Report

Collection
TD_SSP_04
Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally < All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf

server is serviceable.
Time


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-6fef453d-0ca3-4198-a5d9-a27d846f806e
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service

Tue Jul 07 2020 11:42:52 GMT+0200 (CEST)
Exported with
Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
1

0

Total run duration
1332ms

Total data received
273B (approx)
Average response time
240ms

Total Failures
0

Requests

TD SSP 04-Step-1

Method

GET

URL
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc

Mean time per request
240ms

Mean size per request
273B

Total passed tests
1

Total failed tests
0


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ceragon-test1/TD_SSP_04/TD_SSP_04.postman_collection.json.REPORT.HTML%23requestData-c7e56c50-dbfc-4d53-b11a-3e2ffbec1e8c
http://10.101.243.4:8181/rests/data/ietf-eth-tran-service:etht-svc

Status code

404

Tests
Name Pass count Fail count
Response is OK 1 0

4.5 Ceragon Controller and TGA screenshots
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Figure 2 Ceragon TGA: services deactivated after TD_SSP_03 test



5. Ericsson Tests Results

5.1 TD_SSP_01 Newman Report

Collection

TD _SSP_01

Time

Tue Jul 07 2020 11:21:54 GMT+0200 (CEST)
Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

3

0
Prerequest Scripts
6

0

Test Scripts
6

0
Assertions
2

0

Total run duration

4.3s

Total data received
8.29KB (approx)
Average response time
338ms

Total Failures
0

Requests

TD SSP 01-Step-1

Description

This step checks to see if two separated requests will be used, or the creation of Bandwidth Profile and
Service should be done in one step only.

Method

GET

URL
https://10.101.243.1:8543/rests/data/ietf-yang-library:modules-state



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-b680aa25-519e-4ee7-902e-9485ceed780e
https://10.101.243.1:8543/rests/data/ietf-yang-library:modules-state

Mean time per request
691ms

Mean size per request
8.29KB

Total passed tests
0

Total failed tests
0

Status code
200

TD SSP 01-Step-2

Description

This step provides for the creation of a Bandwidth Profile. If a Provider does not support it, this step will
be skipped (Step-1 will take care for that) and Test will continue with Step-3.

Method

POST

URL
https://10.101.243.1:8543/rests/datal/ietf-eth-tran-service:etht-svc/globals

Mean time per request
174ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 01-Step-3
Description



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-697b2cc2-2f88-41bf-b48e-482f63a9c66e
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/globals
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-1a640007-4908-46d1-916e-64e82fcefbc2

It sends a POST request in order to create the actual service. This step (as Step-2) will be executed
only if it is supported. Otherwise Step-1 will continue with Step-3. After the execution of this step, Step-
3 will be skipped.

Method

POST

URL
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc

Mean time per request
151ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

5.2 TD _SSP_02 Newman Report

Collection

TD_SSP 02

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally < All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Tue Jul 07 2020 11:23:45 GMT+0200 (CEST)

Exported with

Newman v4.5.7


https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
16

0

Total run duration
1718ms

Total data received
4.64KB (approx)
Average response time
544ms

Total Failures
0

Requests

TD SSP 02-Step-1

Method

GET

URL
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc

Mean time per request
544ms

Mean size per request
4.64KB

Total passed tests
16

Total failed tests
0

Status code
200


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_02/TD_SSP_02.postman_collection.json.REPORT.HTML%23requestData-37778534-f5a8-42c1-b2d9-6ba99ac016fe
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc

Tests

Name Pass count Fail count
Response is OK 1 0
validate Response Body 1 0
Validate Response Body for "globals™ node 1 0
Bandwidth profile existence check 1 0
Bandwidth profile values check 1 0
Validate Response Body for "etht-svc-instances” array 1 0
Service existence check for service S1_local 1 0
Validating Service Values for service S1_local 1 0
Service existence check for service S2_local 1 0
Validating Service Values for service S2_local 1 0
Service existence check for service S3_local 1 0
Validating Service Values for service S3_local 1 0
Service existence check for service S1-inter-d 1 0
Validating Service Values for service S1-inter-d 1 0
Service existence check for service S2-inter-d 1 0

Validating Service Values for service S2-inter-d 1 0



5.3 TD_SSP_03 Newman Report

Collection

TD_SSP_03

Description

Interoperability Test Description Identifier TD_ SDN_SSP_03 Test Objective Delete the specified L2
data service over a single domain. The traffic generator/analyzer confirms that data stops flowing.
Configuration CFG_03 References Applicability MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO,
MW_ETHSVC Pre-test conditions * The Domain Controller instance is up and running normally * All the
devices are upgraded to correct versions ¢ All basic configurations are completed (e.g., NE_id, OSPF,
PCEP, etc.) * The Restconf server is serviceable.

Time

Tue Jul 07 2020 11:25:08 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

6

0
Prerequest Scripts
12

0

Test Scripts
12

0
Assertions
6

0

Total run duration

7.9s

Total data received

0B (approx)

Average response time
243ms

Total Failures
0

Requests

TD SSP 03-Step-1

Method

DELETE

URL

https://10.101.243.1:8543/rests/datal/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1 local



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-21364038-241e-4ab2-97f3-994483a1bde7
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local

Mean time per request
526ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests
Name

Post status check

TD SSP 03-Step-2
Method

DELETE

URL

Pass count

Fail count

https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2 local

Mean time per request
616ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-336eebfc-a6b0-4d8c-9a1d-be491131e0a6
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local

Name Pass count Fail count

Post status check 1 0

TD SSP 03-Step-3

Method

DELETE

URL
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/etht-svec-instances=S3_local

Mean time per request
78ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-4

Method

DELETE

URL
https://10.101.243.1:8543/rests/datal/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Mean time per request
81ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-f978b392-6bf0-49cd-81a7-fa31d00ea515
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-dce5722d-7985-4237-95d9-df2125d84dde
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-5

Method

DELETE

URL
https://10.101.243.1:8543/rests/datal/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

Mean time per request
77ms

Mean size per request
0B

Total passed tests
1

Total failed tests

0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-6

Method

DELETE

URL
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/globals/etht-sve-bandwidth-
profiles=bw_profile Plugtest eth service

Mean time per request
82ms


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-b3b15900-3bfe-4c3d-8685-40c886a93763
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-2c88edfe-b60a-4d31-b93b-80bb564f3250
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

5.4 TD_SSP_04 Newman Report

Collection

TD_SSP_04

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW _8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally * All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) » The Restconf
server is serviceable.

Time

Tue Jul 07 2020 11:26:30 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions



2

0

Total run duration
1601ms

Total data received
49B (approx)

Average response time
468ms

Total Failures
0

Requests

TD SSP 04-Step-1
Method

GET

URL

https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc

Mean time per request
468ms

Mean size per request
49B

Total passed tests
2

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Ericsson-test1/TD_SSP_04/TD_SSP_04.postman_collection.json.REPORT.HTML%23requestData-f1f94f0a-f7c4-42db-8804-0484bc30f193
https://10.101.243.1:8543/rests/data/ietf-eth-tran-service:etht-svc

5.5 Ericsson Controller and TGA Screenshots
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Figure 6 Ericsson Controller: list of active services after TD_SSP_03 deletion test

0. Huawei Tests Results

The tests executed by Huawei have been conducted in a full remotized way. The results are retrieved by the
Huawei Postman Client located at the Huawei Bench.

6.1 TD_SSP_01 Newman Report

Collection

TD_SSP 01

Time

Tue Jul 07 2020 10:39:41 GMT+0200 (CEST)
Exported with

Newman v4.6.0



Total
Failed
Iterations

1

0

Requests

2

0
Prerequest Scripts
4

0

Test Scripts
4

0
Assertions
1

0

Total run duration

2.4s

Total data received
4.81KB (approx)
Average response time
71lms

Total Failures
0

Requests

TD SSP 01-Step-1

Description

This step checks to see if two separated requests will be used, or the creation of Bandwidth Profile and
Service should be done in one step only.

Method

GET

URL
https://129.9.170.13:32018/restconf/data/ietf-yang-library:modules-state

Mean time per request
102ms

Mean size per request
4.81KB

Total passed tests
0

Total failed tests
0


file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-1e9d09b8-7cdb-4f10-b3bb-fd0d20c3dc10
https://129.9.170.13:32018/restconf/data/ietf-yang-library:modules-state

Status code
200

TD SSP 01-Step-3-2
Description

Another version of TD_SSP_01-Step-3, which uses integrated bandwidth profile and ietf-eth-tran-

service@2019-11-03.yang

Method
POST
URL

https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
40ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count
Post status check 1

Fail count

6.2 TD_SSP_02 Newman Report

Collection
TD_SSP_02
Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally < All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf

server is serviceable.
Time


file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-174e346c-54c5-438a-9789-8e46f80c70b5
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc

Tue Jul 07 2020 10:50:02 GMT+0200 (CEST)
Exported with
Newman v4.6.0

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
15

0

Total run duration
1278ms

Total data received
6.15KB (approx)
Average response time
110ms

Total Failures
0

Requests

TD SSP 02-Step-1

Method

GET

URL
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
110ms

Mean size per request
6.15KB

Total passed tests
15

Total failed tests
0


file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_02/TD_SSP_02.postman_collection.json.REPORT.HTML%23requestData-aae379f1-2716-4bfd-838a-9e42ea32fc1e
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc

Status code

200

Tests

Name Pass count Fail count
Response is OK 1 0
validate Response Body 1 0
Bandwidth profile existence check 1 0
Bandwidth profile values check 1 0
Validate Response Body for "etht-svc-instances” array 1 0
Service existence check for service S1_local 1 0
Validating Service Values for service S1_local 1 0
Service existence check for service S2_local 1 0
Validating Service Values for service S2_local 1 0
Service existence check for service S3_local 1 0
Validating Service Values for service S3_local 1 0
Service existence check for service S1-inter-d 1 0
Validating Service Values for service S1-inter-d 1 0
Service existence check for service S2-inter-d 1 0

Validating Service Values for service S2-inter-d 1 0



6.3 TD_SSP_03 Newman Report

Collection

TD_SSP_03

Description

Interoperability Test Description Identifier TD_ SDN_SSP_03 Test Objective Delete the specified L2
data service over a single domain. The traffic generator/analyzer confirms that data stops flowing.
Configuration CFG_03 References Applicability MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO,
MW_ETHSVC Pre-test conditions * The Domain Controller instance is up and running normally « All the
devices are upgraded to correct versions ¢ All basic configurations are completed (e.g., NE_id, OSPF,
PCEP, etc.) * The Restconf server is serviceable.

Time

Tue Jul 07 2020 10:50:36 GMT+0200 (CEST)

Exported with

Newman v4.6.0

Total
Failed
Iterations

1

0

Requests

6

0
Prerequest Scripts
12

0

Test Scripts
12

0
Assertions
6

0

Total run duration

6.6s

Total data received
642B (approx)
Average response time
29ms

Total Failures
0

Requests

TD SSP 03-Step-1

Method

DELETE

URL

https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-sve-instances=S1 local



file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-9ba48818-6f8a-4986-992f-132b41924699
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local

Mean time per request
103ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-2

Method

DELETE

URL

https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2 local

Mean time per request
14ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests


file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-cacdb560-540d-407d-b740-0a3e470c1160
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local

Name Pass count Fail count

Post status check 1 0

TD SSP 03-Step-3

Method

DELETE

URL

https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3 local

Mean time per request
13ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-4

Method

DELETE

URL
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Mean time per request
12ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0


file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-1d68d96f-736f-46d8-b6c0-8af5b185678b
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local
file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-f4d1148a-7157-4f15-b0bd-c45341f5b7c8
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-5

Method

DELETE

URL
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

Mean time per request
26ms

Mean size per request
0B

Total passed tests
1

Total failed tests

0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-6

Method

DELETE

URL
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svec-bandwidth-
profiles=bw_profile Plugtest eth service

Mean time per request
9ms


file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-bb809322-6948-4a9b-97c0-3b1d55dbe58e
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d
file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-60add9b1-c87f-4ce5-8906-bf4b3fb5c4f4
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service

Mean size per request
642B

Total passed tests
1

Total failed tests
0

Status code

404

Tests
Name Pass count Fail count
Post status check 1 0

6.4 TD _SSP_04 Newman Report

Collection

TD_SSP_04

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally < All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Tue Jul 07 2020 10:51:28 GMT+0200 (CEST)

Exported with

Newman v4.6.0

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1



0
Assertions
8
0

Total run duration
1235ms

Total data received
60B (approx)

Average response time
102ms

Total Failures
0

Requests

TD SSP 04-Step-1
Method

GET

URL

https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
102ms

Mean size per request
60B

Total passed tests
8

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Service non existence check: S1_local

Pass count

Fail count


file:///C:/Users/Wamba/AppData/Local/Temp/Temp1_HW_output.zip/output/TD_SSP_04/TD_SSP_04.postman_collection.json.REPORT.HTML%23requestData-44a8f142-9d1a-4518-85ad-39d1d3833cf0
https://129.9.170.13:32018/restconf/data/ietf-eth-tran-service:etht-svc

Name Pass count

Service non existence check: S2_local 1

Service non existence check: S3_local 1

Service non existence check: S1-inter-d 1

Service non existence check: S2-inter-d 1

Validate Response Body for "etht-svc-instances” array 1

Fail count

6.5 Huawei Controller and TGA Screenshots
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7. Intracom Tests Results

The Intracom Provisioning Tests followed a different sequence of tests. TD_SSP_01 is executed normally.
For Intracom domain only, this activates the 'S1-inter-d', 'S2-inter-d', 'S1-local’. TD_SSP_02 is run in order
to verify the three services. Then, TD_SSP_01_ICOM_LOCAL is run which deactivates the 'S1-local' and
activates the 'S2-local’ service. TD_SSP_01_ICOM_LOCAL is run again which deactivates the 'S2-local’
service and activates the 'S3-local' service. TD_SSP_03 and TD_SSP_04 are executed normally. The
sequence of tests is the following: TD_SSP_01, TD_SSP_02, TD_SSP_01 ICOM_LOCAL,

TD_SSP_01 ICOM_LOCAL, TD_SSP_03, TD_SSP_04.

7.1 TD _SSP_01 Newman Report

Collection

TD _SSP_01

Time

Wed Jul 08 2020 10:39:15 GMT+0200 (CEST)
Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

3

0
Prerequest Scripts
6

0

Test Scripts
6

0
Assertions
2

0

Total run duration

7s

Total data received
2.01KB (approx)
Average response time
1221ms

Total Failures
0

Requests

TD SSP 01-Step-1
Description



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-ddfaa0ef-c993-4b89-acd6-eb29b4430c7d

This step checks to see if two separated requests will be used, or the creation of Bandwidth Profile and
Service should be done in one step only.

Method

GET

URL
https://172.24.2.10/restconf/data/ietf-yang-library:modules-state

Mean time per request
344ms

Mean size per request
2.01KB

Total passed tests
0

Total failed tests
0

Status code
200

TD SSP 01-Step-2

Description

This step provides for the creation of a Bandwidth Profile. If a Provider does not support it, this step will
be skipped (Step-1 will take care for that) and Test will continue with Step-3.

Method

POST

URL
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/globals

Mean time per request
103ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
201

Tests


https://172.24.2.10/restconf/data/ietf-yang-library:modules-state
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-2037a4a8-b308-4e76-a8a9-7845f22ea5b5
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/globals

Name Pass count Fail count

Post status check 1 0

TD SSP 01-Step-3

Description

It sends a POST request in order to create the actual service. This step (as Step-2) will be executed
only if it is supported. Otherwise Step-1 will continue with Step-3. After the execution of this step, Step-
3 will be skipped.

Method

POST

URL
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
3.2s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

7.2 TD_SSP_02 Newman Report

Collection

TD_SSP_02

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-237c7539-63ab-4209-9819-b84f5e4178c3
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc

Domain Controller instance is up and running normally ¢ All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) » The Restconf
server is serviceable.

Time

Wed Jul 08 2020 10:42:27 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
16

0

Total run duration
1584ms

Total data received
4.45KB (approx)
Average response time
417ms

Total Failures
0

Requests

TD SSP 02-Step-1

Method

GET

URL
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
417ms

Mean size per request
4.45KB

Total passed tests
16


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_02/TD_SSP_02.postman_collection.json.REPORT.HTML%23requestData-375440a3-6e15-4d8b-9628-94800a97beef
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc

Total failed tests
0

Status code

200

Tests

Name Pass count Fail count
Response is OK 1 0
validate Response Body 1 0
Validate Response Body for "globals™ node 1 0
Bandwidth profile existence check 1 0
Bandwidth profile values check 1 0
Validate Response Body for "etht-svc-instances" array 1 0
Service existence check for service S1_local 1 0
Validating Service Values for service S1_local 1 0
Service existence check for service S2_local 1 0
Validating Service Values for service S2_local 1 0
Service existence check for service S3_local 1 0
Validating Service Values for service S3_local 1 0
Service existence check for service S1-inter-d 1 0

Validating Service Values for service S1-inter-d 1 0



Name

Service existence check for service S2-inter-d

Validating Service Values for service S2-inter-d

Pass count

Fail count

7.3 TD _SSP_01 ICOM_LOCAL Newman Report

Collection

TD_SSP_01_ICOM_LOCAL

Time

Wed Jul 08 2020 10:46:32 GMT+0200 (CEST)

Exported with
Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
2

0

Test Scripts
2

0
Assertions
1

0

Total run duration

3.9s

Total data received

OB (approx)

Average response time
2.7s

Total Failures
0

Requests
TD SSP 01-Step-1-PUT

Description


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_01_ICOM_LOCAL/TD_SSP_01_ICOM_LOCAL.postman_collection.json.REPORT.HTML%23requestData-13f46bad-4fc6-43c6-9ed0-490f436cb796

It sends a POST request in order to create the actual service. This step (as Step-2) will be executed
only if it is supporded. Otherwise Step-1 will continue with Step-4. After the execution of this step, Step-
4 will be skipped, and we will continue with Step-5.

Method

PUT

URL
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
2.7s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

7.4 TD_SSP_03 Newman Report

Collection

TD_SSP_03

Description

Interoperability Test Description Identifier TD_ SDN_SSP_03 Test Objective Delete the specified L2
data service over a single domain. The traffic generator/analyzer confirms that data stops flowing.
Configuration CFG_03 References Applicability MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO,
MW_ETHSVC Pre-test conditions * The Domain Controller instance is up and running normally « All the
devices are upgraded to correct versions ¢ All basic configurations are completed (e.g., NE_id, OSPF,
PCEP, etc.) * The Restconf server is serviceable.

Time

Wed Jul 08 2020 10:49:02 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total


https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc

Failed
Iterations

1

0

Requests

6

0
Prerequest Scripts
12

0

Test Scripts
12

0
Assertions
6

0

Total run duration
11.9s

Total data received

0B (approx)

Average response time
916ms

Total Failures
0

Requests

TD SSP 03-Step-1

Method

DELETE

URL

https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1 local

Mean time per request
1060ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-78114380-6542-4ab0-8418-f595c30abfbe
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local

Name Pass count Fail count

Post status check 1 0

TD SSP 03-Step-2

Method

DELETE

URL

https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-sve-instances=S2 _local

Mean time per request
818ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-3

Method

DELETE

URL

https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3 _local

Mean time per request
1463ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-e2f6eb88-b7bd-46a7-8e37-fb2d1e91ddc0
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-ef525f9f-391a-4f6b-b9d6-f5b73fb76358
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-4

Method

DELETE

URL
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Mean time per request
1054ms

Mean size per request
0B

Total passed tests
1

Total failed tests

0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-5

Method

DELETE

URL
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

Mean time per request
1019ms

Mean size per request


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-df926b31-00dc-492e-8832-d6621521e59e
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-0fe87d11-2be0-4730-9eb7-cbfbfd67ca28
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests
Name

Post status check

TD SSP 03-Step-6

Method
DELETE
URL

Pass count

Fail count

https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svec-bandwidth-

profiles=bw _profile Plugtest eth service

Mean time per request

86ms

Mean size per request

0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests
Name

Post status check

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-90ed4ac5-f523-4023-a578-c37fc065fb9f
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service

7.5 TD_SSP_04 Newman Report

Collection

TD_SSP_04

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW _8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally ¢ All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Wed Jul 08 2020 10:50:58 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
8

0

Total run duration
1475ms

Total data received
108B (approx)
Average response time
340ms

Total Failures
0

Requests

TD SSP 04-Step-1

Method

GET

URL
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Intracom-test1/TD_SSP_04/TD_SSP_04.postman_collection.json.REPORT.HTML%23requestData-8ca5ef3a-46dd-4d35-b228-ce39e240ea0e
https://172.24.2.10/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
340ms

Mean size per request
108B

Total passed tests
8

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Service non existence check: S1_local

Service non existence check: S2_local

Service non existence check: S3_local

Service non existence check: S1-inter-d

Service non existence check: S2-inter-d

Validate Response Body for "etht-svc-instances” array

Pass count

Fail count



7.6 Intracom Controller and TGA Screenshots
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Figure 12 Intracom Controller: list of active and pending services after execution of TD_SSP_01 test
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Figure 14 Intracom Controller: list of active services after first execution of TD_SSP_01_ICOM_LOCAL
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Figure 16 Intracom Controller: active services after second execution of TD_SSP_01_ICOM_LOCAL
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Figure 18 Intracom Controller: list of active services after service deletion tests (TD_SSP_03)




8. NEC Tests Results
8.1 TD_SSP_01 Newman Report

Collection

TD _SSP_01

Time

Tue Jul 07 2020 10:08:35 GMT+0200 (CEST)
Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

3

0
Prerequest Scripts
6

0

Test Scripts
6

0
Assertions
2

0

Total run duration

2m 1.9s

Total data received
1.5KB (approx)
Average response time
39.5s

Total Failures
0

Requests

TD SSP 01-Step-1

Description

This step checks to see if two separated requests will be used, or the creation of Bandwidth Profile and
Service should be done in one step only.

Method
GET
URL


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-b325316c-38c1-42c7-ab70-0d5d82b01ac7

https://10.101.243.4:8376/restconf/data/ietf-yang-library:modules-state

Mean time per request
5.9s

Mean size per request
1.5KB

Total passed tests
0

Total failed tests
0

Status code
200

TD SSP 01-Step-2

Description

This step provides for the creation of a Bandwidth Profile. If a Provider does not support it, this step will
be skipped (Step-1 will take care for that) and Test will continue with Step-3.

Method

POST

URL
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/globals

Mean time per request
931ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
201

Tests
Name Pass count Fail count

Post status check 1 0


https://10.101.243.4:8376/restconf/data/ietf-yang-library:modules-state
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-c11fd7a7-6e41-4bb0-bea3-0b5c402ec4d3
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/globals

TD SSP 01-Step-3

Description

It sends a POST request in order to create the actual service. This step (as Step-2) will be executed
only if it is supported. Otherwise Step-1 will continue with Step-3. After the execution of this step, Step-
3 will be skipped.

Method

POST

URL
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
1m51.7s

Mean size per request
10B

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

8.2 TD_SSP_02 Newman Report

Collection

TD_SSP 02

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally * All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Tue Jul 07 2020 10:17:23 GMT+0200 (CEST)

Exported with

Newman v4.5.7


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-60386fd4-7853-4792-ae84-6b94e01b00f8
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
16

0

Total run duration

3.4s

Total data received
6.62KB (approx)
Average response time
2.2s

Total Failures
0

Requests

TD SSP 02-Step-1

Method

GET

URL
https://10.101.243.4:8376/restconf/datalietf-eth-tran-service:etht-svc

Mean time per request
2.2s

Mean size per request
6.62KB

Total passed tests
16

Total failed tests
0

Status code
200


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_02/TD_SSP_02.postman_collection.json.REPORT.HTML%23requestData-7843c833-1638-4584-a0e1-35c037a824cb
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc

Tests

Name Pass count Fail count
Response is OK 1 0
validate Response Body 1 0
Validate Response Body for "globals™ node 1 0
Bandwidth profile existence check 1 0
Bandwidth profile values check 1 0
Validate Response Body for "etht-svc-instances" array 1 0
Service existence check for service S1_local 1 0
Validating Service Values for service S1_local 1 0
Service existence check for service S2_local 1 0
Validating Service Values for service S2_local 1 0
Service existence check for service S3_local 1 0
Validating Service Values for service S3_local 1 0
Service existence check for service S1-inter-d 1 0
Validating Service Values for service S1-inter-d 1 0
Service existence check for service S2-inter-d 1 0

Validating Service Values for service S2-inter-d 1 0



8.3 TD_SSP_03 Newman Report

Collection

TD_SSP_03

Description

Interoperability Test Description Identifier TD_ SDN_SSP_03 Test Objective Delete the specified L2
data service over a single domain. The traffic generator/analyzer confirms that data stops flowing.
Configuration CFG_03 References Applicability MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO,
MW_ETHSVC Pre-test conditions * The Domain Controller instance is up and running normally * All the
devices are upgraded to correct versions ¢ All basic configurations are completed (e.g., NE_id, OSPF,
PCEP, etc.) * The Restconf server is serviceable.

Time

Tue Jul 07 2020 10:18:58 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

6

0
Prerequest Scripts
12

0

Test Scripts
12

0
Assertions
6

0

Total run duration
15.2s

Total data received

0B (approx)

Average response time
1441ms

Total Failures
0

Requests

TD SSP 03-Step-1

Method

DELETE

URL

https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1 local



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-43b41fce-27c5-4e13-8b76-eb2a9ea06d01
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local

Mean time per request
3.9s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-2

Method

DELETE

URL
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_|ocal

Mean time per request
1116ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-7a282b62-9fbc-4015-81a7-27c9220b3a24
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local

Name Pass count Fail count

Post status check 1 0

TD SSP 03-Step-3

Method

DELETE

URL

https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3 local

Mean time per request
1074ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-4

Method

DELETE

URL
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Mean time per request
1111ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-73f3b2d3-037a-45f0-891e-87c5d6866e5e
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-0683cb47-9730-4b36-a47f-ce5152635e07
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-5

Method

DELETE

URL
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

Mean time per request
1086ms

Mean size per request
0B

Total passed tests
1

Total failed tests

0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-6

Method

DELETE

URL
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-sve-bandwidth-
profiles=bw_profile Plugtest eth service

Mean time per request
347ms


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-a9081cae-71a5-4bab-b553-09a4251baf57
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-6ee22c25-ba85-4c2e-927d-1d52d93305d6
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

8.4 TD_SSP_04 Newman Report

Collection

TD_SSP_04

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally < All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.)  The Restconf
server is serviceable.

Time

Tue Jul 07 2020 10:21:59 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1



0
Assertions
8
0

Total run duration

2.9s

Total data received
158B (approx)
Average response time
1744ms

Total Failures
0

Requests

TD SSP 04-Step-1
Method

GET

URL

https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
1744ms

Mean size per request
158B

Total passed tests
8

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Service non existence check: S1_local

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/NEC-test1/TD_SSP_04/TD_SSP_04.postman_collection.json.REPORT.HTML%23requestData-ebd1dbb4-1d8d-4761-be07-e4657f843ead
https://10.101.243.4:8376/restconf/data/ietf-eth-tran-service:etht-svc

Name Pass count

Service non existence check: S2_local 1

Service non existence check: S3_local 1

Service non existence check: S1-inter-d 1

Service non existence check: S2-inter-d 1

Validate Response Body for "etht-svc-instances” array 1

Fail count

8.5 NEC Controller and TGA Screenshots
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Figure 19 NEC Controller: services status before the execution of TD_SSP_01 test
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Figure 21 NEC TGA: flows status after TD_SSP_01
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Figure 22 NEC Controller: service status after deletion test (TD_SSP_03)
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Figure 23 NEC TGA: traffic flows status after execution of TD_SSP_03

9. Nokia Tests Results
9.1 TD_SSP_01 Newman Report

Collection

TD_SSP 01

Time

Wed Jul 08 2020 09:22:03 GMT+0200 (CEST)
Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

2

0
Prerequest Scripts
4

0

Test Scripts
4

0
Assertions
1

0

Total run duration

1m 15.7s

Total data received
2.29KB (approx)
Average response time
36.7s



Total Failures
0

Requests

TD SSP 01-Step-1

Description

This step checks to see if two separated requests will be used, or the creation of Bandwidth Profile and
Service should be done in one step only.

Method

GET

URL
https://10.101.243.1/restconf/data/ietf-yang-library:modules-state

Mean time per request
580ms

Mean size per request
2.29KB

Total passed tests
0

Total failed tests

0

Status code
200

TD SSP 01-Step-3

Description

It sends a POST request in order to create the actual service. This step (as Step-2) will be executed
only if it is supported. Otherwise Step-1 will continue with Step-3. After the execution of this step, Step-
3 will be skipped.

Method

POST

URL
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
1m 12.9s

Mean size per request
0B

Total passed tests


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-0a956a6c-f21d-45e8-b5a8-c9b1b5783936
https://10.101.243.1/restconf/data/ietf-yang-library:modules-state
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-1e19d3af-3bd9-49e0-82d0-53becb08b1a1
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc

1
Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

9.2 TD_SSP_02 Newman Report

Collection

TD_SSP_02

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally < All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Wed Jul 08 2020 09:24:24 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
16

0

Total run duration



3.6s

Total data received
4.76KB (approx)
Average response time
2.5s

Total Failures
0

Requests

TD SSP 02-Step-1
Method

GET

URL

https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
2.5s

Mean size per request
4.76KB

Total passed tests
16

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Validate Response Body for "globals™ node

Bandwidth profile existence check

Bandwidth profile values check

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_02/TD_SSP_02.postman_collection.json.REPORT.HTML%23requestData-b4359ad8-05d4-497e-b254-cb0f19b993bb
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc

Name Pass count Fail count

Validate Response Body for "etht-svc-instances” array 1 0
Service existence check for service S1_local 1 0
Validating Service Values for service S1_local 1 0
Service existence check for service S2_local 1 0
Validating Service Values for service S2_local 1 0
Service existence check for service S3_local 1 0
Validating Service Values for service S3_local 1 0
Service existence check for service S1-inter-d 1 0
Validating Service Values for service S1-inter-d 1 0
Service existence check for service S2-inter-d 1 0
Validating Service Values for service S2-inter-d 1 0

9.3 TD_SSP_03 Newman Report

Collection

TD_SSP_03

Description

Interoperability Test Description Identifier TD_ SDN_SSP_03 Test Objective Delete the specified L2
data service over a single domain. The traffic generator/analyzer confirms that data stops flowing.
Configuration CFG_03 References Applicability MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO,
MW_ETHSVC Pre-test conditions « The Domain Controller instance is up and running normally ¢ All the
devices are upgraded to correct versions ¢ All basic configurations are completed (e.g., NE_id, OSPF,
PCEP, etc.) « The Restconf server is serviceable.

Time

Wed Jul 08 2020 09:26:36 GMT+0200 (CEST)

Exported with

Newman v4.5.7



Total
Failed
Iterations

1

0

Requests

6

0
Prerequest Scripts
12

0

Test Scripts
12

0
Assertions
6

0

Total run duration

1m 17.7s

Total data received
1.01KB (approx)
Average response time
11.9s

Total Failures
0

Requests

TD SSP 03-Step-1

Method

DELETE

URL

https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1 local

Mean time per request
14.9s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-6def99ba-4ef1-48c8-8fa1-4003480cd2b5
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local

Tests
Name Pass count Fail count

Post status check 1 0

TD SSP 03-Step-2

Method

DELETE

URL

https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2 local

Mean time per request
14.2s

Mean size per request
0B

Total passed tests
1

Total failed tests

0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-3

Method

DELETE

URL

https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3 _local

Mean time per request
14.1s

Mean size per request
(0]=]

Total passed tests
1
Total failed tests


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-32562a25-9a55-47d8-95ec-8c337a3fd89f
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-bfdce30d-24f5-4e41-bd69-bc38e4002aa2
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-4

Method

DELETE

URL
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d

Mean time per request
13.9s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-5

Method

DELETE

URL
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-sve-instances=S2-inter-d

Mean time per request
14s


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-e530419b-ffb2-4cab-b3ac-393aabc44d48
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-86cb9000-2ea4-4f95-a1cb-254fa7a844fe
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests
Name

Post status check

TD SSP 03-Step-6
Method

DELETE

URL

Pass count

Fail count

https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-sve-bandwidth-

profiles=bw_profile Plugtest eth service

Mean time per request
78ms

Mean size per request
1.01KB

Total passed tests
1

Total failed tests
0

Status code
404

Tests
Name

Post status check

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-d9cad29d-ffab-4896-9527-481b17f97713
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service

9.4 TD _SSP_04 Newman Report

Collection

TD_SSP_04

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW _8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally ¢ All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Wed Jul 08 2020 09:28:05 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
2

0

Total run duration

2.3s

Total data received
49B (approx)

Average response time
1147ms

Total Failures
0

Requests

TD SSP 04-Step-1

Method

GET

URL
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/Nokia-test1/TD_SSP_04/TD_SSP_04.postman_collection.json.REPORT.HTML%23requestData-34d596ec-1f2e-40e8-81ed-b18405a2032a
https://10.101.243.1/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
1147ms

Mean size per request
49B

Total passed tests
2

Total failed tests
0

Status code

200
Tests

Name Pass count
Response is OK 1

validate Response Body 1

Fail count

9.5 Nokia Controller and TGA Screenshots
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Figure 24 Nokia TGA: traffic flows after execution of TD_SSP_01 test
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Figure 26 Nokia TGA: Wireshark captures of traffic flows (after execution of TD_SSP_01)
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Figure 28 Nokia Controller: service list after deletion test (TD_SSP_03)

10. SIAE Tests Results
10.1 TD_SSP_01 Newman Report

Collection

TD_SSP 01

Time

Wed Jul 08 2020 09:40:09 GMT+0200 (CEST)
Exported with

Newman v4.5.7

Total
Failed



Iterations

1

0

Requests

3

0
Prerequest Scripts
6

0

Test Scripts
6

0
Assertions
2

0

Total run duration
24.8s

Total data received
1.18KB (approx)
Average response time
7.2s

Total Failures
0

Requests

TD SSP 01-Step-1

Description

This step checks to see if two separated requests will be used, or the creation of Bandwidth Profile and
Service should be done in one step only.

Method

GET

URL
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-yang-library:modules-state

Mean time per request
181ms

Mean size per request
1.18KB

Total passed tests
0

Total failed tests
0

Status code
200


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-93832607-10ed-46f0-a0c4-8d4e164a6078
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-yang-library:modules-state

TD SSP 01-Step-2

Description

This step provides for the creation of a Bandwidth Profile. If a Provider does not support it, this step will
be skipped (Step-1 will take care for that) and Test will continue with Step-3.

Method

POST

URL
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/globals

Mean time per request
105ms

Mean size per request
0B

Total passed tests
1

Total failed tests

0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 01-Step-3

Description

It sends a POST request in order to create the actual service. This step (as Step-2) will be executed
only if it is supported. Otherwise Step-1 will continue with Step-3. After the execution of this step, Step-
3 will be skipped.

Method

POST

URL
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
21.2s

Mean size per request
(0]=]


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-9d8ebdd3-745f-4155-8090-cd7668515c0f
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/globals
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_01/TD_SSP_01.postman_collection.json.REPORT.HTML%23requestData-0fd7cdee-4b4e-4979-8e95-67d0b37ca07a
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc

Total passed tests
1

Total failed tests
0

Status code

201

Tests
Name Pass count Fail count
Post status check 1 0

10.2 TD_SSP_02 Newman Report

Collection

TD_SSP_02

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW _8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions « The
Domain Controller instance is up and running normally < All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Wed Jul 08 2020 09:44:42 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
16

0



Total run duration
1773ms

Total data received
4.82KB (approx)
Average response time
605ms

Total Failures
0

Requests

TD SSP 02-Step-1
Method

GET

URL

http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc

Mean time per request
605ms

Mean size per request
4.82KB

Total passed tests
16

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Validate Response Body for "globals™ node

Bandwidth profile existence check

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_02/TD_SSP_02.postman_collection.json.REPORT.HTML%23requestData-4c099e71-5205-4315-9338-fd79d7b31b9b
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc

Name Pass count Fail count

Bandwidth profile values check 1 0
Validate Response Body for "etht-svc-instances” array 1 0
Service existence check for service S1_local 1 0
Validating Service Values for service S1_local 1 0
Service existence check for service S2_local 1 0
Validating Service Values for service S2_local 1 0
Service existence check for service S3_local 1 0
Validating Service Values for service S3_local 1 0
Service existence check for service S1-inter-d 1 0
Validating Service Values for service S1-inter-d 1 0
Service existence check for service S2-inter-d 1 0
Validating Service Values for service S2-inter-d 1 0

10.3 TD_SSP_03 Newman Report

Collection

TD_SSP_03

Description

Interoperability Test Description Identifier TD_ SDN_SSP_03 Test Objective Delete the specified L2
data service over a single domain. The traffic generator/analyzer confirms that data stops flowing.
Configuration CFG_03 References Applicability MW_8040, MW_8345, MW_TETOPO, MW_MWTOPO,
MW_ETHSVC Pre-test conditions * The Domain Controller instance is up and running normally « All the
devices are upgraded to correct versions ¢ All basic configurations are completed (e.g., NE_id, OSPF,
PCEP, etc.) - The Restconf server is serviceable.

Time

Wed Jul 08 2020 09:46:29 GMT+0200 (CEST)

Exported with



Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

6

0
Prerequest Scripts
12

0

Test Scripts
12

0
Assertions
6

0

Total run duration
52.8s

Total data received

OB (approx)

Average response time
7.7s

Total Failures
0

Requests

TD SSP 03-Step-1

Method

DELETE

URL
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-
instances=S1 local

Mean time per request
10.5s

Mean size per request
0B

Total passed tests
1

Total failed tests
0


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-4a3346ec-3f42-43d4-b98d-25f22987db8f
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1_local

Status code
204

Tests
Name

Post status check

TD SSP 03-Step-2
Method

DELETE

URL

Pass count

Fail count

http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-

instances=S2 local

Mean time per request
9s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204

Tests
Name

Post status check

TD SSP 03-Step-3
Method

DELETE

URL

Pass count

Fail count

http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svec-

instances=S3 local

Mean time per request
8.8s

Mean size per request
0B


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-9bd16d7a-1a8c-4d1d-931e-eafc6111616e
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2_local
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-188bec48-3fd5-4ba6-a0b3-036526ce264c
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S3_local

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-4

Method

DELETE

URL
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-sve-instances=S1-
inter-d

Mean time per request
8.9s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-5
Method
DELETE



file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-db3c6277-a1ab-4036-89a4-831630ff528f
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S1-inter-d
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-97ffc827-5473-411d-a650-8eda8d5bc9b8

URL
http://10.101.243.3:8080/nmswebs/restconf/datalietf-eth-tran-service:etht-svc/etht-sve-instances=S2-
inter-d

Mean time per request
8.9s

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code

204

Tests
Name Pass count Fail count
Post status check 1 0

TD SSP 03-Step-6

Method

DELETE

URL
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-
bandwidth-profiles=bw_profile Plugtest eth service

Mean time per request
95ms

Mean size per request
0B

Total passed tests
1

Total failed tests
0

Status code
204


http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/etht-svc-instances=S2-inter-d
file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_03/TD_SSP_03.postman_collection.json.REPORT.HTML%23requestData-f855c3d3-f5d0-4b7c-971a-de53c0de3a2f
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc/globals/etht-svc-bandwidth-profiles=bw_profile_Plugtest_eth_service

Tests
Name Pass count Fail count

Post status check 1 0

10.4 TD_SSP_04 Newman Report

Collection

TD_SSP_04

Description

Interoperability Test Description Identifier TD_ SDN_SSP_02 Test Objective The service topology
information is requested from the single DC under test in TD_SDN_SSP_01. The received information
is checked to correctly list the newly created service. Configuration CFG_03 References Applicability
MW_8040, MW _8345, MW_TETOPO, MW_MWTOPO, MW_ETHSVC Pre-test conditions * The
Domain Controller instance is up and running normally ¢ All the devices are upgraded to correct
versions ¢ All basic configurations are completed (e.g., NE_id, OSPF, PCEP, etc.) * The Restconf
server is serviceable.

Time

Wed Jul 08 2020 09:48:16 GMT+0200 (CEST)

Exported with

Newman v4.5.7

Total
Failed
Iterations

1

0

Requests

1

0
Prerequest Scripts
1

0

Test Scripts
1

0
Assertions
2

0

Total run duration
1294ms

Total data received
49B (approx)

Average response time
161ms

Total Failures
0



Requests

TD SSP 04-Step-1
Method

GET

URL

http://10.101.243.3:8080/nmswebs/restconf/datal/ietf-eth-tran-service:etht-svc

Mean time per request
161ms

Mean size per request
49B

Total passed tests
2

Total failed tests
0

Status code
200

Tests
Name

Response is OK

validate Response Body

Pass count

Fail count


file:///D:/Lavoro/Progetti/ETSI%20mWT%20PLUGTEST%202020/OFFICIAL-TESTS/SIAE-test1/TD_SSP_04/TD_SSP_04.postman_collection.json.REPORT.HTML%23requestData-ca8b418d-06ff-4349-808c-def368537694
http://10.101.243.3:8080/nmswebs/restconf/data/ietf-eth-tran-service:etht-svc

10.5 SIAE Controller and TGA Screenshots
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Figure 30 SIAE TGA: traffic flows after the execution of TD_SSP_01
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Figure 31 SIAE TGA: verification of service traffic profiles after provisioning: load change exceeding PIR.
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Figure 33 SIAE TGA: traffic flows status after execution of service deletion test (TD_SSP_03)



