Text Comparison

Documents Compared
en_30029602v010201p.pdf

en_30029602v010301p.pdf

Summary
538 word(s) added
491 word(s) deleted
4030 word(s) matched
36 block(s) matched



To see where the changes are, please scroll down.



en_30029602v010201p.pdf

EFSHEN-300-296-2 w21 @ees-e

Harmonized European Standard (Telecommunications series)

Electromagnetic compatibility

and Radio spectrum Matters (ERM);

Land Mobile Service;

Radio equipment using integral antennas

intended primarily for analogue speech;

Part 2: Harmonized EN covering essential requirements
vreer article 3.2 of the R&TTE Directive

D




en_30029602v010301p.pdf

ETSI EN 300 296-2 vi131 eainaz

Harmonized European Standard (Telecommunications series)

Electromagnetic compatibility

and Radio spectrum Matters (ERM);

Land Mobile Service;

Radio equipment using integral antennas

intended primarily for analogue speech;

Part 2: Harmonized EN covering the essential requirements
af article 3.2 of the R&TTE Directive

D




en_30029602v010201p.pdf

2 ETSI EN 300 296-2 ¥4=2-4(2669-62)

Reference
REN/ERM-TGDMR-2%2=2

Keywords
analogue, mobile, PMR, radio, regulation, speech

ETSI

650 Route des Lucioles
F-06921 Sophia Antipolis Cedex - FRANCE

Tel.: +334 9294 42 00 Fax: +33 4 93 65 47 16

Siret N° 348 623 562 00017 - NAF 742 C
Association a but non lucratif enregistrée a la
Sous-Préfecture de Grasse (06) N° 7803/88

Important notice

Individual copies of the present document can be downloaded from:
http://www.etsi.org

The present document may be made available in more than one electronic version or in print. In any case of existing or
perceived difference in contents between such versions, the reference version is the Portable Document Format (PDF).
In case of dispute, the reference shall be the printing on ETSI printers of the PDF version kept on a specific network drive
within ETSI Secretariat.

Users of the present document should be aware that the document may be subject to revision or change of status.
Information on the current status of this and other ETSI documents is available at
http://portal.etsi.org/tb/status/status.asp

If you find errors in the present document, please send your comment to one of the following services:
http://portal.etsi.org/chaircor/ETSI_support.asp

Copyright Notification

No part may be reproduced except as authorized by written permission.
The copyright and the foregoing restriction extend to reproduction in all media.

© European Telecommunications Standards Institute 2869+
All rights reserved.

DECT™, PLUGTESTS™, UMTS™, TIPHON™, the TIPHON logo and the ETSI logo are Trade Marks of ETSI registered
for the benefit of its Members.
3GPP™is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners.
LTE™ is a Trade Mark of ETSI currently being registered
for the benefit of its Members and of the 3GPP Organizational Partners.
GSM® and the GSM logo are Trade Marks registered and owned by the GSM Association.

ETSI


http://www.etsi.org/
http://portal.etsi.org/tb/status/status.asp
http://portal.etsi.org/chaircor/ETSI_support.asp

en_30029602v010301p.pdf

2 ETSI EN 300 296-2 M1.2.1.(2010.07)

Reference
REN/ERM-TGDMR-289:.2

Keywords
analogue, mobile, PMR, radio, regulation, speech

ETSI

650 Route des Lucioles
F-06921 Sophia Antipolis Cedex - FRANCE

Tel.: +334 9294 42 00 Fax: +33 4 93 65 47 16

Siret N° 348 623 562 00017 - NAF 742 C
Association a but non lucratif enregistrée a la
Sous-Préfecture de Grasse (06) N° 7803/88

Important notice

Individual copies of the present document can be downloaded from:
http://www.etsi.org

The present document may be made available in more than one electronic version or in print. In any case of existing or
perceived difference in contents between such versions, the reference version is the Portable Document Format (PDF).
In case of dispute, the reference shall be the printing on ETSI printers of the PDF version kept on a specific network drive
within ETSI Secretariat.

Users of the present document should be aware that the document may be subject to revision or change of status.
Information on the current status of this and other ETSI documents is available at
http://portal.etsi.org/tb/status/status.asp

If you find errors in the present document, please send your comment to one of the following services:
http://portal.etsi.org/chaircor/ETSI_support.asp

Copyright Notification

No part may be reproduced except as authorized by written permission.
The copyright and the foregoing restriction extend to reproduction in all media.

© European Telecommunications Standards Institute 2010,
All rights reserved.

DECT™, PLUGTESTS™, UMTS™, TIPHON™, the TIPHON logo and the ETSI logo are Trade Marks of ETSI registered
for the benefit of its Members.
3GPP™is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners.
LTE™ is a Trade Mark of ETSI currently being registered
for the benefit of its Members and of the 3GPP Organizational Partners.
GSM® and the GSM logo are Trade Marks registered and owned by the GSM Association.

ETSI


http://www.etsi.org/
http://portal.etsi.org/tb/status/status.asp
http://portal.etsi.org/chaircor/ETSI_support.asp

en_30029602v010201p.pdf

8 ETSI EN 300 296-2 ¥4=2-4(2669-62)

Contents

1 i | 'y 1), e ™~ | —
rnnelirecituc 11 U'JCI l._y T\l ul || B T T e N mm,,mmmmmIIonInonnnonoononnnonononnonononononononononononononononononononononononononononononononononononomhmnn ~J
-

LI L I ™ A AW | [ ¥ e T ey ey mmmmmmmmmmmmmmmmmmmmhmhIhIhhIImImnIoInmnomnoohInonmohnnn!nnoonon!nononon!n!no!no!n!no!o!no!o o’’’ ! !>’’’ omomnmnon ~J
karodaet -
A4 B B I N oo ~J

1 o g
L ¥ ¥ ¥ | P P R T T T P P P TP P P T P PP PP PR PP F PR \0)

N

2.2

w

31

8

33

N

4.1
4.2
421

3

» P>
NN
w

o
NN
w

TG

4 2 3 3
4.2.4
4241
4242
4.2.4.3
4.2.5

b

o
o
w

HE

4.3.2
4321
4322

;

4.3.3
4331
4332

]

434
4341
4.34.2

i

Dofi v 4
oormmn uuu L= T T e
o | 7
S AR LA I R R R R R P P P P R PP RN

WA o] o (=Y (o] TR TTR 7

TEChNICal SPECITICALIONS.......cuieiteeeteeee ettt b b bt n et en b ene s 7

Environmenta preftemmmreeeeeee T 7
TraNSMITLEr FEQUITEIMENLS ......cveiiieiieeteste et eeee e e steste st e steete e e esaesessetesseatesseeseessessenteseeatesseeseensasesseseentesseesennsens 7
FregUENCY SO T <
e 7
MELhOOS Of MEASUIEMENT ... vttt sttt a et b bbbt ese s b e b e s e b e eenenbensenennan 7
EFfECtiVe rati@ied POWES .......ceceiieeeeieste ettt b e bbbt b b se et s bt et e e e b s b e e ebesneneene 8

M ethods OF MEASUFEIMENE ...ttt ettt sttt e e e tese e besseeaeeneeneeeeseesbesaeeseeneeneenes 8

Maxi mum perml ssible frequency e oR T 8
e 8
MELhOOS OF MEASUIEMENT ... vttt ettt sttt a et b bbb et e se b et e s b e eesenbensenennan 8
Adjacent and alternate ChanNEl POWET ............ocecieiieiiie sttt s e et s resreeneesaennens 8

[T 0T o 8

MEthOdS Of MEBSUFEMENT ... .ottt ettt e et e s ae s e e e e e eeseesbesneeneeneenean 8
Radiated unwanted emissions in the spurious éemaH e 3
DCf; T I; t; U s s s nnnnnnnnnnnnnannnnnannsnsnsnssnssnssssssssssssssnssnsssesssnssnsssnsesnesnssnssnssssnsnsnsss s ssssssssasasasssasassnsnsnsnanssansasnsnanunununununnns 3
e 8
MEthOdS Of MEBSUFEMENT ... .ottt ettt s eesbesae s e e e e e e eeseeseesneeneeneenean 8
Receiver requi rements ........................................................................................................................................ 9
I_\VUI LMC uauulcocl InJlLIVIty (fIU:\.AI Stlcug_:: Iy qJCU\.’: I) ....................................................................................... 3

| = T fa)

:_I L Ilt ........................................................................................................................................................ 3
Methoe-ofmeasdrerment 9

(@0t ol g 0Tc I == o o o 9
(D1 {111 (] OO PSR PRTRR 9

1 o
L= b B B | L T T T T T T J
| W P2 QSO PN 4 4 9
WICtrouorTT T s a e s aaananaaananstananssanenanasensnstonsnassosnnssssnnnsssananssannstonsnnssnsnnnsssnnnnss

Adjacent ChaNNEl SEIECTIVITY ......o.eiiiiieieee bbbt bbb s 9
Defl n|t| (o o SRRSO 9

I_IIIIIL ........................................................................................................................................................ C
AA bl £ 9
SPUIIOUS FESPONSE FEJECLION .....veeveeietesie sttt et este st e s e s e sreste e e esaessetesaestesseessessessesbesaeabesseensensessetesaeeresneennenes 9
Def|n|t|on ................................................................................................................................................ 9
I_IIIIII. ........................................................................................................................................................ 3
Aot o fF 1N
:IItUIIIIU\.‘Iu:Ut;UIIIU\*JUII-xIU_'UUt;UII ............................................................................................................. 13
| W= I H 1N

ETSI



en_30029602v010301p.pdf

3 ETSI EN 300 296-2 M1.3.1.(2010.07)
Caontents
Lntellectual Propecty, Rights 5
Earenard B
Lntraduction Y
1 Scape 6
2 = (= (0= OSSR 6
21 N[0 007 A T (== (= 0= SRRSO 6
2.2 Informative Lefecences 6
3 Definitions, symbols and abbreviations ............coeeiiiiiie i e e 7
3.1 Nefinitiong 7
32 Qumhaols 7
33 P2 o] o =Y o IO 7
4 TEChNICal SPECITICALIONS.......c..eiviieeeeeee ettt r e e st bbb e e e 7
4.1 Environmental profile 7
4.2 LI S LS g = o (0T 00 7
421 Frequency geLrar -
4211 Nefinition 7
4212 Limit 7
4213 MELhOAS Of MEBSUFEIMIENT ......couvie et e e et e e e ae e s be e sare e sabeeenseesabeeeareesnbeesnneesn 7
4.2.2 EFfECtiVE rati@ie0 POWES ..ottt b bbb bt b e bt s bt eb e e e e et b e e b e sre e ere e <
4221 Definitian 7
4222 L imit 4
4223 MELhOAS Of MEBSUFEMIENT ......eevvieeiee ettt et e et e e e e et e e et e e st e e eseesabeseaseesabeeensessnbeesnseesnreesnseesn 8
423 Maximum permissible frequency deviation 8
42231 Definition 38
4232 | imit 8
4233 MELhOAS Of MEBSUFEIMIENT ......couiee ettt e st e e e re e sbe e sare e sabeeeaseesnbeesareesnbeesnneesn 8
424 Adjacent and alternate ChannEl POWE ..........ooieiiiiiieeec et e e re e teeneesneenns 8
4241 (DL 1 0T o] o [T 8
4242 Limit 8
4243 MELhOAS Of MEBSUFEMIENT ......eeevie ettt e et e et e et e et e e et e e st e e eseesabesenseesabeesnsessntessnseesnreesnseesn 8
425 Radiated unwanted emissionsin the spurious damain 8
4251 Definitian 3
4282 L imit 8
4253 MELhOAS Of MEBSUFEMIENT ......eecvvie ettt e e et e et e et e e et e e st e e easeesabesenseesabeesnseesnteeenseesnreesnseesn 8
4.3 RECEIVEN TEOUITEIMENTS. ...ttt bbbt b e bbbt bbb e bbb e e bt b et et et e e st et e s ene e 3
431 Average usable senditivity (field strength _speech) 3
42311 Nafinitian Q
4312 Limit 9
4313 M ethod of measurement 9
432 (@0 Tex 7= 1 0T I = = ok U o o TSR 9
4321 (DL 11 oo o [T 9
4322 Limit 9
4323 MM athod of meag irement 9
4.3.3 Adjacent ChaNNEl SEIECTIVITY ......oviiiiiie bbb et 9
4331 (DL 11 oo o [T 9
4332 Limit 9
43233 MM eothod of meas irement 9
434 SPUMOUS FESPONSE FEJECLION ....c.eeeieeieeteeieetesteestee st e s teesteeaeseesaeesse e te e teesteessesseesseesseesseenseenseensenseensennsennsens 9
434.1 (DL 1 0T o] o [OOSR 9
4342 Limit 9
4343 Method of measirement 9
435 Lntermadulation resnanse roiection 9
4351 Definition ' i )

ETSI



en_30029602v010201p.pdf

4352 T T 10
% Al | L L Wa)
m B:Ublr\ll Iu Ul qu! L= I.;I_GLIUI InmnmnnmnmnmmmmmmImIIImmononomnomnmoohohhhonoonononoonononoononononononononononononononononononononononononononoonononononoInonoDIoDIoo,DD 18
4363 Bt T 40
4362 s %0
4363 iviethod-of 10
4.3.7 SPUITOUS FAOIALTONS ...ttt ettt et eb e et eb e s e et bt se et e b e se et e b e se e e et e sb e e eb e st e neebenbeneenea 10

437.1 (D)1= {10110 ) o [T 10
43.7.2 T T T pns)

A oal ] an

WICroU Ur TriCasar CIrmict IL ........................................................................................................................ Eav)

BEEE” 45

r— - & ey 4 1
_rivirurnricrnda vuriuravrio mtul LU\JIIIH ............................................................................................................... £ L
Nl | pu | 4 4+t P 11
Nermaaparedremetestesneitors—eeeeeeeeeeeeeee e +

aa

eSO O T 3
Clos £ 1 £ 4ot s 11
Chetee-oFsamptestertessaites—rreee T +

i.ﬁ"‘.ﬁ"‘

w N
d
o
g_.
2
&
g
!
L

:_I \Mubl |\.ly A W | NN I e ey ymmmmmmmmmmmmmImIIImImImImnmnmnmnmnomnomomnomnomnomnomnomomomomononononononomnonononononononononononononononononononononononnTnTI 11

532 EffECtiVe ratiaied POWES .......ceciiieeeeie ettt b et b e bt s b e e et b e bbb 11
533 Maximum freguency gewatior T 2
w Al 'S -l |4 vy | (|l 19
2= ASfeSSREaReaE e S tRaARE TS E e 2
5.35 Radiated unwanted emission in the SPUrioUS dOMAIN .........ccceciieieeieieeere e ae e 42
525 SgantssrtiEeittteD—————————————————————— =2
ﬂ Ct: 1<l tU\)I. qlwlflbatl\.ll L NN nnoooonIoonononononnnnnmnononononononononononononononononono,o,h,o,o,o,o,oo,hoohoooéoéooéoéhoyéyyyyayooe 12
Bt Arverage-usoblesenativity-(opecehrfetdsirengir—mrrreeeeeeee 12

54.2 (@0t ol g TagTc I == oo S 12
54.3 Adjacent ChanNEl SEIECLIVITY ......c.eiuiriiiiirere bbb bbb 12
544 Spurious response rej ecti O 12

545 Intermoduleﬂon response fefee R e
% B:UU:\;IIu I UW L~} I.Il_ul.IUII ......................................................................................................................... 12

Annex A (normative): HS Requirements and conformance Test specifications Table




en_30029602v010301p.pdf

“EEEEEE

43.7.1
4.3.7.2

EEEE”

o1 o
w N

o1 o
W w

('rl D
w -
aobowi

EEE:

54.2
543
54.4
545

E

4 EISLEN200208.2 V1 21 (201007,

Limit 10

Method of meagrement 10

Rlnhlzinc ar deconditization 10

Definition 10

Limit 10

Method of meagrement 10

SPUITOUS FAOIALTONS ...ttt ettt ettt et eb e et eb e s e et b se et e b e se et eb e sb e e eb e s b e e ebesbeneenesbennenea 10

[0 11 oo o SRS 10

L imit 10

Methad of meagwrement 10

Iestingfar compliance with technical requirements 10

Enviranmental conditionsfar teding 10

Narmal and extrome toct_conditiang 10

10

Chaoice of Qnmr\lm far toot qlitog 10

Interpretation of the MEASUrEMENE FESUITS .........ceiiiiiieirie et 11

Essential radio test suites 11

Erequency eccor 11

EffECtiVe ratiied POWES ..ottt et b et b e bbb et b bbb 11

M aximum frequency deviation 11

Adiacont and altornate channel nower 11

Radiated unwanted emission in the SPUFiOUS dOMAIN ........c.ecceiieiie i 1l

S’u wrious radiationg 11

Qther tedt specificatians 11

A\/orngn ysahlo congi ti\/ify (cr\oar\h fiold crronc'rh) 12

(@0 Tex 7= 10 I = <ok U o] o TS 12

Adjacent ChanNEl SEIECTIVITY ......ccueuiiiieiri bbb bbb e 12

SPUITOUS FESPONSE FEJECHION ...ttt ettt ettt sttt et b e s s b et b e se et b e se e st et e sb e e et e sbe e ebesbeneben 12

Intermodul ation response Lejection 12

Blacking ar decenditizatian 12
Annex A (normative): HS Requirements and conformance Test specifications Table

(HS-RIL) 13

Annex B (informative)- Ihe ENtitlein the official languages 15

Annex.C (nformative). Bibliography 16

.............................................................................................................................................................. 17



en_30029602v010201p.pdf

5 ETSI EN 300 296-2 ¥4=2-4(2669-62)

Intellectual Property Rights

IPRs essential or potentially essential to the present document may have been declared to ETSI. The information
pertaining to these essential IPRs, if any, is publicly available for ETSI member s and non-member s, and can be found
in ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETS in
respect of ETS standards', which is available from the ETS| Secretariat. Latest updates are available on the ETSI Web
server (http://webapp.etsi.org/| PR/home.asp).

Pursuant to the ETSI IPR Palicy, no investigation, including I PR searches, has been carried out by ETSI. No guarantee
can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web
server) which are, or may be, or may become, essential to the present document.

Foreword

This Harmonized European Standard (Telecommunications series) has been produced by ETSI Technical Committee
Electromagnetic compatibility and Radio spectrum Matters (ERM).

The present document has been produced by ETSI in response to a mandate from the European Commission issued
under Council Directive 98/34/EC (as amended) laying down a procedure for the provision of information in the field of
technical standards and regulations[i.2].

The present document is intended to become a Harmonized Standard, the reference of which will be published in the
Official Journal of the European Communities referencing the Directive 1999/5/EC of the European Parliament and of
the Council of 9 March 1999 on radio equipment and telecommunications terminal equipment and the mutual
recognition of their conformity ("the R& TTE Directive") [#1].

Technical specifications relevant to Directive 1999/5/EC [i.1] are given in annex A.

The present document is part 2 of a multi-part deliverable covering the Land Mobile Service; Radio equipment using
integral antennas intended primarily for analogue speech, as identified below:

Part 1: "Technica characteristics and methods of measurement™;

Part 2.  "Harmonized EN covering essential requirements arreter article 3.2 of the R& TTE Directive".

National transposition dates

Date of adoption of this EN: S-Februery-2609
Date of latest announcement of this EN (doa): St-ivtey-2669

Date of latest publication of new National Standard

or endorsement of this EN (dop/e): S6-Mevembber2669
Date of withdrawal of any conflicting National Standard (dow): SeNevemBe—28409
Introduction

The present document is part of a set of standards developed by ETSI and is designed to fit in a modular structure to
cover al radio and telecommunications terminal equipment within the scope of the R& TTE Directive [#1]. The
modular structure is shown in EG 201 399 [i.3].

ETSI
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Intellectual Property Rights

IPRs essential or potentially essential to the present document may have been declared to ETSI. The information
pertaining to these essential IPRs, if any, is publicly available for ETSI member s and non-member s, and can be found
in ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETS in
respect of ETS standards', which is available from the ETS| Secretariat. Latest updates are available on the ETSI Web
server (http://webapp.etsi.org/| PR/home.asp).

Pursuant to the ETSI IPR Palicy, no investigation, including I PR searches, has been carried out by ETSI. No guarantee
can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web
server) which are, or may be, or may become, essential to the present document.

Foreword

This Harmonized European Standard (Telecommunications series) has been produced by ETSI Technical Committee
Electromagnetic compatibility and Radio spectrum Matters (ERM).

The present document has been produced by ETSI in response to a mandate from the European Commission issued
under Council Directive 98/34/EC (as amended) laying down a procedure for the provision of information in the field of
technical standards and regulations[i.2].

The present document is intended to become a Harmonized Standard, the reference of which will be published in the
Official Journal of the European Communities referencing the Directive 1999/5/EC [il] of the European Parliament
and of the Council of 9 March 1999 on radio equipment and telecommunications terminal equipment and the mutual
recognition of their conformity ("the R& TTE Directive") [1].

Technical specifications relevant to Directive 1999/5/EC [i.1] are given in annex A.

The present document is part 2 of a multi-part deliverable covering the Land Mobile Service; Radio equipment using
integral antennas intended primarily for analogue speech, as identified below:

Part 1: "Technica characteristics and methods of measurement™;

Part 2:  "Harmonized EN covering the essential requirementsat article 3.2 of the R& TTE Directive".

National transposition dates
Date of adoption of this EN: 29.June 2010
Date of latest announcement of this EN (doa): 30 September 2010
Date of latest publication of new National Standard
or endorsement of this EN (dop/e): 3l March 2011
Date of withdrawal of any conflicting National Standard (dow): 31 March 2012
Introduction

The present document is part of a set of standards developed by ETSI and is designed to fit in a modular structure to
cover al radio and telecommunications terminal equipment within the scope of the R& TTE Directive [1]. The modular
structure is shown in EG 201 399 [i.3].

ETSI
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1 Scope

The present document covers the minimum characteristics considered necessary in order to avoid harmful interference
and to make acceptable use of the available frequencies.

The present document applies to equipment with integral antennas, used in angle modulation systemsin the land mobile
service, operating on radio frequencies between 30 MHz and 1 000 MHz, with channel separations of 12,5 kHz, 20 kHz
and 25 kHz, and is intended primarily for analogue speech.

In the present document different requirements are given for the different radio frequency bands, channel separations,
environmental conditions and types of equipment, where appropriate.

The present document is complementary to EN 300 086 [i.4], which covers radio equipment with an internal or external
RF connector, for use in the land mobile service.

2 References

References are either specific (identified by date of publication and/or edition number or version number) or
non-specific.

. For a specific referencersabseguentrevisonsdonotepphy:

eeseS:
. e ottt . it I " F ; coret
prrpeses-ei-thereterrngdocoment:

Referenced documents which are not found to be publicly available in the expected location might be found at
http://docbox.etsi.org/Reference.

NOTE: While any hyperlinksincluded in this clause were valid at the time of publication ETSI cannot guarantee
their long term validity.

2.1 Normative references

The following referenced documents are aetspensalste for the application of the present document. Fer-ceteel
referenees-enty-the-editrer-eited applies. For non-specific references, the lates editten of the: referereed document
(including any amendments) applies.

[1] ETSI EN 300 296-1 (-2 " Electromagnetic compatibility and Radio spectrum Matters (ERM);
Land Mobile Service; Radio equipment using integral antennas intended primarily for analogue
speech; Part 1: Technical characteristics and methods of measurement”.

[2] ETSI TR 100 028 (V1.4.1) (al parts): "Electromagnetic compatibility and Radio spectrum Matters
(ERM); Uncertainties in the measurement of mobile radio equipment characteristics'.

2.2 Informative references

The following referenced documents are not essenrtral-te-He-tse-af-the-=FSk-dekverable but they assist the user with
regard to a particular subject area. Fernen-spectfte-references-thetatest-versronof-thereferencec-doctument-(iaetuding
any-amendments)-appties:

[i.1] Directive 1999/5/EC of the European Parliament and of the Council of 9 March 1999 on radio
equipment and telecommunications equipment and the mutual recognition of their conformity
(R&TTE Directive).

ETSI
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1 Scope

The present document covers the minimum characteristics considered necessary in order to avoid harmful interference
and to make acceptable use of the available frequencies.

The present document applies to equipment with integral antennas, used in angle modulation systemsin the land mobile
service, operating on radio frequencies between 30 MHz and 1 000 MHz, with channel separations of 12,5 kHz, 20 kHz
and 25 kHz, and is intended primarily for analogue speech.

In the present document different requirements are given for the different radio frequency bands, channel separations,
environmental conditions and types of equipment, where appropriate.

The present document is complementary to EN 300 086 [i.4], which covers radio equipment with an internal or external
RF connector, for use in the land mobile service.

2 References

References are either specific (identified by date of publication and/or edition number or version number) or

non-specific. For specific teferences,only the cited versian applies. For non-specific references, the lates uersian of the:
teference document (including any amendments) applies.

Referenced documents which are not found to be publicly available in the expected |ocation might be found at
http://docbox.etsi.org/Reference.

NOTE: While any hyperlinksincluded in this clause were valid at the time of publication ETSI cannot guarantee
their long term validity.

2.1 Normative references
The following referenced documents are necessary for the application of the present document.

[1] ETSI EN 300 296-1 (M1.3.1). "Electromagnetic compatibility and Radio spectrum Matters (ERM);
Land Mobile Service; Radio equipment using integral antennas intended primarily for analogue
speech; Part 1: Technical characteristics and methods of measurement”.

[2] ETSI TR 100 028 (V1.4.1) (all parts): "Electromagnetic compatibility and Radio spectrum Matters
(ERM); Uncertainties in the measurement of mobile radio equipment characteristics'.

2.2 Informative references
The following referenced documents are not necessanyfar the application of the present. dacument but they assist the

user with regard to a particular subject area.

[i.1] Directive 1999/5/EC of the European Parliament and of the Council of 9 March 1999 on radio
equipment and telecommunications equipment and the mutual recognition of their conformity
(R&TTE Directive).

[i.2] Directive 98/34/EC of the European Parliament and of the Council of 22 June 1998 laying down a
procedure for the provision of information in the field of technical standards and regulations.

[i.3] ETSI EG 201 399 (V2.1.1): "Electromagnetic compatibility and Radio spectrum Matters (ERM);
A guide to the production of candidate Harmonized Standards for application under the R& TTE
Directive'.

[i.4] ETSI EN 300 086: "Electromagnetic compatibility and Radio spectrum Matters (ERM); Land
Mobile Service; Radio equipment with an internal or external RF connector intended primarily for
analogue speech".

ETSI
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[i.2] Directive 98/34/EC of the European Parliament and of the Council of 22 June 1998 laying down a
procedure for the provision of information in the field of technical standards and regulations.

[i.3] ETSI EG 201 399 (V2.1.1): "Electromagnetic compatibility and Radio spectrum Matters (ERM);
A guide to the production of candidate Harmonized Standards for application under the R& TTE
Directive'.

[i.4] ETSI EN 300 086: "Electromagnetic compatibility and Radio spectrum Matters (ERM); Land
Mobile Service; Radio equipment with an internal or external RF connector intended primarily for
analogue speech".

3 Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in Directive 1999/5/EC [i.1] and
EN 300 296-1 [1] apply.

3.2 Symbols

For the purposes of the present document, the symbols given in EN 300 296-1 [1] apply.

3.3 Abbreviations

For the purposes of the present document, the abbreviations given in EN 300 296-1 [1] apply.

4 Technical specifications

4.1 Environmental profile

The technical requirements of the present document apply under the environmental profile for operation of the
equipment, which shall be determined by the environmental class of the equipment. The equipment shall comply with
all the technical requirements of the present document at all times when operating within the boundary limits of the
required operational environmental profile.

4.2 Transmitter requirements

4.2.1 Frequency error

4211 Definition

The frequency error isdefined in EN 300 296-1 [1], clause 7.1.1.

4.2.1.2 Limit
The frequency error shall not exceed the limitsin EN 300 296-1 [1], table 1, clause 7.1.3.

42.1.3 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.1.2, shall be carried out.
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3 Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in Directive 1999/5/EC [i.1] and
EN 300 296-1 [1] apply.

3.2 Symbols

For the purposes of the present document, the symbols given in EN 300 296-1 [1] apply.

3.3 Abbreviations

For the purposes of the present document, the abbreviations given in EN 300 296-1 [1] apply.

4 Technical specifications

4.1 Environmental profile

The technical requirements of the present document apply under the environmental profile for operation of the
equipment, which shall be determined by the environmental class of the equipment. The equipment shall comply with
all the technical requirements of the present document at all times when operating within the boundary limits of the
required operational environmental profile.

4.2 Transmitter requirements

4.2.1 Frequency error

4211 Definition

The frequency error isdefined in EN 300 296-1 [1], clause 7.1.1.

4.2.1.2 Limit
The frequency error shall not exceed the limitsin EN 300 296-1 [1], table 1, clause 7.1.3.

4.2.1.3 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.1.2, shall be carried out.
4.2.2 Effective radiated power

4.2.2.1 Definition
The effective radiated power is defined in EN 300 296-1 [1], clause 7.2.1.

4222 Limit

The effective radiated power shall not exceed the limitsin EN 300 296-1 [1], clause 7.2.3.
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4.2.2 Effective radiated power

4221 Definition

The effective radiated power is defined in EN 300 296-1 [1], clause 7.2.1.

4222 Limit

The effective radiated power shall not exceed the limitsin EN 300 296-1 [1], clause 7.2.3.

4223 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.2.2, shall be carried out.
4.2.3 Maximum permissible frequency deviation

4231 Definition

The maximum permissible frequency deviation is defined in EN 300 296-1 [1], clause 7.3.1.

4.2.3.2 Limit

The maximum permissible frequency deviation shall not exceed the limitsin EN 300 296-1 [1], clause 7.3.3.

4233 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.3.2, shall be carried out.
4.2.4  Adjacent and alternate channel power

4241 Definition

The adjacent and alternate channel power isdefined in EN 300 296-1 [1], clause 7.4.1.

4.2.4.2 Limit

The adjacent and alternate channel power shall not exceed the limitsin EN 300 296-1 [1], clause 7.4.3.

4.2.4.3 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.4.2, shall be carried out.

4.2.5 Radiated unwanted emissions in the spurious domain

4251 Definition

The spurious emissions are defined in EN 300 296-1 [1], clause 7.5.1.

4252 Limit

The spurious emissions shall not exceed the limitsin EN 300 296-1 [1], clause 7.5.3.

4253 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.5.2, shall be carried out.
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4223 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.2.2, shall be carried out.

4.2.3 Maximum permissible frequency deviation

4231 Definition

The maximum permissible frequency deviation is defined in EN 300 296-1 [1], clause 7.3.1.

4.2.3.2 Limit

The maximum permissible frequency deviation shall not exceed the limitsin EN 300 296-1 [1], clause 7.3.3.

4.2.3.3 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.3.2, shall be carried out.

4.2.4  Adjacent and alternate channel power

4241 Definition

The adjacent and alternate channel power isdefined in EN 300 296-1 [1], clause 7.4.1.

4242 Limit

The adjacent and alternate channel power shall not exceed the limitsin EN 300 296-1 [1], clause 7.4.3.

4.2.4.3 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.4.2, shall be carried out.
4.2.5 Radiated unwanted emissions in the spurious domain

4251 Definition

The spurious emissions are defined in EN 300 296-1 [1], clause 7.5.1.

4252 Limit

The spurious emissions shall not exceed the limitsin EN 300 296-1 [1], clause 7.5.3.

4253 Methods of measurement

The measurement as specified in EN 300 296-1 [1], clause 7.5.2, shall be carried out.

4.3 Receiver requirements

4.3.1  Average usable sensitivity (field strength, speech)

4311 Definition

The average useable sensitivity (speech, field strength) is defined in EN 300 296-1 [1], clause 8.1.1.
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4.3 Receiver requirements

4.3.1  Average usable sensitivity (field strength, speech)

43.1.1 Definition

The average useable sensitivity (speech, field strength) is defined in EN 300 296-1 [1], clause 8.1.1.

4.31.2 Limit

The average useable sensitivity (speech, field strength) shall not exceed the limitsin EN 300 296-1 [1], clause 8.1.3.

4.3.1.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.1.2, shall be carried out.
4.3.2 Co-channel rejection

4321 Definition

The co-channel rejection is defined in EN 300 296-1 [1], clause 8.3.1.

4.3.2.2 Limit

The co-channel rejection shall not exceed the limitsin EN 300 296-1 [1], clause 8.3.3.

4323 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.3.2, shall be carried out.
4.3.3  Adjacent channel selectivity

4331 Definition

The adjacent channel selectivity is defined in EN 300 296-1 [1], clause 8.4.1.

4.3.3.2 Limit

The adjacent channel selectivity shall not exceed the limitsin EN 300 296-1 [1], clause 8.4.3.

4333 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.4.2, shall be carried out.
4.3.4 Spurious response rejection

4341 Definition

The spurious response rejection is defined in EN 300 296-1 [1], clause 8.5.1.

4.3.4.2 Limit

The spurious response rejection shall not exceed the limitsin EN 300 296-1 [1], clause 8.5.3.
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4.31.2 Limit

The average useable sensitivity (speech, field strength) shall not exceed the limitsin EN 300 296-1 [1], clause 8.1.3.

431.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.1.2, shall be carried out.
4.3.2 Co-channel rejection

4321 Definition

The co-channel rejection is defined in EN 300 296-1 [1], clause 8.3.1.

4.32.2 Limit

The co-channel rejection shall not exceed the limitsin EN 300 296-1 [1], clause 8.3.3.

4323 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.3.2, shall be carried out.
4.3.3  Adjacent channel selectivity

4331 Definition

The adjacent channel selectivity is defined in EN 300 296-1 [1], clause 8.4.1.

4.3.3.2 Limit

The adjacent channel selectivity shall not exceed the limitsin EN 300 296-1 [1], clause 8.4.3.

4.3.3.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.4.2, shall be carried out.

4.3.4  Spurious response rejection

43.4.1 Definition

The spurious response rejection is defined in EN 300 296-1 [1], clause 8.5.1.

4.3.4.2 Limit

The spurious response rejection shall not exceed the limitsin EN 300 296-1 [1], clause 8.5.3.

4.3.4.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.5.2, shall be carried out.

4.3.5 Intermodulation response rejection

435.1 Definition

The intermodulation response rejection is defined in EN 300 296-1 [1], clause 8.6.1.



en_30029602v010201p.pdf

4.3.4.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.5.2, shall be carried out.

4.3.5 Intermodulation response rejection

435.1 Definition

The intermodulation response rejection is defined in EN 300 296-1 [1], clause 8.6.1.

4.35.2 Limit

The intermodulation response rejection shall not exceed the limitsin EN 300 296-1 [1], clause 8.6.3.

4.35.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.6.2, shall be carried out.

4.3.6 Blocking or desensitization

4.3.6.1 Definition

The blocking or desensitization is defined in EN 300 296-1 [1], clause 8.7.1.

4.3.6.2 Limit

The blocking or desensitization shall not exceed the limitsin EN 300 296-1 [1], clause 8.7.3.

4.3.6.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.7.2, shall be carried out.
4.3.7 Spurious radiations

43.7.1 Definition

The spurious radiations are defined in EN 300 296-1 [1], clause .8.2.1.

4.3.7.2 Limit

The spurious radiations shall not exceed the limitsin EN 300 296-1 [1], clause 8.2.3.

437.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.2.2, shall be carried out.
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4.35.2 Limit

The intermodulation response rejection shall not exceed the limitsin EN 300 296-1 [1], clause 8.6.3.

4353 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.6.2, shall be carried out.
4.3.6 Blocking or desensitization

436.1 Definition

The blocking or desensitization is defined in EN 300 296-1 [1], clause 8.7.1.

4.3.6.2 Limit

The blocking or desensitization shall not exceed the limitsin EN 300 296-1 [1], clause 8.7.3.

4.3.6.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.7.2, shall be carried out.
4.3.7 Spurious radiations

4371 Definition

The spurious radiations are defined in EN 300 296-1 [1], clause .8.2.1.

4.3.7.2 Limit

The spurious radiations shall not exceed the limitsin EN 300 296-1 [1], clause 8.2.3.

4.3.7.3 Method of measurement

The measurement as specified in EN 300 296-1 [1], clause 8.2.2, shall be carried out.

5 Testing for compliance with technical requirements

5.1 Environmental conditions for testing

51.1 Normal and extreme test-conditions
Measurements shall be made under normal test conditions, and also, where stated, under extreme test conditions.

The test conditions and procedures shall be as specified in EN 300 296-1 [1], clauses 5.1, 5.3 and 5.4.

5.1.2 Test power source

The test power source shall meet the requirements of EN 300 296-1 [1], clause 5.2.

5.1.3 Choice of samples for test suites

Measurement shall be performed, according to the present document, on samples of equipment defined in
EN 300 296-1 [1], clause 4.1.
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5 Testing for compliance with technical requirements
5.1 Environmental conditions for testing

5.1.1 Normal and extreme test-conditions
M easurements shall be made under normal test conditions, and also, where stated, under extreme test conditions.

The test conditions and procedures shall be as specified in EN 300 296-1 [1], clauses 5.1, 5.3 and 5.4.

5.1.2 Test power source

The test power source shall meet the requirements of EN 300 296-1 [1], clause 5.2.

5.1.3 Choice of samples for test suites

Measurement shall be performed, according to the present document, on samples of equipment defined in
EN 300 296-1 [1], clause 4.1.

5.2 Interpretation of the measurement results

Theinterpretation of the results recorded in atest report for the measurements described in the present document shall
be asfollows:

e  themeasured value related to the corresponding limit shall be used to decide whether an equipment meets the
requirements of the present document;

. the val ue of the measurement uncertainty for the measurement of each parameter shall be included in the test
report;

e  thevalue of the measurement uncertainty shall be, for each measurement, equal to or lower than the figures
givenin clause 9, table 9, in EN 300 296-1 [1].

For the test methods, according to the present document, the measurement uncertainty figures shall be calculated in
accordance with TR 100 028 [2] and shall correspond to an expansion factor (coverage factor) k = 1,96 or k = 2 (which
provide confidence levels of respectively 95 % and 95,45 % in the case where the distributions characterizing the actual
measurement uncertainties are normal (Gaussian)).

The particular expansion factor used for the evaluation of the measurement uncertainty shall be stated.

The absolute measurement uncertainties are given in clause 9 in EN 300 296-1 [1].

5.3 Essential radio test suites

Essential test suites are referred to in annex 111 of R& TTE Directive [#1].

5.3.1 Frequency error

The measurement as specified in EN 300 296-1 [1], clause 7.1.2, shall be carried out.

5.3.2 Effective radiated power

The measurement as specified in EN 300 296-1 [1], clause 7.2.2, shall be carried out.
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5.2 Interpretation of the measurement results

Theinterpretation of the results recorded in atest report for the measurements described in the present document shall
be asfollows:

e  themeasured value related to the corresponding limit shall be used to decide whether an equipment meets the
requirements of the present document;

. the val ue of the measurement uncertainty for the measurement of each parameter shall be included in the test
report;

e thevalue of the measurement uncertainty shall be, for each measurement, equal to or lower than the figures
givenin clause 9, table 9, in EN 300 296-1 [1].

For the test methods, according to the present document, the measurement uncertainty figures shall be calculated in
accordance with TR 100 028 [2] and shall correspond to an expansion factor (coverage factor) k = 1,96 or k = 2 (which
provide confidence levels of respectively 95 % and 95,45 % in the case where the distributions characterizing the actual
measurement uncertainties are normal (Gaussian)).

The particular expansion factor used for the evaluation of the measurement uncertainty shall be stated.

The absolute measurement uncertainties are given in clause 9 in EN 300 296-1 [1].

5.3 Essential radio test suites

Essential test suites are referred to in annex 111 of R& TTE Directive [1].

5.3.1 Frequency error

The measurement as specified in EN 300 296-1 [1], clause 7.1.2, shall be carried out.

5.3.2 Effective radiated power

The measurement as specified in EN 300 296-1 [1], clause 7.2.2, shall be carried out.

5.3.3 Maximum frequency deviation

The measurement as specified in EN 300 296-1 [1], clause 7.3.2, shall be carried out.

5.3.4  Adjacent and alternate channel power

The measurement as specified in EN 300 296-1 [1], clause 7.4.2, shall be carried out.

5.35 Radiated unwanted emission in the spurious domain

The measurement as specified in EN 300 296-1 [1], clause 7.5.2, shall be carried out.

5.3.6  Spurious radiations

The measurement as specified in EN 300 296-1 [1], clause 8.2.2, shall be carried out.

54 Other test specifications

The following radio test suites shall be used to assess the performance of equipment.
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5.3.3 Maximum frequency deviation

The measurement as specified in EN 300 296-1 [1], clause 7.3.2, shall be carried out.

5.3.4  Adjacent and alternate channel power

The measurement as specified in EN 300 296-1 [1], clause 7.4.2, shall be carried out.

5.35 Radiated unwanted emission in the spurious domain

The measurement as specified in EN 300 296-1 [1], clause 7.5.2, shall be carried out.

5.3.6 Spurious radiations

The measurement as specified in EN 300 296-1 [1], clause 8.2.2, shall be carried out.

54 Other test specifications

The following radio test suites shall be used to assess the performance of equipment.

54.1 Average usable sensitivity (speech, field strength)

The measurement as specified in EN 300 296-1 [1], clause 8.1.2, shall be carried out.

54.2 Co-channel rejection

The measurement as specified in EN 300 296-1 [1], clause 8.3.2, shall be carried out.

5.4.3  Adjacent channel selectivity

The measurement as specified in EN 300 296-1 [1], clause 8.4.2, shall be carried out.

54.4 Spurious response rejection

The measurement as specified in EN 300 296-1 [1], clause 8.5.2, shall be carried out.

5.4.5 Intermodulation response rejection

The measurement as specified in EN 300 296-1 [1], clause 8.6.2, shall be carried out.

5.4.6 Blocking or desensitization

The measurement as specified in EN 300 296-1 [1], clause 8.7.2, shall be carried out.
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54.1 Average usable sensitivity (speech, field strength)

The measurement as specified in EN 300 296-1 [1], clause 8.1.2, shall be carried out.

54.2 Co-channel rejection

The measurement as specified in EN 300 296-1 [1], clause 8.3.2, shall be carried out.

5.4.3  Adjacent channel selectivity

The measurement as specified in EN 300 296-1 [1], clause 8.4.2, shall be carried out.

54.4 Spurious response rejection

The measurement as specified in EN 300 296-1 [1], clause 8.5.2, shall be carried out.

5.4.5 Intermodulation response rejection

The measurement as specified in EN 300 296-1 [1], clause 8.6.2, shall be carried out.

5.4.6 Blocking or desensitization

The measurement as specified in EN 300 296-1 [1], clause 8.7.2, shall be carried out.
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Annex A (normative):
HS Requirements and conformance Test specifications
Table (HS-RTT)

The HS Requirements and conformance Test specifications Table (HS-RTT) in table A.1 serves a number of purposes,
asfollows:

it provides a statement of all the requirementsin words and by cross reference to (a) specific clause(s) in the
present document or to (a) specific clause(s) in (a) specific referenced document(s);

it provides a statement of all the test procedures corresponding to those requirements by cross reference to (a)
specific clause(s) in the present document or to (a) specific clause(s) in (@) specific referenced document(s);

it qualifies each requirement to be either:
- Unconditional: meaning that the requirement appliesin all circumstances; or

- Conditional: meaning that the requirement is dependent on the manufacturer having chosen to support
optional functionality defined within the schedule;

in the case of Conditional requirements, it associates the requirement with the particular optional service or
functionality;

it qualifies each test procedure to be either:

- Essential: meaning that it isincluded with the Essential Radio Test Suite and therefore the requirement
shall be demonstrated to be met in accordance with the referenced procedures,

- Other: meaning that the test procedure is illustrative but other means of demonstrating compliance with
the requirement are permitted.

Table A.1: HS Requirements and conformance Test specifications Table (HS-RTT)

Harmonized Standard EN 300 296-2
The following requirements and test specifications are relevant to the presumption of conformity
under the article 3.2 of the R&TTE Directive
Requirement Requirement Conditionality Test Specification
No Description Reference: |U/C Condition E/O | Reference:
Clause No Clause No
1 |Transmitter frequency 4.2.1 U E 5.3.1
error
2 |Transmitter effective 422 U E 5.3.2
radiated power
3 |Transmitter maximum 423 U E 5.3.3
frequency deviation
4  |Transmitter adjacent and 4.2.4 U E 5.3.4
alternate channels power
5 |Transmitter radiated 425 U E 535
unwanted emissions in the
spurious domain
6 |Receiver spurious 4.3.7 U E 5.3.6
radiations
7  |Receiver average useable 4.3.1 C |Applies only to equipment using (0] 54.1
sensitivity listen-before-transmit.

ETSI
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Annex A (normative):
HS Requirements and conformance Test specifications
Table (HS-RTT)

The HS Requirements and conformance Test specifications Table (HS-RTT) in table A.1 serves a number of purposes,
asfollows:

it provides a statement of all the requirementsin words and by cross reference to (a) specific clause(s) in the
present document or to (a) specific clause(s) in (a) specific referenced document(s);

it provides a statement of all the test procedures corresponding to those requirements by cross reference to (a)
specific clause(s) in the present document or to (a) specific clause(s) in (@) specific referenced document(s);

it qualifies each requirement to be either:
- Unconditional: meaning that the requirement appliesin all circumstances; or

- Conditional: meaning that the requirement is dependent on the manufacturer having chosen to support
optional functionality defined within the schedule;

in the case of Conditional requirements, it associates the requirement with the particular optional service or
functionality;

it qualifies each test procedure to be either:

- Essential: meaning that it isincluded with the Essential Radio Test Suite and therefore the requirement
shall be demonstrated to be met in accordance with the referenced procedures,

- Other: meaning that the test procedure is illustrative but other means of demonstrating compliance with
the requirement are permitted.

Table A.1: HS Requirements and conformance Test specifications Table (HS-RTT)

Harmonized Standard EN 300 296-2
The following requirements and test specifications are relevant to the presumption of conformity
under the article 3.2 of the R&TTE Directive
Requirement Requirement Conditionality Test Specification
No Description Reference: |U/C Condition E/O | Reference:
Clause No Clause No
1 |Transmitter frequency 42.1 U E 5.3.1
error
2 |Transmitter effective 422 U E 5.3.2
radiated power
3 [Transmitter maximum 4.2.3 u E 5.3.3
frequency deviation
4  |Transmitter adjacent and 42.4 U E 534
alternate channels power
5 |Transmitter radiated 425 U E 535
unwanted emissions in the
spurious domain
6 |Receiver spurious 4.3.7 U E 5.3.6
radiations
7  |Receiver average useable 43.1 C |Applies only to equipment using (0] 5.4.1
sensitivity listen-before-transmit.

ETSI
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Harmonized Standard EN 300 296-2
The following requirements and test specifications are relevant to the presumption of conformity
under the article 3.2 of the R&TTE Directive
Requirement Requirement Conditionality Test Specification
No Description Reference: |U/C Condition E/O | Reference:
Clause No Clause No
8 Receiver 4.3.2 C |Applies only to equipment using (0] 54.2
co-channel rejection listen-before-transmit.
9 |Receiver adjacent channel 4.3.3 C |Applies only to equipment using (0] 5.4.3
selectivity listen-before-transmit.
10 |Receiver spurious 4.3.4 C |Applies only to equipment using (0] 54.4
response rejection listen-before-transmit.
11 |Receiver 435 C |Applies only to equipment using (0] 5.4.5
inter-modulation response listen-before-transmit.
12 |Receiver blocking or 4.3.6 C |Applies only to equipment using (0] 5.4.6
desensitization listen-before-transmit.

Key to columns:

Requirement:

No

Description

Clause Number

A unique identifier for one row of the table which may be used to identify a requirement or its
test specification.

A textual reference to the requirement.

Identification of clause(s) defining the requirement in the present document unless another
document is referenced explicitly.

Requirement Conditionality:

u/iC

Condition

Test Specification:

E/O

NOTE:

Clause Number

Indicates whether the requirement is to be unconditionally applicable (U) or is conditional
upon the manufacturers claimed functionality of the equipment (C).

Explains the conditions when the requirement shall or shall not be applicable for atechnical
requirement which is classified "conditional”.

Indicates whether the test specification forms part of the Essential Radio Test Suite (E) or
whether it is one of the Other Test Suite (O).

All tests whether "E" or "O" are relevant to the requirements. Rows designated "E" collectively
make up the Essential Radio Test Suite; those designated "O" make up the Other Test Suite; for
those designated " X" there is no test specified corresponding to the requirement . The
completion of all tests classified "E" as specified with satisfactory outcomesis a necessary
condition for a presumption of conformity. Compliance with requirements associated with tests
classified "O" or "X" is anecessary condition for presumption of conformity, although
conformance with the requirement may be claimed by an equivalent test or by manufacturer's
assertion supported by appropriate entriesin the technical construction file.

Identification of clause(s) defining the test specification in the present document unless another
document is referenced explicitly. Where no test is specified (that is, where the previous field
is"X") thisfield remains blank.

ETSI
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Harmonized Standard EN 300 296-2
The following requirements and test specifications are relevant to the presumption of conformity
under the article 3.2 of the R&TTE Directive
Requirement Requirement Conditionality Test Specification
No Description Reference: |U/C Condition E/O | Reference:
Clause No Clause No
8 |Receiver 4.3.2 C |Applies only to equipment using o 5.4.2
co-channel rejection listen-before-transmit.
9 |Receiver adjacent channel 4.3.3 C |Applies only to equipment using o 5.4.3
selectivity listen-before-transmit.
10 |Receiver spurious 4.3.4 C |Applies only to equipment using (0] 54.4
response rejection listen-before-transmit.
11 |Receiver 4.3.5 C |Applies only to equipment using (0] 545
inter-modulation response listen-before-transmit.
12 |Receiver blocking or 4.3.6 C |Applies only to equipment using (0] 5.4.6
desensitization listen-before-transmit.

Key to columns:

Requirement:

No

Description

Clause Number

A unique identifier for one row of the table which may be used to identify a requirement or its
test specification.

A textual reference to the requirement.

Identification of clause(s) defining the requirement in the present document unless another
document is referenced explicitly.

Requirement Conditionality:

u/iC

Condition

Test Specification:

E/O

NOTE:

Clause Number

Indicates whether the requirement is to be unconditionally applicable (U) or is conditional
upon the manufacturers claimed functionality of the equipment (C).

Explains the conditions when the requirement shall or shall not be applicable for atechnical
requirement which is classified " conditional ™.

Indicates whether the test specification forms part of the Essential Radio Test Suite (E) or
whether it is one of the Other Test Suite (O).

All tests whether "E" or "O" are relevant to the requirements. Rows designated "E" collectively
make up the Essential Radio Test Suite; those designated "O" make up the Other Test Suite; for
those designated " X" there is no test specified corresponding to the requirement . The
completion of all tests classified "E" as specified with satisfactory outcomesis a necessary
condition for a presumption of conformity. Compliance with requirements associated with tests
classified "O" or "X" is anecessary condition for presumption of conformity, although
conformance with the requirement may be claimed by an equivalent test or by manufacturer's
assertion supported by appropriate entriesin the technical construction file.

Identification of clause(s) defining the test specification in the present document unless another
document is referenced explicitly. Where no test is specified (that is, where the previous field
is"X") thisfield remains blank.
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Annex B (informative):
The EN title in the official languages

The enlargement of the European Union (EU) resulted in a requirement from the EU for alarger number of languages
for the trandation of the titles of Harmonized Standards and mandated ENs that are to be listed in the Official Journal to
support the implementation of this legislation.

For this reason the title translation concerning the present document can be consulted via the e-approval application.

ETSI


http://portal.etsi.org/eapproval/TranslationListView.aspx?WKI_ID=28010&ACTION_NB=20090210

en_30029602v010301p.pdf

15 ETSI EN 300 296-2 M1.2.1.(2010.07)

Annex B (informative):
The EN title in the official languages

The enlargement of the European Union (EU) resulted in a requirement from the EU for alarger number of languages
for the trandation of the titles of Harmonized Standards and mandated ENs that are to be listed in the Official Journal to
support the implementation of this legislation.

For this reason the title translation concerning the present document can be consulted via the e-approval application.
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Annex C (informative):
Bibliography

Council Directive 89/336/EEC of 3 May 1989 on the approximation of the laws of the Member States relating to
electromagnetic compatibility (EMC Directive).

Council Directive 73/23/EEC of 19 February 1973 on the harmonization of the laws of Member Statesrelating to
electrical equipment designed for use within certain voltage limits (LV Directive).
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