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1 Scope

The present document applies to Mobile Earth Station (MES) radio equipment which have the following characteristics:

- these MES gpetate in anan.geadtationary achit (INGSO) mahile-satellite system,

. these MES have both ttansmit and receive capabilities and operate in a Satellite-Personal Communications
Network (S-PCN). An S-PCN MES may be handheld, portable, vehicle-mounted, host connected, semi-fixed
or fixed equipment, or may be an element in a multi-mode terminal. It may consist of a number of modules
with associated connections and user interface, or may be a self contained single unit;

- these LMESs are controlled and monitored by a Network Control Facility (NCF). The NCF is outside the
scope of the present document;

- if the MES is an element in a multi-mode terminal, unless otherwise stated in the present document, its
requirements apply only to the S-PCN MES element of the terminal operating in the M SS frequency bands
givenintable 1;

- these MES are capablein operating in all or part of the frequency bands shown in table L.

Table 1: Mobile Satellite Service (MSS) frequency bands

MES MSS frequency bands
Transmit (earth to space) 1980 MHz to 2 010 MHz
Receive (space to earth) 2170 MHz to 2 200 MHz

The present document is intended to cover the provisions of Directive 1999/5/EC [1] (R& TTE Directive) adicle 3.2
which statesthat "....radio equipment shall be so constructed that it effectively uses the spectrum allocated to
terrestrial/space radio communications and orbital resources so asto avoid harmful interference”

In addition to the present document, other ENs that specify technical requirementsin respect of essential requirements
under other parts of aticle 3 of the R& TTE Directive [1] may apply to equipment within the scope of the present
document.

NOTE: A list of such ENsisincluded on the ETSI web site.

2 References

References are either specmc (|dent|f|ed by date of pummanmm.numhe;mmm.numhen)ﬂ

[1] Directive 1999/5/EC of the European Parliament and of the Council of 9 March 1999 on radio
equipment and tel ecommunications tetminal equipment and the mutual recognition of their
formity ( ireciive
=2 LILLT Recommendation Q 152 (19921 "Basic parameters for the measurement of error

performance at bit rates below the primary rate"
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E

[6] Directive 98/34/EC of the European Parliament and of the Council of 22 June 1998 laying down a
procedure for the provision of information in the field of technical standards and regulations.

3 Definitions and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in the R& TTE Directive [ 1].and the fallowing
apaly:

applicant: manufacturer or his representative within the European Community or the person responsible for placing the
apparatus on the macket

carrier-on state (allocated a channel): MESisin this state when it is transmitting a signal in a continuous or
nan.cantinuausmade

carrier-off state (idle mode): MESisin this state when it is powered-on but not transmitting asignal, i.e. notin
caier.qn state

conducted measurement: measurement of emissions from an antenna port of the MES made by direct wired
connection to the pact

Equivalent | sotropically Radiated Power (EIRP): product of transmitter power and maximum antenna gain,
equivalent to an isotropic source radiating uniformly in all dicections

environmental profile: range of environmental conditions under which egquipment within the scope of the present
document is required to comply with the provisions of the present dacuument

handheld: indicates a PE MES which is self-contained and is small enough and light enough to be carried and used
during a call with one hand

host-connected: indicates an MES for which connection to or integration with host equipment is necessary to offer

functionality,

host equipment: any equipment which has a complete user functionality when not connected to the MES, and to which
the MES provides additional functionality, and to which connection is necessary for the MES to offer functianality

Installable Equipment (1E), Internally M ounted Equipment (IME) and Externally M ounted Equipment (EME):
Installable Equipment (IE) is an equipment which isintended to beinstalled in a uehicle

DNOTE:  AnIE may consist of one or several interconnected modules. The |E is composed of modules intended to
be externally mounted as declared by the applicant, and defined as Externally Mounted Equipment (EME)
and the remaining modules(s) as Internally Mounted Equipment (IME).
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Scope

The present document applies to Maobile Earth Station (MES) radio equipment which have the following characteristics:

these MES have both trersmitted and receive capabilities and operate in a Satellite-Personal Communications
Network (S-PCN). An S-PCN MES may be handheld, portable, vehicle-mounted, host connected, semi-fixed or
fixed equipment, or may be an element in a multi-mode terminal. It may consist of a number of modules with
associated connections and user interface, or may be a self contained single unit;

these LMESs are controlled and monitored by a Network Control Facility (NCF). The NCF is outside the scope
of the present document;

if the MES is an element in a multi-mode terminal, unless otherwise stated in the present document, its
requirements apply only to the S-PCN MES element of the terminal operating in the MSS frequency bands given
intable 1;

these MES are capable in operating in all or part of the frequency bands shown in table %=

Table 1: Mobile Satellite Service (MSS) frequency bands

MES MSS frequency bands
Transmit (earth to space) 1980 MHz to 2 010 MHz
Receive (space to earth) 2 170 MHz to 2 200 MHz

The present document is intended to cover the provisions of Directive 1999/5/EC [1] (R& TTE Directive) Adtiete 3.2
which statesthat "....radio equipment shall be so constructed that it effectively uses the spectrum alocated to
terrestrial/space radio communications and orbital resources so as to avoid harmful interference”.

In addition to the present document, other ENs that specify technical requirementsin respect of essential requirements
under other parts of Awtiere 3 of the R& TTE Directive [1] may apply to equipment within the scope of the present
document.

NOTE: A list of such ENsisincluded on the ETSI web site.

References

mefottovinerd ) - - : L , ) - ”
geeument

References are either specific (identified by date of ptistreatromeditionntmbberversronntmbber-ete-or

Directive 1999/5/EC of the European Parliament and of the Council of 9 March 1999 on radio
equipment and telecommunications equipment and the mutual recognition of their eonfermity:

EEHFTRecommencetron-S-3+53-4988)* "Basic parameters for the measurement of error

performance at bit rates below the primary rate".
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Laboratory Test Equipment (LTE): logical grouping that contains the standard test equipment provided by atest
Labaratory

M SS band: continuous range of frequencies allocated by the ITU to the MSS
multi-mode: indicates equipment that accommodates radio stations of different radio netwarks

narrow-band system: narrow band system is one in which the nominal carrier frequency spacing for MESsin the
earth-to-space direction is less than 300 kkz

network control channel: channel by which an MES receives general control information from the NCF of its S-RCN

NCF control message: message, normally originating from a network, to a specified terminal or set of terminals of the
network which indicates to the terminal or set of terminals that it/they should carry out some specific action or should
enter or maintain some specific state

DNOTE:  For test purposes NCF control messages may originate from Special Test Equipment (STE).

nominated bandwidth (Bn): Bn of the Mobile Earth Station (MES) radio frequency transmission is wide enough to
encompass al spectral elements of the transmission which have alevel greater than the specified levels of unwanted
.

NOTEL The Bnisdefined relative to the MES actual carrier frequency f..

Bn isthe width of the frequency interval (f; -a, f. +b), where aand b, which shall be specified by the applicant, may
vary with f..

The frequency interval (f -a, f. +b) shall not encompass more than either:
i)  whena=h, 4 nomina carrier frequencies for narrow-band systems;
ii)  whena=b, 1 nomina carrier frequency for narrow-band systems; or
iii) 1 nominal carrier frequency for wide-band systems.

The frequency interval (f. -a, f. +b) shall be within the operational band of the MES.

NQTE2- Explanation of nominated bandwidth is presented in annex B.

operational band: sub-portion of the band 1 980 MHz to 2 010 MHz which has been assigned in the earth-to-space
direction to the MSS network, within which the MES is gpetating

Portable Equipment (PE): Portable Equipment (PE) is generally intended to be self-contained, free standing and
pactable

NQTE. A PE would normally consist of asingle module, but may consist of several interconnected modules.
radiated measurement: measurement of an actual radiated field

Special Test Equipment (STE): equipment which allows atest laboratory to control the MES so that the tests required
by the present document can be perfarmed

test laboratory: laboratory which performs the conformance testing of the MES against the present document. The test
laboratory may be the applicant's Labaratary

test load: test load is a substantially non-reactive, non-radiating power attenuator which is capable of safely dissipating
the power from the transmitter(s)

unwanted emissions. unwanted emissions are those falling outside the nominated bandwidth in the carrier-on state and
those generated in the carrier-off state

wide-band system: wide-band system is one in which the nominal carrier frequency spacing for MESsin the

earth-to=space direction is equal ar greater than 300 kHz
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[6] Directive 98/34/EC of the European Parliament and of the Council of 22 June 1998 laying down a
procedure for the provision of information in the field of technical standards and regulations.
4
et
3 Definitions and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in the R& TTE Directive [4f-ere-the
¢ oo S e

applicant: manufacturer or his representative within the European Community or the person responsible for placing the
apparatus on the market

carrier-on state (allocated a channel): MES isin this state when it is transmitting a signal in a continuous or mem=
eortRtotSede:

carrier-off state (idle mode): MES isin this state when it is powered-on but not transmitting asignal, i.e. not in eerser=
orstete:

conducted measurement: measurement of emissions from an antenna port of the MES made by direct wired connection
to the pert

Equivalent Isotropically Radiated Power (EIRP): product of transmitter power and maximum antenna gain,
equivalent to an isotropic source radiating uniformly in all eli+eetons:

Errvirormmentat profile: range of environmental conditions under which equipment within the scope of the present
document is required to comply with the provisions of the present eleetment:

handheld: indicates a PE MES which is self-contained and is small enough and light enough to be carried and used
during a call with one kere:

host-connected: indicates an MES for which connection to or integration with host equipment is necessary to offer

tanctienalitys

host equipment: s any equipment which has a complete user functionality when not connected to the MES, and to
which the MES provides additional functionality, and to which connection is necessary for the MES to offer

feretronatity-

Installable Equipment (IE), Internally Mounted Equipment (IME) and Externally M ounted Equipment (EM E):
Installable Equipment (IE) is an equipment which is intended to be installed in avehtete: An |E may consist of one or
several interconnected modules. The |E is composed of modulesintended to be externally mounted as declared by the
applicant, and defined as Externally Mounted Equipment (EME) and the remaining modules(s) as Internally Mounted
Equipment (IME).

Laboratory Test Equipment (LTE): logical grouping that contains the standard test equipment provided by atest
tetroretory-

M SS band: continuous range of frequencies alocated by the ITU to the 4SS:
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3.2 Abbreviations

For the purposes of the present document, the following abbreviations apply:

Bn nominated Bandwidth

CDMA Code Division Multiple Access

CMF Control and Monitoring Functions

dBW deciBelsrelative to 1 Watt

EIRP Equivalent Isotropically Radiated Power

EMC Electro-Magnetic Compatibility

EME Externally Mounted Equipment

IE Installable Equipment

IME Internally Mounted Equipment

ITU International Telecommunications Union

LTE Laboratory Test Equipment

MES Mobile Earth Station

MIC MES unique | dentification Code (within its S-PCN)

MSS Mobile Satellite Service

NCF Network Control Facility

NGSO i i

PE Portable Equipment

R&TTE Radio and Telecommunications Terminal Equipment

RF Radio Frequency

S-PCN Satellite Personal Communications Network

STE Specia Test Equipment

TDMA Time Division Multiple Access
4 Technical requirements specifications
4.1 Environmental profile

41.1 General

The technical requirements of the present document apply under the environmental profile specified below for operation
of the equipment. The equipment shall comply with all the technical requirements of the present document at all times
when operating within the boundary limits of the specified operational environmental profile.
4.1.2 Temperature
The MES shall fulfil all the requirementsin the full temperature ranges of:

-10 °C to +55 °C;
Laken from IEC publications 60068-2-1 [3] and 60068-2-2 [4].

4.1.3 Voltage

The applicant shall declare the nominal, lower and the higher extreme voltages.

The MES shall fulfil all the requirements in the full voltage range between the extreme voltages.

414 Vibration

The MES shall fulfil all the requirements when vibrated at the frequency/amplitudes given in table 2.
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multi-mode: indicates equipment that accommodates radio stations of different radio metwerks:

narrow-band system: narrow band system is one in which the nominal carrier frequency spacing for MESsin the
earth-to-space direction is less than 300 fe=tz

network control channel: channel by which an MES receives general control information from the NCF of its S-PEN-

NCF control message: message, normally originating from a network, to a specified terminal or set of terminals of the
network which indicates to the terminal or set of terminals that it/they should carry out some specific action or should
enter or maintain some specific stete: For test purposes NCF control messages may originate from Special Test
Equipment (STE).

nominated bandwidth (Bn): Bn of the Mobile Earth Station (MES) radio frequency transmission is wide enough to
encompass al spectral elements of the transmission which have alevel greater than the specified levels of unwanted
emissrens: The Bn is defined relative to the MES actual carrier frequency f..

Bnisthe width of the frequency interval (f. -a, f. +b), where aand b, which shall be specified by the applicant, may vary
with f...

The frequency interval (f.. -a, f . +b) shall not encompass more than either:

i) whena=b, 4 nominal carrier frequencies for narrow-band systems;
ii) whena# b, 1 nominal carrier frequency for narrow-band systems; or
iii) 1 nominal carrier frequency for wide-band systems.

The frequency interval (f.. -a, f +b) shall be within the operational band of the MES.

NOFE  Explanation of nominated bandwidth is presented in annex B.

oper ational band: sub-portion of the band 1 980 MHz to 2 010 MHz which has been assigned in the earth-to-space
direction to the M SS network, within which the MES is eperetiag:

Portable Equipment (PE): Portable Equipment (PE) is generally intended to be self-contained, free standing and
pertabte: A PE would normally consist of a single module, but may consist of several interconnected modules.

radiated measur ement: measurement of an actual radiated fretet:

Special Test Equipment (STE): equipment which allows a test |aboratory to control the MES so that the tests required
by the present document can be perfermes:

test laboratory: laboratory which performs the conformance testing of the MES against the present document. The test
laboratory may be the applicant's teberetery-

test load: test load is a substantially non-reactive, non-radiating power attenuator which is capable of safely dissipating
the power from the transmitter(s):

unwanted emissions: unwanted emissions are those falling outside the nominated bandwidth in the carrier-on state and
those generated in the carrier-off steter

wide-band system: wide-band system is one in which the nominal carrier frequency spacing for MESs in the earth-te=

SpaceaiesHera s egnamsEgreaernan388=

3.2 Abbreviations

For the purposes of the present document, the following abbreviations apply:

B, nominated Bandwidth

CDMA Code Division Multiple Access

CMF Control and Monitoring Functions
dBwW deciBelsrelativeto 1 Watt

EIRP Equivalent I sotropically Radiated Power
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Table 2: Vibration characteristics

Frequency range ASD (Acceleration Spectral Density) random vibration

5 Hz to 20 Hz 0,96 m?/s3 (+0/-5 %)

20 Hz to 500 Hz 0,96 m2/s3 (+ 0/-5 %) at 20 Hz, thereafter -3 dB/Octave (+0/-5 %)

(taken from IEC Publication 60068-2-84 [5])

4.2

4.2.1

4211

Conformance requirements

Unwanted emissions outside the band 1 980,1 MHz to 2 009,9 MHz
(carrier-on)

Justification

Protection of other radio services operating outside the band 1 980 MHz to 2 010 MHz from emissions caused by
SPCN MESs operating within the band 1 980,1 MHz to 2 009,9 MHz.

4212

Technical Requirement

The maximum EIRP density of the unwanted emissions from the MES outside the band 1 980,1 MHz to 2 009,9 MHz
shall not exceed the limitsin table 3.

In table 3, whenever a change of limit between adjacent frequency bands occurs, the lower of the two limits shall apply

at the transition frequency.

Table 3: Unwanted emissions outside the band 1 980,1 MHz to 2 009,9 MHz

Frequency Carrier - on
(MHz) EIRP (dBW) Measurement bandwidth Measurement method
0,1to 30 -66 10 kHz Peak hold
30to 1 000 -66 100 kHz Peak hold
1000 to 1 559 -60 3 MHz Average
155910 1626,5 -70 1 MHz Average (over 20 ms)
1626,5t0 1 950 -60 3 MHz Average
1950to 1 960 -60 1 MHz Average
1960to 1970 -60 300 kHz Average
1970to 1975 -60 100 kHz Average
1975t01978,1 -60 30 kHz Average

1978,1t01980,1

The levels in table 4 for the frequency offset 0 to 2 MHz shall apply from

1980,1 MHz to 1 978,1 MHz

1980,1 to 2 009,9

Not applicable |

Not applicable

Not applicable

2009,91t02011,9

The levels in table 4 for the frequency offset 0 to 2 MHz shall apply from

2 009,9 MHz to 2 011,9 MHz

2 011,9to 2 015 -60 30 kHz Average
2 015t0 2 020 -60 100 kHz Average
2 020 to 2 030 -60 300 kHz Average
2 030to 2 040 -60 1 MHz Average
2 040 to 2 600 -60 3 MHz Average
2 600to 12 750 -60 3 MHz Peak hold

The conformance requirements apply for the full range of environmental conditions corresponding to the type of
equipment as specified in clause 4.1.

42.1.3

Conformance Test

Conformance tests shall be carried out in accordance with clause5.2.2.
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EMC Electro-Magnetic Compatibility
EME Externally Mounted Equipment
IE Install able Equipment
IME Internally Mounted Equipment
ITU International Telecommunications Union
LTE Laboratory Test Equipment
MES Mobile Earth Station
MIC MES unique Identification Code (within its S-PCN)
MSS Mobile Satellite Service
NCF Network Control Facility
PE Portable Equipment
R&TTE Radio and Telecommunications Terminal Equipment
RF Radio Frequency
S-PCN Satellite Personal Communications Network
STE Specia Test Equipment
TDMA Time Division Multiple Access
4 Technical requirements specifications

4.1 Environmental profile

4.1.1 General

The technical requirements of the present document apply under the environmental profile specified below for operation
of the equipment. The equipment shall comply with all the technical requirements of the present document at all times
when operating within the boundary limits of the specified operational environmental profile.

4.1.2 Temperature

The MES shall fulfil al the requirementsin the full temperature ranges of:
-10°C to +55°C;

taken from | EC publications 60068-2-1 [3] and 60068-2-2 [4].

4.1.3 Voltage

The applicant shall declare the nominal, lower and the higher extreme voltages.

The MES shall fulfil al the requirementsin the full voltage range between the extreme voltages.

41.4 Vibration

The MES shdll fulfil al the requirements when vibrated at the frequency/amplitudes given in table 2.

Table 2: Vibration characteristics

Frequency range ASD (Acceleration Spectral Density) random vibration
5 Hz to 20 Hz 0,96 m2/s3 (+ 0/-5 %)
20 Hz to 500 Hz 0,96 m2/s3 (+ 0/-5 %) at 20 Hz, thereafter -3 dB/Octave (+0/-5 %)
(taken from IEC Publication 60068-2-36 [5])
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4.2.2 Unwanted emissions within the bands 1 980,1 MHz to 2 009,9 MHz,
1978,1 MHz to 1 980,1 MHz and 2 009,9 MHz to 2 011,9 MHz
(carrier-on)

4221 Justification

Protection of radio services and systems operating within the frequency band 1 978,1 MHz to 2 011,9 MHz from
unwanted emissions caused by S-PCN MESs operating in the band 1 980,1 MHz to 2 009,9 MHz.

4.2.2.2 Technical Requirement

The maximum EIRP spectral density of the unwanted emissions from the MES within the band 1 978,1 MHz to
2 011,9 MHz shall not exceed the limitsin tables 4 or 5, as applicable.

In tables 4 and 5, whenever a change of limit between adjacent frequency bands occurs, the lower of the two limits shall
apply at the transition frequency.

When conflicts between multiple requirements exist, the more stringent requirement applies.

Table 4: Maximum unwanted emissions within the bands 1 980,1 MHz to 2 009,9 MHz
from a TDMA carrier, and maximum unwanted emissions within the bands
1978,1 MHz to 1 Q80 1. MHZ and 2 009,9 MHz to 2 011,9 MHz from any carrier

Carrier - on
Frequency offset (kHz) EIRP Measurement bandwidth Measurement
(note 1) (dBW) (kHz) method
0 to 166 0 - (offset x 55/166) 3 kHz Average
166 to 575 -55 3 kHz Average
575101175 -60 3 kHz Average
1175101525 -50 -((offset - 1 175) x 5/350) 30 kHz (note 2) Average
1 525 to 32 000 -55 30 kHz (note 2) Average
NOTE 1: Frequency offset is determined from edge of nominated bandwidth.
NOTE 2: The measurement bandwidth used may be 3 kHz if the unwanted EIRP limits are reduced
correspondingly.

Table 5: Maximum unwanted emissions within the band 1 980,1 MHz to 2 009,9 MHz
from a CDMA carrier

Carrier - on
Frequency offset (kHz) EIRP (dBW) Measurement bandwidth Measurement
(note) (kHz) method
0 to 160 -35 30 Average
160 to 2 300 -35 - ((offset -160) x 21/ 2 140) 30 Average
2 300 to 32 000 -56 30 Average
NOTE: Frequency offset is determined from the edge of nominated bandwidth.

The conformance requirements apply for the full range of environmental conditions corresponding to the type of
equipment as specified in clause 4.1.

4223

Conformance Test

Conformance tests shall be carried out in accordance with clause 5.2.3.

4.2.3

4231

Justification

Unwanted emissions in carrier-off state

Protection of other radio services and systems from unwanted emissions caused by MESs in the carrier-off state.
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4.2 Conformance requirements
4.2.1 Unwanted emissions outside the band 1 980,1 MHz to 2 009,9 MHz
(carrier-on)
42.1.1 Justification

Protection of other radio services operating outside the band 1 980 MHz to 2 010 MHz from emissions caused by S
PeEN MESs operating within the band 1 980,1 MHz to 2 009,9 MHz.

42.1.2

The maximum EIRP density of the unwanted emissions from the MES outside the band 1 980,1 MHz to 2 009,9 MHz
shall not exceed the limitsin table 3.

Technical Requirement

In table 3, whenever a change of limit between adjacent frequency bands occurs, the lower of the two limits shall apply
at the transition frequency.

Table 3: Unwanted emissions outside the band 1 980,1 MHz to 2 009,9 MHz

Frequency Carrier - on
(MHz) EIRP (dBW) Measurement bandwidth Measurement method
0,110 30 -66 10 kHz Peak hold
30 to 1 000 -66 100 kHz Peak hold
1000 to 1 559 -60 3 MHz Average
1559t01626,5 -70 1 MHz Average (over 20 ms)
1626,5t0 1 950 -60 3 MHz Average
1950 to 1 960 -60 1 MHz Average
1960to 1970 -60 300 kHz Average
1970to 1975 -60 100 kHz Average
1975t01978,1 -60 30 kHz Average

1978,1to 1 980,1 The levels in table 4 for the frequency offset 0 to 2 MHz shall apply from
1980,1 MHz to 1 978,1 MHz
Not applicable | Not applicable Not applicable
The levels in table 4 for the frequency offset 0 to 2 MHz shall apply from

2 009,9 MHz to 2 011,9 MHz

1980,1 to 2 009,9
20099t02011,9

2011,9t0 2015 -60 30 kHz Average
2 015 to 2 020 -60 100 kHz Average
2020to 2030 -60 300 kHz Average
2 030 to 2 040 -60 1 MHz Average
2 040to 2 600 -60 3 MHz Average
2 600 to 12 750 -60 3 MHz Peak hold

The conformance requirements apply for the full range of environmental conditions corresponding to the type of
equipment as specified in sebetarse 4.1.

4213 Conformance Test

Conformance tests shall be carried out in accordance with saiseranse5-2-2-

4272 Unwanted emissions within the bands 1 980,1 MHz to 2 009,9 MHz,
1978,1 MHz to 1 980,1 MHz and 2 009,9 MHz to 2 011,9 MHz
(carrier-on)

4221 Justification

Protection of radio services and systems operating within the frequency band 1 978,1 MHz to 2 011,9 MHz from
unwanted emissions caused by S-PCN MESs operating in the band 1 980,1 MHz to 2 009,9 MHz.



en_301442v010201p.pdf

12 EISLEN201 4421 21 (2010.08)

4.2.3.2 Technical Requirement

The maximum EIRP of the unwanted emissions from the MESs in the carrier-off state shall not exceed the limitsin
table 6.

In table 6, whenever a change of limit between adjacent frequency bands occurs, the lower of the two limits shall apply
at the transition frequency.

Table 6: Maximum EIRP of the unwanted emissions in the carrier-off state

Frequency EIRP Measurement Measurement
(MHz) (dBW) bandwidth method
0,1 to 30 -87 10 kHz peak hold
30 to 1 000 -87 100 kHz peak hold
1 000to 12 750 -77 100 kHz peak hold

The conformance requirements apply for the full range of environmental conditions corresponding to the type of
equipment as specified in clause 4.1.

4233 Conformance Test

Conformance tests shall be carried out in accordance with clause 5.2.4.

4.2.4 MES Control and Monitoring Functions (CMF)

42.4.1 Self-monitoring functions / Processor monitoring

42411 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

42412 Technical Requirement

The MES shall incorporate a processor monitoring function for each of its processors involved in the manipulation of
traffic and in control and monitoring functions.

The processor monitoring function shall detect failure of the processor hardware and software.

Not later than 1 s after any detectable fault condition occurs, the transmissions shall be suppressed (carrier-off) until the
processor monitoring function has determined that all fault conditions have been cleared.

The fault conditions which cause transmission shutdown shall be specified by the applicant and declared by the
applicant.

The conformance requirements apply for the environmental conditions as specified in clausa 4.1.

42.4.1.3 Conformance Test

Conformance tests shall be carried out in accordance with clause 5.2.5.1.

4.2.4.2 Self-monitoring functions / Transmit frequency generation sub-system
monitoring
42421 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.
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4.2.2.2

Technical Requirement

The maximum EIRP spectral density of the unwanted emissions from the MES within the band 1 978,1 MHz to
2 011,9 MHz shall not exceed the limitsin tables 4 or 5, as applicable.

In e tables 4 and 5, whenever a change of limit between adjacent frequency bands occurs, the lower of the two limits

shall apply at the transition frequency.

When conflicts between multiple requirements exist, the more stringent requirement applies.

Table 4: Maximum unwanted emissions within the bands 1 980,1 MHz to 2 009,9 MHz from a TDMA

carrier, and maximum unwanted emissions within the bands 1 978,1 MHz to 1 986-WHtz% and
2 009,9 MHz to 2 011,9 MHz from any carrier

Carrier - on

Frequency offset (kHz) EIRP Measurement bandwidth Measurement
(note 1) (dBW) (kHz) method
0to 166 0 - (offset x 55/166) 3 kHz Average
166 to 575 -55 3 kHz Average
575t01175 -60 3 kHz Average
1175101525 -50 -((offset - 1 175) x 5/350) 30 kHz (note 2) Average
1 525 to 32 000 -55 30 kHz (note 2) Average

correspondingly.

NOTE 1: Frequency offset is determined from edge of nominated bandwidth.
NOTE 2: The measurement bandwidth used may be 3 kHz if the unwanted EIRP limits are reduced

Table 5: Maximum unwanted emissions within the band 1 980,1 MHz to 2 009,9 MHz from a CDMA

carrier
Carrier - on
Frequency offset (kHz) EIRP (dBW) Measurement bandwidth Measurement
(note) (kHz) method
0to 160 -35 30 Average
160 to 2 300 -35 - ((offset -160) x 21/ 2 140) 30 Average
2 300 to 32 000 -56 30 Average

NOTE:

Frequency offset is determined from the edge of nominated bandwidth.

The conformance requirements apply for the full range of environmental conditions corresponding to the type of
equipment as specified in saisetense 4.1.

4.2.2.3

Conformance Test

Conformance tests shall be carried out in accordance with sebetesse 5.2.3.

4.2.3

42.3.1

Justification

Unwanted emissions in carrier-off state

Protection of other radio services and systems from unwanted emissions caused by MESs in the carrier-off state.

4.2.3.2

Technical Requirement

The maximum EIRP of the unwanted emissions from the MESs in the carrier-off state shall not exceed the limitsin

table 6.

In table 6, whenever a change of limit between adjacent frequency bands occurs, the lower of the two limits shall apply

at the transition frequency.
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42422 Technical Requirement
The MES shall incorporate a transmit frequency generation sub-system monitoring function.

Not later than 5 s after any detectable failure of the transmit frequency generation sub-system occurs, the transmissions
shall be suppressed (carrier-off) until the transmit frequency generation sub-system monitoring function has determined
that all fault conditions have been cleared.

The fault conditions which cause transmission shutdown shall be specified by the applicant and declared by the
applicant.

The conformance requirements apply for the environmental conditions as specified in clausa 4.1.

42423 Conformance Test

Conformance tests shall be carried out in accordance with clause 5.2.5.2.
4.2.4.3 Network control authorization

42431 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

4.2.4.3.2 Technical Requirement
During POWER-ON no transmissions shall occur from the MES.

Following POWER-ON the MES shall enter a controlled, non-transmitting (carrier-off) state. This state shall be
maintai ned whilst the MES is not synchronized with the appropriate network control channel(s).

Without synchronizing to the appropriate network control channel(s), it shall not be possible to initiate carrier-on state.

Within 30 s of having lost the appropriate network control channel(s) the MES shall suppress transmissions
(carrier-off).

The conformance requirements apply for the environmental conditions as specified in clausa 4.1.

4.2.43.3 Conformance Test

Conformance tests shall be carried out in accordance with clause 5.2.5.3.

4.2.4.4 Network control reception
42441 Transmit frequency control
424411 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

424412 Technical Requirement

The MES shall set the carrier frequency of its transmission according to the command of the NCF. The carrier
frequency hasto be controlled such, that the entire nominated bandwidth of the terminal falls completely within the
operational frequency band(s) specified by the applicant and declared by the applicant.

The conformance requirements apply for the environmental conditions as specified in clausa 4.1.

424413 Conformance Test
Conformance tests shall be carried out in accordance with clause 5.2 541
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Table 6: Maximum EIRP of the unwanted emissions in the carrier-off state

Frequency EIRP Measurement Measurement
(MHz) (dBW) bandwidth method
0,1 to 30 -87 10 kHz peak hold
30to 1 000 -87 100 kHz peak hold
1 000 to 12 750 -77 100 kHz peak hold

The conformance requirements apply for the full range of environmental conditions corresponding to the type of
equipment as specified in sabbeterse 4.1.

4.2.3.3

Conformance tests shall be carried out in accordance with sebelasse 5.2.4.

Conformance Test

4.2.4 MES Control and Monitoring Functions (CMF)
4.2.4.1 Self-monitoring functions / Processor monitoring
42411 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

4.2.4.1.2 Technical Requirement

The MES shall incorporate a processor monitoring function for each of its processors involved in the manipulation of
traffic and in control and monitoring functions.

The processor monitoring function shall detect failure of the processor hardware and software.

Not later than 1 s after any detectable fault condition occurs, the transmissions shall be suppressed (carrier-off) until the
processor monitoring function has determined that all fault conditions have been cleared.

The fault conditions which cause transmission shutdown shall be specified by the applicant and declared by the
applicant.

The conformance requirements apply for the environmental conditions as specified in sebetasse 4.1.

42.4.1.3 Conformance Test

Conformance tests shall be carried out in accordance with seisetasse 5.2.5.1.

4.2.4.2 Self-monitoring functions / Transmit frequency generation sub-system
monitoring
42421 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

4.2.4.2.2 Technical Requirement

The MES shall incorporate a transmit frequency generation sub-system monitoring function.

Not later than 5 s after any detectable failure of the transmit frequency generation sub-system occurs, the transmissions
shall be suppressed (carrier-off) until the transmit frequency generation sub-system monitoring function has determined
that all fault conditions have been cleared.

The fault conditions which cause transmission shutdown shall be specified by the applicant and declared by the
applicant.
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4245 Fellow radio stations in a dual-mode or multi-mode terminal

42.45.1 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

42452 Technical Requirement

Any fellow radio station in a multi-mode MES shall not transmit without reception of a network control channel for the
system for which it is designed.

The conformance requirements apply for the environmental conditions as specified for the fellow radio station.

42.45.3 Conformance Test

Conformance tests shall be carried out in accordance with clause 5.2.5.5.

4.2.5 Equipment identity

4251 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

4.25.2 Technical Requirement
Each MES shall have a unique MES Identification Code (MIC) within its S-PCN.
It shall not be possible for the user to alter the MIC using any normally accessible procedure.

The MES shall be capable of transmitting its identification code upon reception of an appropriate NCF command
addressed to it.

The conformance requirements apply for the environmental conditions as specified in clause 4.1.

4253 Conformance Test

Conformance tests shall be carried out in accordance with clause 5.2.6.

5 Testing for compliance with technical requirements

5.1 Environmental conditions for testing

51.1 Specification of the environmental test conditions

Thetestsin dauses 5.2.2, 5.2.3 and 5.2.4 shall be performed under the conditions given in table 7.

Table 7: Environmental test conditions

Equipment Category Temperature Voltage
Handheld Normal Normal condition voltage (+1 %)
other than handheld Normal Higher extreme voltage (+0/-2 %)
other than handheld Normal Lower extreme voltage (-0/+2 %)

Normal temperature shall be between +15 °C and +35 °C.

All other tests shall be performed under normal conditions for temperature and voltage, and without vibration.
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The conformance requirements apply for the environmental conditions as specified in sebetasse 4.1.

42423 Conformance Test

Conformance tests shall be carried out in accordance with saisetarse 5.2.5.2.
4243 Network control authorization

42431 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

4.2.4.3.2 Technical Requirement
During POWER-ON no transmissions shall occur from the MES.

Following POWER-ON the MES shall enter a controlled, non-transmitting (carrier-off) state. This state shall be
maintained whilst the MES is not synchronized with the appropriate network control channel(s).

Without synchronizing to the appropriate network control channel(s), it shall not be possible to initiate carrier-on state.
Within 30 s of having lost the appropriate network control channel(s) the MES shall suppress transmissions (carrier-off).

The conformance requirements apply for the environmental conditions as specified in sebetasse 4.1.

42433 Conformance Test

Conformance tests shall be carried out in accordance with seiseterise 5.2.5.3.

4.2.4.4 Network control reception
4.2.4.4.1 Transmit frequency control
424411 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

424412 Technical Requirement

The MES shall set the carrier frequency of its transmission according to the command of the NCF. The carrier frequency
has to be controlled such, that the entire nominated bandwidth of the terminal falls completely within the operational
frequency band(s) specified by the applicant and declared by the applicant.

The conformance requirements apply for the environmental conditions as specified in saisetense 4.1.

424413 Conformance Test

4245 Fellow radio stations in a dual-mode or multi-mode terminal

42451 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

4.2.45.2 Technical Requirement

Any fellow radio station in a multi-mode MES shall not transmit without reception of a network control channel for the
system for which it is designed.
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5.1.2 Tests under extreme voltage conditions

During tests under extreme voltage conditions, the power source of the equipment shall be replaced by atest power
source, capable of producing extreme test voltages as specified in clause 5.1.1. The internal impedance of the test power
source shall be low enough for its effect on the test results to be negligible. For the test purposes, the voltage of the
power source shall be measured at the input terminals of the equipment.

If the equipment is provided with a permanently connected power cable, the test voltage shall be measured at the point
of connection of the power cable to the equipment.

In equipment with incorporated batteries, the test power source shall be applied as close to the battery terminals asis
practical. In each case connections shall be made readily available by the applicant.

During tests, the power source voltages shall be maintained within atolerance of +3 % relative to the voltage at the
beginning of each test.

52 Essential radio test suites

521 General

5.21.1 Presentation of equipment for testing purposes

The applicant may provide to atest laboratory one or more preliminary or production models of the MES equipment, as
appropriate, for testing for conformance against the technical requirements of the present document.

If the MES isintended for use with an active antenna, this shall be provided as part of the MES.

If astatement of conformance with the EN is given by the test laboratory on the basis of tests on a preliminary model,
then the statement of conformance shall apply to corresponding production models only if they areidentical in all
technical respects with the preliminary model tested.

5.2.1.2 Description of equipment

The applicant shall provide to the test laboratory a statement which contains al of the information related to the MES
and its testing environment which will enable the test |aboratory to run an appropriate test suite against the MES.

This shall include:
- self contained or host-connected;
- single-mode or multi-mode;
- antenna:
- active; or
- passive, with an antenna port available; or
- passive, no antenna port available.
NOTE 1: If the MES has an active antenna, the antenna is regarded as an integral part of the MES.

NOTE 2: If the MESisintended for use with a passive antenna, the maximum gain of any antenna intended to be
used with the equipment isto be stated.

- the method by which the equipment can be switched into its test modes;
NOTE 3: If Special Test Equipment (STE) isrequired see clause 5.2.1.4 and clause 5.2.1.5.2.
- the fault conditions which cause transmission shut-down;

- the nominal, the lower extreme and the higher extreme operational voltages;
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The conformance requirements apply for the environmental conditions as specified for the fellow radio station.

42453 Conformance Test

Conformance tests shall be carried out in accordance with seiseterise 5.2.5.5.
4.2.5 Equipment identity

4251 Justification

Protection of radio services and systems from uncontrolled RF transmissions from the MES.

4.25.2 Technical Requirement
Each MES shall have a unique MES I dentification Code (MIC) within its S-PCN.
It shall not be possible for the user to ater the MIC using any normally accessible procedure.

The MES shall be capable of transmitting its identification code upon reception of an appropriate NCF command
addressed to it.

The conformance requirements apply for the environmental conditions as specified in sebetasse 4.1.

4253 Conformance Test

Conformance tests shall be carried out in accordance with seieterise 5.2.6.

5 Testing for compliance with technical requirements

5.1 Environmental conditions for testing

51.1 Specification of the environmental test conditions

The tests in sedetarses 5.2.2, 5.2.3 and 5.2.4 shall be performed under the conditions given in table 7.

Table 7: Environmental test conditions

Equipment Category Temperature Voltage

Handheld Normal Normal condition voltage (1 %)
other than handheld Normal Higher extreme voltage (+0/-2 %)
other than handheld Normal Lower extreme voltage (-0/+2 %)

Normal temperature shall be between +15°C and +35°C.

All other tests shall be performed under normal conditions for temperature and voltage, and without vibration.

5.1.2  Tests under extreme voltage conditions

During tests under extreme voltage conditions, the power source of the equipment shall be replaced by atest power
source, capable of producing extreme test voltages as specified in sabeterse 5.1.1. The internal impedance of the test
power source shall be low enough for its effect on the test results to be negligible. For the test purposes, the voltage of
the power source shall be measured at the input terminals of the equipment.

If the equipment is provided with a permanently connected power cable, the test voltage shall be measured at the point
of connection of the power cable to the equipment.
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- in the case of a multi-mode MES, the other modes of operation,;
- if the conducted emission measurements are to be performed:
- the gain at the frequency of the measured spurious emission, according to the choice of the applicant.
- in an information leaflet, for each S-PCN for which the MES is designed to operate:
1) thename of the S-PCN;
2)  the maximum value of nominated bandwidth for that S-PCN, as defined by the network operator;
3) theaand b values of the nominated bandwidth for each nominal carrier frequency of the MES;
4)  the operating frequency range(s) of the MES;
5) thefrequency sub-bands and operating conditions for which the different EIRP density limits apply;
6) the maximum gross datarate at which the MES is designed to operate;

7)  the agreement of the network operator to the above information.
5.2.1.3 Testing of host-connected equipment and plug-in modules

5.2.1.31 Alternative approaches

For equipment for which connection to or integration with host equipment is required to offer functionality, two
aternative approaches are permitted. The applicant shall decide which alternative shall be used.

5.2.1.3.2 Alternative A: combined equipment

Under alternative A, a combination of MES and a specific type of host equipment shall be used for testing according to
the present document.

Where more than one such combination is intended, testing shall not be repeated for combinations of MES and other
host equipment where the latter are substantially similar, in particular such that the host models are unlikely to
significantly influence the emissions of the MES.

Where more than one such combination is intended and host equipment are not substantially similar, one combination
shall be tested against the full set of requirements of the present document; other combinations shall be tested separately
for radiated emissions only.

5.2.1.3.3 Alternative B: use of a test jig

Under alternative B, where the MES is intended for use with a variety of host equipment, the applicant shall supply a
suitable test jig that is representative of the range of host equipment in which the MES may be used. In particular, the
test jig shall be designed such that any ateration of the MES's emissions is minimized. Thetest jig shall allow the MES
part to be powered and stimulated in away similar to the way it would be powered and stimulated when connected to or
inserted into the host equipment.

The MES shall be tested against the full set of requirements of the present document.

5214 CMF / Special Test Equipment (STE)

The STE shall provide the necessary facilities for tests which require that the MES be operated in its normal operating
manner, situated in an environment where receipt of a network control channel and of NCF commands is under the
control of the test laboratory.

This STE shall provide the means to generate and to communicate to the MES, either radiated via its antenna or
conducted via direct connection to its antenna port, the network control channel and the required NCF commands, under
the control of the test |aboratory.

The STE shall also provide means for the test laboratory to interface its test equipment with the MES for the purpose of
monitoring the MES responses.
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In equipment with incorporated batteries, the test power source shall be applied as close to the battery terminalsasis
practical. In each case connections shall be made readily available by the applicant.

During tests, the power source voltages shall be maintained within atolerance of +3 % relative to the voltage at the
beginning of each test.

52 Essential radio test suites

5.2.1 General

5.21.1 Presentation of equipment for testing purposes

The applicant may provide to atest laboratory one or more preliminary or production models of the MES equipment, as
appropriate, for testing for conformance against the technical requirements of the present document.

If the MES isintended for use with an active antenna, this shall be provided as part of the MES.

If astatement of conformance with the EN is given by the test laboratory on the basis of tests on a preliminary model,
then the statement of conformance shall apply to corresponding production models only if they are identical in all
technical respects with the preliminary model tested.

5.2.1.2 Description of equipment

The applicant shall provide to the test |aboratory a statement which contains al of the information related to the MES
and its testing environment which will enable the test 1aboratory to run an appropriate test suite against the MES.

This shall include:
- &ef contained or host-connected;
- single-mode or multi-mode;
- antenna
- active; or
- passive, with an antenna port available; or
- passive, no antenna port available.
NOTE 1: If the MES has an active antenna, the antenna is regarded as an integral part of the MES.

NOTE 2: If the MES isintended for use with a passive antenna, the maximum gain of any antennaintended to be
used with the equipment is to be stated.

- the method by which the equipment can be switched into its test modes;
NOTE 3: If Specia Test Equipment (STE) is required see stisetarrse 5.2.1.4 and seisetarse 5.2.1.5.2.
- thefault conditions which cause transmission shut-down;
- the nominal, the lower extreme and the higher extreme operational voltages,
- inthe case of amulti-mode MES, the other modes of operation;
- if the conducted emission measurements are to be performed:
- thegain at the frequency of the measured spurious emission, according to the choice of the applicant.
- inaninformation leaflet, for each S-PCN for which the MES is designed to operate:

1) the name of the S-PCN;
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For other tests, where the required test mode cannot be, or is not, provided by a special test facility within the MES,
then STE shall aso provide the facility to put the MES into these required test modes.

Thiswill require the provision either by the applicant, or the manufacturer, of Special Test Equipment.
5.2.15 General test requirements

5.2.15.1 MES test modes

The MES isrequired to be placed in a number of different test modesin order for the various tests specified within the
present document to be carried out:

1) power-off;
2) power-on (appliesto al the following test modes);
3) carrier-off;

4)  carrier-on, maximum transmit power, in a specified channel in an operational band, modulated with the test
modulating signal;

5)  carrier-on, maximum transmit power, in a specified channel in an operational band, set by NCF command,
modulated with the test modulating signal (Note: if thisis available for all tests, mode 4 is not required

separately);
6) carrier-on (detectable).

The MES may be placed into test modes 4 and 5 either by means of a special facility existing internally in the MES, or
by means of a Special Test Equipment (STE).

If the MES has been modified by the applicant for these tests, then full documentation showing such modification(s)
shall be provided to demonstrate that the modification(s) will not cause the test results to deviate from normal
operational performance.

5.2.1.5.2 Special Test Equipment

5.2.1.521 Use of STE for control and monitoring functions tests
The test arrangement shall be as shown in figure 1 for radiated and conducted measurements.

This test arrangement assumes that the STE is responsible for simulating for the MES the NCF commands or network
control channel in the same way asthey are received by the MES in normal operating mode. The response received by
the STE from the MES shall be routed to the LTE without modification that would significantly affect the measurement.



en_301442v010101p.pdf

5 EFSHEN-801442-i3-1~(2666-05)

2) the maximum value of nominated bandwidth for that S-PCN, as defined by the network operator;

3) theaand b values of the nominated bandwidth for each nominal carrier frequency of the MES;

4) the operating frequency range(s) of the MES;

5) the frequency sub-bands and operating conditions for which the different EIRP density limits apply;
6) the maximum gross data rate at which the MES is designed to operate;

7) the agreement of the network operator to the above information.
5.2.1.3 Testing of host-connected equipment and plug-in modules

52131 Alternative approaches

For equipment for which connection to or integration with host equipment is required to offer functionality, two
aternative approaches are permitted. The applicant shall decide which alternative shall be used.

5.21.32 Alternative A: combined equipment

Under aternative A, a combination of MES and a specific type of host equipment shall be used for testing according to
the present document.

Where more than one such combination is intended, testing shall not be repeated for combinations of MES and other
host equipment where the latter are substantially similar, in particular such that the host models are unlikely to
significantly influence the emissions of the MES.

Where more than one such combination is intended and host equipment are not substantially similar, one combination
shall be tested against the full set of requirements of the present document; other combinations shall be tested separately
for radiated emissions only.

5.2.1.3.3 Alternative B: use of a test jig

Under alternative B, where the MES is intended for use with a variety of host equipment, the applicant shall supply a
suitable test jig that is representative of the range of host equipment in which the MES may be used. In particular, the
test jig shall be designed such that any alteration of the MES's emissions is minimized. Thetest jig shall allow the MES
part to be powered and stimulated in away similar to the way it would be powered and stimulated when connected to or
inserted into the host equipment.

The MES shall be tested against the full set of requirements of the present document.

5.2.14 CMF / Special Test Equipment (STE)

The STE shall provide the necessary facilities for tests which require that the MES be operated in its normal operating
manner, situated in an environment where receipt of a network control channel and of NCF commands is under the
control of the test 1aboratory.

This STE shall provide the means to generate and to communicate to the MES, either radiated via its antenna or
conducted via direct connection to its antenna port, the network control channel and the required NCF commands, under
the control of the test laboratory.

The STE shall also provide means for the test laboratory to interface its test equipment with the MES for the purpose of
monitoring the MES responses.

For other tests, where the required test mode cannot be, or is not, provided by a special test facility within the MES, then
STE shall aso provide the facility to put the MES into these required test modes.

Thiswill require the provision either by the applicant, or the manufacturer, of Special Test Equipment.



en_301442v010201p.pdf

Xe} ETSI EN 301 442 M1.2.1.L2010.02)
Signal/Commands/Responses
T Signal/lCommands/Responses
| Trigger I_ Trigger
MES STE MES STE
Signal \/ / Signal \/
Spectrum Spectrum
analyser analyser
Power Power
meter meter
Oscilloscope .
Pell Oscilloscope |-
LTE LTE
Radiated test Conducted test

Figure L General test arrangement for control and monitoring tests

The dual trace storage oscilloscope, or other suitable method, may be used to monitor the response of the MES to the
simulated events by measuring the time difference between the event or command reception, and the compliance with
that event.

The power meter and spectrum analyzer shall be used to monitor the MES output signal during all the test procedure.

5.2.1.5.2.2 Test modulating signal

The test modulating signal is a baseband signal which modulates the carrier of the MES and is dependent upon the type
of equipment under test. It isa signal representing a pseudorandom bit sequence of at least 511 bits in accordance with
LILLT Recommendation O.153 [2]. This sequence shall be continuously repeated and shall be at the maximum bit rate
declared by the applicant at which the MES is able to operate.

If not internally generated by the MES, this test modulating signal shall be provided by the STE.

5.2.1.5.3 Laboratory Test Equipment (LTE)

The Laboratory Test Equipment (LTE) isalogical grouping that contains the measurement equipment provided by the
test laboratory.

It shall be verified that the responses of the LTE, including any test antenna, to a constant amplitude sine wave signal
remain within +1 dB of calibration across the frequency range of interest.

The maximum values of measurement uncertainty for the LTE associated with each measurement parameter givenin
table 8 for a 95 % confidence level, shall apply as appropriate to the test cases described in the present document.

Table 8: Measurement uncertainties

Measured parameter Measurement uncertainty
Radio Frequency above 1 MHz +1 part in 20Z
EIRP density within the operational band +0,75 dB
Unwanted radiated emissions +6 dB
Unwanted conducted emissions +4 dB

ETSI
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5.2.15 General test requirements

5.2.15.1 MES test modes

The MES isrequired to be placed in anumber of different test modesin order for the various tests specified within the
present document to be carried out:

1) power-off;
2) power-on (appliesto all the following test modes);
3) carrier-off;

4) carrier-on, maximum transmit power, in a specified channel in an operational band, modulated with the test
modulating signal;

5) carrier-on, maximum transmit power, in a specified channel in an operational band, set by NCF command,
modulated with the test modulating signal (Note: if thisis available for al tests, mode 4 is not required

separately);
6) carrier-on (detectable).

The MES may be placed into test modes 4 and 5 either by means of a special facility existing internally in the MES, or
by means of a Special Test Equipment (STE).

If the MES has been modified by the applicant for these tests, then full documentation showing such modification(s)
shall be provided to demonstrate that the modification(s) will not cause the test results to deviate from normal
operational performance.

52152 Special Test Equipment

5.2.1521 Use of STE for control and monitoring functions tests
The test arrangement shall be as shown in figure 2 for radiated and conducted measurements.

This test arrangement assumes that the STE is responsible for simulating for the MES the NCF commands or network
control channel in the same way as they are received by the MES in normal operating mode. The response received by
the STE from the MES shall be routed to the L TE without modification that would significantly affect the measurement.
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5.2.1.54 Method of test for MES RF emissions according to equipment type

Measurements shall be performed according to the equipment Lype.

Table 9: Options for testing

Equipment with passive antenna port available Radiated from cabinet from 30 MHz to 4 GHz (passive
(external, internal or temporary) antenna port connected to a dummy load), and conducted
from the passive antenna port, from 100 kHz to
12,75 GHz

Equipment with no passive antenna port available Radiated from complete MES, including its antenna, from
30 MHz to 12,75 GHz

The methods of measurement for radiated emissions are described in clause 5.2.1.5.5.

The methods of measurement for conducted emissions are described in clause 5.2.1.5.6.
5.2.1.55 Procedures for measurement of MES RF radiated emissions

5.2.155.1 General

Clanse 5.2.1.5.5 contains methods for tests involving the measurement of aradiated field. This field may be radiated by
an antenna and/or by the cabinet of the equipment itself.

It isrecognized that for some parameters, alternative test methods may exist. It is the responsibility of the test laboratory
to ensure that any alternative test method used yields results identical to those described in the present document.

5.2.155.1.1 Test site

The standard test site shall be a calibrated open air test site, whose dimensions are appropriate to the frequency range of
measurements.

All radiated measurement tests shall be conducted in such away as to ensure that there is no interference to operational
satellite and terrestrial systems. In some cases operating on atest site may produce el ectromagnetic perturbation or,
conversely, external radiation may disturb the measurement. For these reasons, and also in order to reduce the space
required, or to perform tests under extreme environmental conditions, other arrangements may be used, such as:

- anechoic chamber;
- indoor test site.

In addition, it shall be verified that the test site shall be suitable with respect to ambient noise which shall be at |east
6 dB lower than the lowest specification value being measured.

The methods of measurement described in this clause are based on an open air test site. If an anechoic chamber or an
indoor test site are used, some changes may apply to the method of measurement. For each radiated measurement, the
nature and the dimensions of the test arrangement used shall be recorded in the test report.

5.2.1.55.1.2 Test set up for radiated emissions of the MES

The tests shall be carried out with the MES at the specified environmental conditions and for the specified power supply
voltages.

For IE, EME and IME it shall be installed with a separation of approximately 0,5 m. Between the two equipment, the
maximum length connection cable specified by the applicant shall be installed. The height of the cable shall be between
0,5mand 1 m. The cable shall be maintained in that position by non-metallic means. The EME shall be set, inits
normal operating configuration on a non-conducting support at a height between 0,5 m and 1 m. The IME shall be set
on a non-conducting support at a height between 0,5 m and 1 m. Any associated equipment, if required for normal
operation of the MES, shall be placed next to, and at the same height as the IME.

For PE, the equipment shall be arranged in its normal operating configuration as recommended by the applicant on a
non-metallic table at a height between 0,5 mand 1 m.

ETSI
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Figure 2« General test arrangement for control and monitoring tests

The dual trace storage oscilloscope, or other suitable method, may be used to monitor the response of the MES to the
simulated events by measuring the time difference between the event or command reception, and the compliance with
that event.

The power meter and spectrum analyzer shall be used to monitor the MES output signal during al the test procedure.

5.2.152.2 Test modulating signal

The test modulating signal is a baseband signal which modulates the carrier of the MES and is dependent upon the type
of equipment under test. It isasignal representing a pseudorandom bit sequence of at least 511 bitsin accordance with
€& Recommendation 0O.153 [2]. This sequence shall be continuously repeated and shall be at the maximum bit rate
declared by the applicant at which the MES is able to operate.

If not internally generated by the MES, this test modulating signal shall be provided by the STE.

5.2.1.5.3 Laboratory Test Equipment (LTE)

The Laboratory Test Equipment (LTE) isalogical grouping that contains the measurement equipment provided by the
test laboratory.

It shall be verified that the responses of the LTE, including any test antenna, to a constant amplitude sine wave signal
remain within +1 dB of calibration across the frequency range of interest.

The maximum values of measurement uncertainty for the LTE associated with each measurement parameter givenin
table 8 for a 95 % confidence level, shall apply as appropriate to the test cases described in the present document.

Table 8: Measurement uncertainties

Measured parameter Measurement uncertainty
Radio Frequency above 1 MHz +1 partin #0"
EIRP density within the operational band +0,75 dB
Unwanted radiated emissions +6 dB
Unwanted conducted emissions +4 dB

ETSI
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The MES under test shall be placed on the support in its standard position and shall be switched-on.
Each antenna (MES antenna and test antenna) shall be positioned to be outside the near field of the other antenna.

The spectrum analyzer noise floor shall be at least 6 dB below the minimum value to be measured.

5.2.1.5.5.1.3 Reference position of the MES

During radiated measurements, the MES is required to be oriented specifically in relation to the test antenna connected
tothe LTE. This position is called the reference position and is determined as follows:

- the MES shall be placed in a mode whereby it is transmitting;

- the MES shall be rotated in both horizontal and vertical planesin order to locate the direction of maximum
field strength that is detected by the test antenna. This orientation shall be called the reference position.

5.2.1.55.2 Measurement procedure for radiated emissions (peak)
5.2.1.55.2.1 Measurement procedure for peak radiated emissions of the MES
2
/
1
Specified
height
range
05t0 Im 0,5 to 4m
Ground plane

3 4
1) MES under test (with antenna).
2) Test antenna,
3) Input filter (if necessans).
4) Spectrum analyzer.

Figure 2 Measurement arrangement aumber 1

Measurement arrangement aumber 1 of figure 2 shall be used.
a)  For each measurement bandwidth, the following actions shall be performed:
- the MES shall be placed in the reference position as described in glause 5.2.1.5.5.1.3;

- the test antenna shall have the same polarization as the MES and connected to a spectrum analyzer,
eventually through a suitable entry filter to avoid overloading of the spectrum analyzer;

- precautions may be required to ensure that the filter does not attenuate the harmonics of the carrier;

- the test antenna and the entry filter shall be suitable for the measured frequency band, and replaced by
other each time it will be necessary;

- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse;

- the resolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the peak hold function shall be activated. The video bandwidth shall be set to at least 3
times the resol ution bandwidth.
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52154 Method of test for MES RF emissions according to equipment type

M easurements shall be performed according to the equipment type:

Table 9: Options for testing

Equipment with passive antenna port available Radiated from cabinet from 30 MHz to 4 GHz (passive
(external, internal or temporary) antenna port connected to a dummy load), and
conducted from the passive antenna port, from 100 kHz
to0 12,75 GHz

Equipment with no passive antenna port available |Radiated from complete MES, including its antenna, from
30 MHz to 12,75 GHz

The methods of measurement for radiated emissions are described in seiseterse 5.2.1.5.5.

The methods of measurement for conducted emissions are described in seeterse 5.2.1.5.6.
5.2.1.5.5 Procedures for measurement of MES RF radiated emissions

5.2.155.1 General

Sesetarse 5.2.1.5.5 contains methods for tests involving the measurement of aradiated field. Thisfield may be radiated
by an antenna and/or by the cabinet of the equipment itself.

It is recognized that for some parameters, alternative test methods may exist. It is the responsibility of the test |aboratory
to ensure that any alternative test method used yields results identical to those described in the present document.

5.2.1551.1 Test site

The standard test site shall be a calibrated open air test site, whose dimensions are appropriate to the frequency range of
measurements.

All radiated measurement tests shall be conducted in such away as to ensure that there is no interference to operational
satellite and terrestrial systems. In some cases operating on atest site may produce el ectromagnetic perturbation or,
conversely, external radiation may disturb the measurement. For these reasons, and aso in order to reduce the space
required, or to perform tests under extreme environmental conditions, other arrangements may be used, such as:

- anechoic chamber;
- indoor test site.

In addition, it shall be verified that the test site shall be suitable with respect to ambient noise which shall be at least
6 dB lower than the lowest specification value being measured.

The methods of measurement described in this clause are based on an open air test site. If an anechoic chamber or an
indoor test site are used, some changes may apply to the method of measurement. For each radiated measurement, the
nature and the dimensions of the test arrangement used shall be recorded in the test report.

5.2.1.5.5.1.2 Test set up for radiated emissions of the MES

The tests shall be carried out with the MES at the specified environmental conditions and for the specified power supply
voltages.

For IE, EME and IME it shall be installed with a separation of approximately 0,5 m. Between the two equipment, the
maximum length connection cable specified by the applicant shall be installed. The height of the cable shall be between
0,5mand 1 m. The cable shall be maintained in that position by non-metallic means. The EME shall be s&t, in its
normal operating configuration on a non-conducting support at a height between 0,5 m and 1 m. The IME shall be set on
anon-conducting support at a height between 0,5 m and 1 m. Any associated equipment, if required for normal
operation of the MES, shall be placed next to, and at the same height as the IME.

For PE, the equipment shall be arranged in its normal operating configuration as recommended by the applicant on a
non-metallic table at a height between 0,5 mand 1 m.
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Only the discrete signals having alevel equal or greater than 6 dB below the specified limit shall be precisely
measured:

- the test antenna shall be raised or lowered through the specified height range to ook for the maximum
signal on the spectrum analyzer (this may not be necessary if the test site is an anechoic chamber or an
in-door test site);

- the maximum measured value shall be recorded.

The procedure is repeated from a) to b) with the other measurement bandwidths to cover al the frequency
range to be analysed.

In the case where the test site has been calibrated before, the absolute measurement is sufficient to determine
the actual value of EIRP of the radiated emissions. The precise knowledge of distance between the MES and
the test antenna, and the characteristics of the test antenna and the input filter allow the determination of the
EIRP radiated by the MES.

In the case where the test site cannot be calibrated, a relative measurement can be done according to the
following procedure:

3
2 Specified
height
range
0,5to1m 0,5 to 4m
Ground plane

1 4

Sinusoidal RF signal generatar,
Substitution antenna.

Test anienna.
Spectrum analyzer.

Figure 3 Measurement arrangement awmber 2

- using measurement arrangement aumber. 2 of figure 3, a substitution antenna shall replace the MESin
the same position where was the MES antenna. It shall be connected to the signal generator.

The signal generator shall be tuned to each frequency at which an emission has been detected in the case of
unwanted emissions measurement, or to the frequency at the middle of each measurement bandwidth in the
case of EIRP density measurement, The substitution antenna shall be suitable for this frequency:

- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse and put in the same
conditions as for the measurement with the MES, with the peak hold function activated;

- the level of the signal generator shall be adjusted to give the same signal level on the spectrum anayzer
asinb);

- the output level of the signal generator shall be recorded. This value, after corrections due to the gain of
the substitution antenna and the cable |oss between the signal generator and the substitution antenna, is
the radiated emission level of the MES.

Thef) procedure is repeated with the other measurement bandwidths to cover the whole frequency range to be
analysed.
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The MES under test shall be placed on the support in its standard position and shall be switched-on.
Each antenna (M ES antenna and test antenna) shall be positioned to be outside the near field of the other antenna.

The spectrum analyzer noise floor shall be at least 6 dB below the minimum value to be measured.

5.2.155.13 Reference position of the MES

During radiated measurements, the MES is required to be oriented specifically in relation to the test antenna connected
tothe LTE. This position is called the reference position and is determined as follows:

- the MES shall be placed in a mode whereby it is transmitting;

- the MES shall be rotated in both horizontal and vertical planesin order to locate the direction of maximum field
strength that is detected by the test antenna. This orientation shall be called the reference position.

5.2.155.2 Measurement procedure for radiated emissions (peak)
5.2.155.2.1 Measurement procedure for peak radiated emissions of the MES
2
/
1
. Specified
height
range
0,5to 1m 0.5 to 4m
Ground plane

3 4
1) MES under test (with estenned):
2) Test emtermes
3) Input filter (if recessary):
4) Spectrum analyzer.

Figure 8* Measurement arrangement o= 1

Measurement arrangement ™der 1 of figure 3 shall be used.
a) For each measurement bandwidth, the following actions shall be performed:
- the MES shall be placed in the reference position as described in sefseterse 5.2.1.5.5.1.3;

- thetest antenna shall have the same polarization as the MES and connected to a spectrum analyzer, eventually
through a suitable entry filter to avoid overloading of the spectrum analyzer;

- precautions may be required to ensure that the filter does not attenuate the harmonics of the carrier;

- thetest antenna and the entry filter shall be suitable for the measured frequency band, and replaced by other
each time it will be necessary;

- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse;

- theresolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the peak hold function shall be activated. The video bandwidth shall be set to at least 3
times the resol ution bandwidth.
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h)  a) tog) shall be repeated with test antennas of the opposite polarization for the unwanted emission
measurements.

5.2.1.55.2.2 Measurement procedure for peak radiated emissions of the cabinet

This method of measurement applies to transmitters having an antenna socket and has to be performed in addition to
conducted measurements of the MES in the case of unwanted emissions.

3
2 Specified
height
range
0,510 1m 0,5 to 4m

Ground plane

1 4
1) Test laad.
2) MES under test (antenna port connected to the test laad).
el Jastanicnna,
4 Spactoun analzor,

Eigure 4 _Measyrement arrangement number 3
Measurement acrangement number 2 of figure 4 shall be used for measurement of radiated emissions of the cabinet.
The procedure is a peak measurement asin clause 5.2.1.5.5.2.1.

The same method as in dlause 5.2.1.5.5.2.1 shall be applied with the exception that measurement arrangement number 3
replaces measurement arrangement aumber. 1 (measurement arrangement aumber 2 remains the same for the relative

measurement).
5.2.1.55.3 Measurement procedure for radiated emissions (average)
5.2.1.55.3.1 Measurement procedure for average radiated emissions of the MES

M easurement arrangement aumber 1 of figure 2 shall be used.
a)  For each measurement bandwidth, the following actions shall be performed:
- the MES shall be placed in the reference position as described in clause 5.2.1.5.5.1.3;

- the test antenna shall have the same polarization as the MES and connected to a spectrum analyzer,
eventually through a suitable entry filter to avoid overloading of the spectrum analyzer;

- precautions may be required to ensure that the filter does not attenuate the harmonics of the carrier;

- the test antenna and the entry filter shall be suitable for the measured frequency band, and replaced by
other each time it will be necessary;

- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse;

- the resolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the average function shall be activated. The video bandwidth shall be set to the same
value as the resolution bandwidth.
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b) Only the discrete signals having alevel equal or greater than 6 dB below the specified limit shall be precisely
measured:

the test antenna shall be raised or lowered through the specified height range to look for the maximum signal
on the spectrum analyzer (this may not be necessary if the test site is an anechoic chamber or an in-door test
site);

the maximum measured val ue shall be recorded.

¢) The procedureis repeated from @) to b) with the other measurement bandwidths to cover all the frequency range
to be analysed.

d) Inthe case where the test site has been calibrated before, the absolute measurement is sufficient to determine the
actual value of EIRP of the radiated emissions. The precise knowledge of distance between the MES and the test
antenna, and the characteristics of the test antenna and the input filter allow the determination of the EIRP
radiated by the MES.

€) Inthe case where the test site cannot be calibrated, a rel ative measurement can be done according to the
following procedure:

3
,2 Specified
height
range
0,5to 1m 0,5to 4m

Ground plane

Sinusoidal RF signal gererater:
Substitution emtermrres

Test emtermre:
Spectrum analyzer.

Figure #* Measurement arrangement o 2

using measurement arrangement e: 2 of figure #; a substitution antenna shall replace the MES in the same
position where was the MES antenna. It shall be connected to the signal generator.

f) The signal generator shall be tuned to each frequency at which an emission has been detected in the case of
unwanted emissions measurement, or to the frequency at the middle of each measurement bandwidth in the case
of EIRP density measurement, The substitution antenna shall be suitable for this frequency:

the spectrum analyzer shall be tuned to the measurement bandwidth to analyse and put in the same conditions
as for the measurement with the MES, with the peak hold function activated;

the level of the signal generator shall be adjusted to give the same signal level on the spectrum analyzer as
inb);

the output level of the signal generator shall be recorded. This value, after corrections due to the gain of the
substitution antenna and the cable loss between the signal generator and the substitution antenna, is the
radiated emission level of the MES.

g) Thef) procedureis repeated with the other measurement bandwidths to cover the whole frequency range to be
analysed.

h) a) to g) shall be repeated with test antennas of the opposite polarization for the unwanted emission measurements.
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b) Thetest antenna shall be raised or lowered through the specified height range to look for the maximum
received signal on the spectrum analyzer (this step may not be necessary if the test site is an anechoic chamber
or an indoor test site):

- the EIRP shall be averaged until the variance over the measured bandwidth islessthan 1 dB. The
averaged value shall be recorded.

¢) The procedure shall be repeated from a) to b) with the other measurement bandwidths to cover the whole
frequency range to be analysed.

d) Inthe case where the test site has been calibrated before, the absolute measurement is sufficient to determine
the actual value of EIRP of the radiated emissions. The precise knowledge of distance between the MES and
the test antenna, the characteristics of the test antenna and the input filter allow the determination of the EIRP
radiated by the MES.

€) Inthe case where the test site cannot be calibrated, a relative measurement can be done according to the
following procedure:

- using measurement arrangement aumber. 2 of figure 3, a substitution antenna shall replace the MESin
the same position where was the MES antenna. It shall be connected to the signal generator.

f)  Thesignal generator shall be tuned to the centre frequency of each measurement bandwidth. The substitution
antenna shall be suitable for this frequency:

- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse and put in the same
conditions as for the measurement with the MES with the average function activated,;

- the level of the signal generator shall be adjusted to give the same signal level on the spectrum anayzer
asin b) when averaged until the variance over the measured bandwidth is less than 1 dB. The output
level of the signal generator shall be recorded,;

- this value, after corrections due to the gain of the substitution antenna and the cable |oss between the
signal generator and the substitution antenna, is the radiated emission level of the MES.

g) Thef) procedure shall be repeated with the other measurement bandwidths to cover the whole frequency range

to be analysed.
h) &) tog) shal be repeated with test antennas of the opposite polarization for the unwanted emission
measurements.
5.2.1.5.5.3.2 Measurement procedure for average radiated emissions of the cabinet

This method of measurement applies to transmitters having an antenna socket and has to be performed in addition to
conducted measurements of the MES for unwanted emissions.

M easurement arrangement aumber 3 of figure 4 shall be used for measurement of radiated emissions of the cabinet.
The procedure is an average measurement asin elause 5.2.1.5.5.3.1.

The same method as in clause 5.2.1.5.5.3.1 shall be applied with the exception that measurement arrangement number 3
replaces measurement arrangement aumber 1 (measurement arrangement awmber 2 remains the same for the relative

measurement).
5.2.1.5.6 Procedures for measurement of MES RF conducted emissions
5.2.1.5.6.1 General

Clause 5.2.1.5.6 contains the procedure for conducted emission measurements.

It is recognized that for some parameters, aternative test methods may exist. It is the responsibility of the test laboratory
to ensure that any alternative test method used yields results identical to those described in the present document.
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5.2.1.55.2.2 Measurement procedure for peak radiated emissions of the cabinet

This method of measurement applies to transmitters having an antenna socket and has to be performed in addition to
conducted measurements of the MES in the case of unwanted emissions.

3
,2 Specified
height
range
0.510 1m 0,5 to 4m

Ground plane

1 4
1) Test loeet
2) MES under test (antenna port connected to the test teeed:
S Festartermre;
& SpechamranclyZen

Mreasererment-arrangement-Me—3-ef=fgere-5 shall be used for measurement of radiated emissions of the cabinet.
The procedure is a peak measurement as in suisetemse 5.2.1.5.5.2.1.

The same method as in sebbeterse 5.2.1.5.5.2.1 shall be applied with the exception that measurement arrangement ie: 3
replaces measurement arrangement &¥e: 1 (measurement arrangement &e: 2 remains the same for the relative

measurement).
5.2.1.55.3 Measurement procedure for radiated emissions (average)
5.2.1553.1 Measurement procedure for average radiated emissions of the MES

M easurement arrangement ™oz 1 of figure 8 shall be used.
a) For each measurement bandwidth, the following actions shall be performed:
- the MES shall be placed in the reference position as described in seisetarse 5.2.1.5.5.1.3;

- thetest antenna shall have the same polarization as the MES and connected to a spectrum analyzer, eventually
through a suitable entry filter to avoid overloading of the spectrum analyzer;

- precautions may be required to ensure that the filter does not attenuate the harmonics of the carrier;

- thetest antennaand the entry filter shall be suitable for the measured frequency band, and replaced by other
each time it will be necessary;

- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse;

- the resolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the average function shall be activated. The video bandwidth shall be set to the same value
as the resolution bandwidth.
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5.2.156.1.1 Test site

There are no specific requirements for the test site for conducted measurements except that they shall be performed in
such away asto ensure that there is no interference to operational satellite and terrestrial systems.

5.2.1.5.6.1.2 Test set-up

Measurement arrangement of figure 5 shall be used.

EUT
Spectrum
—>— Test load Filter
Analyser
RF signal
generator

Figure B2 Measurement arrangement for conducted emissions

The antenna port of the MES shall be connected to a spectrum analyzer through atest load and eventually an
appropriate filter to avoid overloading of the spectrum analyzer.

Precautions may be required to ensure that the test load does not generate or that the filter does not attenuate, the
harmonics of the carrier. The entry filter shall be suitable for the measured frequency band, and replaced by another
each timeit will be necessary.

The spectrum analyzer noise floor shall be at least 6 dB below the minimum value to be measured.

5.2.1.5.6.2 Measurement procedure for conducted emissions (peak)
a)  For each measurement bandwidth, the following actions shall be performed:
- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse;

- the resolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the peak hold function shall be activated. The video bandwidth shall be set to at least 3
times the resol ution bandwidth.

b) The peak power detected value of each discrete signal having alevel equal or greater than 6 dB below the
specified limit shall be recorded.

c¢) Theprocedure shall be repeated from a) to b) with the other measurement bandwidths to cover al the spectrum
band which is required to be measured.

d) Theactua value of EIRP of the equivalent radiated emissions in each measurement bandwidth shall be derived
by adding either the MES maximum antenna gain or the declared gain at the spurious emission frequency to
the power value read from the spectrum analyzer.

5.2.1.5.6.3 Measurement procedure for conducted emissions (average)
a)  For each measurement bandwidth, the following actions shall be performed:

- the resolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the average function shall be activated. The video bandwidth shall be set to the same
value as the resolution bandwidth;

- the measurement time should be such that the difference of the measured levels, averaged over
subsequent measurement samples, islessthan 1 dB, or a measurement time of 100 ms may be used if the
measured values comply with the applicable limits.

b) The averaged power density value within the measured bandwidth shall be recorded.
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b) The test antenna shall be raised or lowered through the specified height range to ook for the maximum received
signal on the spectrum analyzer (this step may not be necessary if the test site is an anechoic chamber or an
indoor test site):

- the EIRP shall be averaged until the variance over the measured bandwidth islessthan 1 dB. The averaged
value shall be recorded.

¢) The procedure shall be repeated from &) to b) with the other measurement bandwidths to cover the whole
frequency range to be analysed.

d) Inthe case where the test site has been calibrated before, the absolute measurement is sufficient to determine the
actual value of EIRP of the radiated emissions. The precise knowledge of distance between the MES and the test
antenna, the characteristics of the test antenna and the input filter allow the determination of the EIRP radiated by
the MES.

€) Inthe case where the test site cannot be calibrated, a relative measurement can be done according to the
following procedure:

- using measurement arrangement &¥e: 2 of figure4; a substitution antenna shall replace the MES in the same
position where was the MES antenna. It shall be connected to the signal generator.

f) The signal generator shall be tuned to the centre frequency of each measurement bandwidth. The substitution
antenna shall be suitable for this frequency:

- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse and put in the same conditions
as for the measurement with the MES with the average function activated;

- thelevel of the signa generator shall be adjusted to give the same signal level on the spectrum analyzer asin
b) when averaged until the variance over the measured bandwidth isless than 1 dB. The output level of the
signal generator shall be recorded;

- thisvalue, after corrections due to the gain of the substitution antenna and the cable loss between the signal
generator and the substitution antenna, is the radiated emission level of the MES.

g) Thef) procedure shall be repeated with the other measurement bandwidths to cover the whole frequency range to
be analysed.

h) a) to g) shall be repeated with test antennas of the opposite polarization for the unwanted emission measurements.

5.2.1.55.3.2 Measurement procedure for average radiated emissions of the cabinet

This method of measurement applies to transmitters having an antenna socket and has to be performed in addition to
conducted measurements of the MES for unwanted emissions.

M easurement arrangement #e: 3 of figure 5 shall be used for measurement of radiated emissions of the cabinet.
The procedure is an average measurement as in sesetesse 5.2.1.5.5.3.1.

The same method as in sebeterse 5.2.1.5.5.3.1 shall be applied with the exception that measurement arrangement Ne: 3
replaces measurement arrangement &e: 1 (measurement arrangement &Ne: 2 remains the same for the relative

measurement).
5.2.1.5.6 Procedures for measurement of MES RF conducted emissions
5.2.156.1 General

Seisetarrse 5.2.1.5.6 contains the procedure for conducted emission measurements.

It is recognized that for some parameters, alternative test methods may exist. It is the responsibility of the test |aboratory
to ensure that any alternative test method used yields results identical to those described in the present document.
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¢) The procedure shall be repeated from a) to b) with the other measurement bandwidths to cover the whole
frequency range to be analysed.

d) Theactua value of EIRP of the radiated emissions in each measurement bandwidth shall be derived by adding
the MES maximum antenna gain measured at the normal operating frequency to the power spectral density
value read from the spectrum analyzer.

5.2.1.5.7 Interpretation of the measurement results
The interpretation of the results for the measurements described in the present document shall be as follows:

a) the measured value related to the corresponding limit shall be used to decide whether an equipment meets the
minimum requirements of the standard;

b) theactual measurement uncertainty of the test laboratory carrying out the measurement, for each particular
measurement, shall be included in the test report;

c) thevalues of the actual measurement uncertainty shall be, for each measurement, equal to or lower than the
figuresin clause 5.2.1.5.3.

5.2.1.5.8 Test report
All results of the tests performed shall be recorded in atest report.
For each test, the test report shall also include the test conditions (status of the MES, frequency of operation), the

measurement uncertai nties and the environmental test conditions.

522 Unwanted emissions outside the band 1 980,1 MHz to 2 009,9 MHz
(carrier-on)

5221 Method of test

Thistest shall be carried out for the minimum and for the maximum MES transmit frequencies for which the MESis
designed to operate, as specified by the applicant.

The environmental test conditions are given in clause 5.1.

For each test, the MES shall be set to transmit (carrier-on) on one of the specified transmitting frequencies to be tested
at its maximum power for that transmit frequency, by means of the STE or by another test facility provided by the
applicant.

If there is a handover function in the MES (to allow change of frequency channel during a call), this function shall be
disabled.

The transmitted carrier shall be modulated by atest signal at maximum rate as specified in clause 5.2.1.5.2.2.

In the test equipment, the spectrum analyzer noise floor shall be at least 6 dB below the appropriate limits givenin
table 3.

The measurements are performed with the radiated or with the conducted method according to the cases defined in
clause 5.2.1.54.

For measurements of radiated unwanted emissions, clause 5.2.1.5.5 applies.

For measurements of conducted unwanted emissions, dlause 5.2.1.5.6 applies.

5222 Peak measurement

In the case of peak measurement, the spectrum analyzer shall be set in sweep mode and shall be operated under the
following conditions:

frequency sweep: asrequired for frequency range to be assessed,;
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5.2.156.1.1 Test site

There are no specific requirements for the test site for conducted measurements except that they shall be performed in
such away asto ensure that there is no interference to operational satellite and terrestrial systems.

5.2.1.5.6.1.2 Test set-up

M easurement arrangement of figure6 shall be used.

EUT
Spectrum
+ Test load Filter
Analyser
RF signal
generator

Figure 6* Measurement arrangement for conducted emissions

The antenna port of the MES shall be connected to a spectrum analyzer through atest load and eventually an appropriate
filter to avoid overloading of the spectrum analyzer.

Precautions may be required to ensure that the test load does not generate or that the filter does not attenuate, the
harmonics of the carrier. The entry filter shall be suitable for the measured frequency band, and replaced by another
each timeit will be necessary.

The spectrum analyzer noise floor shall be at least 6 dB below the minimum value to be measured.

5.2.1.5.6.2 Measurement procedure for conducted emissions (peak)
a) For each measurement bandwidth, the following actions shall be performed:
- the spectrum analyzer shall be tuned to the measurement bandwidth to analyse;

- the resolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the peak hold function shall be activated. The video bandwidth shall be set to at least 3
times the resolution bandwidth.

b) The peak power detected value of each discrete signal having alevel equal or greater than 6 dB below the
specified limit shall be recorded.

¢) The procedure shall be repeated from a) to b) with the other measurement bandwidths to cover all the spectrum
band which is required to be measured.

d) The actual value of EIRP of the equivalent radiated emissions in each measurement bandwidth shall be derived
by adding either the MES maximum antenna gain or the declared gain at the spurious emission frequency to the
power value read from the spectrum analyzer.

5.2.1.5.6.3 Measurement procedure for conducted emissions (average)
a) For each measurement bandwidth, the following actions shall be performed:

- theresolution bandwidth of the spectrum analyzer shall be set to a suitable value to correctly perform the
measurement, and the average function shall be activated. The video bandwidth shall be set to the same value
as the resolution bandwidth;

- the measurement time should be such that the difference of the measured levels, averaged over subsequent
measurement samples, islessthan 1 dB, or a measurement time of 100 ms may be used if the measured values
comply with the applicable limits.
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resolution bandwidth:  measurement bandwidth specified in table 3;
display bandwidth: at least three times the measurement bandwidth;
averaging: no;
peak hold: yes.
The sweep time shall be the shortest possible time consistent with proper calibration and ease of operation.

The spectrum analyzer shall be stepped over the frequency ranges specified in table 3 for peak measurement.

5.2.2.3 Average measurement

In the case of average measurement, the spectrum analyzer shall be set in sweep mode and shall be operated under the
following conditions:

frequency sweep: asrequired for frequency range to be assessed;

resolution bandwidth:  measurement bandwidth specified in table 3;

display bandwidth: egual to the measurement bandwidth;
averaging: yes,
peak hold: no.

The measurement time shall be such that the difference of the measured levels, averaged over subsequent measurement
samples, islessthan 1 dB, or a measurement time of 100 ms may be used if the measured values comply with the
applicable limits.

For a MES operating in a non-continuous carrier mode, the measurement shall be performed over the active part of the
transmitted bursts. The total sample time used for measurement shall be not less than 40 % of the duration of the active
part of the transmitted burst. The measurement shall be made over the random part of the burst, excluding any
preambles or synchronization sequences.

The spectrum analyzer shall be stepped over the frequency ranges specified in table 3 for average measurement.

5.2.2.4 Test requirements

For measurements of radiated unwanted emissions of the MES, the measured values shall in no case exceed the limits
givenintable 3.

For measurements of conducted unwanted emissions of the MES, the measured values plus the maximum antenna gain
shall in no case exceed the limits given in table 3.

523 Unwanted emissions within the bands 1 980,1 MHz to 2 009,9 MHz,
1978,1 MHz to 1 980,1 MHz and 2 009,9 MHz to 2 011,9 MHz
(carrier-on)

5231 Method of test

Thistest shall be carried out for the minimum and for the maximum MES transmit frequency for which the MESis
designed to operate, as specified by the applicant.

The transmit frequencies used for the test shall be entered in the test report.
The environmental test conditions are given in clause 5.1.

For each test, the MES shall be set to transmit (carrier-on) on one of the specified transmit frequencies to be tested, at
its maximum power for that transmit frequency, by means of the STE or by another test facility provided by the
applicant.
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b) The averaged power density value within the measured bandwidth shall be recorded.

¢) The procedure shall be repeated from a) to b) with the other measurement bandwidths to cover the whole
frequency range to be analysed.

d) Theactual value of EIRP of the radiated emissionsin each measurement bandwidth shall be derived by adding
the MES maximum antenna gain measured at the normal operating frequency to the power spectral density value
read from the spectrum analyzer.

5.2.157 Interpretation of the measurement results
The interpretation of the results for the measurements described in the present document shall be as follows:

a) the measured value related to the corresponding limit shall be used to decide whether an equipment meets the
minimum requirements of the standard;

b) the actual measurement uncertainty of the test laboratory carrying out the measurement, for each particular
measurement, shall be included in the test report;

¢) thevalues of the actual measurement uncertainty shall be, for each measurement, equal to or lower than the
figures in sebetarse 5.2.1.5.3.

5.2.1.5.8 Test report
All results of the tests performed shall be recorded in a test report.
For each test, the test report shall also include the test conditions (status of the MES, frequency of operation), the

measurement uncertainties and the environmental test conditions.

5.2.2 Unwanted emissions outside the band 1 980,1 MHz to 2 009,9 MHz
(carrier-on)

5221 Method of test

Thistest shall be carried out for the minimum and for the maximum M ES transmit frequencies for which the MESis
designed to operate, as specified by the applicant.

The environmental test conditions are given in seisetarise 5.1.

For each test, the MES shall be set to transmit (carrier-on) on one of the specified transmitting frequencies to be tested at
its maximum power for that transmit frequency, by means of the STE or by another test facility provided by the
applicant.

If there is a handover function in the MES (to allow change of frequency channel during a call), this function shall be
disabled.

The transmitted carrier shall be modulated by atest signal at maximum rate as specified in sebetasse 5.2.1.5.2.2.

In the test equipment, the spectrum analyzer noise floor shall be at |east 6 dB below the appropriate limits given in
table 3.

The measurements are performed with the radiated or with the conducted method according to the cases defined in
sebetesse 5.2.1.5.4.

For measurements of radiated unwanted emissions, sabsetarrse 5.2.1.5.5 applies.

For measurements of conducted unwanted emissions, seisetanse 5.2.1.5.6 applies.
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If there is a handover function in the MES (to allow change of frequency channel during a call), this function shall be
disabled.
The transmitted carrier shall be modulated by atest signal at maximum rate as specified in dlause 5.2.1.5.2.2.

In the test equipment, the spectrum analyzer noise floor shall be at least 6 dB below the appropriate limits givenin
tables 4 or 5, as applicable.

The measurements are performed with the radiated or with the conducted method according to the cases defined in
clause 5.2.1.5.4.

For measurements of radiated unwanted emissions, clause 5.2.1.5.5 applies.

For measurements of conducted unwanted emissions, clause 5.2.1.5.6 applies.

5.2.3.2 Measurement method
The spectrum analyzer shall be set in sweep mode and shall be operated under the following conditions:
frequency sweep: asrequired for frequency range to be assessed;
resolution bandwidth:  measurement bandwidth specified in tables 4 or 5, as applicable;
display bandwidth: equal to the measurement bandwidth;
averaging: yes,
peak hold: no.

The measurement time should be such that the difference of the measured levels, averaged over subsequent
measurement samples, islessthan 1 dB, or a measurement time of 100 ms may be used if the measured val ues comply
with the applicable limits.

For aMES operating in a non-continuous carrier mode, the measurement shall be performed over the active part of the
transmitted bursts. The total sample time used for measurement shall be not less than 40 % of the duration of the active
part of the transmitted burst. The measurement shall be made over the random part of the burst, excluding any
preambles or synchronization sequences.

For each of the transmit frequencies to be used for the test, measurements shall be made over the frequency ranges from
1978,1 MHz to f -aand from f+b to 2 011,9 MHz, f_-a being the lower boundary frequency of the nominated

bandwidth for the transmit frequency being tested, and f _+b being the upper boundary frequency of the nominated
bandwidth for the transmit frequency being tested.
5.2.3.3 Test requirements

For measurements of radiated unwanted emissions of the MES, the measured values shall in no case exceed the limits
givenintables4 or 5, as applicable, over the frequency range 1 978,1 MHz to 2 011,9 MHz.

For measurements of conducted unwanted emissions, the measured val ues plus the maximum antenna gain, shall in no
case exceed the limits given in tables 4 or 5, as applicable, over the frequency range 1 978,1 MHz to 2 011,9 MHz.

5.2.4 Unwanted emissions in carrier-off state

5.24.1 Method of test
The MES shall be switched-on and set in a non-transmitting (carrier-off) mode.

If there is a periodic automatic transmission of bursts (e.g. for location updating), the STE shall provide a means to
inhibit it, or to trigger the measurement in order to analyse only the non-transmitting periods.

The environmental test conditions are given in clausa 5.1,
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52272 Peak measurement

In the case of peak measurement, the spectrum analyzer shall be set in sweep mode and shall be operated under the
following conditions:

frequency sweep: asrequired for frequency range to be assessed;
resolution bandwidth:  measurement bandwidth specified in table 3;
display bandwidth: at least three times the measurement bandwidth;
averaging: no;
peak hold: yes.
The sweep time shall be the shortest possible time consistent with proper calibration and ease of operation.

The spectrum analyzer shall be stepped over the frequency ranges specified in table 3 for peak measurement.

5.2.2.3 Average measurement

In the case of average measurement, the spectrum analyzer shall be set in sweep mode and shall be operated under the
following conditions:

frequency sweep: asrequired for frequency range to be assessed,;
resolution bandwidth:  measurement bandwidth specified in table 3;
display bandwidth: equal to the measurement bandwidth;
averaging: yes,

peak hold: no.

The measurement time shall be such that the difference of the measured levels, averaged over subsequent measurement
samples, islessthan 1 dB, or a measurement time of 100 ms may be used if the measured values comply with the
applicable limits.

For a MES operating in a non-continuous carrier mode, the measurement shall be performed over the active part of the
transmitted bursts. The total sample time used for measurement shall be not less than 40 % of the duration of the active
part of the transmitted burst. The measurement shall be made over the random part of the burst, excluding any preambles
or synchronization sequences.

The spectrum analyzer shall be stepped over the frequency ranges specified in table 3 for average measurement.

5.2.2.4 Test requirements

For measurements of radiated unwanted emissions of the MES, the measured values shall in no case exceed the limits
givenintable 3.

For measurements of conducted unwanted emissions of the MES, the measured values plus the maximum antenna gain
shall in no case exceed the limits given in table 3.

5.2.3 Unwanted emissions within the bands 1 980,1 MHz to 2 009,9 MHz,
1978,1 MHz to 1 980,1 MHz and 2 009,9 MHz to 2 011,9 MHz
(carrier-on)

5231 Method of test

Thistest shall be carried out for the minimum and for the maximum MES transmit frequency for which the MESis
designed to operate, as specified by the applicant.
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In the test equipment, the spectrum analyzer noise floor shall be at least 6 dB below the appropriate limits givenin
table 6.

The measurements are performed with the radiated or with the conducted method according to the cases defined in
clause 5.2.1.5.4.

For measurements of radiated unwanted emissions, glause 5.2.1.5.5 applies.

For measurements of conducted unwanted emissions, dlause 5.2.1.5.6 applies.

5.2.4.2 Measurement method
The spectrum analyzer shall be set in sweep mode and shall be operated under the following conditions:
frequency sweep: asrequired for frequency range to be assessed;

resolution bandwidth:  measurement bandwidth specified in table 6;

display bandwidth: at least 3 times the measurement bandwidth;
averaging: no;
peak hold: yes.

The sweep time shall be the shortest possible time consistent with proper calibration and ease of operation.

The spectrum analyzer shall be stepped over the frequency ranges specified.

5.24.3 Test requirements

For measurements of radiated unwanted emissions of the MES, the measured values shall in no case exceed the limits
givenintable 6.

For measurements of conducted unwanted emissions of the MES, the measured values plus the maximum antenna gain
shall in no case exceed the limits given in table 6.

5.25 MES Control and Monitoring Functions (CMF)

5.25.1 Self-monitoring functions / Processor Monitoring

Asit is considered impracticable to artificially induce processor faultsin an MES, no test is given for the processor
monitoring function.

5.25.2 Self-monitoring functions / Transmit frequency generation sub-system
monitoring

Asit isconsidered impracticable to artificially induce transmit frequency generation sub-system faultsin an MES, no
test is given for the transmit frequency generation sub-system monitoring function.

5.253 Network control authorization

5.25.3.1 Method of test

The MES shall be cycled through its power-on and power-off states. Attempts shall be made to initiate calls using
normal user operational procedures. The transmitting state of the MES shall be monitored to ensure compliance with the
test requirements.

, " N
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The transmit frequencies used for the test shall be entered in the test report.
The environmental test conditions are given in sebetasse 5.1.

For each test, the MES shall be set to transmit (carrier-on) on one of the specified transmit frequenciesto be tested, at its
maximum power for that transmit frequency, by means of the STE or by another test facility provided by the applicant.

If there is a handover function in the MES (to allow change of frequency channel during a call), this function shall be
disabled.

The transmitted carrier shall be modulated by atest signal at maximum rate as specified in soisetanse 5.2.1.5.2.2.

In the test equipment, the spectrum analyzer noise floor shall be at |east 6 dB below the appropriate limits given in
tables 4 or 5, as applicable.

The measurements are performed with the radiated or with the conducted method according to the cases defined in
subeterise 5.2.1.5.4.

For measurements of radiated unwanted emissions, seisetarse 5.2.1.5.5 applies.

For measurements of conducted unwanted emissions, selsetarse 5.2.1.5.6 applies.

5.2.3.2 Measurement method
The spectrum analyzer shall be set in sweep mode and shall be operated under the following conditions:
frequency sweep: asrequired for frequency range to be assessed;
resolution bandwidth:  measurement bandwidth specified in tables 4 or 5, as applicable;
display bandwidth: equal to the measurement bandwidth;
averaging: yes,
peak hold: no.

The measurement time should be such that the difference of the measured levels, averaged over subsequent
measurement samples, isless than 1 dB, or a measurement time of 100 ms may be used if the measured val ues comply
with the applicable limits.

For a MES operating in a non-continuous carrier mode, the measurement shall be performed over the active part of the
transmitted bursts. The total sample time used for measurement shall be not less than 40 % of the duration of the active
part of the transmitted burst. The measurement shall be made over the random part of the burst, excluding any preambles
or synchronization sequences.

For each of the transmit frequencies to be used for the test, measurements shall be made over the frequency ranges from
1978,1 MHz to f-aand from f_+b to 2 011,9 MHz, f_-a being the lower boundary frequency of the nominated

bandwidth for the transmit frequency being tested, and f_+b being the upper boundary frequency of the nominated
bandwidth for the transmit frequency being tested.
5.2.3.3 Test requirements

For measurements of radiated unwanted emissions of the MES, the measured values shall in no case exceed the limits
givenintables4 or 5, as applicable, over the frequency range 1 978,1 MHz to 2 011,9 MHz.

For measurements of conducted unwanted emissions, the measured values plus the maximum antenna gain, shall in no
case exceed the limits given in tables 4 or 5, as applicable, over the frequency range 1 978,1 MHz to 2 011,9 MHz.

524 Unwanted emissions in carrier-off state

5241 Method of test

The MES shall be switched-on and set in a non-transmitting (carrier-off) mode.



en_301442v010201p.pdf

20 EISLEN201 4421 21 (2010.08)

5.25.3.2 Test procedure

The MES shall be situated in an environment where receipt of the appropriate network control channel(s) is controlled

by the test Labacatans
a) TheMES shall bein a power-off state, situated such that it isnot in receipt of a network control channel.
b) TheMES shall be powered-on.
c) Anattempt shall be made, using normal user operational procedures, to initiate a call.

d) A network control channel shall be activated and a call shall beinitiated using normal user operational
procedures.

€)  The network control channel shall then be deactivated.
f)  Anattempt shall be made, using normal user operational procedures, to initiate a call.

g) Thenetwork control channel shall be reactivated and a call shall be initiated using normal user operational
procedures.

Throughout this procedure, the transmission state of the MES shall be monitored.

5.2.5.3.3 Test requirement

During and after test procedure step a), the MES shall be in power-off state.

During and after test procedure step b), no transmissions shall occur (carrier-off).
During and after test procedure step ¢), no transmissions shall occur (carrier-off).

After test procedure step d), the MES shall be transmitting (carrier-on).

Within 30 seconds of test procedure step €), MES transmissions shall cease (carrier-off).
During and after test procedure step f), no transmissions shall occur (carrier-off).

After test procedure step g), the MES shall be transmitting (carrier-on).

5.254 Network control reception
5.25.4.1 Transmit frequency control
525411 Method of test

The nominated bandwidth of the MES shall be monitored relative to the carrier frequency commanded, and relative to
the operational frequency bands for the MES specified by the applicant.

The environmental test conditions are given in cdlause 5.1.

5.25.4.1.2 Test procedure

Thistest shall be carried out at least twice, once for the minimum and once for the maximum MES transmit frequency
for which the MES is designed to operate, as specified by the applicant.

Where available, two additional transmit frequencies shall also be tested. These frequencies shall be equally spaced
between the minimum and maximum frequencies. The commanded transmit frequencies used for the test shall be
entered in the test report.

The MES shall be situated in an environment where receipt of a network control channel and of NCF commandsis
controlled by the test Labacatary:

a) A network control channel shall be activated and the MES powered-on.
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If there is a periodic automatic transmission of bursts (e.g. for location updating), the STE shall provide a meansto
inhibit it, or to trigger the measurement in order to analyse only the non-transmitting periods.
The environmental test conditions are given in seivetarseS3

In the test equipment, the spectrum analyzer noise floor shall be at least 6 dB below the appropriate limits given in
table 6.

The measurements are performed with the radiated or with the conducted method according to the cases defined in
suvetanse 5.2.1.5.4.

For measurements of radiated unwanted emissions, seiseterise 5.2.1.5.5 applies.

For measurements of conducted unwanted emissions, selsetarse 5.2.1.5.6 applies.

5.2.4.2 Measurement method
The spectrum analyzer shall be set in sweep mode and shall be operated under the following conditions:
frequency sweep: asrequired for frequency range to be assessed,;
resolution bandwidth:  measurement bandwidth specified in table 6;
display bandwidth: at least 3 times the measurement bandwidth;
averaging: no;
peak hold: yes.
The sweep time shall be the shortest possible time consistent with proper calibration and ease of operation.

The spectrum analyzer shall be stepped over the frequency ranges specified.

5.2.4.3 Test requirements

For measurements of radiated unwanted emissions of the MES, the measured values shall in no case exceed the limits
givenin table 6.

For measurements of conducted unwanted emissions of the MES, the measured values plus the maximum antenna gain
shall in no case exceed the limits given in table 6.

5.25 MES Control and Monitoring Functions (CMF)

5.25.1 Self-monitoring functions / Processor Monitoring

Asit is considered impracticable to artificially induce processor faultsin an MES, no test is given for the processor
monitoring function.

5.25.2 Self-monitoring functions / Transmit frequency generation sub-system
monitoring

Asit is considered impracticable to artificially induce transmit frequency generation sub-system faultsin an MES, no
test is given for the transmit frequency generation sub-system monitoring function.

5253 Network control authorization

5.253.1 Method of test

The MES shall be cycled through its power-on and power-off states. Attempts shall be made to initiate calls using
normal user operational procedures. The transmitting state of the MES shall be monitored to ensure compliance with the
test requirements.
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b)  Anappropriate NCF control message shall be sent, commanding the MES to set its carrier frequency to one of
the transmit frequencies to be tested.
c) Thetest shall be repeated for the other transmit frequencies to be tested.

The carrier mask for the transmit frequency under test shall be monitored on a spectrum analyzer, using the procedures
givenin clause 5.2.3.1.

5.25.4.1.3 Test requirement

The MES shall set the centre frequency of its transmission according to the NCF command.

The entire nominated bandwidth for each transmit frequency tested shall be contained completely within the operational
frequency band(s) specified by the applicant.

5.255 Fellow radio stations in a dual-mode or multi-mode terminal

5.255.1 Method of test

The MES shall be placed in a suitable environment which isolates the MES from the networks of its fellow modes. It
shall be verified that no transmissions are made from that mode.

5.25.5.2 Test procedure

The MES shall be placed in an environment where the receipt of network control channel(s) of supporting networks of
the fellow modesis prevented. For each fellow mode radio station, an attempt shall be made, using normal user
operational procedures, to initiate a call. Throughout this procedure, the transmission state of the MES shall be
monitored.

5.2.5.5.3 Test requirements

Throughout the test procedure, no transmission shall occur.
5.2.6 Equipment identity

5.26.1 Method of test

It isimpracticable to test that each MES has a unique MES I dentification Code (MIC) withinits SSPCN, and that it is
not possible for the user to alter the MIC using any normally accessible procedure. Consequently, no tests are given for
these requirements.

The transmissions of the MES in response to an NCF command to send its identification code shall be monitored and
the identification code received shall be verified.

The environmental test conditions are given in clausa 5.1,

5.2.6.2 Test procedure

The MES shall be situated in an environment where receipt of a network control channel and of NCF commandsis
controlled by the test Laharatans.

a) A network control channel shall be activated and the MES powered-on.
b)  Anappropriate NCF control message shall be sent, commanding the MES to transmit its identification code.

¢) Themessage sent by the MES shall be analysed.

5.2.6.3 Test requirements

The MES identification code in the message sent in step ¢) shall be verified against that supplied by the applicant for the
MES.
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5.25.3.2 Test procedure

The MES shall be situated in an environment where receipt of the appropriate network control channel(s) is controlled

by the test teisereatory:
a) The MES shall bein a power-off state, situated such that it is not in receipt of a network control channel.
b) The MES shall be powered-on.
¢) An attempt shall be made, using normal user operational procedures, to initiate acall.

d) A network control channel shall be activated and a call shall be initiated using normal user operational
procedures.

€) The network control channel shall then be deactivated.
f) An attempt shall be made, using normal user operational procedures, to initiate acall.

g) The network control channel shall be reactivated and a call shall be initiated using normal user operational
procedures.

Throughout this procedure, the transmission state of the MES shall be monitored.

5.25.3.3 Test requirement

During and after test procedure step @), the MES shall be in power-off state.

During and after test procedure step b), no transmissions shall occur (carrier-off).
During and after test procedure step c), no transmissions shall occur (carrier-off).

After test procedure step d), the MES shall be transmitting (carrier-on).

Within 30 seconds of test procedure step €), MES transmissions shall cease (carrier-off).
During and after test procedure step f), no transmissions shall occur (carrier-off).

After test procedure step g), the MES shall be transmitting (carrier-on).

5.254 Network control reception
5.254.1 Transmit frequency control
525411 Method of test

The nominated bandwidth of the MES shall be monitored relative to the carrier frequency commanded, and relative to
the operational frequency bands for the MES specified by the applicant.

The environmental test conditions are given in seidetasse 5.1.

5.25.4.1.2 Test procedure

Thistest shall be carried out at least twice, once for the minimum and once for the maximum M ES transmit frequency
for which the MES is designed to operate, as specified by the applicant.

Where available, two additional transmit frequencies shall also be tested. These frequencies shall be equally spaced
between the minimum and maximum frequencies. The commanded transmit frequencies used for the test shall be entered
in the test report.
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The MES shall be situated in an environment where receipt of a network control channel and of NCF commandsis
controlled by the test teberetory=

a) A network control channel shall be activated and the MES powered-on.

b) An appropriate NCF control message shall be sent, commanding the MES to set its carrier frequency to one of
the transmit frequencies to be tested.

¢) Thetest shall be repeated for the other transmit frequenciesto be tested.

The carrier mask for the transmit frequency under test shall be monitored on a spectrum analyzer, using the procedures
given in sopeterse 5.2.3.1.

5.25.4.1.3 Test requirement

The MES shall set the centre frequency of its transmission according to the NCF command.

The entire nominated bandwidth for each transmit frequency tested shall be contained completely within the operational
frequency band(s) specified by the applicant.

5.255 Fellow radio stations in a dual-mode or multi-mode terminal

5.255.1 Method of test

The MES shall be placed in a suitable environment which isolates the MES from the networks of its fellow modes. It
shall be verified that no transmissions are made from that mode.

5.25.5.2 Test procedure

The MES shall be placed in an environment where the receipt of network control channel(s) of supporting networks of
the fellow modes is prevented. For each fellow mode radio station, an attempt shall be made, using normal user
operational procedures, to initiate a call. Throughout this procedure, the transmission state of the MES shall be
monitored.

5.255.3 Test requirements

Throughout the test procedure, no transmission shall occur.
5.2.6 Equipment identity

5.26.1 Method of test

It isimpracticable to test that each MES has a unique MES Identification Code (MIC) within its S-PCN, and that it is
not possible for the user to alter the MIC using any normally accessible procedure. Consequently, no tests are given for
these requirements.

The transmissions of the MES in response to an NCF command to send its identification code shall be monitored and the
identification code received shall be verified.

The environmental test conditions are given in sebetarse-5-4=
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5.2.6.2 Test procedure

The MES shall be situated in an environment where receipt of a network control channel and of NCF commandsis
controlled by the test telvoretory-

a) A network control channel shall be activated and the MES powered-on.
b) An appropriate NCF control message shall be sent, commanding the MES to transmit its identification code.
¢) The message sent by the MES shall be analysed.

5.2.6.3 Test requirements

The MES identification code in the message sent in step ¢) shall be verified against that supplied by the applicant for the
MES.
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Annex B (informative):
Explanation of nominated bandwidth

B.1 Introduction

This annex contains a graphical representation of the nominated bandwidth definition given in clause 3.1

B.2 Interpretation of Parameters [Bn,f, a, b]

applicable unwanted emissions mask . » b <

emitted spectra of equipment.

Lower edge Lower edge of assignment - Upper edge

of allocation e of allocation,
upper edge of
assignment

Figure B.1: Nominated bandwidth and Unwanted Emissions Mask

The centre frequency of the emitted spectra has been defined asf; the values of a and b define the nominated

bandwidth Bn. The value of Bn is chosen, such that the unwanted emissions mask is not exceeded by the emitted
spectra- in this example, it can be seen that the nominated bandwidth could be reduced without exceeding the limits of
the mask.

B.3 Choice of nominated bandwidth

The choice of the nominated bandwidth is made by the applicant according to the bandwidth and shape of the spectral
emission of the equipment. The optimum choice of nominated bandwidth will maximize the available operating
frequency range of the MES, and thisis achieved by selecting nominated bandwidth as narrow as possible without
exceeding the applicable unwanted emissions masks. To illustrate this, two examples are givenin figure B.2. The
figures show occupied channels represented by carrier frequency (f1, f2) and the unwanted emission mask.
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Example Case A:

Sub-Optimal Choice of Nominated Bandwidth
Available operating frequency range
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Figure B.2: Choice of nominated bandwidth

In case A, the lower carrier (centre frequency f1) is shown operating at its lowest allowable frequency, with the
nominated bandwidth adjacent to the edge of the assignment. Similarly, the upper carrier is shown in the highest
alowable frequency, centre frequency f2. The available tuning range for the carrier is shown.

In case B, asimilar situation is shown, but with a smaller nominated bandwidth. The uppermost and lowermost
channels are operating closer to the band edges, and thus the available tuning range is greater.

ETSI
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Annex B (informative):
Explanation of nominated bandwidth

B.1 Introduction

This annex contains a graphical representation of the nominated bandwidth definition given in selbetasse-8-=%

B.2 Interpretation of Parameters [Bn,f, a, b]

applicable unwanted emissions mask . > b <

emitted spectra of equipment.

Lower edge Lower edge of assignment ' Upper edge

of allocation fe of allocation,
upper edge of
assignment

Figure B.1: Nominated bandwidth and Unwanted Emissions Mask

The centre frequency of the emitted spectra has been defined asf; the values of aand b define the nominated

bandwidth Bn. The value of Bn is chosen, such that the unwanted emissions mask is not exceeded by the emitted spectra
- inthis example, it can be seen that the nominated bandwidth could be reduced without exceeding the limits of the
mask.

B.3 Choice of nominated bandwidth

The choice of the nominated bandwidth is made by the applicant according to the bandwidth and shape of the spectral
emission of the equipment. The optimum choice of nominated bandwidth will maximize the available operating
frequency range of the MES, and thisis achieved by selecting nominated bandwidth as narrow as possible without
exceeding the applicable unwanted emissions masks. To illustrate this, two examples are given in figure B.2. The figures
show occupied channels represented by carrier frequency (f1, f2) and the unwanted emission mask.
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B.4 Maximum value for nominated bandwidth

The maximum value for the nominated bandwidth (Bn) is defined in clause 3.1 so that the frequency interval
(f; -, f. +b) shall not encompass more than either:

i)  whena=b, 4 nominal carrier frequencies (i.e. five channel spacing) for narrow-band systems;
ii) whena=b, 1 nominal carrier frequency (i.e. two channel spacing) for narrow-band systems; or
iii) 1 nominal carrier frequency (i.e. two channel spacing) for wide-band systems.

NOTE: Inthe following diagrams, fc represents the actual frequency of transmission.

For case (i), the maximum value for the value of Bnisthus:

A

(nominal carrier positions)

: fC .
- a > < b >
AW 3 > <
n

Figure B.3: Maximum value of nominated bandwidth for Case (i)

(When A isvery small, Bn approaches 5 channel spacing and contains only 4 nominal carriers).

For case (ii), the maximum value for the value of Bnisthus:

A

(nominal carrier positions)

—h

<A

* AR
+ Y.y

B

n

Figure B.4: Maximum value of nominated bandwidth for Case (ii)

(When A isvery small, Bn approaches 2 channel spacing and contains only 1 nominal carrier).
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Example Case A:

Sub-Optimal Choice of Nominated Bandwidth
Available operating frequency range
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Example Case B:

Optimal Choice of Nominated Bandwidth
Available operating frequency range

= f f =
-2 S T
— —
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. )
-4 O Key o

Unwanted emissions masks

Spectrum envelopes

Figure B.2: Choice of nominated bandwidth

In case A, the lower carrier (centre frequency f1) is shown operating at #s* lowest allowable frequency, with the
nominated bandwidth adjacent to the edge of the assignment. Similarly, the upper carrier is shown in the highest
alowable frequency, centre frequency f2. The available tuning range for the carrier is shown.

In case B, asimilar situation is shown, but with a smaller nominated bandwidth. The uppermost and lowermost channels
are operating closer to the band edges, and thus the available tuning range is greater.
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For case (iii), where the values of aand b are equal, the maximum value for the value of Bn isthus:

A

(nominal carrier positions)

—h

o))
\
A

(o

<A

.A AR
+ y.Y.

AP

B

n

Figure B.5: Maximum value of nominated bandwidth for Case (iii)

(When A isvery small, Bn approaches 2 channel spacing and contains only 1 nominal carrier).

For case (iii), where the values of aand b are not equal, the maximum value for the value of Bnisthus:

A

(nominal carrier positions)

—h

<A

* AR
+ Y.y

B

n

Figure B.6: Maximum value of nominated bandwidth for Case (iii)

(When A isvery small, Bn approaches 2 channel spacing and containsonly 1 nominal carrier).
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B.4 Maximum value for nominated bandwidth

The maximum value for the nominated bandwidth (Bn) is defined in sesetarse 3.1 so that the frequency interval
(f -a, f. +b) shall not encompass more than either:

i) whena=b, 4 nominal carrier frequencies (i.e. five channel spacing) for narrow-band systems;
ii) whena# b, 1 nomina carrier frequency (i.e. two channel spacing) for narrow-band systems; or
iii) 1 nominal carrier frequency (i.e. two channel spacing) for wide-band systems.

NOTE: Inthefollowing diagrams, fc represents the actual frequency of transmission.

For case (i), the maximum value for the value of Bn is thus:

A

(nominal carrier positions)

—h

A

<A

.A AR
+ Y.Y.

A 5
B

n

Figure B.3: Maximum value of nominated bandwidth for Case (i)

(When A isvery small, Bn approaches 5 channel spacing and contains only 4 nominal carriers).

For case (ii), the maximum value for the value of Bn isthus:

A

(nominal carrier positions)

—h

A

<A

.A AR
+ Y.Y.

A,
B

n

Figure B.4: Maximum value of nominated bandwidth for Case (ii)

(When A isvery small, Bn approaches 2 channel spacing and contains only 1 nominal carrier).
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For case (iii), where the values of aand b are equal, the maximum value for the value of Bn is thus:

A

(nominal carrier positions)

: fC )
= a > < b >
AW b 3 > <
n

Figure B.5: Maximum value of nominated bandwidth for Case (iii)

(When A isvery small, Bn approaches 2 channel spacing and contains only 1 nominal carrier).

For case (iii), where the values of aand b are not equal, the maximum value for the value of Bnisthus:

A

(nominal carrier positions)

—h

A

<A

.A AR
+ Y.Y.

A,

B

n

Figure B.6: Maximum value of nominated bandwidth for Case (iii)

(When A isvery small, Bn approaches 2 channel spacing and contains only 1 nominal carrier).
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Compatibility (EM )] for Mob| le Earth Stations (MES) used MWWS
Networks (S-PCN) operating in the 1,5/1,6/2,4 GHz and 2 GHz frequency hands'

2 LCENELEC FN 55022: "Limits and methods of measurement of radio disturbance characteristics of
information technology equipment”.

& Construction of an Anechoic Chamber: Technical Report ZVEI AK-R 90/20.




en_301442v010101p.pdf

46 ETSI EN 301 442 W4=4=4~(2666-65)

Stations (MES) used witlrSetetite=—Fersoma~Communieation Networks (S-PC
1,5/1,6/2,4 GHz and 2 GHz Freepeney-Bands™=
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