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Intellectual Property Rights

Essential patents
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Group Specification (GS) or ETSI Standard (ES)) may have been declared to ETSI. The declarations pertaining to these
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ETSI IPR online database.

Pursuant to the ETSI Directives including the ETSI IPR Policy, no investigation regarding the essentiality of IPRs,
including IPR searches, has been carried out by ETSI. No guarantee can be given as to the existence of other IPRs not
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Trademarks

The present document may include trademarks and/or tradenames which are asserted and/or registered by their owners.
ETSI claims no ownership of these except for any which are indicated as being the property of ETSI, and conveys no
right to use or reproduce any trademark and/or tradename. Mention of those trademarks in the present document does
not constitute an endorsement by ETSI of products, services or organizations associated with those trademarks.
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Foreword

This Harmonised European Standard (EN) has been produced by ETSI Technical Committee Mobile Standards Group
(MSG).

For non-EU countries the present document may be used for regulatory (Type Approval) purposes.

The present document has been prepared under the Commission's standardisation request C(2015) 5376 final [1.9] to
provide one voluntary means of conforming to the essential requirements of Directive 2014/53/EU on the harmonisation
of the laws of the Member States relating to the making available on the market of radio equipment and repealing
Directive 1999/5/EC [1.2].

Once the present document is cited in the Official Journal of the European Union under that Directive, compliance with
the normative clauses of the present document given in table A-1 confers, within the limits of the scope of the present
document, a presumption of conformity with the corresponding essential requirements of that Directive and associated
EFTA regulations.

The present document is part 13 of a multi-part deliverable. Full details of the entire series can be found in part 1 [i.12].

This version of the harmonised standard includes the following revisions:

° Ineluston-ef Extension of Over The Air (OTA) antenna performance requirements in terms of Receiver Total
Radiated Sensitivity (TRS) and Total Radiated Power (TRP) for devices over 72 mm wide;

° The essential change applicable to 3GPP release 13:

- The power class 2 requirements for band 41.
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National transposition dates

Date of adoption of this EN: 21 August 2026
Date of latest announcement of this EN (doa): 30 November 2026
Date of latest publication of new National Standard

or endorsement of this EN (dop/e): 31 May 2027

Date of withdrawal of any conflicting National Standard (dow): 31 May 2028

Modal verbs terminology

In the present document "shall", "shall not", "should", "should not", "may", "need not", "will", "will not", "can" and
"cannot" are to be interpreted as described in clause 3.2 of the ETSI Drafting Rules (Verbal forms for the expression of
provisions).

"must" and "must not" are NOT allowed in ETSI deliverables except when used in direct citation.

Introduction

The present document is part of a set of standards developed by ETSI and is designed to fit in a modular structure to
cover all radio and telecommunications terminal equipment within the scope of the Radio Equipment Directive [i.2].
The present document is produced following the guidance in ETSI EG 203 336 [1.3] as applicable.
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1 Scope

The present document applies to the following radio equipment type:

. User Equipment for Evolved Universal Terrestrial Radio Access (E-UTRA).

This radio equipment type is capable of operating in all or any part of the frequency bands given in tables from 1-1

through 1-5.
Table 1-1: E-UTRA UE operating bands
E-UTRA Band Direction of UE transmission E-UTRA operating bands Relezjt:gisEigi‘ECC
Transmit 1920 MHz to 1 980 MHz ) .
! Receive 2 110 MHz to 2 170 MHz [i-21] and [i-22]
Transmit 1710 MHz to 1 785 MHz ) )
3 Receive 1805 MHz to 1 880 MHz [i-19] and [i.20]
Transmit 2 500 MHz to 2 570 MHz ) )
’ Receive 2 620 MHz to 2 690 MHz [1-24] and [i.25]
Transmit 880 MHz to 915 MHz . .
8 Receive 925 MHz to 960 MHz [i-19] and [i.20]
Transmit 832 MHz to 862 MHz ) )
20 Receive 791 MHz to 821 MHz [1-6] and [i.7]
Transmit 3410 MHz to 3 490 MHz . .
22 Receive 3510 MHz to 3 590 MHz [1-26] and [i.27]
28 Transmit 703 MHz to 748 MHz [i.14] and [i.15]
(see note 6) Receive 758 MHz to 803 MHz ) )
31 Transmit 452,5 MHz to 457,5 MHz [i.16]
Receive 462,5 MHz to 467,5 MHz )
32 Transmit N/A
(see note 1) . . .
(see note 2) Receive 1452 MHz to 1 496 MHz [i.17] and [i.18]
33 Transmit and Receive 1900 MHz to 1 920 MHz [i.22]
34 Transmit and Receive 2 010 MHz to 2 025 MHz [i.22]
38 Transmit and Receive 2 570 MHz to 2 620 MHz [i.24] and [i.25]
40 Transmit and Receive 2 300 MHz to 2 400 MHz [i.23]
41 (note 7) Transmit and Receive 2 496 MHz to 2 690 MHz [i.24] and [i.25]
42 Transmit and Receive 3400 MHz to 3 600 MHz [i.26] and [i.27]
43 Transmit and Receive 3 600 MHz to 3 800 MHz [i.26] and [i.27]
46
(see note 3) Transmit and Receive 5150 MHz to 5 925 MHz [i.29] and [i.30]

(see note 4)

65 Transmit 1920 MHz to 2 010 MHz . . .
(see note 5) Receive 2 110 MHz to 2 200 MHz fi-21], i-22] and [i.28]
67 Transmit N/A
Receive 738 MHz to 758 MHz [i.14] and [i.15]
Transmit 698 MHz to 728 MHz . . .
68 Receive 753 MHz to 783 MHz [i-14], [i-15] and [i.31]
69 Transmit N/A
(see note 1) Receive 2 570 MHz to 2 620 MHz [i.24] and [i.25]
72 Transmit 451 MHz to 456 MHz [i.16]
Receive 461 MHz to 466 MHz )
87 Transmit 410 MHz to 415 MHz [i.16]
Receive 420 MHz to 425 MHz ’
88 Transmit 412 MHz to 417 MHz [i.16]
Receive 422 MHz to 427 MHz )
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E-UTRA Band Direction of UE transmission E-UTRA operating bands Rela::::ifig:‘ECC
NOTE 1: Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is

NOTE 2:

NOTE 3:

NOTE 4:

NOTE 5:

NOTE 6:

NOTE 7:

paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the

configured Pcell.

In Europe, according to [i.17] and [i.18], radio equipment in band 32 operates between 1 452 MHz and

1492 MHz.

This band is an unlicensed band restricted to licensed-assisted operation using Frame Structure Type 3. In

Europe according to [i.29] and [i.30], radio equipment in band 46 operates between 5 150 MHz and

5 725 MHz as in table 1-1A.

In this version of the present document, restricted to E-UTRA DL operation when carrier aggregation is

configured.

A UE that complies with the E-UTRA Band 65 minimum requirements in the present document also complies

with the E-UTRA Band 1 minimum requirements. This band includes two frequency ranges that are

harmonised in Europe:

a) According to [i.21] and [i.22], radio equipment in band n65 operates between 2 110 MHz and 2 170 MHz
for the transmitter (Fp |, =2 110 MHz and F, high = 2 170 MHz), and between 1 920 MHz and

1980 MHz for the receiver (Fy, o, = 1920 MHz and F; g, = 1 980 MHz).

b) Based on [i.29], radio equipment in band n65 operates between 2 170 MHz and 2 200 MHz for the
transmitter (Fp, o, =2 170 MHz and Fp; 5, = 2 200 MHz) and between 1 980 MHz and 2 010 MHz for

the receiver (F |, = 1980 MHz and F; g, =2 010 MHz) as the Complementary Ground
Component (CGC) of a Mobile-satellite service by reference to the present Harmonised Standard.
In Europe, according to [i.14], [i.15] and [i.31], radio equipment in band 28 operates between 703 MHz to
736 MHz for the transmitter (F,_,,, = 703 MHz and F; 1, = 736 MHz) and between 758 MHz to 791 MHz
for the receiver (Fp o, = 758 MHz and Fp g, = 791 MHZ).
In Europe according to [i.24] and [i.25], radio equipment in band 41 operates between 2 570 MHz and
2620 MHz (Fp, |, = 2570 MHz and Fp, 1, = 2 620 MHz).

NOTE 1: The relationship between the present document and essential requirements of article 3.2 of

Directive 2014/53/EU [i.2] is given in annex A.

Table 1-1A: Sub-bands for band 46

E-UTRA Band
46a
46b
46¢
NOTE: The sub-bands 46a and 46b are restricted to indoor use only.

Table 1-2: E-UTRA UE Intra-band contiguous CA operating bands

E-UTRA CA Band
CA_1
CA 3
CA 7
CA 38
CA_40
CA_41
CA 42
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Table 1-3: E-UTRA UE Inter-band CA operating bands (two bands)

E-UTRA CA Band
CA 1-3
CA _1-7
CA_1-8
CA_1-20
CA_1-41
CA 1-42
CA 1-46
CA 3-7
CA 3-8
CA 3-20
CA 3-28
CA_3-41
CA 3-42
CA _3-46
CA 7-20
CA 7-28
CA 7-46
CA _8-20
CA_8-40
CA_8-41
CA_20-32
CA_41-42
CA_41-46
CA_42-46
CA_20-67

Table 1-4: E-UTRA UE Inter-band CA operating bands (three bands)

E-UTRA CA Band
CA 1-3-8
CA 1-3-20
CA 1-7-20
CA _3-7-20
CA 3-41-42

Table 1-5: Intra-band non-contiguous CA operating bands (with two sub-blocks)

E-UTRA CA Band
CA 33
CA _7-7
CA 41-41
CA_42-42

E-UTRA NB-IoT is designed to operate in the E-UTRA operating bands 1, 3, 8, 20, 28 and 65 defined in table 1-1. The
present document covers requirements for E-UTRA FDD and E-UTRA TDD User Equipment from 3GPP™ Releases 8,
9,10, 11, 12, and 13 defined in ETSI TS 136 101 [3]. This includes the requirements for E-UTRA UE operating bands
and E-UTRA CA operating bands from 3GPP™ Release 13 defined in ETSI TS 136 101 [3].

NOTE 2: For Band 20:

For user equipment designed to be mobile or nomadic, the requirements in the present document
measured at the antenna port also show conformity to the corresponding requirement defined as
Total Radiated Power (TRP), as described in Commission Decision 2010/267/EU [i.6] and

ECC Decision (09)03 [i.7].

For user equipment designed to be fixed or installed, the present document does not address the
requirements described in Commission Decision 2010/267/EU [i.6] and ECC Decision (09)03 [i.7].

ETSI



16 ETSI EN 301 908-13 V13.4.1 (2026-09)

NOTE 3: TRP/TRS requirements only applicable to the devices wider than or equal to 56 mm and narrower than or
equal to 92 mm.

The present document contains requirements to demonstrate that radio equipment both effectively uses and supports the
efficient use of radio spectrum in order to avoid harmful interference.

2 References

2.1 Normative references

References are either specific (identified by date of publication and/or edition number or version number) or non-
specific. For specific references, only the cited version applies. For non-specific references, the latest version of the
referenced document (including any amendments) applies.

Referenced documents which are not found to be publicly available in the expected location might be found in the
ETSI docbox.

NOTE: While any hyperlinks included in this clause were valid at the time of publication, ETSI cannot guarantee
their long-term validity.

The following referenced documents are necessary for the application of the present document.

[1] ETSI TS 136 521-1 (V18.9.0) (08-2025): "LTE; Evolved Universal Terrestrial Radio Access
(E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception;
Part 1: Conformance testing (3GPP TS 36.521-1 version 18.9.0 Release 18)".

[2] ETSI TS 136 508 (V18.9.0) (08-2025): "LTE; Evolved Universal Terrestrial Radio Access
(E-UTRA) and Evolved Packet Core (EPC); Common test environments for User Equipment (UE)
conformance testing (3GPP TS 36.508 version 18.9.0 Release 18)".

[3] ETSITS 136 101 (V13.25.0) (07-2023): "LTE; Evolved Universal Terrestrial Radio Access
(E-UTRA); User Equipment (UE) radio transmission and reception (3GPP TS 36.101 version
13.25.0 Release 13)".

[4] IEC 60068-2-1:2025 ED 7.0: "Environmental testing - Part 2-1: Tests - Test A: Cold".
[5] IEC 60068-2-2:2025 ED 6.0: "Environmental testing - Part 2-2: Tests - Test B: Dry heat".
[6] ETSI TS 137 544 (V16.6.0) (01-2025): "Universal Mobile Telecommunications System (UMTS);

LTE; Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA); User
Equipment (UE) Over The Air (OTA) performance; Conformance testing (3GPP TS 37.544
version 16.6.0 Release 16)".

2.2 Informative references

References are either specific (identified by date of publication and/or edition number or version number) or
non-specific. For specific references, only the cited version applies. For non-specific references, the latest version of the
referenced document (including any amendments) applies.

NOTE: While any hyperlinks included in this clause were valid at the time of publication, ETSI cannot guarantee
their long-term validity.

The following referenced documents may be useful in implementing an ETSI deliverable or add to the reader's
understanding, but are not required for conformance to the present document.

[i.1] Void.

[i.2] Directive 2014/53/EU of the European Parliament and of the Council of 16 April 2014 on the
harmonisation of the laws of the Member States relating to the making available on the market of
radio equipment and repealing Directive 1999/5/EC.
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https://www.etsi.org/deliver/etsi_ts/136500_136599/136508/18.09.00_60/ts_136508v180900p.pdf
https://www.etsi.org/deliver/etsi_ts/136100_136199/136101/13.25.00_60/ts_136101v132500p.pdf
https://webstore.iec.ch/en/publication/82354
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https://eur-lex.europa.eu/legal-content/EN/TXT/?uri=CELEX%3A32014L0053
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ETSI EG 203 336 (V1.2.1) (05-2020): "Guide for the selection of technical parameters for the
production of Harmonised Standards covering article 3.1(b) and article 3.2 of
Directive 2014/53/EU".

Recommendation ITU-R SM.329-13 (2024): "Unwanted emissions in the spurious domain".
Void.

Commission Decision 2010/267/EU of 6 May 2010 on harmonised technical conditions of use in
the 790-862 MHz frequency band for terrestrial systems capable of providing electronic
communications services in the European Union.

ECC Decision (09)03 of 30 October 2009 on harmonised conditions for mobile/fixed
communications networks (MFCN) operating in the band 790 - 862 MHz.

Void.

Commission Implementing Decision C(2015) 5376 final of 4.8.2015 on a standardisation request
to the European Committee for Electrotechnical Standardisation and to the European
Telecommunications Standards Institute as regards radio equipment in support of

Directive 2014/53/EU of the European Parliament and of the Council.

ETSI TS 136 509 (V10.3.0) (09-2014): "LTE; Evolved Universal Terrestrial Radio Access
(E-UTRA) and Evolved Packet Core (EPC); Special conformance testing functions for User
Equipment (UE) (3GPP TS 36.509 version 10.3.0 Release 10)".

Void.

ETSI EN 301 908-1 (V13.1.1): "IMT cellular networks; Harmonised Standard for access to radio
spectrum; Part 1: Introduction and common requirements".

ETSI TR 125 914 (V15.0.1) (09-2018): "Universal Mobile Telecommunications System (UMTYS);
Measurements of radio performances for UMTS terminals in speech mode (3GPP TR 25.914
version 15.0.1 Release 15)".

Commission Implementing Decision (EU) 2016/687 of 28 April 2016 on the harmonisation of the
694-790 MHz frequency band for terrestrial systems capable of providing wireless broadband

electronic communications services and for flexible national use in the Union.

ECC Decision (15)01: "Harmonised technical conditions for mobile/fixed communications
networks (MFCN) in the band 694-790 MHz including a paired frequency arrangement
(Frequency Division Duplex 2x30 MHz) and an optional unpaired frequency arrangement
(Supplemental Downlink)", Approved 06 March 2015.

ECC Decision (19)02: "Land mobile systems in the frequency ranges 68-87.5 MHz,
146-174 MHz, 406.1-410 MHz, 410-430 MHz, 440-450 MHz and 450-470 MHz", Approved
8 March 2019.

Commission Implementing Decision (EU) 2018/661 of 26 April 2018 amending Implementing
Decision (EU) 2015/750 on the harmonisation of the 1452-1492 MHz frequency band for
terrestrial systems capable of providing electronic communications services in the Union as
regards its extension in the harmonised 1427-1452 MHz and 1492-1517 MHz frequency bands.

ECC Decision (13)03: "The harmonised use of the frequency band 1 452-1 492 MHz for
Mobile/Fixed Communications Networks Supplemental Downlink (MFCN SDL)".

Commission Implementing Decision (EU) 2022/173 of 7 February 2022 on the harmonisation of
the 900 MHz and 1800 MHz frequency bands for terrestrial systems capable of providing

electronic communications services in the Union and repealing Decision 2009/766/EC.

ECC Decision (06)13: "Designation of the bands 880-915 MHz, 925-960 MHz, 1710-1785 MHz
and 1805-1880 MHz for terrestrial UMTS, LTE, WiMAX and IoT cellular systems", Approved
01 December 2006, Amended 8 March 2019.
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Commission Implementing Decision (EU) 2020/667 of 6 May 2020 amending Decision
2012/688/EU as regards an update of relevant technical conditions applicable to the frequency

bands 1 920-1 980 MHz and 2 110-2 170 MHz.

ECC Decision (06)01: "The harmonised utilisation of the bands1920-1980 MHz and
2110-2170 MHz for mobile/fixed communications networks (MFCN) including terrestrial IMT
systems", Approved 24 March 2006, Amended 8 March 2019.

ECC Decision (14)02: "Harmonised technical and regulatory conditions for the use of the band
2300-2400 MHz for Mobile/Fixed Communications Networks (MFCN)", Approved 27 June 2014.

Commission Implementing Decision (EU) 2020/636 of 8 May 2020 amending Decision
2008/477/EC as regards an update of relevant technical conditions applicable to the
2 500-2 690 MHz frequency band.

ECC Decision (05)05: "Harmonised utilization of spectrum for Mobile/Fixed Communications
Networks (MFCN) operating within the band 2500-2690 MHz", Approved 18 March 2005,
Amended 05 July 2019.

Commission implementing Decision (EU) 2019/235 of 24 January 2019 on amending
Decision 2008/411/EC as regards an update of relevant technical conditions applicable to the

3 400-3 800 MHz frequency band.

ECC Decision (11)06: "Harmonised frequency arrangements and least restrictive technical
conditions (LRTC) for mobile/fixed communications networks (MFCN) operating in the band
3400-3800 MHz" Approved 09 December 2011, Amended 26 October 2018.

ECC Decision (06)09: "Designation of the bands 1980-2010 MHz and 2170-2200 MHz for use by
systems in the Mobile-Satellite Service including those supplemented by a Complementary
Ground Component (CGC)", Approved 01 December 2006, Amended 05 September 2007.

Commission Implementing Decision (EU) 2022/179 of 8 February 2022 on the harmonised use of
radio spectrum in the 5 GHz frequency band for the implementation of wireless access systems
including radio local area networks and repealing Decision 2005/513/EC.

ECC Decision (04)08: "On the harmonised use of the 5 GHz frequency bands for Wireless Access
Systems including Radio Local Area Networks (WAS/RLAN)". Approved 09 July 2004, latest
amended 1 July 2022.

ECC Decision (16)02: "Harmonised technical conditions and frequency bands for the
implementation of Broadband Public Protection and Disaster Relief (BB-PPDR) systems",
Approved 17 June 2016.

Recommendation ERC 74-01 (05-2019): "Unwanted emissions in the spurious domain".

3

3.1

Definition of terms, symbols and abbreviations

Terms

For the purposes of the present document, the following terms apply:

aggregated Channel Bandwidth: RF bandwidth in which a UE transmits and receives multiple contiguously

aggregated carriers

aggregated Transmission Bandwidth Configuration: number of resource block allocated within the aggregated

channel bandwidth

carrier aggregation: aggregation of two or more component carriers in order to support wider transmission bandwidths

carrier aggregation band: set of one or more operating bands across which multiple carriers are aggregated with a
specific set of technical requirements
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carrier aggregation bandwidth class: class defined by the aggregated transmission bandwidth configuration and
maximum number of component carriers supported by a UE

Table 3.1-1: CA bandwidth classes and corresponding nominal guard bands

CA Bandwidth Aggregated Transmission Number of Nominal Guard Band BWgg
Class Bandwidth Configuration contiguous CC
A NRrg,agg = 100 1 a1 BWehannel(1) - 0,5Af; (note 2)
B NRg,agg < 100 2 0,05 max(BWcpannei(1)BWehannei(2)
- 0,5Af,
C 100 < NRB,agg <200 2 0,05 max(BWChannel(1)' BWChanneI(Z))
- 0,5Af,
NOTE 1: BWgpanneijy | = 1: 2, 3, is the channel bandwidth of an E-UTRA component carrier according to ETSI
TS 136 521-1 [1], table 5.4.2-1 and Af; = Af for the downlink with Af the subcarrier spacing while Af, = 0 for
the uplink.
NOTE 2: a,; =0,16/1,4 for BWy, 50061y = 1.4 MHz whereas a, = 0,05 for all other channel bandwidths.

carrier aggregation configuration: combination of CA operating band(s) and CA bandwidth class(es) supported by a
UE

channel bandwidth: RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth
configured in the uplink or downlink of a cell

NOTE 1: The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF
requirements.

NOTE 2: Channel Bandwidth and Transmission Bandwidth Configuration for one E UTRA carrier are described in
figure 3.1-1.

Channel Bandwidth [MHz]

A
A4

Transmission Bandwidth Configuration [RB]

Transmission
Bandwidth [RB]

1 1
1 1
1 1
1 1
1 1
1 1
1 1
1 1
1 1
1 1
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1 1 1
: I‘ VI :
1 1 1 1
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Active Resource Blocks

Figure 3.1-1: Channel Bandwidth and
Transmission Bandwidth Configuration for one E-UTRA carrier

channel bandwidth for carrier aggregation: RF bandwidth aggregated from more than one E-UTRA RF carrier with
the transmission bandwidth configured in the uplink or downlink of different cells

NOTE 1: Aggregated channel bandwidth and aggregated channel bandwidth edges for more than one E-UTRA
carrier are described in figure 3.1-2 as in ETSI TS 136 101 [3].
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Aggregated Channel Bandwidth, BWchannel_ca [MHZ]
< >:
o :
5 Aggregated Transmission Bandwidth Configuration, i X
m: e » i3
Q :a! Lowest Carrier Transmission . . . el
© . . y N Highest Carrier Transmission e m
R Bandwidth Configuration, : : Bandwidth Configuration g
Eg’; RB,low [ ] _: :‘ NRB,high [RB] kEai [}
h ¢ )
: = :
[+] H .
1] H H
o H :
&) i 3 3
® £ in
=2 F i
j
.................. L . Y
E Foﬂset,low é : Foffsel.high
— !
Fedge,low Fc'|°w FC,high Fedge,high

For each carrier, the center sub carrier (corresponds
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Figure 3.1-2: Aggregated channel bandwidth and
aggregated channel bandwidth edges for more than one E-UTRA carrier

Figure 3.1-3 shows the relation between the category NB1 channel bandwidth (BW y....) and the category NB1
transmission bandwidth configuration (N, .). The channel edges are defined as the lowest and highest frequencies of

the carrier separated by the channel bandwidth, i.e. at F- £ BW o000/ 2.

NOTE 2: Channel bandwidth and transmission bandwidth for category NB1 are described in figure 3.1-3 as in
ETSI TS 136 101 [3].
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Figure 3.1-3: Definition of Channel Bandwidth and
Transmission Bandwidth configuration for category NB1

channel edge: lowest and highest frequency of the carrier, separated by the channel bandwidth
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contiguous carriers: set of two or more carriers configured in a spectrum block where there are no RF requirements
based on co-existence for un-coordinated operation within the spectrum block
inter-band carrier aggregation: carrier aggregation of component carriers in different operating bands

NOTE: Carriers aggregated in each band can be contiguous or non-contiguous.
intra-band contiguous carrier aggregation: contiguous carriers aggregated in the same operating band
intra-band non-contiguous carrier aggregation: non-contiguous carriers aggregated in the same operating band

Maximum Output Power (MOP): mean power level per carrier of UE measured at the antenna connector in a
specified reference condition

mean power: power measured in the operating system bandwidth of the carrier when applied to E-UTRA transmissions
NOTE: The period of measurement is assumed to be at least one subframe (1 ms) unless otherwise stated.

network signalled value: signalling value sent from the BS to the UE to indicate additional unwanted emission
requirements to the UE

occupied bandwidth: width of a frequency band such that, below the lower and above the upper frequency limits, the
mean powers emitted are each equal to a specified percentage /2 of the total mean power of a given emission

operating band: frequency range (paired or unpaired) that is defined with a specific set of technical requirements, in
which E-UTRA operates

NOTE: Operating bands for E-UTRA are designated with Arabic numerals, while the corresponding operating
bands for UTRA are designated with Roman numerals.

output power: mean power of one carrier of the UE, delivered to a load with resistance equal to the nominal load
impedance of the transmitter

reference bandwidth: bandwidth in which an emission level is specified

resource block: physical resource consisting of a number of symbols in the time domain and a number of consecutive
subcarriers spanning 180 kHz in the frequency domain

sub-block: one contiguous allocated block of spectrum for transmission and reception by the same UE, in which there
may be multiple instances of sub-blocks within an RF bandwidth

transmission bandwidth: bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block
units

NOTE: See figure 3.1-1.

transmission bandwidth configuration: highest transmission bandwidth allowed for uplink or downlink in a given
channel bandwidth, measured in Resource Block units

NOTE: See figure 3.1-1.

transmit diversity: transmit diversity is based on space-frequency block coding techniques complemented with
frequency-shift time diversity when four transmit antennas are used

3.2 Symbols

For the purposes of the present document, the following symbols apply:

Ao A Frequency of out-of-band emission

BW cpannel Channel bandwidth

BWChannelfC A Aggregated channel bandwidth, expressed in MHz

BWgg Virtual guard band to facilitate transmitter (receiver) filtering above/below edge CCs
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Channel Bandwidth of the interferer

Transmitted energy per RE for reference symbols during the useful part of the symbol,

i.e. excluding the cyclic prefix, (average power normalized to the subcarrier spacing) at the
eNode B transmit antenna connector

Received energy per RE during the useful part of the symbol, i.e. excluding the cyclic prefix,

averaged across the allocated RB(s) (average power within the allocated RB(s)), divided by the
number of RE within this allocation and normalized to the subcarrier spacing) at the UE antenna
connector

Channel Bandwidth UTRA
Frequency

(offset) Frequency offset of the interferer

Frequency of the interferer

Frequency offset of the interferer

Frequency of the carrier centre frequency

The centre frequency of the lowest carrier, expressed in MHz

The centre frequency of the highest carrier, expressed in MHz

The lowest frequency of the downlink operating band

The highest frequency of the downlink operating band

The lowest frequency of the uplink operating band

The highest frequency of the uplink operating band

The lower edge of aggregated channel bandwidth, expressed in MHz
The higher edge of aggregated channel bandwidth, expressed in MHz
Frequency offset in MHz needed if NS_23 is used

The power spectral density of the total input signal (power averaged over the useful part of the

symbols within the transmission bandwidth configuration, divided by the total number of RE for
this configuration and normalized to the subcarrier spacing) at the UE antenna connector,
including the own-cell downlink signal or the power spectral density of the total input signal at the
UE antenna connector (power averaged over the useful part of the symbols within a given
bandwidth and normalized to the said bandwidth), including the own-cell downlink signal

The total transmitted power spectral density of the own-cell downlink signal (power averaged over

the useful part of the symbols within the transmission bandwidth configuration, divided by the
total number of RE for this configuration and normalized to the subcarrier spacing) at the eNode B
transmit antenna connector

The total received power spectral density of the own-cell downlink signal (power averaged over

the useful part of the symbols within the transmission bandwidth configuration, divided by the
total number of RE for this configuration and normalized to the subcarrier spacing) at the UE
antenna connector

The received power spectral density of the total noise and interference for a certain RE (average

power obtained within the RE and normalized to the subcarrier spacing) as measured at the UE
antenna connector
Transmission bandwidth which represents the length of a contiguous resource block allocation

expressed in units of resources blocks
The power spectral density of a white noise source (average power per RE normalized to the

subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as
measured at the UE antenna connector
The power spectral density of a white noise source (average power per RE normalized to the

subcarrier spacing), simulating interference in non-CRS symbols in ABS subframe from cells that
are not defined in a test procedure, as measured at the UE antenna connector
The power spectral density of a white noise source (average power per RE normalized to the

subcarrier spacing), simulating interference in CRS symbols in ABS subframe from all cells that
are not defined in a test procedure, as measured at the UE antenna connector
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For the purposes of the present document, the following abbreviations apply:
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The power spectral density of a white noise source (average power per RE normalized to the

subcarrier spacing), simulating interference in non-ABS subframe from cells that are not defined
in a test procedure, as measured at the UE antenna connector
Offset used for calculating downlink EARFCN

Offset used for calculating uplink EARFCN
Transmission bandwidth configuration, expressed in units of resource blocks
Aggregated Transmission Bandwidth Configuration The number of the aggregated RBs within the

fully allocated Aggregated Channel bandwidth
Transmission bandwidth configuration for category NB1, expressed in units of tones

Transmission bandwidth configuration for category NB1 with 3,75 kHz sub-carrier spacing,

expressed in units of tones
Transmission bandwidth configuration for category NB1 with 15 kHz sub-carrier spacing,

expressed in units of tones
Uplink EARFCN

Network signalled value "x"
Number of cell-specific antenna ports
Antenna port number

Modulated mean power of the interferer
Maximum UE Power with possible power reduction due to modulation type, network signalling

values and location near the edge of the band
Minimum average throughput per RB

Basic time unit

S

Abbreviations

AC Access Channel

ACLR Adjacent Channel Leakage Ratio

ACS Adjacent Channel Selectivity

BB-PPDR Broadband Public Protection and Disaster Relief

BER Bit Error Rate

BHHL Beside Head Hand Left

BHHR Beside Head Hand Right

BS Base Station

BW BandWidth

C_RNTI Cell Radio Network Temporary Identifier

CA Carrier Aggregation

CA NS Network Signalled value in Carrier Aggregation

CA X CA for band X where X is the applicable E-UTRA operating band

CA X-Y CA for band X and Band Y where X and Y are the applicable E-UTRA operating band

CA XZ CA for band X with bandwidth class Z where X is the applicable E-UTRA operating band and Z is
the bandwidth class

cC Component Carrier

CE Coverage Enhancement

CP Control Plane

CwW Continuous Wave

DCI Downlink Control Information

DL CA Downlink Carrier Aggregation

DL DownLink

DTT Digital Terrestrial Television

DUT Device Under Tes

EFTA European Free Trade Association

EIRP Effective Isotropic Radiated Power

EIS Effective Isotropic Sensitivity
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ERM Electromagnetic compatibility and Radio spectrum Matters
EUT Equipment Under Test

EUTRA Evolved UMTS Terrestrial Radio Access
E-UTRA Evolved UMTS Terrestrial Radio Access

FDD Frequency Division Duplex

GMSK Gaussian Minimum-Shift Keying

GSM Global System for Mobile

HARQ Hybrid Acknowledge Request

HD-FDD Half-Duplex FDD

IBB In-Band Blocking

IMT International Mobile Telecommunications
Ere—— LongFerm-Evelution

EFE-A—— LFE-Advaneed

MAC Medium Access Control

MBW Measurement BandWidth

MCC Mobile Country Code

MOP Maximum Output Power

MPDCCH Machine-Type-Communications Physical Downlink Control CHannel
MSG Mobile Standards Group

NB NarrowBand IoT

NPDCCH Narrowband Physical Downlink Control CHannel
NPDSCH Narrowband Physical Downlink Shared CHannel
NPUSCH Narrowband Physical Uplink Shared CHannel
OCNG OFDMA Channel Noise Generator

OOB Out Of Band

oP OFDMA channel noise generator Pattern

OTA Over The Air

PCC Primary Component Carrier

PDCCH Physical Downlink Control CHannel

PDSCH Physical Downlink Shared CHannel

PHICH Physical Hybrid ARQ Indicator CHannel

PSD Power Spectral Density

PUSCH Physical Uplink Shared CHannel

QPSK Quadrature Phase Shift Keying

RB Resource Block

RE Resource Element

REFSENS REFerence SENSitivity power level

RF Radio Frequency

RMC Reference Measurement Channel

RNFI—— Radie Network Tempeorary Identifier

RRC Root Raised Cosine

Rx Receiver

SCC Secondary Component Carrier

SS System Simulator

TAA Time-Averaged Algorithm

TDD Time Division Duplex

TEES— Task Force-for European-Standardsfor IMT

TH Temperature High

TH/VH High extreme Temperature/High extreme Voltage
TH/VL High extreme Temperature/Low extreme Voltage
TL Temperature Low

TL/VH Low extreme Temperature/High extreme Voltage
TL/VL Low extreme Temperature/Low extreme Voltage
TPC Transmitter Power Control

TRP Total Radiated Power

TRS Total Radiated Sensitivity

Tx Transmitter

UE User Equipment

UL UpLink

UL-MIMO UpLink Multiple Antenna transmission

UTRA UMTS Terrestrial Radio Access
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VH Higher extreme Voltage

VL Lower extreme Voltage
4 Technical requirements specifications
4.1 Environmental profile

The technical requirements of the present document apply under the environmental profile for operation of the
equipment, which shall be in accordance with its intended use. The equipment shall comply with all the technical
requirements of the present document at all times when operating within the boundary limits of the operational
environmental profile defined by its intended use.

4.2 Conformance requirements

42.0 General

The requirements in the present document are based on the assumption that the operating band (see tables 1-1 through
1-5) is shared between systems of the IMT family (for bands 3 and 8 also GSM) or systems having compatible
characteristics.

421 Introduction

To meet the essential requirement under article 3.2 of Directive 2014/53/EU [1.9] for IMT User Equipment (UE), a set
of essential parameters in addition to those in ETSI EN 301 908-1 [i.12] have been identified. Table 4.2.1-1 provides a
cross reference between these essential parameters and the corresponding technical requirements for equipment within
the scope of the present document.

Table 4.2.1-1: Cross references

Essential parameter Corresponding technical requirements Corresponding
test suite
Transmitter spectrum mask 4.2.3 Transmitter spectrum emissions mask 5.3.2
Transmitter unwanted emissions in the 4.2.11 Transmitter adjacent channel leakage power 5.3.10
out-of-band domain ratio
Tran.smltter unyvanted emissions in the 4.2.4 Transmitter spurious emissions 5.3.3
spurious domain
Transmitter power limits 4.2.2 Transmitter maximum output power 5.3.1
Transmitter Power Control (TPC) 4.2.5 Transmitter minimum output power 5.3.4
Transmitter power accuracy 4.2.2  Transmitter maximum output power 5.3.1
Recel_ver unwanted emissions in the spurious 4210 Receiver spurious emissions 539
domain
Rece!ver blockmg. - 4.2.7 Receiver blocking characteristics 5.3.6
Receiver desensitization
Receiver spurious response rejection 4.2.8 Receiver spurious response 5.3.7
Receiver radio-frequency intermodulation 4.2.9 Receiver Intermodulation characteristics 5.3.8
Receiver adjacent signal selectivity 4.2.6  Receiver Adjacent Channel Selectivity (ACS) 5.3.5
Receiver sensitivity 4.2.12 Receiver reference Sensitivity Level 5.3.11
Reeceiver-sensitivityAntenna 4.2.13 Receiver Total Radiated Sensitivity (TRS) 5.3.12
4.2.14 Total Radiated Power (TRP) 5.3.13
Antenna

Unless otherwise stated, the transmitter and receiver characteristics are specified at the antenna connector(s) of the UE.
For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi should be assumed for each antenna
port(s). A UE with integral antenna(s) may be taken into account by converting these power levels into field strength
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requirements, assuming a 0 dBi gain antenna. Over The Air (OTA) antenna characteristics are specified in terms of
Receiver Total Radiated Sensitivity (TRS) and Total Radiated Power (TRP).

4.2.2 Transmitter Maximum Output Power

4.2.2.1 Transmitter maximum output power for Single Carrier

42211 Definition

The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel
bandwidth. The period of measurement shall be at least one sub-frame (1 ms).

4221.2 Limits

The UE maximum output power shall be within the range in table 4.2.2.1.2-1.

Table 4.2.2.1.2-1: UE powerclassesPower Class

E-UTRA Band PowerClass-3
Lower Limit{(dBm) Upper Limit(dBm)
4 203 257
3 20;3{seenote) 257
7 20 3 {seenote) 25:7
8 20.3 {seenote) 257
20 20.3 {seenote) 25,0
22 18,5 26,0
28 19,8 250
34 203 25:F
33 203 257
34 203 257
38 203 257
40 20:3 250
44 203 257
42 49,0 26,0
43 49,0 26,0
85 203 257
88 20:3 25:F
72 20:3 25:7
87 203 257
88 203 257
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E-UTRA Band Power Class 2 Power Class 3
Lower Limit (dBm) |Upper Limit (dBm) | Lower Limit (dBm) | Upper Limit (dBm)
1 203 25,7
3 20,3 (note 2) 257
7 20,3 (note 2) 25,7
8 20,3 (note 2) 25,7
20 20,3 (note 2) 25,0
22 18,5 26,0
28 19.8 25,0
31 203 257
33 20,3 25,7
34 20,3 25,7
38 20,3 25,7
40 203 25,0
41 23,3 (note 2) 28,7 20,3 (note 2) 25,7
42 19,0 26,0
43 19,0 26,0
65 203 257
68 203 257
72 203 257
87 20,3 25,7
88 20,3 25,7
NOTE 1: Power class 3 is the default power class unless otherwise stated.
NOTE 2: For transmission bandwidths (ETSI TS 136 521-1 [1], clause 5) confined within F; ,,,.and
FyL owt4MHzorFyy igp -4 MHz and F\;) g, the maximum output power requirement applies
by reducing the lower limit by 1,5 dB.

NOTE: These requirements do not take into account the maximum power reductions allowed to the UE subject to
certain transmission conditions specified in ETSI TS 136 101 [3], clauses 6.2.2, 6.2.3 and 6.2.4.

42213 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.1 of the present document.
42.2.2 Transmitter output power for Carrier Aggregation (DL CA and UL CA)

42221 Definition

The following UE Power Classes define the maximum output power for any transmission bandwidth within the
aggregated channel bandwidth.

The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The
period of measurement shall be at least one sub frame (1 ms).

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, UE maximum output power shall be
measured over all component carriers from different bands. If each band has separate antenna connectors, maximum
output power is measured as the sum of maximum output power at each UE antenna connector.
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42222 Limits

For intra-band contiguous carrier aggregation, the maximum output power shall be within the range in table 4.2.2.2.2-1.

Table 4.2.2.2.2-1: UE Power Class for intra-band contiguous CA

Power Class 2 Power Class 3
% Lower Limit Upper Limit Lower Limit Upper Limit (dBm)
R (dBm) (dBm) (dBm)
CA 1C 20,3 25,7
CA 3C 20,3 (note 1) 25.7
CA 7C 20,3 (note 1) 25.7
CA 8B 20,3 (note 1) 257
CA 38C 20,3 25,7
CA 40C 20,3 25,0
CA 41C 23,3 (note 1) 28,7 20,3 (note 1) 25.7
CA 42C 19,3 25,7
NOTE 1: If all transmitted resource blocks (ETSI TS 136 521-1 [1], clause 5) over all component
carriers are confined within F\; |, and F; ,, 4 MHzor/and F; ;-4 MHz and
EyL_nigh-the maximum output power requirement applies by reducing the lower limit by
1,5 dB.
NOTE 2: For intra-band contiguous carrier aggregation the maximum power requirement shall
apply to the total transmitted power over all component carriers (per UE).
NOTE: These requirements do not take into account the maximum power reductions allowed to the UE in subject

to certain transmission conditions specified in ETSI TS 136 101 [3], clauses 6.2.3A and 6.2.4A.

For inter-band carrier aggregation with uplink assigned to one E-UTRA band, the requirements in clause 4.2.2.1.2
apply.

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the maximum output power is specified
in table 4.2.2.2.2-2.
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Table 4.2.2.2.2-2: UE Power Class for uplink inter-band CA (two bands)

E-UTRA CA Power Class 3 (dBm)
Configuration Lower Limit (dBm) Upper Limit (dBm)

CA_1A-3A 19,3 (see note 2) 25,7
CA_1A-5A 19,3 25,7
CA _1A-7TA 19,3 (see note 2) 25,7
CA_1A-8A 19,3 (see note 2) 25,7
CA_1A-28A 19,3 25,7
CA_1A-42A 19,3 25,7
CA _3A-5A 19,3 (see note 2) 25,7
CA 3A-7TA 19,3 (see note 2) 25,7
CA_3A-8A 19,3 (see note 2) 25,7
CA_3A-20A 19,3 (see note 2) 25,7
CA_7A-20A 19,3 (see note 2) 25,7
CA_T7A-28A 19,3 (see note 2) 25,7

NOTE 1: Void.

NOTE 2: Refers to the transmission bandwidths (figure 3.1-1) confined within FUL_low and
FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high, the maximum output power
requirement applies by reducing the lower limit by 1,5 dB.

NOTE 3: Ppoperciass i the maximum UE power specified without taking into account the
tolerance.

NOTE 4: For inter-band carrier aggregation the maximum power requirement should apply
to the total transmitted power over all component carriers (per UE).

42223 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.1 of the present document.

4223 Transmitter output power for UL-MIMO

42231 Definition

The following UE Power Classes define the maximum output power for UE with two transmit antenna connectors in
closed-loop spatial multiplexing scheme. The UL-MIMO configurations are specified in table 4.2.2.3.1-1.

Table 4.2.2.3.1-1: UL-MIMO configuration in closed-loop spatial multiplexing scheme

Transmission mode DCI format Codebook Index
Mode 2 DCI format 4 Codebook index 0

The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The
period of measurement shall be at least one sub frame (1 ms).
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42232 Limits

The UE maximum output power shall be within the range in table 4.2.2.3.2-1.

Table 4.2.2.3.2-1: UE Power Class for UL-MIMO in closed-loop spatial multiplexing scheme

E-UTRA Band PowerClass -3
i Limit (dBm) U Limit (aBm)
4 193 257
3 19;3{see-note) 25:F
v 19:3-{seenote} 257
8 19:3-{seenote) 257
20 19:3-{seenote) 250
22 17,8 (see-note) 257
28 193 250
33 193 25:F
34 193 25:F
38 193 25:F
40 193 25:0
41 193 257
42 180 260
43 180 260
65 193 25:F
68 1493 25:F
72 193 257

E-UTRA Band Power Class 2 Power Class 3
Lower Limit | Upper Limit Lower Limit Upper Limit
(dBm) (dBm) (dBm) (dBm)

1 193 25,7

3 19,3 (note) 25,7

7 19,3 (note) 25,7

8 19,3 (note) 25,7

20 19,3 (note) 25,0

22 17,8 (note) 25,7

28 193 25,0

33 193 25,7

34 193 25,7

38 193 257

40 19.3 25,0

41 22,3 (note) 28,7 19,3 (note) 257

42 18,0 26,0

43 18,0 26,0

65 193 25,7

68 19.3 25,7

72 19.3 257

NOTE:  For transmission bandwidths (ETSI TS 136 521-1 [1], clause 5) confined within F; ,,.and

FyL iowt4MHzOr Py yign-4 MHz and F\;, g, the maximum output power requirement
applies by reducing the lower limit by 1,5 dB.

NOTE: These requirements do not take into account the maximum power reductions allowed to the UE subject to
certain transmission conditions specified in ETSI TS 136 101 [3], clauses 6.2.32B, 6.2.3B and 6.2.44B.

42.2.3.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.1 of the present document.
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4224 Transmitter output power for category NB1

42241 Definition

The following UE Power Classes define the maximum output power for any transmission bandwidth within the
category NB1 channel bandwidth.

For 3,75 kHz sub-carrier spacing, the maximum output power is defined as mean power of measurement which period
is at least one slot (2 ms) excluding the 2 304 Ts gap when UE is not transmitting. For 15 kHz sub-carrier spacing, the
maximum output power is defined as mean power of measurement which period is at least one sub-frame (1 ms).

42242 Limits

The maximum output power shall be within the range in table 4.2.2.4.2-1.

Table 4.2.2.4.2-1: UE Power Class-testrequirement

Power Class 3 Power Class 5
EUTRA band Lower Limit Upper Limit Lower Limit Upper Limit
(dBm) (dBm) (dBm) (dBm)
1 20,3 25,7 17,3 22,7
3 20,3 25,7 17,3 22,7
8 20,3 25,7 17,3 22,7
20 20,3 25,0 17,3 22,7
28 20,3 25,0 17,3 22,7
65 20,3 25,7 17,3 22,7
72 20,3 25,7 17,3 22,7
87 20,3 25,7 17,3 22,7
88 20,3 25,7 17,3 22,7
4.2.2.4.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.1 of the present document.

4225 Transmitter output power for UE category M1

42251 Definition

The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel
bandwidth for non CA configuration and UL-MIMO unless otherwise stated. The period of measurement shall be at
least one sub frame (1 ms).

42252 Limits

The maximum output power shall be within the range in table 4.2.2.5.2-1.
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Table 4.2.2.5.2-1: UE Power Class

EUTRA _ Pf)wer Class 3 _ _ Ffower Class 5 _
band Lower Limit Upper Limit Lower Limit Upper Limit
(dBm) (dBm) (dBm) (dBm)
1 20,3 25,7 17,3 22,7
3 20,3 (see note) 25,7 17,3 (see note) 22,7
7 20,3 (see note) 25,7 17,3 (see note) 22,7
8 20,3 (see note) 25,7 17,3 (see note) 22,7
20 20,3 (see note) 25,0 17,3 (see note) 22,7
28 19,8 25,0 16,8 22,7
31 20,3 25,7 17,3 22,7
41 20,3 25,7 17,3 22,7
72 20,3 25,7 17,3 22,7
87 20,3 25,7 17,3 22,7
88 20,3 25,7 17,3 22,7
NOTE:  For transmission bandwidths (ETSI TS 136 521-1 [1], clause 5) confined within F;, ..,
and Fy 1o *4MHzOr Fy pign -4 MHz and Fyy, 0, the maximum output power
requirement applies by reducing the lower limit by 1,5 dB.

42253 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.1 of the present document.
4.2.3 Transmitter Spectrum Emission Mask

4.2.3.1 Transmitter spectrum emission mask for Single Carrier

42311 Definition

The spectrum emission mask of the UE applies to frequencies (Afyop) starting from the + edge of the assigned
E-UTRA channel bandwidth.

4.2.31.2 Limits

The power of any UE emission shall fulfil requirements in tables 4.2.3.1.2-1 to 4.2.3.1.2-32.

Table 4.2.3.1.2-1: General E-UTRA spectrum emission mask, E-UTRA bands < 3 GHz

Spectrum emission limit (dBm)/ Channel bandwidth
Afyog (MHZ) 1,4 MHz |3,0 MHz | 5MHz |10 MHz |15 MHz |20 MHz | Measurement bandwidth
Oto1 -8,5 -11,5 -13,5 -16,5 -18,5 -19,5 30 kHz
11025 -8,5 -8,5 -8,5 -8,5 -8,5 -8,5 1 MHz
25t028 -23,5 -8,5 -8,5 -8,5 -8,5 -8,5 1 MHz
28to5 -8,5 -8,5 -8,5 -8,5 -8,5 1 MHz
5t06 -23,5 -11,5 -11,5 -11,5 -11,5 1 MHz
6to 10 -23,5 -11,5 -11,5 -11,5 1 MHz
10 to 15 -23,5 -11,5 -11,5 1 MHz
15t0 20 -23,5 -11,5 1 MHz
20 to 25 -23,5 1 MHz
NOTE 1: The first and last measurement position with a 30 kHz filter is at Af, 55 equals to 0,015 MHz and
0,985 MHz.

NOTE 2: The first and last measurement position with a 1 MHz filter for 1 MHz - 2,5 MHz offset range is at Afyqg
equals to 1,5 MHz and 2,0 MHz. Similarly for other Af,4g ranges.

NOTE 3: The measurements shall be performed above the upper edge of the channel and below the lower edge
of the channel.

NOTE 4: For the 2,5 MHz - 2,8 MHz offset range with 1,4 MHz channel bandwidth, the measurement position is
at Afyg equals to 3 MHz.
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Table 4.2.3.1.2-2: General E-UTRA spectrum emission mask, 3 GHz < E-UTRA bands < 4,2 GHz

Spectrum emission limit (dBm)/Channel bandwidth
Afyog (MHZ) 1,4 MHz (3,0 MHz | 5MHz |10 MHz | 15 MHz |20 MHz | Measurement bandwidth
Oto1 -8,2 -11,2 -13,2 -16,2 -18,2 -19,2 30 kHz
11025 -8,2 1 MHz
25t02,8 -23,2 -8,2 -8,2 -8,2 -8,2 -8,2 1 MHz
28to5 1 MHz
5t06 -23,2 -11,2 -11,2 -11,2 -11,2 1 MHz
61010 -23,2 1 MHz
10 to 15 -23,2 1 MHz
1510 20 -23,2 1 MHz
20 to 25 -23,2 1 MHz
NOTE 1: The first and last measurement position with a 30 kHz filter is at Af, 45 equals to 0,015 MHz and
0,985 MHz.
NOTE 2: At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter
is the inside of +0,5 MHz and -0,5 MHz, respectively.
NOTE 3: The measurements shall be performed above the upper edge of the channel and below the lower
edge of the channel.
NOTE 4: For the 2,5 MHz to 2,8 MHz offset range with 1,4 MHz channel bandwidth, the measurement position
is at Afyng equals to 3 MHz.

Table 4.2.3.1.2-3: Additional spectrum-emission-mask-{network-signalled-value "NS—-01"}Void

42313 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.2 of the present document.

4.2.3.2 Transmitter spectrum emission mask for Carrier Aggregation (DL CA and
UL CA)
4.2.3.2.1 Definition

For intra-band contiguous carrier aggregation, the spectrum emission mask of the UE applies to frequencies (Afygp)
starting from the + edge of the aggregated channel bandwidth (table 3.1-1).

For intra-band contiguous carrier aggregation of the bandwidth class B and C, the power of any UE emission shall not
exceed the levels specified in tables 6.6.2.1A-0 and 6.6.2.1A-1 in ETSI TS 136 101 [3] for the specified channel
bandwidth.

42322 Limits

For intra-band contiguous carrier aggregation of the bandwidth class B and C, the power of any UE emission shall not
exceed the levels specified in tables 4.2.3.2.2-1 and 4.2.3.2.2-2 for the specified channel bandwidth.

ETSI



34

ETSI EN 301 908-13 V13.4.1 (2026-09)

Table 4.2.3.2.2-1: General E-UTRA CA spectrum emission mask for Bandwidth Class C,

E-UTRA bands < 3 GHz

Spectrum emission limit [dBm}/BW¢, o1 ca

Afyop 25RB+100RB | 50RB+75RB |50RB+100RB |75RB+75RB |75RB+100RB [100RB+100RB |Measurement
(MHz) (24,95 MHz) | (24,75 MHz) (29,9 MHz) (30 MHz) (34,85 MHz) (39,8 MHz) bandwidth
+0-1 -20,5 -20,5 -21 -21 -22 -22,5 30 kHz
+1-5 -8,5 -8,5 -8,5 -8,5 -8,5 -8,5 1 MHz
+5-24,75 -11,5 -11,5 -11,5 -11,5 -11,5 -11,5 1 MHz
+24,75 - 24,95 -11,5 -23,5 -11,5 -11,5 -11,5 -11,5 1 MHz
+24,95 - 29,75 -23,5 -23,5 -11,5 -11,5 -11,5 -11,5 1 MHz
+29,75-29,9 -23,5 -11,5 -11,5 -11,5 -11,5 1 MHz
+29,9 - 29,95 -23,5 -23,5 -11,5 -11,5 -11,5 1 MHz
+29,95 - 30 -23,5 -11,5 -11,5 -11,5 1 MHz
+30 - 34,85 -23,5 -23,5 -11,5 -11,5 1 MHz
+34,85-34,9 -23,5 -23,5 -23,5 -11,5 1 MHz
+34,9-35 -23,5 -23,5 -11,5 1 MHz
+35- 39,8 -23,5 -11,5 1 MHz
+39,8 - 39,85 -23,5 -23,5 1 MHz
+39,85-44,8 -23,5 1 MHz
NOTE 1: The first and last measurement position with a 30 kHz filter is at Af,55 equals to 0,015 MHz and 0,985 MHz.

NOTE 2:

NOTE 3:

lower edge of the aggregated channel bandwidth.

At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of
+0,5 MHz and -0,5 MHz, respectively.
The measurements shall be performed above the upper edge of the aggregated channel bandwidth and below the
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Table 4.2.3.2.2-2: General E-UTRA CA spectrum emission mask for Bandwidth Class C,
3 GHz < E UTRA bands < 4,2 GHz

Spectrum emission limit [dBm}/BW¢, o1 ca

Af,os |25RB+100RB [50RB+75RB |50RB+100RB [75RB+75RB [75RB+100RB [100RB+100RB [Measurement
(MHz) | (24,.95MHz) |(24,75MHz) | (29,9 MHz) | (30 MHz) | (34,85MHz) | (39,8 MHz) | bandwidth
+0-1 20,2 20,2 20,7 20,7 21,7 22,2 30 kHz
+1-5 -8,2 -8,2 -8,2 8.2 8,2 8,2 1 MHz
15 - 11,2 11,2 1,2 1,2 1,2 1,2 1 MHz
24,75

124,75 - 1,2 232 1,2 1,2 1,2 1,2 1 MHz
24,95

124,95 - 232 232 11,2 1,2 1,2 1,2 1 MHz
29,75

+29,75 - 232 1,2 11,2 1,2 1,2 1 MHz
29,9

+29,9 - 232 232 1,2 1,2 1,2 1 MHz
29,95

+29,95 - 232 11,2 1,2 1,2 1 MHz

30

+30 - 232 232 1,2 1,2 1 MHz
34,85

+34,85 - 232 232 232 1,2 1 MHz
34,9

+34,9 - 232 232 1,2 1 MHz

35

+35 - 232 1,2 1 MHz
39,8

+39,8 - 232 232 1 MHz
39,85

+39,85 - 232 1 MHz
44,8

NOTE 1: The first and last measurement position with a 30 kHz filter is at Afy55 equals to 0,015 MHz and 0,985 MHz.

NOTE 2: At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the
inside of +0,5 MHz and -0,5 MHz, respectively.

NOTE 3: The measurements shall be performed above the upper edge of the aggregated channel bandwidth and
below the lower edge of the aggregated channel bandwidth.

For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two E-UTRA
bands, the spectrum emission mask of the UE is defined per component carrier while both component carriers are active
and the requirements are specified in clause 4.2.3.1.2. If for some frequency spectrum emission masks of component
carriers overlap, then spectrum emission mask allowing higher power spectral density applies for that frequency. If for
some frequency a component carrier spectrum emission mask overlaps with the channel bandwidth of another
component carrier, then the emission mask does not apply for that frequency.

42323 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.2 of the present document.
4233 Transmitter spectrum emission mask for UL-MIMO

423.31 Definition

For UE supporting UL-MIMO, the requirements for out-of-band emissions resulting from the modulation process and
non-linearity in the transmitters are specified at each transmit antenna connector.

The spectrum emission mask of the UE applies to frequencies (Afyqp) starting from the edge of the assigned E-UTRA
channel bandwidth.
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For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements in
clause 4.2.3.1.2 apply to each transmit antenna connector. The requirements shall be met with the UL-MIMO
configurations specified in table 4.2.2.3.1-1.

42.33.3 Conformance

Conformance tests described in clause 5.3.2 shall be carried out.

4234 Transmitter spectrum emission mask for Multi-Cluster PUSCH within a

component carrier

42341 Definition

For UE supporting multi cluster PUSCH within a component carrier for the operating band.

The spectrum emission mask of the UE applies to frequencies (Afygp) starting from the edge of the assigned E-UTRA

channel bandwidth.

4.234.2 Limits

The power of any UE emission shall fulfil the requirements specified in tables 4.2.3.1.2-1 and 4.2.3.1.2-2.

42343 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.2 of the present document.

4.2.3.5 Transmitter spectrum emission mask for category NB1

42351 Definition

The spectrum emission mask of the UE applies to frequencies (Afyop) starting from the * edge of the assigned

E-UTRA channel bandwidth.

4.2.35.2 Limits

The power of any UE emission shall fulfil requirements in table 4.2.3.5.2-1.

Table 4.2.3.5.2-1: Category NB1 UE spectrum emission mask

Afyop (kHz) Spectrum emission limit (dBm) Measurement bandwidth
10 24,5 30 kHz
+100 -3,5 30 kHz
+150 -6,5 30 kHz
+300 -27,5 30 kHz
+500 - 1700 -33,5 30 kHz
42353 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.2 of the present document.
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4.2.4 Transmitter Spurious Emissions

4241 Transmitter spurious emissions for Single Carrier

42411 Definition

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission,
parasitic emissions, intermodulation products and frequency conversion products, but exclude out-of-band emissions.
The spurious emission limits are specified in terms of general requirements in line with ITU recommendation [i.4] and
E-UTRA operating band requirement to address UE co-existence.

42412 Limits

The spurious emission limits in table 4.2.4.1.2-2 apply for the frequency ranges that are more than AfyGp (MHz) from
the edge of the channel bandwidth shown in table 4.2.4.1.2-1.

The measured average power of spurious emission for general requirements shall not exceed the described values in
table 4.2.4.1.2-2.

The measured average power of spurious emission for E-UTRA operating band specific requirements to protected
bands shall not exceed the described values in tables 4.2.4.1.2-3 to 4.2.4.1.2-6.

Table 4.2.4.1.2-1: Afgog boundary between E-UTRA channel and spurious emission domain

Channel bandwidth | 1,4 MHz | 3,0 MHz | 5 MHz (10 MHz {15 MHz |20 MHz
Afyog (MHZ) 2,8 6 10 15 20 25

Table 4.2.4.1.2-2: General spurious emissions limits

Frequency range Maximum level Measurement bandwidth Comment
9 kHz < f <150 kHz -36 dBm 1 kHz
150 kHz < f < 30 MHz -36 dBm 10 kHz
30 MHz <f <1000 MHz -36 dBm 100 kHz
1 GHz <f<12,75 GHz -30 dBm 1 MHz
12,75 GHz < f < 5t -30 dBm 1 MHz See note
harmonic of the upper
frequency edge of the UL
operating band in GHz

NOTE:  Shall apply for Band 22, 42 and Band 43.

The additional requirements in table 4.2.4.1.2-3 apply for the frequency ranges that are more and-less-than Afy5p
(MHz) from the edge of the channel bandwidth shown in table 4.2.4.1.2-1.
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E- Spurious emission
UTRA Protected band Frequency range Maximum MBW Comment
Band (MHz) Level (dBm) (MHz)
1 E-UTRABand 1, 3, 7, 8, 20, FoL tow - FoL_nigh -50 1
22, 28, 31, 32, 38, 40, - -
41,42, 43, 65, 67, 68, 72, 87,
88
E-UTRA Band 34 FoL 1ow - FbL high -50 1 Note 3
Frequency range 1895 - 1915 -15,5 5 Notes 3, 8
Frequency range 1915 - 1920 +1,6 5 Notes 3, 8,
42
3 E-UTRA Band 1, 7, 8, 20, FoL tow - FoL_nigh -50 1
28, 31, 32, 33, 34, 38, 40, - -
41, 43, 65, 67, 68, 72, 87,
88
E-UTRA Band 3 FoL tow - FbL high -50 1 Note 3
E-UTRA Band 22, 42 FoL 1ow - FbL high -50 1 Note 2
7 E-UTRABand 1, 3, 7, 8, 20, FoL 1ow - FoL high -50 1
22, 28, 31, 32, 33, 34, 40, - -
42, 43, 65,67, 68, 72, 87, 88
Frequency range 2570 - 2575 +1,6 5 Notes 3, 4
Frequency range 2575 - 2595 -15,5 5 Notes 3, 4
Frequency range 2595 2620 -40 1 Notes 3, 4
8 E-UTRA Band 1, 20, 28, 31, FoL 1ow - FoL high -50 1
32, 33, 34, 38, 40, 65, 67, - -
68, 72, 87, 88
E-UTRA Band 3, 41 FoL ow - FoL high -50 1 Note 2
E-UTRA Band 7 FoL low - FoL high -50 1 Note 2
E-UTRA Band 8 FoL ow - FoL high -50 1 Note 3
E-UTRA Band 22, 42, 43 FoL low - FoL high -50 1 Note 2
20 E-UTRABand 1, 3,7, 8, 22, FoL 1ow - FoL high -50 1
31, 32, 33, 34, 40, 43, 65, - -
67,68, 72, 87, 88
E-UTRA Band 20 FoL 1ow - FoL high -50 1 Note 3
E-UTRA Band 38, 42 FoL 1ow - FoL high -50 1 Note 2
Frequency range 758 - 788 -50 1
22 E-UTRABand 1, 3, 7, 8, 20, FoL 1ow - FoL high -50 1
28, 31, 32, 33, 34, 38, 40, - -
43, 65, 67, 68, 72, 87, 88
Frequency range 3510 - 3525 -40 1 Note 3
Frequency range 3525 - 3590 -50 1
28 E-UTRA Band 3, 7, 8, 20, FoL 1ow - FoL high -50 1
31, 34, 38,41,72,87, 88 - -
E-UTRA Band 1, 22, 32, 42, FoL 1ow - FoL high -50 1 Note 2
43, 65 - -
E-UTRA Band 1 FoL 1ow - FoL high -50 1 Notes 6,
- - 19
Frequency range 758 - 773 -32 1 Note 3
Frequency range 773 - 803 -50 1
Frequency range 470 - 694 -42 8 Notes 3,7
31 E-UTRA Band 1, 7, 8, 20, FoL 1ow - FoL high -50 1
22,28, 31, 32, 33, 34, 38, - -
40, 42, 43, 65, 67, 68, 72,
87, 88
E-UTRA Band 3 FoL 1ow - FbL_high -50 1 Note 2
33 E-UTRA Band 1, 7, 8, 20, FoL 1ow - FoL_high -50 1 Note 9
22,28, 31, 32, 34, 38, 40, - -
42,43, 65,67,72,87,88
E-UTRA Band 3 FoL 1ow - FoL high -50 1 Note 3
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E- Spurious emission
UTRA Protected band Frequency range Maximum MBW Comment
Band (MHz) Level (dBm) (MHz)
34 E-UTRABand 1, 3, 7, 8, 20, FoL 1ow - FoL high -50 1 Note 9
22, 28, 31, 32, 33, 38, 40, - -
41,42, 43, 65, 67, 72, 87,
88
38 E-UTRA Band 1, 3, 8, 20, FoL tow - FoL_nigh -50 1
22,28, 31, 32, 33, 34, 40, - -
42, 43, 65, 67, 68, 72, 87,
88
Frequency range 2620 - 2 645 -15,5 5 Notes 3, 5
Frequency range 2 645 - 2690 -40 1 Notes 3, 5
40 E-UTRABand 1, 3, 7, 8, 20, FoL tow - FoL_nigh -50 1
22, 28, 31, 32, 33, 34, 38, - -
41,42, 43, 65, 67, 68, 72,
87, 88
Frequency range 1884,5 - 1915,7 -41 0,3
Frequency range 1475 - 1518 -50 1
Frequency range 3300 - 4 200 -50 1
Frequency range 4400 - 5000 -50 1 Note 2
41 E-UTRA Band 1, 3, 8, 28, FoL 1ow - FoL high -50 1
34, 40, 42, 65, - -
Frequency range 1884,5 19157 -41 0,3 Note 30
42 E-UTRABand 1, 3, 7, 8, 20, FoL ow - FoL_high -50 1
28, 31, 32, 33, 34, 38, 40, - -
41, 65, 67,68, 72, 87, 88
Frequency range 1884.5 - 1915.7 -41 0.3
43 E-UTRABand 1, 3, 7, 8, 20, FoL low - FbL_high -50 1
28, 31, 32, 33, 34, 38, 40, - -
65, 67, 68, 72, 87, 88
65 E-UTRABand 1, 7, 8, 20, FoL 1ow - FoL_high -50 1
22,28, 31, 32, 38, 40, 42, - -
43, 65, 68, 72, 87, 88
E-UTRA Band 3 FoL 1ow - FoL high -50 1 Note 3
E-UTRA Band 5, 11, 18, 19, FoL 1ow - FoL high -50 1
21,26, 27, 41 - -
E-UTRA Band 34 FoL iow - FbL high -50 1 Note 36
Frequency range 1884,5 - 19157 -41 0,3 Note 37
Frequency range 1900 - 1915 -15,5 5 Notes 3, 8
Frequency range 1915 - 1920 +1,6 5 Notes 3, 8
68 E-UTRA Band 3, 7, 8, 20, -
22,28, 31, 38, 40, 42, 43, FoL 1ow FoL high -50 1
65, 72, 87, 88 - -
E-UTRA Band 1 FoL_iow - FbL_high -50 1 Note 2
72 E-UTRA Band 1, 7, 20, 22, FoL low - FbL_high -50 1
28, 31, 32, 33, 34, 38, 42, - -
43, 47,52, 65, 68, 72, 87,
88
E-UTRA Band 3, 8, 40 FoL_iow - FoL nign -50 1 Note 2
Frequency range 470 - 694 -42 8
87 E-UTRABand 1, 3, 7, 8, 22, FoL 1ow - FoL_high -50 1
28, 31, 32, 33, 34, 38, 40, - -
42, 43,47,52, 65, 68, 72
E-UTRA Band, 20 FoL iow - FbL high -50 1 Note 2
E-UTRA Band 87, 88 FoL iow - FbL high -50 1 Note 3
Frequency range 470 - 694 -42 8
88 E-UTRABand 1, 3, 7, 8, 20, FoL 1ow - FoL high -50 1
22,28, 31, 32, 33, 34, 38, - -
40, 42, 43, 47, 52, 65, 68,
72
E-UTRA Band 87 FoL tow - FbL_high -50 1 Note 3
E-UTRA Band 88 FoL tow - FbL_high -50 1 Note 3
Frequency range 470 - 694 -42 8
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E- Spurious emission
UTRA Protected band Frequency range Maximum MBW Comment
Band (MHz) Level (dBm) (MHz)

NOTE 1: FoL 1ow @nd Fp, high refer to each frequency range of the protected E-UTRA band.

NOTE 2: As exceptions, measurements with a level up to the applicable requirements defined in table 4.2.4.1.2-2 are
permitted for each assigned E-UTRA carrier used in the measurement due to 29, 3 or 4" harmonic spurious
emissions. Due to spreading of the harmonic emission, the exception shall be allowed for the first 1 MHz
frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This
results in an overall exception interval centred at the harmonic emission of (2 MHz + N x Lsrg x 180 kHz),

where N is 2, 3, 4 for the 2nd, 3" or 4t harmonic respectively. The exception is allowed if the measurement
bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:  These requirements shall also apply for the frequency ranges that are less than Afyqg (MHz) in

table 4.2.4.1.2-1 from the edge of the channel bandwidth.

NOTE 4: This requirement shall be applicable for any channel bandwidths within the range 2 500 MHz to 2 570 MHz with
the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range
2 560,5 MHz to 2 562,5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the
range 2 552 MHz to 2 560 MHz the requirement is applicable only for an uplink transmission bandwidth less
than or equal to 54 RB.

NOTE 5:  This requirement shall be applicable for any channel bandwidths within the range 2 570 MHz to 2 615 MHz with
the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range
2 605,5 MHz to 2 607,5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the
range 2 597 MHz to 2 605 MHz the requirement is applicable only for an uplink transmission bandwidth less
than or equal to 54 RB.

For carriers with channel bandwidth overlapping the frequency range 2 615 t MHz 0 2 620 MHz the
requirement shall apply with the maximum output power configured to +19 dBm.

NOTE 6:  As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz are permitted for
each assigned E-UTRA carrier used in the measurement due to 3™ harmonic spurious emissions. An exception
is allowed if there is at least one individual RB within the transmission bandwidth (see figure 5.4.2-1 in ETSI
TS 136 521-1 [1]) for which the 3™ harmonic totally or partially overlaps the Measurement Bandwidth (MBW).

NOTE 7:  This requirement shall be applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and
733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.

NOTE 8:  This requirement shall be applicable for any channel bandwidths within the range 1 920 MHz to 1 980 MHz with
the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range
1 927,5 MHz to 1 929,5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the
range 1 930 MHz to 1 938 MHz the requirement is applicable only for an uplink transmission bandwidth less
than or equal to 54 RB.

NOTES 409 to 18: N/A.

NOTE 19: Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel
bandwidth used is 5 or 10 MHz.

NOTES 20 to 29: N/A.

NOTE 30: This requirement applies when the E-UTRA carrier is confined within 2 545 MHz to 2 575 MHz or 2 595 MHz to
2 645 MHz and the channel bandwidth is 10 or 20 MHz

NOTES 31 to 35: N/A.

NOTE 36: This requirement is applicable for E-UTRA channel bandwidth allocated within 1 920 MHz to 1 980 MHz.

NOTE 37: Applicable when the upper edge of the channel bandwidth frequency is greater than 1 980 MHz.

NOTES 38 to 41: N/A.

NOTE 42: For category NB1 and NB2 UE when carrier centre frequency is 1 920,1 MHz, in case of single-tone uplink
transmission the requirement is applicable only for sub-carrier index > 2.
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Table 4.2.4.1.2-4:

Void

Table 4.2.4.1.2-5: Additional spurious emissions limits (network signalled value "NS_22")

Protected Channel bandwidth/ MBW (MHz)
E-UTRA band Frequency range Maximum Level (dBm)
(MHz) 5,10, 15, 20 MHz
42,43 3400=<f=<3800 -23 (note 1) 5 MHz
-40 (note 2) 1 MHz

NOTE 1: This requirement shall apply within an offset between 5 MHz and 25 MHz from
the lower and from the upper edge of the channel bandwidth.

NOTE 2: This requirement shall apply from 3 400 MHz up to 25 MHz below the lower
E-UTRA channel edge and from 25 MHz above the upper E-UTRA channel edge
up to 3 800 MHz.

Table 4.2.4.1.2-6: Additional spurious emissions limits (network signalled value "NS_23")

Protected Channel bandwidth/ MBW (MHz)
E-UTRA band Frequency range Maximum Level (dBm)
(MHz) 5,10, 15, 20 MHz
42,43 3400=<f=<3800 -23 (note 1) 5 MHz
-40 (note 2) 1 MHz

NOTE 1: This requirement shall apply within an offset between 5 MHz + F ¢ .. ng 23 @nd

25 + Fytiset Ns 23 MHZz from the lower and from the upper edge of the channel bandwidth.
NOTE 2: This requirement shall apply from 3 400 MHz up to 25 + F ¢« ns 23 MHZ below the lower

E-UTRA channel edge and from 25 MHz above the upper E-UTRA channel edge up to
3 800 MHz.

Foftset_Ns_23 18

0 MHz for 5 MHz channel BW;

5 MHz for 10 MHz channel BW;

9 MHz for 15 MHz channel BW; and

12 MHz for 20 MHz channel BW.

NOTE 3:

Table 4.2.4.1.2-7: Additional spurious emissions limits (network signalled value "NS_36")

Frequency band Channel bandwidth / Measurement
(MHz) Spectrum emission limit bandwidth
(dBm)
5 MHz, 10 MHz and 15 MHz
470 <f<694 -42 8 MHz

NOTE: For a 5 MHz E-UTRA carrier confined within 698 MHz and 703 MHz, this
requirement shall be met in normal conditions only. The requirement in extreme
conditions is -30 dBm.

42413 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.3 of the present document.
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4242 Transmitter spurious emissions for Carrier Aggregation (DL CA and UL CA)

42421 Definition

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission,
parasitic emissions, intermodulation products and frequency conversion products, but exclude out-of-band emissions.
The spurious emission limits are specified in terms of general requirements in line with ITU recommendation [i.4] and
E-UTRA operating band requirement to address UE co-existence.

To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the
measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result shall be
integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement
bandwidth.

42422 Limits

For intra-band contiguous carrier aggregation, the spurious emission limits apply for the frequency ranges that are more
than Afyqp (MHz) in table 4.2.4.2.2-1 from the + edge of the aggregated channel bandwidth. For frequencies Afyqp

greater than £55pAfop as specified in table 4.2.4.2.2-1 the spurious requirements in table 4.2.4.2.2-2 are applicable.

For frequencies Afggp-greater than fqpAfop as specified in table 4.2.4.2.2-1 the measured average power of spurious
emission for general requirements, shall not exceed the described values in table 4.2.4.2.2-2.

Table 4.2.4.2.2-1: Boundary between E-UTRA Afyqg and
spurious emission domain for intra-band contiguous CA

CA Bandwidth Class 00B boundary foog
(MHz)
A table 4.2.4.1.2-1
B BWchannel ca* S
C BWchannel ca* S

Table 4.2.4.2.2-2: General spurious emissions limits for intra-band contiguous CA

Frequency Range Maximum Measurement Comment
Level Bandwidth
9 kHz <f <150 kHz -36 dBm 1 kHz
150 kHz < f < 30 MHz -36 dBm 10 kHz
30 MHz <f <1 000 MHz -36 dBm 100 kHz
1 GHz <f<12,75 GHz -30 dBm 1 MHz
12,75 GHz < f < 5t harmonic of -30 dBm 1 MHz See note
the upper frequency edge of the
UL operating band in GHz
NOTE:  Shall apply for Band 22, 42 and Band 43.

For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two E-UTRA
bands, the spurious emission limit in table 4.2.4.2.2-2 applies for the frequency ranges that are more than £f55pAfHg as
defined in table 4.2.4.1.2-1 away from edges of the assigned channel bandwidth on a component carrier. If for some
frequency a spurious emission limit of individual component carrier overlaps with the spectrum emission mask or
channel bandwidth of another component carrier then it does not apply.
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For combinations of intra-band and inter-band carrier aggregation with three uplink component carriers (up to two
contiguously aggregated carriers per band), the spurious emission limit is defined as follows. For the E-UTRA band
supporting one component carrier, the limits in table 4.2.4.2.2-2 apply for frequency ranges that are more than
foopAfoop (MHz) from the edges of assigned channel bandwidth as defined in table 4.2.4.1.2-1. For the E-UTRA band

supporting two contiguous component carriers, the limits in table 4.2.4.2.2-2 apply for frequency ranges that are more
than £55pAf50p (MHz) from the edges of assigned aggregated channel bandwidth as defined in table 4.2.4.2.2-1. If for
some frequency a spurious emission limit of a single component carrier or two contiguous component carriers overlap
with the spurious emission limit or channel bandwidth of another component carrier or two contiguously aggregated
carriers then it does not apply.

For the specified intra-band contiguous CA configurations for co-existence with protected bands, the measured average
power of spurious emission, shall not exceed the described value in table 4.2.4.2.2-3.

Table 4.2.4.2.2-3: Spurious emission band UE co-existence limits

for intra-band contiguous CA {network-signalled-value "NS—01~)

E-UTRA Spurious emission
CA Protected band Frequency range (MHz) |Maximum | MBW Comment
Configura Level (MHz)
tion (dBm)
CA_1C |E-UTRABand1,3,7, 8, 20, 22, 28, FoLiow |~ | FoL nigh -50 1
32, 38,40,41,42,43 B B
CA_3C |E-UTRABand 1,7, 8, 20, 28, 32, 33, FoLiow |~ | FoL nigh -50 1
34, 38, 40, 41,43 B B
E-UTRA Band 3 FoLow |~ | FoL nian -50 1 Note 3
E-UTRA Band 22, 42 FoL low |~ | FoL high -50 1 Note 2
CA_8B |E-UTRABand 1, 20, 28, 32, 33, 34, - | FoL nigh -50 1
38, 40 FoL_iow -
E-UTRA Band 3 Forow |~ | Fou nign -50 ! Note 2
E-UTRA Band 7 FoLiow |- | FoL nigh -50 1 Note 2
E-UTRA Band 8 FoLiow |- | FoL nigh -50 1 Note 3
E-UTRA Band 22, 41, 42, 43 FoLiow |~ | FoL high -50 ! Note 2
CA_7C |E-UTRABand 1, 3,7, 8, 20, 22, 28, FoLow |~ | FoL nigh -50 1
32, 33, 34,40,42,43 B -
CA_38C |E-UTRABand 1, 3, 8, 20, 28, 33, 34, FoLow |~ | FoL nigh -50 1
40,42, 43 B B
CA_40C |E-UTRABand 1, 3, 7, 8, 20, 22, 28, FoLow |~ | FoL nigh -50 1
32, 33, 34, 38,41,42,43 B B
CA_41C |E-UTRA Band 1, 3, 8, 28, 34, 40, 42, FoLiow |~ | FoL nigh -50 1
65 B B
CA_42C [E-UTRABand1,3,7,8,20,28,3233, | Fp o |- | FoL nigh -50 1
34, 38, 40, 41 B B

NOTE 1: Fp 1, @nd Fp pgn refer to each E-UTRA frequency band specified in table 5.2-1, in ETSI TS 136 521-1 [1].

NOTE 2: As exceptions, measurements with a level up to the applicable requirements defined in table 4.2.4.1.2-2 shall
be permitted for each assigned E-UTRA carrier used in the measurement due to 2nd 3rd or 4th harmonic
spurious emissions. An exception is allowed if there is at least one individual RE within the transmission
bandwidth (see figure 5.4.2-1 in ETSI TS 136 521-1 [1]) for which the 2"4, 3" or 4t harmonic, i.e. the
frequency equal to two or three times the frequency of that RE, is within the Measurement Bandwidth (MBW).

NOTE 3: The requirement shall also apply for the frequency ranges that are less than Afy45 (MHz) in tables 4.2.4.1.2-1
and 4.2.4.2.2-1 from the edge of the aggregated channel bandwidth.

For inter-band carrier aggregation with the uplink assigned to two E-UTRA bands, the limits in table 4.2.4.2.2-3A apply
on each component carrier with all component carriers are active.
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NOTE 3: For inter-band carrier aggregation with uplink assigned to two E-UTRA bands the requirements in
table 4.2.4.2.2-3A could be verified by measuring spurious emissions at the specific frequencies where
second and third order intermodulation products generated by the two transmitted carriers can occur; in
that case, the limits for remaining applicable frequencies in table 4.2.4.2.2-3A would be considered to be
verified by the measurements verifying the one uplink inter-band CA UE to UE co-existence limits.

Table 4.2.4.2.2-3A: Spurious emission band UE co-existence limits
for uplink inter-band CA (two bands)

Spurious emission

E-UTRA CA Protected band Frequency range Maximum MBW Note
Configuration (MHz) Level (MHz)
(dBm)
CA_1A-3A E-UTRA Band 1, 7, 8, 20, 28, F CIF . 50 1
32, 38, 40, 41, 43, 65, 67 DL _low DL_high
E-UTRA Band 3, 34 FoL tow |- |FoL high -50 1 Note 3
E-UTRA Band 22, 42 FoL iow |- |FoL high -50 1 Note 2
Frequency range 1880 1895 -40 1 Notes 3, 7
Frequency range 1895 1915 -15,5 5 Notes 3,7, 8
Frequency range 1915 1920 +1,6 5 Notes 3, 7, 8
CA_1A-7TA E-UTRA Band 1, 7, 8, 20, 28, = = . 50 1
32, 40, 42, 43, 65, 67 DL_low DL_high
E-UTRA Band 3, 34 FoL_ow | - [FbL_high -50 1 Note 3
Frequency range 1880 1895 -40 1 Notes 3, 7
Frequency range 1895 1915 -15,5 5 Notes 3,7, 8
Frequency range 1915 1920 +1,6 5 Notes 3, 7, 8
Frequency range 2570 |- [2575 +1,6 5 Notes 3, 8, 9
Frequency range 2575 |- |2595 -15,5 5 Notes 3, 8, 9
Frequency range 2595 |- [2620 -40 1 Notes 3, 9
CA_1A-8A E-UTRA Band 1, 20, 28, 32, F CIF . 50 1
38, 40, 65, 67 DL_low DL_high
E-UTRA Band 3 FDLﬁIow - FDLﬁhigh -50 1 Notes 2, 3
E-UTRA Band 7, 22, 41, 42,
43 FoL iow |- |FoL high -50 ! Note 2
E-UTRA Band 8, 34 FoL tow |- |FoL high -50 1 Note 3
Frequency range 860 |- [890 -40 1 Notes 3, 6
Frequency range 1880 1895 -40 1 Notes 3, 7
Frequency range 1895 1915 -15,5 5 Notes 3,7, 8
Frequency range 1915 1920 +1,6 5 Notes 3, 7, 8
CA_1A-28A E-UTRA Band 7, 8, 20, 32, 38,
40, 41 FoL iow |- |FoL high -50 !
E-UTRA Band 22, 42, 43 FoL_ow |~ |FbL_high -50 1 Note 2
E-UTRA Band 3, 34 FoL tow |- [FoL nigh -50 1 Note 3
E-UTRA Band 1 FoL ow |~ [FpL high -50 1 Notes 4, 5
Frequency range 470 |- 1694 -42 8 Notes 3, 11
Frequency range 470 |- |710 -26,2 6 Note 12
Frequency range 758 |- |773 -32 1 Note 3
Frequency range 773 |- 803 -50 1
Frequency range 662 |- [694 -26,2 6 Note 3
Frequency range 1880 1895 -40 1 Notes 3, 7
Frequency range 1895 1915 -15,5 5 Notes 3,7, 8
Frequency range 1915 1920 +1,6 5 Notes 3,7, 8
Frequency range 1839,9 |- |1879,9 -50 1 Note 3
CA_1A-42A E-UTRA Band 1, 7, 8, 20, 22, 50 1
28, 32, 38, 40, 41, 65, 67 FoL ow |- |FbL high i
E-UTRA Band 3, 34 FoL tow |- |FpL_high -50 1 Note 3
Frequency range 1880 1895 -40 1 Notes 3, 7
Frequency range 1895 1915 -15,5 5 Notes 3,7, 8
Frequency range 1915 1920 +1,6 5 Notes 3,7, 8
Frequency range 1839,9 |- |1879,9 -50 1 Note 3
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Spurious emission
E-UTRA CA Protected band Frequency range Maximum MBW Note
Configuration (MHz) Level (MHz)
(dBm)
CA_3A-7A E-UTRA Band 1, 7, 8, 20, 28, F = 50 1
32, 33, 34, 40, 43, 65, 67 DL _low DL_high
E-UTRA Band 3 FoL iow |- |FpL high -50 1 Note 3
E-UTRA Band 22, 42 FoL ow |- |FoL high -50 1 Note 2
Frequency range 2570 |- |2575 +1,6 5 Notes 3, 8,9
Frequency range 2575 |- |2595 -15,5 5 Notes 3, 8, 9
Frequency range 2595 |- 12620 -40 1 Notes 3, 9
CA_3A-8A E-UTRA Band 1, 20, 28, 32, F = 50 1
33, 34, 38, 40, 65, 67 DL _low DL_high
E-UTRA Band 3, 8 FoL tow |- |FoL high -50 1 Notes 2, 3
E-UTRA Band 7, 22, 41, 42,
43 FoL tow |- |FboL high -50 1 Note 2
Frequency range 860 |- 890 -40 1 Notes 3, 6,10
CA_3A-20A E-UTRA Band 1, 7, 8, 32, 33, = = 50 1
34, 40, 43, 65, 67 DL_tow | = | DL high -
E-UTRA Band 3, 20 FoL ow |- |FbL_high -50 1 Note 3
E-UTRA Band 22, 38, 42 FoL iow |- |FoL high -50 1 Note 2
Frequency range 758 |- |788 -50 1
CA_7A-20A E-UTRA Band 1,3, 7, 8, 22, F = 50 1
28, 32, 33, 34, 40, 43, 65, 67 DL _low DL_high
E-UTRA Band 20 FoL iow |- |FoL high -50 1 Note 3
E-UTRA Band 42 FoL_tow |- |FpL_high -50 1 Note 2
Frequency range 2570 |- |2575 +1,6 5 Notes 3, 8,9
Frequency range 2575 |- |2595 -15,5 5 Notes 3, 8, 9
Frequency range 2595 |- 12620 -40 1 Notes 3, 9
CA_7A-28A E-UTRA Band 3, 5, 7, 8, 20, F F
34. 40, 65, 67 DL low |- |7DL_high -50 1
E-UTRA Band 1, 22, 42, 43 FoL_ow |- [FbL_high -50 1 Note 2
E-UTRA Band 1 FoL tow |- |FbL high -50 1 Notes 4, 5
Frequency range 758 |- |773 -32 1 Note 3
Frequency range 773 |- 803 -50 1
Frequency range 2570 |- [2575 +1,6 5 Notes 3, 8, 9
Frequency range 2575 |- |2595 -15,5 5 Notes 3, 8, 9
Frequency range 2595 |- |2620 -40 1 Notes 3, 9

NOTE 1:
NOTE 2:

NOTE 3:

NOTE 4:

NOTE 5:

NOTE 6:

FoL jow @Nd Fp_hign refer to each E-UTRA frequency band specified in table 1-1.

As exceptions, measurements with a level up to the applicable requirements defined in table 4.2.4.1.2-1
are permitted for each assigned E-UTRA carrier used in the measurement due to 2", 39, 4 (or 51)
harmonic spurious emissions. In case the exceptions are allowed due to spreading of the harmonic
emission the exception is also allowed for the first 1 MHz frequency range immediately outside the
harmonic emission on both sides of the harmonic emission. This results in an overall exception interval
centred at the harmonic emission of (2 MHz + N x Lgg X 180 kHz), where N is 2, 3 or 4 for the 2nd 3rd or

4™ harmonic respectively. The exception is allowed if the Measurement Bandwidth (MBW) totally or

partially overlaps the overall exception interval.

These requirements also apply for the frequency ranges that are less than fy55 (MHz) in

tables 4.2.4.1.2-1 and 4.2.4.2.2-1 from the edge of the aggregated channel bandwidth.

Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the

channel bandwidth used is 5 or 10 MHz.

As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted

for each assigned E-UTRA carrier used in the measurement due to 3™ harmonic spurious emissions.

An exception is allowed if there is at least one individual RB within the transmission bandwidth (see

figure 3.1-1) for which the 3 harmonic totally or partially overlaps the Measurement Bandwidth (MBW).

This requirement is applicable only for the following cases:

- for carriers of 5 MHz channel bandwidth when carrier centre frequency (F ) is within the range
902,5 MHz < F < 907,5 MHz with an uplink transmission bandwidth less than or equal to 20 RB;

- for carriers of 5 MHz channel bandwidth when carrier centre frequency (F ) is within the range
907,5 MHz < F < 912,5 MHz without any restriction on uplink transmission bandwidth;

- for carriers of 10 MHz channel bandwidth when carrier centre frequency (F) is F, = 910 MHz with

an uplink transmission bandwidth less than or equal to 32 RB with RB,; > 3.
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Spurious emission
E-UTRA CA Protected band Frequency range Maximum MBW Note
Configuration (MHz) Level (MHz)
(dBm)

NOTE 7: This requirement is applicable for any channel bandwidths within the range 1 920 MHz to 1 980 MHz
with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the
range 1 927,5 MHz to 1 929,5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency
is within the range 1 930 MHz to 1 938 MHz the requirement is applicable only for an uplink transmission
bandwidth less than or equal to 54 RB.

NOTE 8: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in
the protected operating band.

NOTE 9: This requirement is applicable for any channel bandwidths within the range 2 500 MHz to 2 570 MHz
with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the
range 2 560,5 MHz to 2 562,5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency
is within the range 2 552 MHz to 2 560 MHz the requirement is applicable only for an uplink transmission
bandwidth less than or equal to 54 RB.

NOTE 10: This requirement is applicable only when Band 3 transmission frequency is less than or equal to
1765 MHz.

NOTE 11: This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and
733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.

NOTE 12: This requirement is applicable for 5 MHz and 10 MHz E-UTRA channel bandwidth allocated within
718 MHz to 728 MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink
transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart < 48.

Table 4.2.4.2.2-4: Additional Spurious emission band UE co-existence limits
for intra-band contiguous CA (network signalled value "CA_NS_02")

E-UTRA CA Protected band Frequency range Maximum Level (dBm) | MBW (MHz) | Comment
Configuration MHz)

CA_1C E-UTRABand 34 | FoL ow |- [FbL_high -50 1 See note

Frequency range 1900 |- [1915 -15,5 5 See note

Frequency range 1915 |- 1920 +1,6 5 See note

in tables 4.2.4.1.2-1

~

NOTE:  The requirement shall also apply for the frequency ranges that are less than Afyq5 (MHz
and 4.2.4.2.2-1 from the edge of the aggregated channel bandwidth.

Table 4.2.4.2.2-5: Additional Spurious emission band UE co-existence limits
for intra-band contiguous CA (network signalled value "CA_NS_05")

E-UTRA CA Protected band Frequency range Maximum MBW Comment

Configuration (MHz) Level (dBm) | (MHz)
CA_38C Frequency range 2620 |- |2645 -15,5 5 Notes 1, 2
Frequency range 2645 |- 2690 -40 1 Notes 1, 2

NOTE 1: This requirement shall be applicable for carriers with aggregated channel bandwidths are confined in
2 570 MHz to 2 615 MHz. For assigned carriers with bandwidths overlapping the frequency range 2 615 MHz
to 2 620 MHz the requirements apply with the maximum output power configured to +19 dBm.

NOTE 2: The requirement shall also apply for the frequency ranges that are less than Afq 55 (MHz) in tables 4.2.4.1.2-1

and 4.2.4.2.2-1 from the edge of the aggregated channel bandwidth.

Table 4.2.4.2.2-6: Additional Spurious emission band UE co-existence limits
for intra-band contiguous CA (network signalled value "CA_NS_06")

E-UTRA CA Protected band Frequency range |(Maximum Level MBW Comment
Configuration (MHz (dBm) (MHz)
CA_7C Frequency range 2570 | - [2575 +1,6 5 See note
Frequency range 2575 | - 2595 -15,5 5 See note
Frequency range 2595 | - 2620 -40 1 See note
NOTE:  The requirement shall also apply for the frequency ranges that are less than Afyqg (MHZ) in
tables 4.2.4.1.2-1 and 4.2.4.2.2-1 from the edge of the aggregated channel bandwidth.

ETSI




47 ETSI EN 301 908-13 V13.4.1 (2026-09)

Table 4.2.4.2.2-7: Additional Spurious emission band UE co-existence limits
for intra-band contiguous CA (network signalled value "CA_NS_08")

E-UTRA CA Protected | Frequency band Channel bandwidth/Spectrum MBW
Configuration band (MHz) emission limit (dBm)
5,10, 15, 20 MHz
CA_42C 42,43 3400=<f=<3800 -23 (note 1) 5 MHz
-40 (note 2) 1 MHz

NOTE 1: This requirement shall apply within an offset between 5 MHz and 25 MHz from the lower and
from the upper edge of the channel bandwidth.

NOTE 2: This requirement shall apply from 3 400 MHz up to 25 MHz below the lower E-UTRA channel edge
and from 25 MHz above the upper E-UTRA channel edge up to 3 800 MHz.

42423 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.1 of the present document.
4243 Transmitter spurious emissions for UL-MIMO

42431 Definition

For UE supporting UL-MIMO, the requirements for Spurious emissions which are caused by unwanted transmitter
effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products
are specified at each transmit antenna connector.

4.243.2 Limits

For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements in
clause 4.2.4.1.2 apply to each transmit antenna connector. The requirements shall be met with the UL-MIMO
configurations specified in table 4.2.2.3.1-1.

For single-antenna port scheme, the general requirements in clause 4.2.4.1.2 apply.

42433 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.3 of the present document.

4244 Transmitter spurious emissions for Multi-Cluster PUSCH within a component
carrier
42441 Definition

For UE supporting multi cluster PUSCH within a component carrier for the operating band.

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission,
parasitic emissions, intermodulation products and frequency conversion products, but exclude out-of-band emissions.

To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the
measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result shall be
integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement
bandwidth.

42442 Limits

The spurious emission limits in table 4.2.4.1.2-2 apply for the frequency ranges that are more than Af,qz (MHz) from
the edge of the channel bandwidth shown in table 4.2.4.1.2-1.

The measured average power of spurious emission for general requirements shall not exceed the described values in
table 4.2.4.1.2-2.
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42443 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.3 of the present document.
4245 Transmitter spurious emissions for category NB1

42451 Definition

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission,
parasitic emissions, intermodulation products and frequency conversion products, but exclude out-of-band emissions.
The spurious emission limits are specified in terms of general requirements in line with ITU recommendation [i.4] and
E-UTRA operating band requirement to address UE co-existence.

To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the
measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should
be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement
bandwidth.

4.245.2 Limits

When UE is configured for category NB1 uplink transmissions the requirements in clause 4.2.4.1.2 apply with an
exception that boundary between category NB1 out of band and spurious domain shall be f,,; = 1,7 MHz.

42453 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.3 of the present document.
4.2.5 Transmitter Minimum Output Power

4.2.5.1 Transmitter minimum output power for Single Carrier

42511 Definition

The minimum output power of the UE is defined as the broadband transmit power of the UE, i.e. the power in the
channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum
value.

42512 Limits
The minimum output power measured shall not exceed the values specified in table 4.2.5.1.2-1.

Table 4.2.5.1.2-1: Minimum output power

Channel bandwidth/minimum output power/measurement bandwidth
1,4MHz [ 30MHz [ 5MHz | 10MHz | 15MHz | 20 MHz
For carrier frequency f < 3,0 GHz: < -39 dBm
For carrier frequency 3,0 GHz < f £ 4,2 GHz: £-38,7 dBm
Measurement bandwidth | 1,08 MHz [ 27MHz | 45MHz | 90MHz [ 135MHz | 18 MHz

Minimum output power

42513 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.4 of the present document.
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4252 Transmitter minimum output power for Carrier Aggregation (DL CA and
UL CA)
42521 Definition

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands and intra-band contiguous carrier
aggregation, the minimum output power of the UE is defined as the transmit power of the UE per component carrier,
i.e. the power in the channel bandwidth of each component carrier for all transmit bandwidth configurations (resource
blocks), when the power on both component carriers is set to a minimum value.

42522 Limits

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the minimum output power is defined
per carrier and the limit is specified in clause 4.2.5.1.2.

For intra-band contiguous carrier aggregation, the minimum output power is defined as the mean power in one
sub-frame (1 ms). The minimum output power shall not exceed the values specified in table 4.2.5.2.2-1.

Table 4.2.5.2.2-1: Minimum output power for intra-band contiguous CA UE

CC Channel bandwidth/Minimum
output power/Measurement bandwidth
1,4MHz [3,0MHz | 5MHz [ 10MHz | 15MHz [ 20 MHz

Minimum output For carrier frequency f < 3,0 GHz: < -39 dBm
power For carrier frequency 3,0 GHz < f< 4,2 GHz: <-38,7 dBm
Measurement N/A NA | 45MHz | 9,0MHz | 13.5MHz | 18 MHz
bandwidth
4.252.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.4 of the present document.
4.2.5.3 Transmitter minimum output power for UL-MIMO

42531 Definition

For UE supporting UL-MIMO, the minimum output power is defined as the broadband transmit power of the UE,
i.e. the sum of the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks) at each
transmit antenna connector, when the UE power is set to a minimum value.

For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the minimum output power is
defined as the sum of the mean power at each UE antenna connector in one sub-frame (1 ms).

4.2.5.3.2 Limits

The minimum sum of mean output power of the UE at each antenna connector measured shall not exceed the values
specified in table 4.2.5.3.2-1.

Table 4.2.5.3.2-1: Minimum output power for UL-MIMO

Channel bandwidth/Minimum output power/Measurement bandwidth
1,4MHz  [3,0MHz | 5MHz [ 10MHz | 15MHz | 20 MHz
For carrier frequency f < 3,0 GHz: < -39 dBm
For carrier frequency 3,0 GHz < f < 4,2 GHz: <-38,7 dBm

1,08 MHz 27MHz | 45MHz | 9,0 MHz | 13,5MHz | 18 MHz

Minimum output power

Measurement
bandwidth
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42533 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.4 of the present document.
4254 Transmitter minimum output power for category NB1

42541 Definition

For category NB1 UE the single-tone and multi-tone transmission minimum output power requirement for the channel
bandwidth is -40 dBm.

For 3,75 kHz sub-carrier spacing the minimum output power is defined as mean power in one slot (2 ms) excluding the

2 304Ts gap when UE is not transmitting. For 15 kHz sub-carrier spacing the minimum output power is defined as
mean power in one sub-frame (1 ms).

42542 Limits

The minimum output power measured shall not exceed the value of -40 dBm for the channel bandwidth of category
NB1 UE.

42543 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.4 of the present document.

4.2.6 Receiver Adjacent Channel Selectivity (ACS)

4.2.6.1 Receiver Adjacent Channel Selectivity (ACS) for Single Carrier

426.11 Definition

Adjacent Channel Selectivity (ACS) is a measure of a receiver's ability to receive an E-UTRA signal at its assigned
channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of
the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive
filter attenuation on the adjacent channel(s).

4.2.6.1.2 Limits

The throughput R, shall be > 95 % of the maximum throughput of the reference measurement channels as specified in

ETSI TS 136 521-1 [1] under the conditions specified in table 4.2.6.1.2-2 and also under the conditions specified in
table 4.2.6.1.2-3.

Table 4.2.6.1.2-1: Adjacent channel selectivity

Channel bandwidth
Rx Parameter Units 1,4MHz |3MHz | 5MHz |10 MHz |15 MHz |20 MHz
ACS dB 33,0 33,0 33,0 33,0 30 27
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Table 4.2.6.1.2-2: Test parameters for Adjacent channel selectivity, Case 1

Rx Parameter Units Channel bandwidth
1,4MHz | 3MHz [ 5MHz | 10MHz | 15MHz | 20 MHz
Power in
Transmission
Bandwidth dBm REFSENS + 14 dB
Configuration
dBm REFSENS | REFSENS REFSENS REFSENS | REFSENS | REFSENS
Pnterferer +45,5 dB +45,5 dB +45,5 dB +45,5 dB +42,5 dB +39,5 dB
BWInterferer MHz 1 ,4 3 5 5 5 5
Finterferer (Offset) MHz 1,4025 3,0075 5,0025 7,5075 10,0125 12,5025
NOTE 1: The transmitter shall be set to 4 dB below Pryax | OF Poyax L ca @s defined in clause 6.2.5 in ETSI

TS 136 101 [3].

NOTE 2:

NOTE 3:
NOTE 4:

NOTE 5:

The interferer shall consist of the Reference measurement channel specified in clause A.3.2 of ETSI
TS 136 521-1 [1] with set-up according to clause C.3.1 of ETSI TS 136 521-1 [1].

REFSENS as defined in clause 7.3.3 in ETSI TS 136 521-1 [1].

For DL category M1 UE, the reference sensitivity for category M1 in ETSI TS 136 521-1 [1],

tables 7.3EA-1 and 7.3EA-2 should be used as REFSENS for the power in Transmission Bandwidth
Configuration and P, erer-

For DL category M1 UE, the parameters for the applicable channel bandwidth apply.

Table 4.2.6.1.2-3: Test parameters for Adjacent channel selectivity, Case 2

Rx Parameter | Units Channel bandwidth
1,4 MHz 3 MHz 5 MHz 10 MHz 15 MHz 20 MHz
Power in
Transmission
Bandwidth dBm -56,5 -56,5 -56,5 -56,5 -53,5 -50,5
Configuration
Pinterferer dBm -25
BW,nterferer MHz 1,4 3 5 5 5 5
Finterferer MHz 1,4025 3,0075 5,0025 7,5075 10,0125 12,5025
(offset)
NOTE 1: The transmitter shall be set to 24 dB below P~yax | OF Poyax L ca @s defined in clause 6.2.5 in
ETSI TS 136 101 [3].
NOTE 2: The interferer shall consist of the Reference measurement channel specified in clause A.3.2 of ETSI
TS 136 521-1 [1] with set-up according to clause C.3.1 of ETSI TS 136 521-1 [1].
4.2.6.1.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.5.1 of the present document.

4.2.6.2 Receiver Adjacent Channel Selectivity (ACS) for Carrier Aggregation in
DL-only bands
4.2.6.2.1 Definition

Adjacent Channel Selectivity (ACS) is a measure of a receiver's ability to receive an E-UTRA signal at its assigned
channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of
the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive
filter attenuation on the adjacent channel(s).
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For inter-band carrier aggregation with uplink assigned to one E-UTRA band, the adjacent channel requirements are
defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the
requirements specified in clause 4.2.6.1.2 for each component carrier while both downlink carriers are active, or the
requirement specified in table 4.2.6.2.2-1 with the test parameters specified in tables 4.2.6.2.2-2 and 4.2.6.2.2-3 for
operating band 46. For E-UTRA CA configurations including an operating band without uplink band (as noted in

table 1-1), the requirements for both downlinks shall be met with the uplink active in the band capable of UL operation.

Table 4.2.6.2.2-1: Adjacent channel selectivity for Band 46

E-UTRA band

Rx Parameter

Units

Channel bandwidth

1,4MHz | 3 MHz | 5§ MHz

10 MHz

15 MHz

20 MHz

46

ACS

dB

27

Table 4.2.6.2.2-2: Test parameters for Adjacent channel selectivity for Band 46, Case 1

E-UTRA Band |Rx Parameter | Units Channel bandwidth
1,4MHz | 3MHz | 5MHz | 10MHz [15MHz [ 20 MHz
Power in dBm
Transmission
Bandwidth REFSENS + 14 dB
Configuration
dBm - - - - - REFSENS
46 Pinterferer +39,5 dB
BWinterferer MHz - - - - - 20
= 20 + 0,0025
Interferer MHz - - - - - /
(offset) -20 - 0,0025
NOTE 1: The transmitter shall be set to 4 dB below P),ax | at the minimum uplink configuration specified in ETSI
TS 136 101 [3] (table 7.3.3-2 with P,ax | @s defined in clause 6.2.5).
NOTE 2: The interferer shall consist of the Reference measurement channel specified in table A3.2-2c of ETSI
TS 136 521-1 [1] with one sided dynamic OCNG Pattern OP.1 -F33 as described in clause A.5.4.1 of ETSI
TS 136 521-1 [1] and set-up according to clause C.3.1 of ETSI TS 136 521-1 [1].

Table 4.2.6.2.2-3: Test parameters for Adjacent channel selectivity for Band 46, Case 2

TS 136 101 [3] (table 7.3.3-2 with Py,ax | @s defined in clause 6.2.5).

NOTE 2:

E-UTRA band Rx Units Channel bandwidth

Parameter 1,4 MHz 3 MHz 5 MHz 10 MHz | 15 MHz 20 MHz

Power in

Transmission

Bandwidth dBm - - - - -50.5

Configuration

46 I:’Interferer dBm -25

BW nterferer MHz - - - - 20

= 20 + 0,0025
Interferer MHz _ _ _ _ /

(offset) -20 - 0,0025

NOTE 1:

The transmitter shall be set to 24 dB below P ax | at the minimum uplink configuration specified in ETSI

The interferer shall consist of the Reference measurement channel specified in clause A.3.2 of ETSI

TS 136 521-1 [1] with one sided dynamic OCNG Pattern OP.1 F33 as described in clause A.5.1 of ETSI
TS 136 521-1 [1] and set-up according to clause C.3.1 of ETSI TS 136 521-1 [1].

426.2.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.5.2 of the present document.
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4.2.6.3 Receiver Adjacent Channel Selectivity (ACS) for category NB1

4.26.3.1 Definition

Adjacent Channel Selectivity (ACS) is a measure of a receiver's ability to receive a signal at its assigned channel
frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the
assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter
attenuation on the adjacent channel(s).

426.3.2 Limits

Category NB1 UE shall fulfil the minimum requirement specified in table 4.2.6.3.2-1 for all values of an adjacent
channel interferer up to -25 dBm. However it is not possible to directly measure the ACS, instead, the lower and upper
range of test parameters are chosen in table 4.2.6.3.2-1 where the throughput shall be > 95 % of the maximum
throughput of the reference measurement channel as specified in clause A.3.2 of ETSI TS 136 521-1 [1].

Table 4.2.6.3.2-1: Test parameters for Adjacent channel selectivity, category NB1

ACS1 test Parameters

Interferer GSM (GMSK) | E-UTRA
Category NB1 signal power
(P yanieq) / dBM REFSENS + 14 dB
interferer signal power
REFSENS + 42 dB |REFSENS + 47 dB
(Plnterferer ) /dBm
Interferer bandwidth 200 kHz 5 MHz
Interferer offset from category NB1 channel edge +200 kHz 12,5 MHz
ACS2 test Parameters
Interferer GSM (GMSK) E-UTRA
Category NB1 signal power
(Pwanted) /dBm -53 dBm -58 dBm
interferer signal power
-25 dBm
(Plnterferer) /dBm
Interferer bandwidth 200 kHz 5 MHz
Interferer offset from category NB1 channel edge +200 kHz 12,5 MHz
4.2.6.3.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.5.3 of the present document.
4.2.7 Receiver Blocking Characteristics

4.2.7.1 Receiver Blocking Characteristics for Single Carrier

42711 Definition

The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel
frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the
adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a
specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response
occurs.

42712 Limits

With parameters specified in tables 4.2.7.1.2-1 and 4.2.7.1.2-2, the throughput shall be > 95 % of the maximum
throughput of the reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided
dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI
TS 136 521-1 [1].

ETSI



54

With parameters specified in tables 4.2.7.1.2-3 and 4.2.7.1.2-4, the throughput shall be > 95 % of the maximum
throughput of the reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided
dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI
TS 136 521-1 [1], except for the spurious response frequencies.

For table 4.2.7.1.2-4 in frequency ranges 1, 2 and 3, up to max(24, 6- ’VN re/ 6—‘) exceptions are allowed for spurious

response frequencies in each assigned frequency channel when measured using a 1 MHz step size, where N, is the

number of resource blocks in the downlink transmission bandwidth configuration. For these exceptions the
requirements of clause 4.2.8.1 Spurious response are applicable.

With parameters specified in table 4.2.7.1.2-5, the throughput shall be > 95 % of the maximum throughput of the

reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern

OP.1 FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1].

Table 4.2.7.1.2-1: In-band blocking parameters

ETSI EN 301 908-13 V13.4.1 (2026-09)

Rx Parameter | Units Channel bandwidth

14MHz | 3MHz | 5MHz | 10MHz | 15MHz | 20 MHz
Power in REFSENS + channel bandwidth specific value below
Transmission dBm
Bandwidth 6 6 6 6 7 9
Configuration
BW hterferer MHz 1,4 3 5 5 5 5
Floffset, case 1 MHz 2,1125 4,5075 7,5125 7,5025 7,5075 7,5125
Floffset, case 2 MHz 3,5075 7,5075 12,5075 12,5125 12,5025 12,5075

NOTE 2:

NOTE 3:

NOTE 1: The transmitter shall be set to 4 dB below Py,ax | at the minimum uplink configuration specified in
ETSITS 136 101 [3] (table 7.3.1-2 with Py,ax | @s defined in clause 6.2.5).
NOTE 2: The interferer shall consist of the Reference measurement channel specified in clause A.3.2 of ETSI
TS 136 521-1 [1] with a set-up according to clause C.3.1 of ETSI TS 136 521-1 [1].
NOTE 3: REFSENS as defined in clause 7.3.3 in ETSI TS 136 521-1 [1].
NOTE 4: For DL category M1 UE, the reference sensitivity for category M1 in ETSI TS 136 521-1 [1],
tables 7.3EA-1 and 7.3EA-2 should be used as REFSENS for the power in Transmission Bandwidth
Configuration.
NOTE 5: For DL category M1 UE, the parameters for the applicable channel bandwidth apply.
Table 4.2.7.1.2-2: In-band blocking
Parameter Units Case 1 Case 2
P nterferer dBm -56 -44
E-UTRA band F =-BW/2 - Floffset, case 1 <-BW/2 - Floffset, case 2
Interferer MHz and and
Offset -
( ) = +BW/2 + Floffset, case 1 > +BW/2 + Floffset, case 2
1,3,7,8, 20, 22, 28, E 15t
31, 33, 34, 38, 40 DL_low ~ 0
) ) ) ) ) F -
41, 42,43, 65,68, | erterer MHz (note 2) For pigh * 15
72,87, 88 -
NOTE 1: For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive

band, but within the first 15 MHz below or above the UE receive band.
For each carrier frequency the requirement is valid for two frequencies:
a) the carrier frequency - BW/2 - Floffset, case 1; and

b) the carrier frequency + BW/2 + Floffset, case 1.

Finterferer F@Nge values for unwanted modulated interfering signal are interferer centre frequencies.
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Table 4.2.7.1.2-3: Out-of-band blocking parameters

Rx Parameter Units Channel bandwidth
1,4MHz [ 3MHz [5MHz [10 MHz [15 MHz |20 MHz
Power in Transmission dBm REFSENS + channel bandwidth specific value below
Bandwidth Configuration 6 | 6 | 6 | 6 | 7 1 9

NOTE 1: The transmitter shall be set to 4 dB below P;ax | at the minimum uplink configuration
specified in ETSI TS 136 101 [3] (table 7.3.1-2 with Py, | @s defined in clause 6.2.5).

NOTE 2: Reference measurement channel is clause A.3.2 of ETSI TS 136 521-1 [1].

NOTE 3: REFSENS as defined in clause 7.3.3in ETSI TS 136 521-1 [1].

NOTE 4: For DL category M1 UE, the reference sensitivity for category M1 in ETSI TS 136 521-1 [1],

tables 7.3EA-1 and 7.3EA-2 should be used as REFSENS for the power in Transmission
Bandwidth Configuration.

NOTE 5: For DL category M1 UE, the parameters for the applicable channel bandwidth apply.

Table 4.2.7.1.2-4: Out-of-band blocking

. Frequency
E-UTRA band Parameter Units Range 1 Range 2 Range 3
Plnterferer dBm -44 -30 -15

13:13 5383203524(2)8 FDL_Iow -15to FDL_Iow -60to FDL_IOW -85to

, 33, 34, 38, 40, F -60 F -85 1 MHz

41,42 (note 2),43 | Finerorer (CW) || MHz [ - e B B ey
(note 2), 65, 68, 72, DL_high © | FoL_high O | FpL_high 0
87, 88 FDLJ1igh + 60 FDthigh + 85 +12 750 MHz
NOTE 1: Range 3 shall be tested only with the highest channel bandwidth.
NOTE 2: The power level of the interferer (P .. rerer) fOr Range 3 shall be modified to -20 dBm for F i terer
>2 800 MHz and F | ierferer < 4 400 MHzZ.

Table 4.2.7.1.2-5: Narrow-band blocking

Parameter Units Channel Bandwidth
1,4MHz [ 3MHz [ 5MHz | 10 MHz [ 15MHz | 20 MHz
) Prersens * channel-bandwidth specific value below
W dBm
22 18 16 13 14 16
Puw (CW) dBm -55 -55 -55 -55 -55 -55
Fw (offset for
MHz 0,9075 1,7025 | 2,7075 5,2125 7,7025 10,2075
Af =15 kHz)

NOTE 1: The transmitter shall be set a 4 dB below Py ax ( at the minimum uplink configuration
specified in ETSI TS 136 101 [3] (table 7.3.1-2 with P,ax | @s defined in clause 6.2.5).

NOTE 2: Reference measurement channel is in clause A.3.2 of ETSI TS 136 521-1 [1].

NOTE 3: REFSENS as defined in clause 7.3.3 in ETSI TS 136 521-1 [1].

NOTE 4: For DL category M1 UE, the reference sensitivity for category M1 in ETSI TS 136 521-1 [1],
tables 7.3EA-1 and 7.3EA-2 should be used as Prgrgens for Py,

NOTE 5: For DL category M1 UE, the parameters for the applicable channel bandwidth apply.

42713 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.6.1 of the present document.

42.7.2 Receiver Blocking Characteristics for Carrier Aggregation in DL-only bands

427.21 Definition

The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel
frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the
adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a

specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response
occurs.
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42722 Limits

With parameters specified in tables 4.2.7.1.2-1 and 4.2.7.2.2-1, or tables 4.2.7.2.2-1a and 4.2.7.2.2-1b for band
combinations including operating band 46 without uplink operation, the throughput on SCC shall be > 95 % of the
maximum throughput of the reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one
sided dynamic OCNG Pattern OP.1 FDD/TDD/FS3 for the DL-signal as described in clauses A.5.1.1, A.5.2.1 and
A.5.4.1)in ETSI TS 136 521-1 [1].

With parameters specified in tables 4.2.7.1.2-3 and 4.2.7.2.2-2, or tables 4.2.7.1.2-3 and 4.2.7.2.2-2a for band
combinations including operating band 46 without uplink operation, the throughput on SCC shall be > 95 % of the
maximum throughput of the reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one
sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI
TS 136 521-1 [1], except for the spurious response frequencies.

For table 4.2.7.2.2-2 or table 4.2.7.2.2-2a in frequency range 1, 2 and 3, up to max(24, 6- ’_NRB /6-‘) exceptions are

allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size,
where N, is the number of resource blocks in the downlink transmission bandwidth configuration. For these
exceptions the requirements of clause 4.2.8.2 Spurious response are applicable.

With parameters specified in table 4.2.7.1.2-5, the throughput on SCC shall be > 95 % of the maximum throughput of
the reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG
Pattern OP.1 FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1].

Table 4.2.7.2.2-1: In-band blocking for additional operating bands for carrier aggregation

Parameter Units Case 1 Case 2
PInterferer dBm -56 -44
E-UTRA band F =-BW/2 - FIoffset,case 1 <-BWI/2 - Floffset,case 2
merer | iz . :
= +BW/2 + Floffset,case 1 2 +BW/2 + Floffset,case 2
FoL jow 19
32 Flnterferer MHz (note 2) to
FoL high * 15

NOTE 1: For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive
band, but within the first 15 MHz below or above the UE receive band.
NOTE 2: For each carrier frequency the requirement is valid for two frequencies:
a) the carrier frequency -BW/2 - F| et case 1 @Nd

b) the carrier frequency +BW/2 + F et case 1.
NOTE 3: F| ierferer F@Nge values for unwanted modulated interfering signal are interferer centre
frequencies.

Table 4.2.7.2.2-1a: In band blocking parameters for carrier aggregation with Band 46

E-UTRA | Rx parameter | Units Channel bandwidth
band 1,4MHz | 3MHz | 5MHz [ 10MHz [ 15MHz | 20 MHz
Power in REFSENS + channel bandwidth specific value below
Transmission dBm
Bandwidth - - - - - 9
46 Configuration

(note 2) BVvlnterferer MHz N - - - - 20
Floffset, case 1 MHz - - - - - 30 +0,0125
I:Ioffset, case 2 MHz B B B B B 50 +0,0075

NOTE 1: The transmitter shall be set to 4 dB below Pax | at the minimum uplink configuration specified in
ETSITS 136 101 [3] (table 7.3.1-2 with P\ax | @s defined in clause 6.2.5).

NOTE 2: The interferer consists of the Reference measurement channel specified in clause A.3.2 of ETSI
TS 136 521-1 [1] with one sided dynamic OCNG Pattern OP.1 FDD/TDD/FS3 as described in
clauses A.5.1.1, A5.2.1 and A.5.4.1 of ETSI TS 136 521-1 [1] and set-up according to clause C.3.1 of
ETSI TS 136 521-1 [1].
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Table 4.2.7.2.2-1b: In-band blocking for carrier aggregation with Band 46

E-UTRA band Parameter Unit Case 1 Case 2
IDInten‘erer dBm -50 44
=-BW/2 - Floffset,case 1 <-BW/2 - Floffset,case 2
Fnterferer (Offset) MHz & &
= +BW/2 + Floffset,case 1 |Z+BWI2 + Floffset,case 2
FDL_Iow -60
46 Finterferer MHz (note 2) to
FoL high * 60

NOTE 1: For certain bands, the unwanted modulated interfering signal may not fall inside the UE
receive band, but within the first 15 MHz or 60 MHz below or above the UE receive band.
NOTE 2: For each carrier frequency the requirement is valid for two frequencies:
a. the carrier frequency - BW/2 - F et case 1; @Nd

b. the carrier frequency + BW/2 + F| ¢t case 1.
Finterferer FaNge values for unwanted modulated interfering signal are interferer centre
frequencies.

NOTE 3:

Table 4.2.7.2.2-2: Out-of-band blocking for inter-band carrier aggregation with one active uplink

Parameter |Units Range 1 | Range 2 | Range 3
Panted dBm Table 4.2.7.1.2-3 for all component carriers
Pinterferer dBm 44+ ARjg ¢ =30+ AR 15+ AR,
Finterferer MHz | -60 <f-Fp | g <-15 -85 <f-Fp | ow() =-60 1<f<Fp_ ow1)-85
(CW) or or or
15 <f-FpL_pighg) < 60 60 <f-Fp pigng) < 85 FoL nighg) + 85 =f
< FoL_Low(+1) =85
or
FoL Highpy + 89 =f
<12 750

NOTE 1: Fp| | qu(j)@nd Fpp_pign(y denote the respective lower and upper frequency limits of the operating
band containing carrier j, j = 1,..., X, with carriers numbered in increasing order of carrier frequency
and X the number of component carriers in the band combination (X = 2 or X = 3 for the present
document).

NOTE 2: For Fpy 1 ow(+1)~ FoL_nigh) < 145 MHz and Fynerserer iN Foi_igh() < f < FoL_Low(+1) Finterferer €aN be
in both Range 1 and Range 2. Then the lower of the P, o aPplies.

NOTE 3: For Fp | oy~ 19 MHZ <f<Fp 1ygn) * 15 MHz the appropriate adjacent channel selectivity and
in-band blocking requirements in the respective clauses 4.2.6.2.3 and 4.2.7.2.3 shall be applied for
carrier j.

NOTE 4: ARlB,C according to table 7.3.3-1A of ETSI TS 136 521-1 [1] shall apply when serving cell ¢ is
measured.
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Table 4.2.7.2.2-2a: Out-of-band blocking for inter-band carrier aggregation with band 46

E-UTRA CA Parameter | Unit Range 1 Range 2 Range 3
Configuration
Pwanted dBm Table 4.2.7.1.2-3 for all component carriers

CA 1A4BA Pinterferer dBm -44 + ARjg . -30 + ARjg . 15+ ARjg .
CA_3A-46A, (note 5)

CA 7A-46A,  |Finterferer MHz | -60 <f-Fp |oup<-15 |-85<Ff-Fp 1ou; 60 | 1=F<Fp o4 -85
CA 41A-46A. [(CW) with j < K or or
CA_42A-46A or 60 <f- FDL_High(j) <85 FDL_High(/') +85<f

15 <f-Fp| pigng) <60 <12 750
with j < K

NOTE 1: FDL_LOW(/.)and FDL_High(/),j= 1,...,K,...N, denote the respective lower and upper frequency limits of the

(non-overlapping) operating bands of the CA configuration numbered in increasing order of frequency, with N
the number of bands in the band combination and K the number of bands with FDL_High <3600 MHz

(K=1and N = 2 in this version of the present document).
NOTE 2: For Fp_ Low(j) ™ 15 MHz < f<Fp_ High() 15 MHz the appropriate adjacent channel selectivity and in-band

blocking requirements shall be applied for carrier j = 1.
NOTE 3: ForFp oy~ 60 MHZ <f<Fp yionnn) + 60 MHZ the appropriate adjacent channel selectivity and in-band

blocking requirements shall be applied for carrier N = 2.
NOTE 4: AR|g . according to table 7.3.1-1A of ETSI TS 136 521-1 [1] applies when serving cell ¢ is measured.

NOTE 5: The power level (P icrierer) fOr Range 3 is modified to -20 dBm for F . orer > 4 400 MHz except for band

combinations with Band 42 for which P .« for Range 3 is modified to -20 dBm for F ;. erer > 2 800 MHz.
Table 4.2.7.2.2-3: Narrow-band blocking
. CA Bandwidth Class
Parameter Unit B | C | D | E | F
Pw in Transmission Bandwidth dBm REFSENS + CA Bandwidth Class specific value below
Configuration, per CC 16 16 (see note 4) 16 16 16
Puw (CW) dBm -55 -55 -55 -55 -55
E 0.2 E 0.2 - Foffset - - Foffset - - Foffset -
F offset for " Uoffset = > " Uoffset = Y» 0,2 0,2 0,2
A;"i (15 kHz) MHz / / / / /
+ Foffset +0,2 + Foffset +0,2 + Foffset L Foffset + + Foffset +
0,2 0,2 0,2
F . (offset for MHz
Af = 7,5 kHz)

NOTE 1: The transmitter shall be set to 4 dB below Pcwax..0r Pewax ca @s defined in clause 6.2.5A of ETSI
TS 136 521-1 [1].

NOTE 2: Reference measurement channel is specified in clause A.3.2 with one sided dynamic OCNG Pattern OP.1
FDD/TDD as described in clauses A.5.1.1/A.5.2.1 of ETSI TS 136 521-1 [1].

NOTE 3: The F, (offset) is the frequency separation of the centre frequency of the carrier closest to the interferer and

the centre frequency of the interferer and shall be further adjusted to
| Finterferer/ 0,015 + 0,5]0,015 + 0,0075 MHz to be offset from the sub-carrier raster.
NOTE 4: The requirement is applied for the band combinations whose component carriers' BW >5 MHz.

For E-UTRA CA configurations with a component carrier assigned in Band 46, narrow-band blocking requirements do
not apply in the presence of a narrow-band interferer in Band 46.

42723 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.6.2 of the present document.
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42.7.3 Receiver Blocking Characteristics for category NB1

427.31 Definition

The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel
frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the
adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a
specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response
occurs.

4.2.73.2 Limits

With parameters specified in table 4.2.7.3.2-1, the throughput shall be > 95 % of the maximum throughput of the
reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern
OP.1 FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1].

With parameters specified in table 4.2.7.3.2-2, the throughput shall be > 95 % of the maximum throughput of the
reference measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern
OP.1 FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1], except for the
spurious response frequencies.

For table 4.2.7.3.2-2 in frequency range 1, 2 and 3, up to max(24, 6- I_N re/ 6-‘) exceptions are allowed for spurious

response frequencies in each assigned frequency channel when measured using a 1 MHz step size, where N, is the

number of resource blocks in the downlink transmission bandwidth configuration. For these exceptions the
requirements of clause 4.2.8.3 Spurious response are applicable.
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Table 4.2.7.3.2-1: In-band blocking parameters for category NB1

IBB1 test Parameters

Category NB1 signal power

(P anteg) | dBM REFSENS + 6 dB

Interferer E-UTRA
Interferer signal power
(Plnterferer) /dBm - 56 dBm
Interferer bandwidth 5 MHz
+7,5 MHz + 0,005 MHz
Interferer offset from category NB1 channel edge and

-7,5 MHz - 0,005 MHz

IBB2 test Parameters

Category NB1 signal power

(P anteg) | dBM REFSENS + 6 dB

Interferer E-UTRA
Interferer signal power
(Plnterferer) /dBm 44 dBm
Interferer bandwidth 5 MHz
From +12,5 MHz to Fp, high * 15 MHz
Interferer offset range from category NB1 channel edge and

From -12,5 MHz to Fy; |, - 15 MHz

Table 4.2.7.3.2-2: Out-of-band blocking parameters for category NB1 UE

L e e e
Puanted dBm REFSENS + 6 dB
Pinterferer (Cw) dBm -44 30 15
Finterferer FANGE MHz | For jow= 1910 Fp 10w=60 | Fpi 1ow=6010 Fp ou -85 FoL ow - 85 to 1 MHz
MHZ | FoL nigh* 1510 Foi pign * 60 |Fo nign* 8010 Foy pign + 85 | FoL pign * 85 0 12750 MHz

NOTE 1: For operating bands which downlink band frequency range is between 729 MHz < 1 GHz the power level of
the interferer (P ierer) fOr Range 3 shall be modified to: -18 dBm for the frequency range which is bounded

by Fp 1w - 190 MHz of the lowest band that UE supports in frequency range 729 MHz < 1 GHz and
FoL nigh * 150 MHz of the highest band that UE supports in frequency range 729 MHz < 1 GHz.

NOTE 2: For operating bands which downlink band frequency range is between 1 805 MHz < f < 2 200 MHz the
power level of the interferer (P, erer) fOr Range 3 shall be modified to: -20 dBm for the frequency range

which is bounded by Fp, ., - 200 MHz of the lowest band that UE supports in frequency range
1805 MHz < f <2200 MHz and Fp, g, + 200 MHz of the highest band that UE supports in frequency
range 1 805 MHz < f <2 200 MHz.

427.3.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.6.3 of the present document.

4.2.8 Receiver Spurious Response
4.2.8.1 Receiver Spurious Response for Single Carrier

42811 Definition

Spurious response is a measure of the receiver's ability to receive a wanted signal on its assigned channel frequency
without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency
at which a response is obtained i.e. for which the out-of-band blocking limit as specified in table 4.2.7.1.2-4 is not met.
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4.2.81.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in
clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described
in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1] with parameters specified in tables 4.2.8.1.2-1 and 4.2.8.1.2-2.

Table 4.2.8.1.2-1: Spurious response parameters

Units Channel bandwidth

1,4MHz | 3MHz [ 5MHz [ 10 MHz [ 15MHz [ 20 MHz

Power in Transmission dBm REFSENS + channel bandwidth specific value below

Bandwidth Configuration 6 | 6 | 6 | 6 | 7 | 9

NOTE 1: The transmitter shall be set to 4 dB below P\;ax | at the minimum uplink configuration specified in
ETSI TS 136 101 [3] (table 7.3.1-2 with P\,ax | @s defined in clause 6.2.5).

NOTE 2: Reference measurement channel is clause A.3.2 of ETSI TS 136 521-1 [1].
NOTE 3: REFSENS as defined in clause 7.3.3in ETSI TS 136 521-1 [1].

Rx Parameter

Table 4.2.8.1.2-2: Spurious Response

Parameter Units Level
Pinterferer (CW) dBm -44
Finterferer MHz Spurious response frequencies
4.2.8.1.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.7.1 of the present document.
4.2.8.2 Receiver Spurious Response for Carrier Aggregation in DL-only bands

42821 Definition

Spurious response is a measure of the receiver's ability to receive a wanted signal on its assigned channel frequency
without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency
at which a response is obtained i.e. for which the out-of-band blocking limit as specified in table 4.2.7.2.2-2 is not met.

42822 Limits

The throughput shall be > 95 % of the maximum throughput on SCC of the reference measurement channels as
specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal
as described in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1] with parameters specified in tables 4.2.8.1.2-1
and 4.2.8.1.2-2.

42823 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.7.2 of the present document.
4283 Receiver Spurious Response for category NB1

428.3.1 Definition

Spurious response is a measure of the receiver's ability to receive a wanted signal on its assigned channel frequency
without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency
at which a response is obtained i.e. for which the out-of-band blocking limit as specified in clause 4.2.7.3.2 is not met.
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4.2.8.3.2 Limits

The throughput measurement derived in test procedure shall be > 95 % of the maximum throughput of the reference
measurement channels as specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1
FDD/TDD for the DL-signal as described in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1] with parameters
specified in table 4.2.8.3.2-1.

Table 4.2.8.3.2-1: Spurious response parameters for category NB1

Parameter Unit Level
Psignal dBm REFSENS + 6
Pnterferer (CW) dBm 44
Finterferer MHz Spurious response frequencies
;\lumber Qf spurious response 24 (in OOB range 1, 2, 3)
requencies
NOTE 1:  Reference measurement channel is specified in clause A.3.2 in ETSI TS 136 521-1 [1].
NOTE 2: The REFSENS power level is specified in clause 7.3F.1.3in ETSI TS 136 521-1 [1].
NOTE 3: OOB range 1, 2, 3 refers to table 4.2.7.3.2-2.

428.3.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.7.3 of the present document.
4.2.9 Receiver Intermodulation Characteristic

4.2.9.1 Receiver Intermodulation Characteristics for Single Carrier

42911 Definition

Intermodulation response rejection is a measure of the capability of the receiver to receive- a wanted signal on its
assigned channel frequency in the presence of two or more interfering signals which have a specific frequency
relationship to the wanted signal.

4.291.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in
clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described
in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1] with parameters specified in table 4.2.9.1.2-1 for the specified
wanted signal mean power in the presence of two interfering signals.
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Table 4.2.9.1.2-1: Test parameters for Wide band intermodulation

Rx Parameter Units Channel bandwidth
14MHz | 3MHz | 5MHz [10MHz [ 15MHz | 20 MHz
Power in REFSENS + channel bandwidth specific value below
Transmission dBm
Bandwidth 12 8 6 6 7 9
Configuration
Pinterferer 1 (CW) dBm -46
P
Interferer 2 dB -46
(Modulated) m
BW, nterferer 2 1,4 3 5
Finterferer 1 (Offset) -BW/2 - 2,1 -BW/2-4,5 -BW/2-75
MHz / / /
+BW/2 +2,1 | +BW/2+45 +BW/2 +7,5
Finterferer 2 (Offset) MHz 2 x FInter‘ferer 1

NOTE 1: The transmitter shall be set to 4 dB below P;ax | at the minimum uplink configuration specified
in ETSI TS 136 101 [3] (table 7.3.1-2 with Py,ax | as defined in clause 6.2.5).

NOTE 2: Reference measurement channel is clause A.3.2 of ETSI TS 136 521-1 [1].

NOTE 3: The modulated interferer shall consist of the Reference measurement channel specified in
clause A.3.2 of ETSI TS 136 521-1 [1] with set-up according to clause C.3.1 of ETSI
TS 136 521-1 [1].

The interfering modulated signal is a 5 MHz E-UTRA signal as described in annex C of ETSI
TS 136 521-1 [1] for channel bandwidth > 5 MHz.

NOTE 4: REFSENS as defined in clause 7.3.3 in ETSI TS 136 521-1 [1].

NOTE 5: For DL category M1 UE, the reference sensitivity for category M1 in ETSI TS 136 521-1 [1],
tables 7.3EA-1 and 7.3EA-2 should be used as REFSENS for the power in Transmission
Bandwidth Configuration.

NOTE 6: For DL category M1 UE, the parameters for the applicable channel bandwidth apply, and BW
refers to the corresponding channel bandwidth.

42913 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.8.1 of the present document.

4.2.9.2 Receiver Intermodulation Characteristics for Carrier Aggregation in DL-only
bands
4.2.9.2.1 Definition

Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its
assigned channel frequency in the presence of two or more interfering signals which have a specific frequency
relationship to the wanted signal.

42922 Limits

The throughput shall be > 95 % of the maximum throughput on SCC of the reference measurement channels as
specified in clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal
as described in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1] with parameters specified in table 4.2.9.1.2-1 or
table 4.2.9.2.2-1 for band combinations including operating band 46 without uplink operation for the specified wanted
signal mean power in the presence of two interfering signals.
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Table 4.2.9.2.2-1: Test Parameters for Wide band intermodulation
for carrier aggregation with band 46

E-UTRA Rx Parameter Units Channel bandwidth
band 1,4MHz | 3MHz [5MHz [10MHz [15MHz | 20 MHz
Power in REFSENS + channel bandwidth specific value below
Transmission dBm
Bandwidth - - - - - 9
Configuration
Plnterferer 1 dBm -46
(CW)
P dBm
Interferer 2 -46
46 (Modulated)
BW nterferer 2 - - - - - 20
FInterferer1 MHz -BW/2 - 30
(Offset) - - - - - /
+BW/2 + 30
FInterfererZ MHz 2*F
(Offset) Interferer 1
NOTE 1: The transmitter shall be set to 4 dB below P,ax | at the minimum uplink configuration specified in ETSI
TS 136 101 [3] (table 7.3.1-2 with Pcyax | @s defined in clause 6.2.5).
NOTE 2: Reference measurement channel is specified in clause A.3.2 of ETSI TS 136 521-1 [1] with one sided
dynamic OCNG Pattern OP.1 FDD/TDD/FS3 as described in clauses A.5.1.1, A.5.2.1 and A.5.4.1 of ETSI
TS 136 521-1 [1].
NOTE 3: The modulated interferer consists of the Reference measurement channel specified in clause A.3.2 of
ETSI TS 136 521-1 [1] with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in
clauses A.5.1.1 and A.5.2.1 of ETSI TS 136 521-1 [1].

42923 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.8.2 of the present document.
4293 Receiver Intermodulation Characteristics for category NB1

42931 Definition

Intermodulation response rejection is a measure of the capability of the receiver to receive- a wanted signal on its
assigned channel frequency in the presence of two or more interfering signals which have a specific frequency
relationship to the wanted signal.

4.2.9.3.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in
clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described
in clauses A.5.1.1 and A.5.2.1) in ETSI TS 136 521-1 [1] with parameters specified in table 4.2.9.3.2-1 for the specified
wanted signal mean power in the presence of two interfering signals.

Table 4.2.9.3.2-1: Test parameters for Wide band intermodulation for category NB1

Parameters for wideband intermodulation
Category NB1 signal power REFSENS + 12 dB
CW interferer signal power -46 dBm
1,4 MHz E-UTRA interferer signal power -46 dBm
CW interferer offset +2,2 MHz
1,4 MHz E-UTRA interferer offset +4 4 MHz
4.2.9.3.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.8.3 of the present document.
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4.2.10 Receiver Spurious Emissions

4.2.10.1 Receiver Spurious Emissions for Single Carrier

4.2.10.1.1 Definition

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the UE
antenna connector.

42101.2 Limits

The measured spurious emissions derived in clause 5.3.9 shall not exceed the maximum level specified in
table 4.2.10.1.2-1.

Table 4.2.10.1.2-1: General receiver spurious emission requirements

Frequency Band Measurement | Maximum Note
bandwidth level
30 MHz <f<1 GHz 100 kHz -57 dBm
1 GHz <f<12,75 GHz 1 MHz -47 dBm
12,75 GHz < f < 5" harmonic of 1 MHz -47 dBm Note 1
the upper frequency edge of the
DL operating band in GHz

NOTE 1: Shall apply only for Band 22, 42 and Band 43.
NOTE 2: Unused PDCCH resources are padded with resource element groups with power level given by
PDCCH RA/RB as defined in ETSI TS 136 101 [3], clause C.3.1.

42101.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.9 of the present document.
4.2.10.2 Receiver Spurious Emissions in DL-only bands

4.2.10.2.1 Definition

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the UE
antenna connector.

4.2.10.2.2 Limits

The measured spurious emissions in SCC derived in clause 5.3.9 shall not exceed the maximum level specified in
table 4.2.10.2.2-1.

Table 4.2.10.2.2-1: General receiver spurious emission requirements

Frequency Band Measurement Maximum Note
bandwidth level
30 MHz <f<1 GHz 100 kHz -57 dBm
1 GHz <f<12,75 GHz 1 MHz -47 dBm
12,75 GHz <f <26 GHz 1 MHz | -47 dBm 3

NOTE 1: Unused PDCCH resources are padded with resource element groups with power level given by PDCCH_RA/RB
as defined in ETSI TS 136 101 [3], clause C.3.1.

NOTE 2: The requirements apply when the UE is configured for carrier aggregation but is not transmitting.

NOTE 3: Applies only to Band 46.

42.10.2.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.9 of the present document.
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4.2.11  Transmitter Adjacent Channel Leakage Power Ratio

42111 Transmitter adjacent channel leakage power ratio for Single Carrier

421111 Definition

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel
frequency to the filtered mean power centred on an adjacent channel frequency.

E-UTRA Adjacent Channel Leakage power Ratio (E-UTRA ;- ) is the ratio of the filtered mean power centred on the
assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel
spacing. The assigned E-UTRA channel power and adjacent E-UTRA channel power are measured with rectangular
filters with measurement bandwidths specified in table 6.6.2.3.3.1-1 in ETSI TS 136 521-1 [1].

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRA 5 r1)
and the 2"d UTRA adjacent channel (UTRA AcLr2)- The UTRA channel power is measured with a RRC bandwidth

filter with roll-off factor o = 0,22. The assigned E-UTRA channel power is measured with a rectangular filter with
measurement bandwidth specified in table 4.2.11.1.2-23.

UTRA ) 1 ris not applicable to the power class 3 UE operating in Band 7, 20, 33, 38, 40, 43, 68.

UTRA ) - _is not applicable to the power class 2 UE operating in Band 41.

42111.2 Limits

If the measured adjacent channel power is greater than -50 dBm then the measured E-UTRA , - g shall be higher than
the limits in tables 4.2.11.1.2-1 and 4.2.11.1.2-2.

Table 4.2.11.1.2-1: E-UTRA UE ACLR for Power Class 3

Channel bandwidth/E-UTRA, ¢, rs/measurement bandwidth
1,4 MHz 3,0 MHz 5 MHz 10 MHz 15 MHz 20 MHz
E-UTRA,c| r1 29,2 dB 29,2 dB 29,2 dB 29,2 dB 29,2 dB 29,2dB
E-UTRA channel 1,08 MHz 2,7 MHz 4,5 MHz 9,0 MHz 13,5 MHz 18 MHz
Measurement
bandwidth
UE channel +1,4 MHz or | +3 MHz or +5MHzor |+10MHzor |+15MHzor |+20 MHz or
-1,4 MHz -3 MHz -5 MHz -10 MHz -15 MHz -20 MHz
Table 4.2.11.1.2-2: E-UTRA UE ACLR for Power Class 2
Channel bandwidth / E-UTRA ¢, g1/ measurement bandwidth
1.4 MHz 3,0 MHz 5 MHz 10 MHz 15 MHz 20 MHz
E-UTRA, ¢ Rr1 N/A N/A 30,2 dB 30,2 dB 30,2dB 30,2dB
E-UTRA channel N/A N/A 4,5 MHz 9,0 MHz 13,5 MHz 18 MHz
Measurement
bandwidth
UE channel N/A N/A +5MHzor |+10MHzor | +15 MHz or | +20 MHz or
-5 MHz -10 MHz -15 MHz -20 MHz

If the measured UTRA channel power is greater than -50 dBm then the measured UTRA -1 g, UTRA , 1 o shall be
higher than the limits in table 4.2.11.1.2-23.
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Table 4.2.11.1.2-23: UTRA UE ACLR

Channel bandwidth/UTRApc | R1/2/Measurement bandwidth

1,4 MHz 3,0 MHz 5 MHz 10 MHz 15 MHz 20 MHz
UTRAACLR1 32,2dB 32,2dB 32,2dB 32,2dB 32,2dB 32,2dB
Adjacent 0,7 + 1,5+ BWrra’2 | 2,5+ BWtga2 | 5+ BWtra/2 |7.5 + BWj1ga/2 | 10+ BW1Ra/2
channel centre | BW;z,/2 / / / / /
frequency / 1,5 - BW1ra/2 | 2,5 -BW1ra/2 | -5 - BW j1Ra/2 -7,5- -10 - BWyrRa'2
offset (in MHz) 0.7 - BW. /2
, UTRA
BWrra/2
UTRA, ¢\ r2 - - 35,2dB 35,2dB 35,2 dB 35,2dB
Adjacent - - 25+3x 5+3x 7,5+3x 10+ 3 x BWyrRra/2
channel centre BWrra/2 BW  1ra/2 BWrra/2 /
frequency / / / -10 - 3 x BW|;7Ra/2
offset (in MHz) 25-3x 5.3 x 75-3x
BW\rra/2 BW\1ra/2 BW\1ra/2
E-UTRA
M channel 1,08 MHz 2,7 MHz 4,5 MHz 9,0 MHz 13,5 MHz 18 MHz
easurement
bandwidth
UTRA 5 MHz
channel
Measurement 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz
bandwidth
(see note 1)
UTRA 1,6 MHz
channel
measurement 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz
bandwidth
(see note 2)
NOTE 1: Shall apply for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2: Shall apply for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
NOTE 3: BW/ ;ga for UTRA FDD shall be 5 MHz and for UTRA TDD shall be 1,6 MHz.

421113

The conformance tests for this requirement shall be as defined in clause 5.3.10 of the present document.

42112

4.2.11.21

Conformance

Transmitter adjacent channel leakage power ratio for Carrier Aggregation
(DL CA and UL CA)

Definition

For intra-band contiguous carrier aggregation, the UTRA Adjacent Channel Leakage power Ratio (UTRA 5 ) is the

ratio of the filtered mean power centred on the assigned carrier aggregated channel bandwidth to the filtered mean
power centred on an adjacent(s) UTRA channel frequency.

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRA ;1)
and the 2"d UTRA adjacent channel (UTRA ACLR2)- The UTRA channel power is measured with a RRC bandwidth

filter with roll-off factor o = 0,22. The assigned aggregated channel bandwidth power is measured with a rectangular
filter with measurement bandwidth specified in table 4.2.11.2.2-1.

For intra-band non-contiguous carrier aggregation when all sub-blocks consist of one component carrier, the UTRA
Adjacent Channel Leakage power Ratio (UTRA , - p) is the ratio of the sum of the filtered mean powers centred on the

assigned sub-block frequencies to the filtered mean power centred on an adjacent(s) UTRA channel frequency.
UTRA 5 1 Ry /2 limits are applicable for all sub-blocks and are specified in table 4.2.11.2.2-2. UTRA 5 -1 g 1s required to

be met in the sub-block gap when the gap bandwidth Wgap is 5 MHz <Wgap < 15 MHz. Both UTRA 4~ g and
UTRA 1 g, are required to be met in the sub-block gap when the gap bandwidth Wgap is 15 MHz < Wgap.
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For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two E-UTRA
bands, the UTRA Adjacent Channel Leakage power Ratio (UTRA , - r) is the ratio of the filtered mean power centred
on the assigned channel bandwidth on the component carrier to the filtered mean power centred on an adjacent channel

frequency. The UTRA Adjacent Channel Leakage power Ratio is defined per carrier and the requirement is specified in
clause 4.2.11.1.

For combinations of intra-band and inter-band carrier aggregation with three uplink component carriers (up to two
contiguously aggregated carriers per band), the UTRA Adjacent Channel Leakage power Ratio (UTRA , - p) is defined
as follows. For the E-UTRA band supporting one component carrier, the UTRA Adjacent Channel Leakage power
Ratio (UTRA ;- ) is the ratio of the filtered mean power centred on the assigned channel bandwidth of the component
carrier to the filtered mean power centred on an adjacent(s) UTRA channel frequency and the requirements specified in
clause 4.2.11.1 apply. For the E-UTRA band supporting two contiguous component carriers the UTRA Adjacent
Channel Leakage power Ratio (UTRA , - r) is the ratio of the filtered mean power centred on the aggregated channel
bandwidth to the filtered mean power centred on an adjacent(s) UTRA channel frequency and the requirements
specified in clause 4.2.11.2.2 apply.

For intra-band contiguous carrier aggregation, the carrier aggregation E-UTRA Adjacent Channel Leakage power Ratio
(CA E-UTRA 1 ) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered

mean power centred on an adjacent aggregated channel bandwidth at nominal channel spacing. The assigned aggregated
channel bandwidth power and adjacent aggregated channel bandwidth power are measured with rectangular filters with
measurement bandwidth specified in tables 4.2.11.2.3-1 and 4.2.11.2.3-2.

For intra-band non-contiguous carrier aggregation when all sub-blocks consist of one component carrier the E-UTRA
Adjacent Channel Leakage power Ratio (E-UTRA 5 ) is the ratio of the sum of the filtered mean powers centred on

the assigned sub-block frequencies to the filtered mean power centred on an adjacent channel frequency at nominal
channel spacing. In case the sub-block gap bandwidth Wgap is smaller than the sub-block bandwidth then for that
sub-block no E-UTRA ;- r limit is set for the gap. In the case of the sub-block gab bandwidth Wgap is smaller than

either of the sub-block bandwidths then no E- UTRA 5  limit is set for the gap. The assigned E-UTRA sub-block

power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths
specified in table 4.2.11.2.3-23. If the measured adjacent channel power is greater than -50 dBm then the E-UTRA [

shall be higher than the value specified in table 4.2.11.2.3-23.

For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two E-UTRA
bands, E-UTRA Adjacent Channel Leakage power Ratio (E-UTRA , - r) is the ratio of the filtered mean power centred

on the assigned channel bandwidth on a component carrier to the filtered mean power centred on an adjacent channel
frequency. The E-UTRA Adjacent Channel Leakage power Ratio is defined per carrier and the limits are specified in
clause 4.2.11.1.2.

For combinations of intra-band and inter-band carrier aggregation with three uplink component carriers (up to two
contiguously aggregated carriers per band), the E-UTRA Adjacent Channel Leakage power Ratio (E-UTRA , r) is

defined as follows. For the E-UTRA band supporting one component carrier, the E-UTRA Adjacent Channel Leakage
power Ratio (UTRA 4~ r) is the ratio of the filtered mean power centred on the assigned channel bandwidth of the

component carrier to the filtered mean power centred on an adjacent channel frequency and the limit in
clause 4.2.11.1.2 apply. For the E-UTRA band supporting two contiguous component carriers the E-UTRA Adjacent
Channel Leakage power Ratio (E-UTRA ;- ) is the ratio of the filtered mean power centred on the aggregated channel

bandwidth to the filtered mean power centred on an adjacent(s) aggregated channel bandwidth at nominal channel
spacing and the limits of CA E-UTRA 5 r specified in clause 4.2.11.2.3 apply.

4.2.11.2.2 Limits for CA UTRA

If the measured adjacent UTRA channel power is greater than -50 dBm then the measured UTRA , - p; and
UTRA , 1 o> shall be higher than the limits in table 4.2.11.2.2-1 for intra-band contiguous carrier aggregation.
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Table 4.2.11.2.2-1: UTRA UE ACLR for CA

CA bandwidth class/UTRA, ¢ rqo/Mmeasurement bandwidth
CA bandwidth class C
32,2 dB

+ BW /2 +BW /2
Adjacent channel centre Cha””e'—CA/ UTRA

frequency offset (in MHz) - BWgpannel ca /2 - BWrra/2
annel_|

UTRAACLR1

UTRA ¢, np 352 dB
+ BW /2 +3xBW /2
Adjacent channel centre Channel_CA / UTRA

frequency offset (in MHz) - B\NChanneI CA /2-3x BWUTRA/2

B\NChanneI_CA -2x BWGB

CA E-UTRA channel
Measurement bandwidth
UTRA 5 MHz channel
Measurement bandwidth (note 1)
UTRA 1,6 MHz channel

measurement bandwidth (note 2) 1,28 MHz
NOTE 1: Shall apply for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
NOTE 2: Shall apply for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.

3,84 MHz

Table 4.2.11.2.2-2: Requirements for intraband non-contiguous CA UTRA ¢ r1/2

Channel bandwidth / UTRA ¢, g1/2 / measurement bandwidth
1,4 MHz 3,0 MHz 5 MHz 10 MHz 15 MHz 20 MHz
UTRAcLR1 32,2dB 32,2dB 32,2dB 32,2dB 32,2dB 32,2dB
Adjacent channel 0,7+ 1,5+ 2,5+ 5+ BWytra 7,5+ 10 +
centre frequency | BW ;ga/2 | BWyrga/2 | BWyrRra /2 /2 BWyrtra/2 | BWyrRa!2
offset (in MHz) / / / / / /
-0,7 - -1,5- -2,5 - -5 - BWytra -7,5- -10 -BWy 1ra
BWyrra/2 | BWyrra2 | BWyrral2 /2 BWyrRa / 2 12
UTRA ¢ r2 - - 35,2dB 35,2dB 35,2dB 35,2dB
Adjacent channel - - 25+3x% 5+3x 75+3x% 10+ 3 x
centre frequency BWytra/2 |BWytra/2 |BWytra/2 | BWytRA! 2
offset (in MHz) / / / /
-2,5-3x -5-3 x -7,5-3 x -10 -3 x
BWyrra/2 | BWyrra/2 | BWyrpa/2 | BWyrpa /2
E-UTRA channel
Measurement 1,08 MHz 2,7 MHz 4,5 MHz 9,0 MHz 13,5 MHz 18 MHz
bandwidth
UTRA 5 MHz
channel
Measurement 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz
bandwidth
(see note 1)
UTRA 1,6 MHz
channel
measurement 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz
bandwidth
(see note 2)
NOTE 1: Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
NOTE 2: Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
NOTE 3: BW/ rga for UTRA FDD is 5 MHz and for UTRA TDD is 1,6 MHz.

4.2.11.2.3 Limits for CA E-UTRA

If the measured adjacent E-UTRA channel power is greater than -50 dBm then the measured CA E-UTRA 4 r, shall
be higher than the limits in tables 4.2.11.2.3-1 and 4.2.11.2.3-2.
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Table 4.2.11.2.3-1: General requirements of CA E-UTRA ., rfor Power Class 3

CA bandwidth class / CA E-UTRA,, g / Measurement

bandwidth
CA bandwidth class B and C
CAE-UTRA,c R 29,2 dB
CA E-UTRA channel
BWChanneI_CA -2x BVVGB

Measurement bandwidth

*+ BWehannel_ca
/

3 BWChanneI CA

Adjacent channel centre
frequency offset (in MHz)

Table 4.2.11.2.3-2: General requirements of CA E-UTRA ¢ g for Power Class 2

CA bandwidth class / CA E-UTRA ., g/ Measurement

bandwidth
CA bandwidth class C
CAE-UTRAxcIR 30,2dB
CA E-UTRA channel *
MChannel CA— 2 BW@

Measurement bandwidth

* BWehannel ca
/

ﬂChannel CA

Adjacent channel centre
frequency offset (in MHz)

Table 4.2.11.2.3-23: Intraband non-contiguous CA E-UTRA UE ACLR

Channel bandwidth / E-UTRA ¢, g / measurement bandwidth
1,4 MHz 3,0 MHz 5 MHz 10 MHz 15 MHz 20 MHz
E-UTRA ¢ r1 29,2 dB 29,2 dB 29,2 dB 29,2 dB 29,2dB 29,2 dB
E-UTRA channel 1,08 MHz 2,7 MHz 4,5 MHz 9,0 MHz 13,5 MHz 18 MHz
Measurement
bandwidth
UE channel +1,4 MHz or - | +3 MHz or +5MHzor |+10 MHz or | +15 MHz or | +20 MHz or
1,4 MHz -3 MHz -5 MHz -10 MHz -15 MHz -20 MHz
4.211.24 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.10 of the present document.
4.2.11.3 Transmitter adjacent channel leakage power ratio for UL-MIMO

4.2.11.3.1 Definition

E-UTRA ACLR (E-UTRA ¢ p) is the ratio of the filtered mean power centred on the assigned channel frequency to

the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned E-UTRA
channel power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidth
specified in table 4.2.11.3.2-1.

For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements in
table 4.2.11.3.2-1 apply to each transmit antenna connector with the UL-MIMO configurations specified in
table 4.2.2.3.1-1.

UTRA ACLR (UTRA -1 r) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency
to the filtered mean power centred on an adjacent UTRA channel frequency.
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UTRA ACLR is specified for both the first UTRA adjacent channel (UTRA , ; p1) and the 2nd UTRA adjacent channel
(UTRA p 1 rp)- The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor o= 0,22. The

assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in
table 4.2.11.3.2-2.

For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements in

table 4.2.11.3.2-2 apply to each transmit antenna connector with the UL-MIMO configurations specified in
table 4.2.2.3.1-1.

4211.3.2 Limits

If the measured E-UTRA adjacent channel power is greater than -50 dBm then the E-UTRA ;|  shall be higher than
the value specified in table 4.2.11.3.2-1.

Table 4.2.11.3.2-1: General requirements for E-UTRA ¢, g

Channel bandwidth/E-UTRA ¢, gri/measurement bandwidth

1,4 MHz 3,0 MHz 5 MHz 10 MHz 15 MHz 20 MHz
E-UTRA,cLR1 29,2 dB 29,2 dB 29,2 dB 29,2 dB 29,2 dB 29,2 dB
E-UTRA 1,08 MHz 2,7 MHz 4,5 MHz 9,0MHz |13,5MHz | 18 MHz
channel
Measurement
bandwidth
UE channel +1,4MHzor |[+3MHzor |+5MHzor | +10 MHz | +15 MHz | +20 MHz
-1,4 MHz -3 MHz -5 MHz or or or
-10MHz | -15 MHz | -20 MHz

If the measured UTRA channel power is greater than -50 dBm then the UTRA , - g7 and UTRA , - r, shall be higher
than the value specified in table 4.2.11.3.2-2.

Table 4.2.11.3.2-2: General requirements for UTRA ¢ r1/2

Channel bandwidth/E-UTRA ¢ rq;z/measurement bandwidth
1,4 MHz 3,0 MHz 5 MHz 10 MHz 15 MHz 20 MHz
E-UTRA ¢ r1 32,2dB 32,2dB 32,2dB 32,2dB 32,2dB 32,2dB
Adjacent channel 0,7 + 1,5 + BW ;1ra/2 2,5+ 5 + BWTra/2 75+ 10 + BW 1Ra/2
centre frequency BW(1ra/2 / BWyTra/2 / BW\1ra/2 /
offset (in MHz) / -1,5 - BWj7ra/2 / -5 - BW{;1Ra/2 / -10 - BW{j7Ra/2
-0,7 - -2,5- -7,5-
BWyrra’2 BWyrra/2 BWyrra'2
UTRA,cLR2 - - 35,2 dB 35,2dB 35,2dB 35,2dB
Adjacent channel - - 25+3x 5+3x 75+3x% 10+ 3 x
centre frequency BWyTra/2 BWyTra/2 BW\1ra/2 BWyTra/2
offset (in MHz) / / / /
-25-3x% -5-3x -7,5-3x% -10-3 x
BWyTraA/2 BW(TraA/2 BW1ra/2 BW(Tra/2
E-UTRA channel 1,08 MHz 2,7 MHz 4,5 MHz 9,0 MHz 13,5 MHz 18 MHz
Measurement
bandwidth
UTRA 5 MHz 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz 3,84 MHz
channel
Measurement
bandwidth (note 1)
UTRA 1,6 MHz 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz 1,28 MHz
channel
measurement
bandwidth (note 2)

NOTE 1: Shall apply for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.
NOTE 2: Shall apply for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.
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4.211.3.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.10 of the present document.

42114 Transmitter adjacent channel leakage power ratio for Multi-Cluster PUSCH
within a component carrier

4211.4.1 Definition

For UE supporting multi cluster PUSCH within a component carrier for the operating band.

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel
frequency to the filtered mean power centred on an adjacent channel frequency.

421142 Limits

If the measured adjacent channel power is greater than -50 dBm then the measured E-UTRA  ; i shall be higher than
the limits in tables 4.2.11.1.2-1 and 4.2.11.1.2-2.

If the measured UTRA channel power is greater than -50 dBm then the measured UTRA [ 1, UTRA ;- o shall be
higher than the limits in table 4.2.11.1.2-43.

421143 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.10 of the present document.
42.11.5 Transmitter adjacent channel leakage power ratio for category NB1

421151 Definition

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel
frequency to the filtered mean power centred on an adjacent channel frequency.

4.2.11.5.2 Limits

The assigned category NB1 channel power and adjacent channel power are measured with filters and measurement
bandwidths specified in table 4.2.11.5.2-1.

If the measured adjacent channel power is greater than -50 dBm then the measured GSM -1 p and UTRA ;-1 g shall be
higher than the limits in table 4.2.11.5.2-1. GSM , (| g requirement is intended for protection of GSM system.
UTRA 1 g Tequirement is intended for protection of UTRA and E-UTRA systems.

Table 4.2.11.5.2-1: Category NB1 UE ACLR Test requirements

GSMACLR UTRAACLR

ACLR 19,2 dB 36,2 dB
Adjacent channel
centre frequency offset +200 kHz +2,5 MHz

from category NB1 Channel edge
Adjacent channel

measurement bandwidth 180 kHz 3,84 MAz
- RRC-filter

Measurement filter Rectangular a=0,22
Category NB1 channel 180 kHz 180 kHz

measurement bandwidth
Category NB1 channel
Measurement filter

Rectangular Rectangular
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421153 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.10 of the present document.
4.2.12 Receiver Reference Sensitivity Level

42120 General

Unless otherwise stated, the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with
an integral antenna only, a reference antenna(s) with a gain of 0 dBi should be assumed for each antenna port(s).

42121 Receiver Reference Sensitivity Level for Single Carrier

421211 Definition
Reference sensitivity measures the UE's ability to receive data with a given average throughput for a specified reference
measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an
e-NodeB.

4.2.121.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in
ETSI TS 136 521-1 [1], clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the
DL-signal as described in ETSI TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1) with parameters specified in

table 4.2.12.1.2-1 and table 7.3.3-2 in ETSI TS 136 521-1 [1].

Table 4.2.12.1.2-1: Reference sensitivity QPSK Prgrsens

Channel bandwidth
E-UTRA | 1,4 MHz |3 MHz (5MHz (10 MHz | 15 MHz | 20 MHz Duplex Mode
Band (dBm) (dBm) |(dBm) | (dBm) (dBm) (dBm)
1 - - -99,3 -96,3 -94,5 -93,3 FDD
3 -101,0 -98,0 | -96,3 -93,3 -91,5 -90,3 FDD
7 - - -97,3 -94.3 -92,5 -91,3 FDD
8 -101,5 -98,5 | -96,3 -93,3 - - FDD
20 - - -96,3 -93,3 -90,5 -89,3 FDD
22 - - -96,0 -93,0 -91,2 -90,0 FDD
28 - -99,5 | -97,8 -94.8 -93,0 -90,3 FDD
31 -98,3 -950 | -92,8 - - - FDD
33 - - -99,3 -96,3 -94,5 -93,3 TDD
34 - - -99,3 -96,3 -94,5 - TDD
38 - - -99,3 -96,3 -94,5 -93,3 TDD
40 - - -99,3 -96,3 -94,5 -93,3 TDD
41 -97.,3 -94,3 -92,5 -91,3 TDD
42 - - -98,0 -95,0 -93,2 -92,0 TDD
43 - - -98,0 -95,0 -93,2 -92,0 TDD
65 -103,5 -100,5 | -98,8 -95,8 -94,0 -92,8 FDD
68 -97.8 -94.8 -93,0 FDD
72 -98,3 -95,0 | -92,8 FDD
87 -98,3 -95,0 | -92,8 FDD
88 -98,3 -95,0 | -92,8 FDD
NOTE 1: The transmitter shall be set to maximum output power level (ETSI TS 136 521-1 [1],
table 7.3.5-2).
NOTE 2: The reference measurement channel is specified in ETSI TS 136 521-1 [1],
clause A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in
ETSI TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.
NOTE 3: The signal power is specified per port.
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The reference receive sensitivity (REFSENS) requirement specified in table 4.2.12.1.2-1 shall be met for an uplink
transmission bandwidth less than or equal to that specified in ETSI TS 136 521-1 [1], table 7.3.5-2.

421213 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.11 of the present document.

42122 Receiver Reference Sensitivity Level for Carrier Aggregation in DL-only
bands
4.212.2.1 Definition

Reference sensitivity measures the UE's ability to receive data with a given average throughput for a specified reference
measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an
e-NodeB.

4.2.12.2.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in
ETSI TS 136 521-1 [1], clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD/FS3
for the DL-signal as described in ETSI TS 136 521-1 [1], clauses A.5.1.1, A.5.2.1 and A.5.4.1) with parameters
specified in table 4.2.12.2.2-1 and table 7.3A.3.5-2 of ETSI TS 136 521-1 [1].

Table 4.2.12.2.2-1: Reference sensitivity QPSK PREFSENS
for inter-band Carrier Aggregation in DL-only band

Channel bandwidth

EUTRACA | E-UTRA | 1,4MHz | 3MHz | 5MHz | 10MHz | 15MHz |20 MHz | Duplex
Configuration Band (dBm) (dBm) (dBm) (dBm) (dBm) (dBm) Mode
CA_1A-46A 416 - - 299 0.3 248 :gg:g 'Frgg
CA_3A-46A 436 - - 263 2.3 218 32312 588
CA_TA-46A 476 - - 973 94.3 H2.8 :g;:g 588
CA_20A-32A gg - - ZSS;§ Zggﬁ 945 933 FDD
CA_42A-46A |2 : : 2 > T

NOTE 1: The transmitter shall be set to maximum output power level.

NOTE 2: Reference measurement channel is in ETSI TS 136 521-1 [1], clause A.3.2 with one sided dynamic
OCNG Pattern OP.1 FDD/TDD/FS3 as described in ETSI TS 136 521-1 [1] in clauses A.5.1.1, A.5.2.1
and A.5.4.1.

NOTE 3: The signal power is specified per port.

NOTE 4: Void.

NOTE 5: The requirement for B46 does not apply when there is at least one individual RE within the B46
downlink transmission bandwidth which falls into the reference sensitivity exclusion region as specified
in table 4.2.12.2.2-2.

NOTE 6: Void.

Table 4.2.12.2.2-2 specifies the Band 46 reference measurement exclusion region for different licensed component
carriers and channel bandwidth. The exclusion region is defined according to the licensed component carrier channel
bandwidth. The UL configurations to be adopted for the test are specified in table 7.3.1-2 in ETSI TS 136 101 [3]. The
exclusion region in table 4.2.12.2.2-2 is specified for the case of 10 MHz and 20 MHz channel bandwidth in Band 46.
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Table 4.2.12.2.2-2: Band 46 Reference sensitivity measurement exclusion region in MHz

Licensed Component Carriers / E-UTRA Band / Harmonic order / Channel BW in UL

Licensed Component Harmonic order 5 MHz 10 MHz 15 MHz 20 MHz
Carriers
1 3 +15 +23 +35 +45
3 3 +15 +23 +35 +45
7 (see note 1) 2 15 125 +38 +50

NOTE 1: Even though UL harmonic does not fall directly into Band 46 the exclusion region still applies.
NOTE 2: The centre of the exclusion region is obtained by multiplying the UL channel centre frequency by
the harmonic order.
4.2.12.2.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.11 of the present document.

4.2.12.3 Receiver Reference Sensitivity Level for category NB1

4212.3.1 Definition

To verify the UE's ability to receive data with a given average throughput for a specified reference measurement
channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an
e-NodeB.

4.2.12.3.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in
ETSI TS 136 521-1 [1], clause A.3.2 2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as
described in ETSI TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1) with parameters specified in table 4.2.12.3.2-1.

Table 4.2.12.3.2-1: Reference sensitivity for category NB1

Operating band
1,3, 8,20, 28,65,72, 87, 88

REFSENS [dBm]
-107,5

4212.3.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.11 of the present document.

42124 Receiver Reference Sensitivity Level for UE category 0

4.2.12.4.1 Definition
Reference sensitivity measures the UE's ability to receive data with a given average throughput for a specified reference
measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an
e-NodeB.

4.2.12.4.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in
ETSI TS 136 521-1 [1], clauses A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the
DL-signal as described in ETSI TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1) with parameters specified in

tables 4.2.12.4.2-1 and 4.2.12.4.2-2.
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Table 4.2.12.4.2-1: Reference sensitivity for FDD and TDD UE category 0 QPSK Preesens

Channel bandwidth

clause 6.2.5.

E-UTRA 1,4 MHz 3MHz |5MHz |10 MHz |15 MHz |20 MHz | Duplex
Band (dBm) (dBm) | (dBm) | (dBm) (dBm) | (dBm) Mode
3 -98,5 -95,5 -93,8 -90,8 -89 -87,8 FDD
8 -99 -96 -93,8 -90,8 FDD
20 -93,8 -90,8 -87,5 -86,3 FDD
41 -94,8 -91,8 -90,0 -88,8 TDD
NOTE 1: The transmitter shall be set to P;,,sx as defined in ETSI TS 136 521-1 [1],

NOTE 2: Reference measurement channel is specified in ETSI TS 136 521-1 [1],
clause A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as

described in ETSI TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.

Table 4.2.12.4.2-2: Reference sensitivity for HD-FDD UE category 0 QPSK Prersens

Channel bandwidth
E-UTRA 1,4 MHz 3MHz |5MHz | 10 MHz |15 MHz |20 MHz Duplex
Band (dBm) (dBm) |[(dBm) | (dBm) (dBm) | (dBm) Mode
3 -99,3 -96,3 -94,6 -91,6 -89,8 -88,6 HD-FDD
8 -99,8 -96,8 -94,6 -91,6 HD-FDD
20 -94,6 -91,6 -88,8 -87,6 HD-FDD
NOTE 1: The transmitter shall be set to P;,ax as defined in ETSI TS 136 521-1 [1],
clause 6.2.5.
NOTE 2: Reference measurement channel is specified in ETSI TS 136 521-1 [1],
clause A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described
in ETSI TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.

The reference receive sensitivity (REFSENS) requirement specified in tables 4.2.12.4.2-1 and 4.2.12.4.2-2 shall be met
for an uplink transmission bandwidth less than or equal to that specified in ETSI TS 136 101 [3], table 7.3.1E-2.

421243 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.11.3 of the present document.

4.2.12.5 Receiver Reference Sensitivity Level for UE category M1

421251 Definition

Reference sensitivity measures the UE's ability to receive data with a given average throughput for a specified reference
measurement channel, under conditions of low signal level, ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the effective coverage area of an
e-NodeB.

4.2.12.5.2 Limits

The throughput shall be > 95 % of the maximum throughput of the reference measurement channels as specified in

ETSI TS 136 521-1 [1], clauses A.2.2, A.2.3 and A.3.2 with parameters specified in tables 4.2.12.5.2-1 and
42.12.5.2-2.
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Table 4.2.12.5.2-1: Reference sensitivity for FDD and TDD UE category M1 QPSK Prersen

E-UTRA Band REFSENS (dBm) Duplex Mode
1 -101,5 FDD
3 -98,5 FDD
7 -95,5 FDD
8 -99,0 FDD
20 -99,0 FDD
28 -100,0 FDD
31 -95,8 FDD
41 -101,0 TDD
72 -95,8 FDD
87 -95,8 FDD
88 -95,8 FDD
NOTE 1: The transmitter shall be set to P j;ax as defined in ETSI TS 136 521-1 [1], clause 6.2.5EA.
NOTE 2: Reference measurement channel is specified in ETSI TS 136 521-1 [1], clause A.3.2 with
one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in ETSI TS 136 521-1 [1],
clauses A.5.1.1 and A.5.2.1.
NOTE 3: Void.
NOTE 4: Void.
NOTE 5: For cat M1 the same RF bandwidth applies for all applicable channel bandwidths as
specified in ETSI TS 136 521-1 [1], table 5.4.2.1-1.
NOTE 6: The reference receive sensitivity shall be met for an uplink transmission bandwidth less than
or equal to 6 RB except for band 31. For band 31; in the case of 3 MHz channel bandwidth
5 RB applies and the UL resource blocks shall be located at RB,; 9. In case of 5 MHz
channel bandwidth 5 RB applies and the UL resource blocks shall be located at RB;; 10.
NOTE 7: The UL resource blocks shall be located as close as possible to the downlink operating band
but confined within the transmission bandwidth configuration for the channel bandwidth.
NOTE 8: These REFSENS levels are applicable only to 6 RB. OCNG shall be filled to the entire

channel bandwidth with the same PSD of REFSENS level in 6 RBs.

Table 4.2.12.5.2-2: Reference sensitivity for HD-FDD UE category M1 QPSK Prersens

E-UTRA Band REFSENS (dBm) Duplex Mode
1 -102,3 HD-FDD
3 -99,3 HD-FDD
7 -100,3 HD-FDD
8 -99,8 HD-FDD
20 -99,8 HD-FDD
28 -100,8 HD-FDD
31 -96,6 HD-FDD
72 -96,6 HD-FDD
87 -96,6 HD-FDD
88 -96,6 HD-FDD
NOTE 1: The transmitter shall be set to P j,ax as defined in ETSI TS 136 521-1 [1], clause 6.2.5EA.

NOTE 2: Reference measurement channel is specified in ETSI TS 136 521-1 [1], clause A.3.2 with
one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in ETSI TS 136 521-1 [1],
clauses A.5.1.1 and A.5.2.1.

NOTE 3: Void.

NOTE 4: Void.

NOTE 5: For cat M1 the same RF bandwidth applies for all applicable channel bandwidths as
specified in ETSI TS 136 521-1 [1], table 5.4.2-1.

NOTE 6: These REFSENS levels are applicable only to 6 RB. OCNG shall be filled to the entire

channel bandwidth with the same PSD of REFSENS level in 6 RBs.

The reference receive sensitivity (REFSENS) requirement specified in tables 4.2.12.5.2-1 and 4.2.12.5.2-2 shall be met

for an uplink transmission bandwidth less than or equal to that specified in ETSI TS 136 101 [3], table 7.3.1E-5.

4.2.12.5.3

Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.11.4 of the present document.
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4.2.13 Receiver Total Radiated Sensitivity (TRS)

4.2.13.0 Applicability

The present requirement applies to handheld phones/DUTs that are wider than or equal to 56 mm and narrower than or
equal to 7292 mm.

'Receiver Total Radiated Sensitivity (TRS)' requirements for devices not fitting this width criteria (e.g. devices narrower
than 56 mm and wider than 7292 mm) are not covered by the current version of the present document.

4213.1 Definition

The Total Radiated Sensitivity is defined as:

TRS = 4

§ 1 + ! dQ)
EIS,(Q; f)  EIS, (& f)

Where the Effective Isotropic Sensitivity (EIS) is defined as the power available at the antenna output such as the
sensitivity threshold is achieved for each polarization. Q is the solid angle describing the direction, , is frequency.

¢ and ¢ are the orthogonal polarizations.

2NM

”:2? 1 in(é’n)

EIS,(6 »(ﬂm,f) EIS,(0,.9,: )

In these formulas, N and M are the number of sampling intervals for theta and phi. , and , are the measurement
angles. The sampling intervals are discussed further in clause 4.4 of ETSI TS 137 544 [6].

TRS ~

The TRS can also be calculated from measurements in a Rayleigh fading 3 dimensional isotropic environment within
average uniform elevation and azimuth distribution. The calculation of the TRS is in this case based on searching for
the lowest power received by the UE/MS for a discrete number of field combinations in the chamber that gives a BER
that is better than the specified target BER level. By calibrating the average power transfer function, an absolute value
of the TRS can be obtained. The following expression can be used to find the TRS:

Sle-rr.)]

TRS = 2N("
Z ref ,n

where ,  is the reference power transfer function for fixed measurement antenna n, , is the reflection coefficient
ref .n n

for fixed measurement antenna n and ~ is the path loss in the cables connecting the measurement receiver to fixed

measurement antenna n. These parameters are calculated from the calibration measurement and are further discussed in
clause B.2 of ETSI TS 137 544 [6]. P, is calculated by using the following equation:

& |

2

= thres
m=1 ‘SZI,n,m
P [ R

thres ,n
M

thres
where S 21,n,m 1s the m:th value of the transfer function for fixed measurement antenna n, which gives the BER

threshold. M is the total number of values of the BER threshold power measured for each fixed measurement antenna.
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4.2.13.2 Limits

The average measured Total Radiated Sensitivity (TRS) of low, mid and high channels for handheld UE shall be lower
than the average TRS requirement specified in table 4.2.13.2-1. The averaging shall be done in linear scale for the TRS
results of both right and left side of the phantom head. Average TRS requirement is shown in the column "Average" on
the requirement tables.

1 1 1 1 1 1
TRS‘IV@rﬂg@ = 10 10g|:6/(loplerrlaw/lo + lone/Lmid“O + loPlrylihxgh/lo + IOPringaw/lo + 10Prighfimid/10 + IOR‘ighr7/1igh/10 j:|

Table 4.2.13.2-1: TRS minimum requirements for E-UTRA FDD and TDD bands in
the speech position Beside Head Hand Left and Beside Head Hand Right (BHHL/BHHR) for
the primary mechanical mode

Operating band Unit <REFl,»>
Average
1 dBm/10-MHz -86
3 dBm/A10-MHz -86
7z dBm/A10-MHz -85.7
8 dBm/A0-MHz -82.5
20 dBm/A0-MHz -82.5
28 dBm/A0-MHz -82.5
38 dBm/20-MHz -82.5
40 dBm/20- MHz -82.5
NOTE:— Not-applicable-forcarrieraggregation-
Operating band Unit <REFI >
Average
56 mm < Device Width < 72 mm | 72 mm < Device Width < 92 mm
1 dBm/10 MHz -86 -85.5
3 dBm/10 MHz -86 -85.5
7 dBm/10 MHz -85,7 -85,7
8 dBm/10 MHz -82,5 -82
20 dBm/10 MHz -82,5 -82,5
28 dBm/10 MHz -82,5 -82,5
38 dBm/20 MHz -82,5 -82
40 dBm/20 MHz -82,5 -82
NOTE: Not applicable for carrier aggregation.

NOTE: The TRS minimum requirements are applicable for devices wider than or equal to 56 mm and narrower
than or equal to 7292 mm as defined in ETSI TR 125 914 [i.13].

4213.3 Conformance

The conformance tests for this requirement shall be as defined in clause 5.3.12 of the present document.

4.2.14 Total Radiated Power (TRP)

42140  Applicability

The present requirement applies to handheld phones/DUTs that are wider than or equal to 56 mm and narrower than or
equal to 7292 mm.

'Total Radiated Power (TRP)' requirements for devices not fitting this width criteria (e.g. devices narrower than 56 mm
and wider than 7292 mm) are not covered by the current version of the present document.
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42141 Definition

The Total Radiated Power (TRP) is a measure of how much power the DUT actually radiates. The TRP is defined as the
integral of the power transmitted in different directions over the entire radiation sphere:

TRP = 4i§ (EIRB(Q; f) + EIRP(Q; /) HO
T

Where (2 is the solid angle describing the direction, ¢ f is frequency. #-an€-p6 andg are the orthogonal polarizations.

%%&%E IRPg_and EIRP are the actually transmitted power-levels in corresponding polarizations.

Thus:
T N—-1M-1
TRP ~ TNM > Z[EIR%(@,com;f) + EIRR/,(@n,com;f)]sin(ﬁn)
n=0 m=0

In these formulas N and M are the number of sampling intervals for theta and phi. 8,, and ¢,,, are the measurement
angles. The sampling intervals are discussed further in clause 4.4 of ETSI TS 137 544 [6].

The TRP can also be calculated from Rayleigh faded samples of the total power transmitted from the UE. The
measurement of transmitter performance in an isotropic Rayleigh fading environment is based on sampling the radiated
power of the UE for a discrete number of field combinations in the chamber. The average value of these statistically
distributed samples is proportional to the TRP and by calibrating the average power transfer function, an absolute value
of the TRP can be obtained.

Thus:

Hei'n)

N

Z Prc_‘f n

n=l1

TRP =

where Pp.r , is the reference power transfer function for fixed measurement antenna n, R,, is the reflection coefficient
for fixed measurement antenna n and C,, is the path loss in the cables connecting the measurement receiver to fixed
measurement antenna n. These parameters are calculated from the calibration measurement and are further discussed in
clause B.2 of ETSI TS 137 544 [6]. P, is the average power measured by fixed measurement antenna n and can be
calculated using the following expression:

M
2
Z‘Sﬂ,n,m
_ m=1
f; =
M

where 554 p, 1, is sample number m of the complex transfer function measured with fixed measurement antenna n and
M is the total number of samples measured for each fixed measurement antenna.

NOTE 1: All averaging are performed using linear power values (e.g. measurements in Watts).

NOTE 2: The requirements and this test apply to all types of UTRA for the FDD UE for Release 7 and later
releases.

42142 Limits

The average TRP of low, mid and high channels in beside head position shall be higher than minimum performance
requirements for roaming bands shown in table 4.2.14.2-1. The averaging shall be done in linear scale for the TRP
results of both right and left side of the phantom head.

ETSI



81 ETSI EN 301 908-13 V13.4.1 (2026-09)

B 10w 10 By mia /10 P nion /10 P, ow /10 Piohi mia /10 P, ion /10
TRP 101 10 left I + 10 left _mid + 10 left _high + 10 ight I + 10 ight _mid + 10 ight _high

average 6

Table 4.2.14.2-1: TRP minimum performance requirement for E-UTRA FDD and TDD bands in
the speech position Beside Head Hand Left and Beside Head Hand Right (BHHL/BHHR)
for primary mechanical mode

Operating-band Unit

ffxggfféégg

BIBIR| B w|N|w|+

NOTE:— Notapplicable forcarrieraggregation:

Operating band Unit Power Class 3
Power (dBm)
Average
56 mm < Device Width <72 mm | 72 mm < Device Width < 92 mm
1 dBm/10 MHz 10,9 104
3 dBm/10 MHz 10,9 104
7 dBm/10 MHz 10,9 10,65
8 dBm/10 MHz 76 71
20 dBm/10 MHz 7.6 7.6
28 dBm/10 MHz 7.6 7.6
38 dBm/20 MHz 10,9 104
40 dBm/20 MHz 10,9 104
NOTE:  Not applicable for carrier aggregation.
NOTE: The TRP minimum requirements are applicable for devices wider than or equal to 56 mm and narrower
than or equal to 7292 mm as defined in ETSI TR 125 914 [i.13].
3} Testing for compliance with technical requirements

5.1

Tests defined in the present document shall be carried out at representative points within the boundary limits of the
operational environmental profile defined by its intended use.

Environmental conditions for testing

Where technical performance varies subject to environmental conditions, tests shall be carried out under a sufficient
variety of environmental conditions (within the boundary limits of the operational environmental profile defined by its
intended use) to give confidence of compliance for the affected technical requirements.

Test environments are specified in annex B.

For guidance on the use of other conditions to be used in order to show compliance reference can be made to ETSI
TS 136 521-1 [1], clause F.1.1.

For each operating frequency band of the UE, the tests in the present document are performed with appropriate
frequencies defined in ETSI TS 136 508 [2].
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52 Void
5.3 Essential radio test suites
5.3.0 General

This clause describes the test suites that shall be used for E-UTRA FDD and TDD.

This clause also describes the test suites that shall be used for E-UTRA half duplex FDD and full duplex FDD for UE
category 0 and UE category M1.

5.3.1 Transmitter Maximum Output Power

5.3.11 Transmitter maximum output power for Single Carrier
5.3.1.1.1 Method of test
5.3.1.1.1.1 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.2.2.4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

531.11.2 Procedure

1)  Sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTTI to
schedule the UL RMC according to table 6.2.2.1.4.1-1 of ETSI TS 136 521-1 [1]. Since the UE has no payload
and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

3)  Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of
measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD slots with transient
periods are not under test.

4)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.2.2.
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53.1.1.2 Test requirements
The results obtained shall be compared to the limits in clause 4.2.2.1.2 in order to show compliance.

5.3.1.2 Transmitter maximum output power for intra-band contiguous Carrier
Aggregation (DL CA and UL CA)

5.3.1.2.1 Method of test

5.3.1.2.1.1 Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Ny age, highest Ny age> 35 specified in ETSI TS 136 521-1 [1], in
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.2.2A.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

531.21.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.
3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.2.2A.1.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 level.

6)  Measure the mean transmitted power over all component carriers in the CA configuration of the radio access
mode. The period of measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD
slots with transient periods are not under test.

7)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.2.2A.1.

53.1.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.2.2.2 in order to show compliance.
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5.3.1.2A Transmitter maximum output power for inter-band Carrier Aggregation

(DL CA and UL CA)

5.3.1.2A1 Method of test

5.3.1.2A.1.1 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: low range for PCC and SCC, high range for PCC and SCC; as specified in ETSI
TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npp age> highest Npp agg> 33 specified in ETSI TS 136 521-1 [1], in
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

)
2)
3)

4)
)
6)

Connect the SS to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.

The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], table 6.2.2A.2.4.1-1.
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.1.2A.1.2 Test procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.2.2A.2.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

6)  Measure the mean transmitted power over all component carriers in the CA configuration of the radio access
mode. The period of measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD
slots with transient periods are not under test.

7)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.2.2A.2.

5.3.1.2A.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.2.2.2 in order to show compliance.
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5.3.1.3 Transmitter maximum output power for UL-MIMO
5.3.1.3.1 Method of test
5.3.1.3.1.1 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.2.2B.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.1.31.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.2.2B.4.1-1 of ETSI TS 136 521-1 [1]. Since the UE has no payload
and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

3)  Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of
measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD slots with transient
periods are not under test.

4)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.2.2B.

5.3.1.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.2.3.2 in order to show compliance.

5314 Transmitter maximum output power for category NB1
5.3.1.41 Method of Test
5.3.1.4.11 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: frequency ranges as defined in ETSI TS 136 521-1 [1], clause K.1.2 as specified in ETSI
TS 136 508 [2], clause 8.1.3.1.
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Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors using only the main UE Tx/Rx antenna.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.4.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.2.2F .4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

531412 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via NPDCCH DCI format NO for
C_RNTI to schedule the UL RMC according to table 6.2.2F.4.1-1 of ETSI TS 136 521-1 [1]. Since the UE has
no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC (UE should
be already transmitting Pyj;2x after initial conditions setting).

2)  Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of
measurement shall be at least the continuous duration of one sub-frame (1 ms) for subcarrier spacing of
15 kHz or one slot (2 ms) excluding the 2 304 Ts gap when UE is not transmitting for sub-carrier spacing of
3,75 kHz. Half-duplex guard subframes are not under test.

NOTE: For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with
different UL sub-carrier spacing, the SS releases the connection through State 3A-NB and finally ensures
that the UE is in State 2A-NB with CP CIoT Optimization according to ETSI TS 136 508 [2], clause 8.1.5
using the appropriate UL subcarrier spacing in Random Access Response message.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.2.2F.

5.3.14.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.2.4.2 in order to show compliance.

5.3.1.5 Transmitter maximum output power for UE category 0
5.3.1.51 Method of test
5.3.1.5.1.1 Initial conditions

Same initial conditions as in clause 5.3.1.1.1.1 with the following exceptions:
. Instead of clause 6.2.2.4.1 in ETSI TS 136 521-1 [1] > use clause 6.2.2E.4.1 in ETSI TS 136 521-1 [1].

. Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.3 using
only main UE Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.1.56.1.2 Procedure
Same test procedure as in clause 5.3.1.1.1.2 with the following exception for HD-FDD:

. In step 3), slots with transient periods are not under test. Half-duplex guard subframes are not under test.
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Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.2.2E.

5.3.1.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.2.1.2 in order to show compliance.

5.3.1.6 Transmitter maximum output power for UE category M1
5.3.1.6.1 Method of test
5.3.1.6.1.1 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: low range, mid-range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidths to be tested: highest channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.3 using
only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.2.2EA 4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.1.6.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.2.2EA.4.1-1. Since the UE has
no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

3)  Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of
measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD slots with transient
periods are not under test. For HD-FDD slots with transient periods and Half-duplex guard subframe are not
under test.

4)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.2.2EA.

5.3.1.6.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.2.5.2 in order to show compliance.

ETSI



88 ETSI EN 301 908-13 V13.4.1 (2026-09)

5.3.2 Transmitter Spectrum Emission Mask

5.3.2.1 Transmitter spectrum emission mask for Single Carrier
53.211 Method of test
5.3.2.1.11 Initial conditions

Test environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz, 10 MHz and highest channel bandwidth as defined in ETSI
TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.1.4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.211.2 Procedure

1)  SS sends uplink scheduling information via PDCCH DCI format 0 for C_ RNTI to schedule the UL RMC
according to ETSI TS 136 521-1 [1], table 6.6.2.1.4.1-1. Since the UE has no payload data to send, the UE
transmits uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until
the UE transmits at Py x level.

3)  Measure the power of the transmitted signal with a measurement filter of bandwidths according to
tables 4.2.3.1.2-1 or 4.2.3.1.2-2-er4:2.3-1+2-3, as applicable. The centre frequency of the filter shall be stepped
in continuous steps according to the same table. The measured power shall be recorded for each step. The
measurement period shall capture the active TSs.

4)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1.

53.21.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.1.2 in order to show compliance.

ETSI



89 ETSI EN 301 908-13 V13.4.1 (2026-09)

53.2.2 Transmitter spectrum emission mask for intra-band contiguous Carrier
Aggregation (DL CA and UL CA)

5.3.2.2.1 Method of test

5.3.2.2.1.1 Initial conditions

Test environment: normal; as specified in annex B.

Frequencies to be tested: low range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npp age, highest Ny age> 35 specified in ETSI TS 136 521-1 [1], in
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

)
2)
3)

4)
)
6)

Connect the SS to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.

The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.1A.1.
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.221.2 Procedure

1)

2)
3)
4)

5)

6)

7)

Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.
SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.6.2.1A.1.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

Measure the power of the transmitted signal with a measurement filter of bandwidths according to

tables 4.2.3.2.2-1 or 4.2.3.2.2-2, as applicable. The centre frequency of the filter shall be stepped in continuous
steps according to the same table. The measured power shall be recorded for each step. The measurement
period shall capture the active TSs.

Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1A.1.

5.3.2.2.

2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.2.2 in order to show compliance.
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5.3.2.2A Transmitter spectrum emission mask for inter-band Carrier Aggregation

(DL CA and UL CA)

5.3.2.2A 1 Method of test

5.3.2.2A.11 Initial conditions

Test environment: normal; as specified in annex B.

Frequencies to be tested: low range for PCC and SCC, high range for PCC and SCC; as specified in ETSI
TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npp age, highest Ny age> 35 specified in ETSI TS 136 521-1 [1], in
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

)
2)
3)

4)
)
6)

Connect the SS to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.

The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.1A.2.
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.2.2A1.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A.4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.6.2.1A.2.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

6) Measure the power of the transmitted signal for PCC with a measurement filter of bandwidths according to
tables 4.2.3.1.2-1 or 4.2.3.1.2-2, as applicable. The centre frequency of the filter shall be stepped in continuous
steps according to the same table. The measured power shall be recorded for each step. The measurement
period shall capture the active TSs.

7)  Measure the power of the transmitted signal for SCC with a measurement filter of bandwidths according to
tables 4.2.3.1.2-1 or 4.2.3.1.2-2, as applicable. The centre frequency of the filter shall be stepped in continuous
steps according to the same table. The measured power shall be recorded for each step. The measurement
period shall capture the active TSs.

8)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1A.2.
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5.3.2.2A2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.1.2 in order to show compliance.

5.3.2.3 Transmitter spectrum emission mask for UL-MIMO
5.3.2.3.1 Method of test
5.3.2.3.1.1 Initial conditions

Test environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz, 10 MHz and highest channel bandwidth as defined in ETSI
TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.1B.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.2.31.2 Procedure

1)  SS sends uplink scheduling information via PDCCH DCI format 0 for C RNTI to schedule the UL RMC
according to ETSI TS 136 521-1 [1], table 6.6.2.1B.4.1-1. Since the UE has no payload data to send, the UE
transmits uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until
the UE transmits at Py x level.

3)  Measure the power of the transmitted signal with a measurement filter of bandwidths according to
tables 4.2.3.1.2-1 or 4.2.3.1.2-2, as applicable. The centre frequency of the filter shall be stepped in continuous
steps according to the same table. The measured power shall be recorded for each step. The measurement
period shall capture the active TSs.

4)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1B.

53.2.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.3.2 in order to show compliance.

ETSI



92 ETSI EN 301 908-13 V13.4.1 (2026-09)

5.3.24 Transmitter spectrum emission mask for Multi-Cluster PUSCH within a
component carrier

5.3.241 Method of test

5.3.24.1.1 Initial conditions

Test environment: normal, as specified in annex B.

Frequencies to be tested: low range, mid-range and high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz, 10 MHz and highest channel bandwidth as defined in ETSI

TS 136 5

08 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)
2)
3)

4)
5)
6)

Connect the SS to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.1 1.
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.241.2 Procedure

1)

2)

3)

4)

SS sends uplink scheduling information via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC
according to ETSI TS 136 521-1 [1], table 6.6.2.1 1.4.1-1. Since the UE has no payload data to send, the UE
transmits uplink MAC padding bits on the UL RMC.

Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until
the UE transmits at Py x level.

Measure the power of the transmitted signal with a measurement filter of bandwidths according to

tables 4.2.3.1.2-1 or 4.2.3.1.2-2, as applicable. The centre frequency of the filter shall be stepped in continuous
steps according to the same table. The measured power shall be recorded for each step. The measurement
period shall capture the active TSs.

Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1.1.

5.3.2.4.

2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.4.2 in order to show compliance.
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5.3.2.5 Transmitter spectrum emission mask for category NB1
5.3.2.5.1 Method of test
5.3.2.5.1.1 Initial conditions

Test environment: normal, as specified in annex B.

Frequencies to be tested: frequency ranges defined in ETSI TS 136 521-1 [1], clause K.1.1; as specified in ETSI
TS 136 508 [2], clause 8.1.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)
2)
3)

4)
5)
6)

Connect the SS to the UE antenna connectors using only main UE Tx/Rx antenna.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.4.0.

The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.1F .4.1.
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.251.2 Procedure

1)

2)

3)

SS sends uplink scheduling information via NPDCCH DCI format NO for C_ RNTI to schedule the UL RMC
according to ETSI TS 136 521-1 [1], table 6.6.2.1F.4.1-1. Since the UE has no payload data to send, the UE
transmits uplink MAC padding bits on the UL RMC (UE should be already transmitting Py;,5x after Initial

Conditions setting).

Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test
configuration, which shall meet the requirements described in ETSI TS 136 521-1 [1], table 6.2.3F.5-1. The
measurement duration is at least one sub-frame (1 ms) for 15 kHz channel spacing, and at least a 2 ms slot
(excluding the 2 304Ts gap when UE is not transmitting) respectively for the 3,75 kHz channel spacing.

Measure the power of the transmitted signal with a measurement filter of bandwidths according to

table 4.2.3.5.2-1, as applicable. The centre frequency of the filter shall be stepped in continuous steps
according to the same table. The measured power shall be recorded for each step. The measurement period
shall capture the active TSs.

NOTE: For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with

different UL sub-carrier spacing, the SS releases the connection through State 3A-NB and finally ensures
that the UE is in State 2A-NB with CP CIoT Optimization according to ETSI TS 136 508 [2], clause 8.1.5
using the appropriate UL subcarrier spacing in Random Access Response message.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1.

5.3.25.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.5.2 in order to show compliance.
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5.3.2.6 Transmitter spectrum emission mask for UE category 0
5.3.2.6.1 Method of test
5.3.2.6.1.1 Initial conditions

Same initial conditions as in clause 5.3.2.1.1.1 with following exceptions:
. Instead of clause 6.6.2.1.4.1 in ETSI TS 136 521-1 [1] = use clause 6.6.2.1E.4.1 in ETSI TS 136 521-1 [1].

. Connect SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.3 using only
main UE Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.2.6.1.2 Procedure
Same test procedure as in clause 5.3.2.1.1.2 with following exception:
. Instead of table 6.6.2.1.4.1-1 in ETSI TS 136 521-1 [1] = use table 6.6.2.1E.4.1-1 in ETSI TS 136 521-1 [1].

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1E.

5.3.2.6.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.1.2 in order to show compliance.

5.3.2.7 Transmitter spectrum emission mask for UE category M1
5.3.2.7.1 Method of test
5.3.2.7.11 Initial conditions

Test environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz, 10 MHz and 15 MHz channel bandwidth as defined in ETSI
TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.3 using
only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.1EA 4.1.
5) Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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53.271.2 Procedure

1)  SS sends uplink scheduling information via PDCCH DCI format 6-0A for C_RNTI to schedule the UL RMC
according to ETSI TS 136 521-1 [1], table 6.6.2.1EA.4.1-1. Since the UE has no payload data to send, the UE
transmits uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until
the UE transmits at Py x level.

3)  Measure the power of the transmitted signal with a measurement filter of bandwidths according to
tables 4.2.3.1.2-1 and 4.2.3.1.2-32, as applicable. The centre frequency of the filter shall be stepped in
continuous steps according to the same table. The measured power shall be recorded for each step. The
measurement period shall capture the active TSs.

4)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.1EA.

5.3.2.7.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.3.1.2 in order to show compliance.

5.3.3 Transmitter Spurious Emissions

5.3.3.1 Transmitter spurious emissions for Single Carrier
5.3.3.1.1 Method of test
5.3.3.1.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; see ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidth to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2].
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.3.1.4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.3.1.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.6.3.1.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2)  Send continuously Up power control commands in the uplink scheduling information to the UE until the UE
transmits at Pyj 2 level.
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3)  For each applicable requirement in tables from 4.2.4.1.2-2 to 4.2.4.1.2-6; measure the power of the transmitted
signal with a measurement filter of bandwidths_according to tables from 4.2.4.1.2-2 to 4.2.4.1.2-6. The centre
frequency of the filter shall be stepped in contiguous steps according to the tables. The measured power shall
be verified for each step. The measurement period shall capture the active time slots.

4 Repeat for applicable test frequencies, channel bandwidths and operating bands.

NOTE: For measurement conditions at the edge of each frequency range, the lowest frequency of the

measurement position in each frequency range should be set at the lowest boundary of the frequency
range plus MBW/2. The highest frequency of the measurement position in each frequency range should
be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement
bandwidth defined for the protected band.

Details of the test method can be found in ETSI TS 136 521-1 [1], clauses 6.6.3.1, 6.6.3.2 and 6.6.3.3.

5.3.3.1.2 Test requirements
The results obtained shall be compared to the limits in clause 4.2.4.1.2 in order to show compliance.

5.3.3.2 Transmitter spurious emissions for intra-band contiguous Carrier Aggregation
(DL CA and UL CA)

5.3.3.2.1 Method of test

5.3.3.2.1.1 Initial conditions
Test environment: normal; as specified in annex B.
Frequencies to be tested: low range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npg agg highest Npg agg> A8 specified in ETSI TS 136 521-1 [1],
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.3.1A.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6) Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.3.21.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A.4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.
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4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTI to
schedule the UL RMC according to table 6.6.3.1A.1.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 level.

6)  For each applicable requirement in tables from 4.2.4.2.2-2 to 4.2.4.2.2-7; measure the power of the transmitted
signal with a measurement filter of bandwidths fer-each-componentearrier-according to tables from 4.2.4.2.2-2
t0 4.2.4.2.2-7 for each component carrier. The centre frequency of the filter shall be stepped in contiguous
steps according to the tables. The measured power shall be verified for each step. The measurement period
shall capture the active time slots.

7 Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

NOTE 1: For measurement conditions at the edge of each frequency range, the lowest frequency of the

measurement position in each frequency range should be set at the lowest boundary of the frequency
range plus MBW/2. The highest frequency of the measurement position in each frequency range should
be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement
bandwidth defined for the protected band.

NOTE 2: For inter-band carrier aggregation with uplink assigned to two E-UTRA bands the limits in
table 4.2.4.2.2-2 could be verified by measuring spurious emissions at the specific frequencies where
second and third order intermodulation products generated by the two transmitted carriers can occur; in
that case, the limits for remaining applicable frequencies in table 4.2.4.2.2-2 would be considered to be
verified by the measurements verifying the one uplink inter-band CA spurious emission limit.

Details of the test method can be found in ETSI TS 136 521-1 [1], clauses 6.6.3.1A.1 and 6.6.3.2A.1.

5.3.3.2.2 Test requirements
The results obtained shall be compared to the limits in clause 4.2.4.2.2 in order to show compliance.

5.3.3.2A Transmitter spurious emissions for inter-band Carrier Aggregation
(DL CA and UL CA)

5.3.3.2A.1 Method of test

5.3.3.2A.1.1 Initial conditions
Test environment: normal; as specified in annex B.

Frequencies to be tested: low range for PCC and SCC, high range for PCC and SCC; as specified in ETSI
TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npg age, highest Npg age> 35 specified in ETSI TS 136 521-1 [1],
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.
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4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.3.1A.2.
5) Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.3.2A1.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.
3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTI to
schedule the UL RMC according to table 6.6.3.1A.2.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5x level.

6)  For each applicable requirement in table 4.2.4.2.2-3A; measure the power of the transmitted signal with a
measurement filter of bandwidths fer-each-component-earrier-according to table 4.2.4.2.2-3A for each
component carrier. The centre frequency of the filter shall be stepped in contiguous steps according to the
tables. The measured power shall be verified for each step. The measurement period shall capture the active
time slots.

7 Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

NOTE: For measurement conditions at the edge of each frequency range, the lowest frequency of the
measurement position in each frequency range should be set at the lowest boundary of the frequency
range plus MBW?/2. The highest frequency of the measurement position in each frequency range should
be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement

bandwidth defined for the protected band.

Details of the test method can be found in ETSI TS 136 521-1 [1], clauses 6.6.3.1A.2 and 6.6.3.2A.2.

5.3.3.2A.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.4.2.2 in order to show compliance.

5.3.3.3 Transmitter spurious emissions for UL-MIMO
5.3.3.3.1 Method of test
5.3.3.3.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; see ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidth to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2].

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
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1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.3B.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.
NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
5.3.3.3.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.6.3B.1.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2)  Send continuously Up power control commands in the uplink scheduling information to the UE until the UE
transmits at Py ax level.

3)  For each applicable requirement in tables 4.2.4.1.2-2 and 4.2.4.1.2-3, measure the power of the transmitted
signal with a measurement filter of bandwidths_according to tables 4.2.4.1.2-2 and 4.2.4.1.2-3. The centre

frequency of the filter shall be stepped in contiguous steps according to the tables. The measured power shall
be verified for each step. The measurement period shall capture the active time slots.

4 Repeat for applicable test frequencies, channel bandwidths and operating bands.

NOTE: _ For measurement conditions at the edge of each frequency range, the lowest frequency of the
measurement position in each frequency range should be set at the lowest boundary of the frequency
range plus MBW/2. The highest frequency of the measurement position in each frequency range should
be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement

bandwidth defined for the protected band.

Details of the test method can be found in ETSI TS 136 521-1 [1], clauses 6.6.3B.1 and 6.6.3B.2.

5.3.3.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.4.3.2 in order to show compliance.

5.3.34 Transmitter spurious emissions for Multi-Cluster PUSCH within a component
carrier

5.3.3.41 Method of test

5.3.3.4.11 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: Highest channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
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Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.3.1 1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.34.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.6.3.1 1.4.1-1. Since the UE has no
payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2)  Send continuously Up power control commands in the uplink scheduling information to the UE until the UE
transmits at Pyj 2 level.

3)  For the requirements in table 4.2.4.1.2-2, measure the power of the transmitted signal with a measurement
filter of bandwidths_according to table 4.2.4.1.2-2. The centre frequency of the filter shall be stepped in
contiguous steps according to the tables. The measured power shall be verified for each step. The measurement
period shall capture the active time slots.

4)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

NOTE: For measurement conditions at the edge of each frequency range, the lowest frequency of the
measurement position in each frequency range should be set at the lowest boundary of the frequency
range plus MBW/2. The highest frequency of the measurement position in each frequency range should
be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement
bandwidth defined for the protected band.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.3.1.1.

5.3.34.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.4.4.2 in order to show compliance.

5.3.3.5 Transmitter spurious emissions for category NB1
5.3.3.51 Method of test
5.3.3.5.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: Frequency ranges defined in ETSI TS 136 521-1 [1], clause K.1.2, see ETSI TS 136 508 [2],
clause 8.1.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors using only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.
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3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1.1 and H.4.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.3F.1.4.1 and
clause 6.6.3F.2.4.1.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.3.561.2 Procedure

1)  SS sends uplink scheduling information via NPDCCH DCI format NO for C RNTT to schedule the UL RMC
according to ETSI TS 136 521-1 [1], table 6.6.3F.1.4.1-1 or table 6.6.3F.2.4.1-1 (co-existence) and with the
scheduling pattern according to ETSI TS 136 521-1 [1], clause A.2. Since the UE has no payload and no
loopback data to send, the UE transmits uplink MAC padding bits on the UL RMC (UE should be already
transmitting Pyj\;ax after Initial Conditions setting).

2)  For each applicable requirement in tables 4.2.4.1.2-1 and 4.2.4.1.2-2, measure the power of the transmitted
signal with a measurement filter of bandwidths_according to tables 4.2.4.1.2-1 and 4.2.4.1.2-2. The centre
frequency of the filter shall be stepped in contiguous steps according to the tables. The measured power shall
be verified for each step. The measurement period shall capture the active time slots.

NOTE 1: For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with
different UL sub-carrier spacing, the SS releases the connection through State 3A-NB and finally ensures
that the UE is in State 2A-NB with CP CIoT Optimization according to ETSI TS 136 508 [2], clause 8.1.5
using the appropriate UL subcarrier spacing in Random Access Response message.

NOTE 2: For measurement conditions at the edge of each frequency range, the lowest frequency of the
measurement position in each frequency range should be set at the lowest boundary of the frequency
range plus MBW/2. The highest frequency of the measurement position in each frequency range should
be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement
bandwidth defined for the protected band.

Details of the test method can be found in ETSI TS 136 521-1 [1], clauses 6.6.3F.1 and 6.6.3F.2.

5.3.3.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.4.5.2 in order to show compliance.

5.3.3.6 Transmitter spurious emissions for UE category 0
5.3.3.6.1 Method of test
5.3.3.6.1.1 Initial conditions

Same initial conditions as in clause 5.3.3.1.1.1 with following exceptions for HD-FDD:

. Instead of clause 6.6.3.1.4.1 in ETSI TS 136 521-1 [1] = use clauses 6.6.3E.1.4.1 or 6.6.3E.2.4.1 in ETSI
TS 136 521-1 [1], as applicable.

. Connect SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.3 using only
main UE Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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5.3.3.6.1.2 Procedure
Same test procedure as in clause 5.3.3.1.1.2 with following exception for HD-FDD:
. In step 3), slots with transient periods are not under test. Half-duplex guard subframes are not under test.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.3E.

5.3.3.6.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.4.1.2 in order to show compliance.

5.3.3.7 Transmitter spurious emissions for UE category M1
5.3.3.7.1 Method of test
5.3.3.7.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; see ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidth to be tested:
. for general requirements: lowest channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1; or

. for operating band specific requirements to protected bands: lowest, 5 MHz and highest channel bandwidths as
defined in ETSI TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.7 using only
main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], use
clauses 6.6.3EA.1.4.1 or 6.6.3EA.2.4.1, as applicable.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6) Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.3.7.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], use tables 6.6.3EA.1.4.1-1 or
6.6.3EA.2.4.1-1, as applicable. Since the UE has no payload data to send, the UE transmits uplink MAC
padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until
the UE transmits at Py ax level.

3)  For each applicable requirement in tables from 4.2.4.1.2-2 to 4.2.4.1.2-43 measure the power of the
transmitted signal with a measurement filter of bandwidths_according to tables from 4.2.4.1.2-2 t0 4.2.4.1.2-3.
The centre frequency of the filter shall be stepped in contiguous steps according to the tables. The measured
power shall be verified for each step. The measurement period shall capture the active time slots.
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4)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

NOTE: For measurement conditions at the edge of each frequency range, the lowest frequency of the

measurement position in each frequency range should be set at the lowest boundary of the frequency
range plus MBW?/2. The highest frequency of the measurement position in each frequency range should
be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement
bandwidth defined for the protected band.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.3EA.

5.3.3.7.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.4.1.2 in order to show compliance.

5.3.4  Transmitter Minimum Output Power

5.341 Transmitter minimum output power for Single Carrier
5.3.4.11 Method of test
5.34.1.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz and highest channel bandwidth, as specified in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.3.2.4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

534.1.1.2 Procedure

1) SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.3.2.4.1-1. Since the UE has no payload
and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Send continuous uplink power control "down" commands in the uplink scheduling information to the UE to
ensure that the UE transmits at its minimum output power.
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3)  Measure the mean power of the UE in the associated measurement bandwidth specified in table 4.2.5.1.2-1 for
the specific channel bandwidth under test. The period of measurement shall be the continuous duration of one
sub-frame (1 ms). For TDD slots with transient periods are not under test.

4)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.3.2.

5.3.4.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.5.1.2 in order to show compliance.

5.3.4.2 Transmitter minimum output power for intra-band contiguous Carrier
Aggregation (DL CA and UL CA)

53.4.2.1 Method of test

5.3.4.2.1.1 Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npp agg, highest Ny age A8 specified in ETSI TS 136 521-1 [1],
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.3.2A.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

534.21.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A.4.
3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.3.2A.1.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "down" commands in every uplink scheduling information to the UE
to ensure that the UE transmits at its minimum output power.

6)  Measure the mean transmitted power of each component carrier in the CA configuration of the radio access
mode. The period of measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD
slots with transient periods are not under test.
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7)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.3.2A.1.

53.4.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.5.2.2 in order to show compliance.

5.3.4.2A Transmitter minimum output power for inter-band Carrier Aggregation (DL CA

and UL CA)
5.3.4.2A.1 Method of test
5.3.4.2A.11 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: low range for PCC and SCC, high range for PCC and SCC; as specified in ETSI
TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npg age, highest Npg age> 35 specified in ETSI TS 136 521-1 [1],
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0
and uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.3.2A.2.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.4.2A1.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.
3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.3.2A.2.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "down" commands in every uplink scheduling information to the UE
to ensure that the UE transmits at its minimum output power.

6)  Measure the mean transmitted power of each component carrier in the CA configuration of the radio access
mode. The period of measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD
slots with transient periods are not under test.

7)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.
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Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.3.2A.2.

5.3.4.2A.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.5.2.2 in order to show compliance.

5343 Transmitter minimum output power for UL-MIMO
5.3.4.3.1 Method of test
5.3.4.3.1.1 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.3.2B.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

534112 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.3.2B.1.4.1-1 of ETSI TS 136 521-1 [1]. Since the UE has no
payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "down" commands in the uplink scheduling information to the UE to
ensure that the UE transmits at its minimum output power.

3)  Measure the sum of mean power of the UE at each UE antenna connector in the associated measurement
bandwidth specified in table 4.2.5.3.2-1 for the specific channel bandwidth under test. The period of
measurement shall be the continuous duration of one sub-frame (1 ms). For TDD slots with transient periods
are not under test.

4)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.3.2B.

5.3.4.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.5.3.2 in order to show compliance.
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5344 Transmitter minimum output power for category NB1
5.3.4.4.1 Method of test
534.4.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: frequency ranges defined in ETSI TS 136 521-1 [1], clause K.1.1, see ETSI TS 136 508 [2],
clause 8.1.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors using only the main UE Tx/Rx antenna.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.3.2F .4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

534412 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via NPDCCH DCI format NO for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.3.2F.4.1-1. Since the UE has
no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of
measurement shall be at least the continuous duration of one sub-frame (1 ms) for sub-carrier spacing of
15 kHz or one slot (2 ms) excluding the 2 304Ts gap when UE is not transmitting for sub-carrier spacing of
3,75 kHz. Half-duplex guard subframes are not under test.

NOTE: For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with
different UL sub-carrier spacing, the SS releases the connection through State 3A-NB and finally ensures

that the UE is in State 2A-NB with CP CIoT Optimization according to ETSI TS 136 508 [2], clause 8.1.5

using the appropriate UL subcarrier spacing in Random Access Response message.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.3.2.

5.34.4.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.5.4.2 in order to show compliance.

5.34.5 Transmitter minimum output power for UE category 0
5.34.51 Method of test
5.3.4.5.1.1 Initial conditions

Same initial conditions as in clause 5.3.4.1.1.1 with following exceptions:
. Instead of clause 6.3.2.4.1 in ETSI TS 136 521-1 [1] = use clause 6.3.2E.4.1 in ETSI TS 136 521-1 [1].

. Connect SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.3 using only
main UE Tx/Rx antenna.
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NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.4.5.1.2 Procedure
Same test procedure as in clause 5.3.4.1.1.2 with the following exception for HD-FDD:
. In step 3), slots with transient periods are not under test. Half-duplex guard subframes are not under test.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.3.2E.

5.3.45.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.5.1.2 in order to show compliance.

5.3.4.6 Transmitter minimum output power for UE category M1
5.3.4.6.1 Method of test
5.3.4.6.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: low range, mid-range and high range; see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: 5 MHz channel bandwidth, as specified in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.3 using
only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.3.2EA 4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6) Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.
NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
5.3.4.6.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.3.2EA.4.1-1. Since the UE has
no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Send continuous uplink power control "down" commands in the uplink scheduling information to the UE to
ensure that the UE transmits at its minimum output power.

3)  Measure the mean power of the UE in the associated measurement bandwidth specified in table 4.2.5.1.2-1 for
the specific channel bandwidth under test. The period of measurement shall be the continuous duration of one
sub-frame (1 ms). For TDD slots with transient periods are not under test. For HD-FDD slots with transient
periods and Half-duplex guard subframe are not under test.

4)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.3.2EA.
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5.3.4.6.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.5.1.2 in order to show compliance.

5.3.5 Receiver Adjacent Channel Selectivity (ACS)

5.3.5.1 Receiver Adjacent Channel Selectivity (ACS) for Single Carrier
5.3.5.1.1 Method of test
5.3.5.1.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: mid-range see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS and interfering source to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 and
uplink signals according to clauses H.1 and H.3.1.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], table 7.5.4.1-1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

535.11.2 Procedure

1)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.5.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.5.4.1-1. Since the UE has no payload data
to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the Downlink signal level to the value as defined in table 4.2.6.1.2-2 (Case 1). Send Uplink power control
commands to the UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.6.1.2-2 (Case 1) for carrier frequency f < 3,0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the
Throughput measurement (obtain correct UE output power as specified in ETSI TS 136 521-1 [1],
table 7.5.3-2).

4)  Set the Interferer signal level to the value as defined in table 4.2.6.1.2-2 (Case 1) and frequency below the
wanted signal, using a modulated interferer as defined in ETSI TS 136 521-1 [1], annex D.

5)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].
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6)  Set the Downlink signal level to the value as defined in table 4.2.6.1.2-3 (Case 2). Send Uplink power control
commands to the UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.6.1.2-3 (Case 2) for carrier frequency f < 3,0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the
throughput measurement (obtain correct UE output power as specified in ETSI TS 136 521-1 [1], table 7.5.3-3.

7)  Set the Interferer signal level to the value as defined in table 4.2.6.1.2-3 (Case 2) and frequency below the
wanted signal, using a modulated interferer as defined in ETSI TS 136 521-1 [1], annex D.

8)  Measure the average throughput for a duration sufficient to achieve statistical significance according to ETSI
TS 136 521-1 [1], annex G.

9)  Repeat for applicable channel bandwidths in both Case 1 and Case 2.
10) Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.5.

5.3.5.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.6.1.2 in order to show compliance.

5.3.5.2 Receiver Adjacent Channel Selectivity (ACS) for Carrier Aggregation in
DL-only bands

5.3.56.2.1 Method of test

5.3.5.2.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: mid-range see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: Highest Npp ags for PCC and SCC.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS and interfering source to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.5A.3.4.1-1.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.5.21.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 for all downlink physical
channels.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A.4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.
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4)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.5A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the
DL RMC.

5)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.5A.3.4.1-1 on PCC. Since the UE has no
payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6)  Set the Downlink signal level for PCC and SCC to the value as defined in table 4.2.6.1.2-2 (Case 1), or
table 4.2.6.2.2-2 for operating band 46. Send Uplink power control commands to the UE (less or equal to 1 dB
step size should be used), to ensure that the UE output power is within +0, -3,4 dB of the target level in
table 4.2.6.1.2-2 (Case 1) for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level for carrier
frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the Throughput measurement.

7)  Set the Interferer signal level to the value as defined in table 4.2.6.1.2-2 (Case 1), or table 4.2.6.2.2-2 for
operating band 46, and frequency below the wanted signal, using a modulated interferer bandwidth as defined
in ETSI TS 136 521-1 [1], annex D.

8)  Measure the average throughput of SCC for a duration sufficient to achieve statistical significance according
to ETSI TS 136 521-1 [1], clause G.2.

9) Repeat steps from 6 to 8, using an interfering signal above the wanted signal in Case 1 at step 7).

10) Set the Downlink signal level for PCC and SCC to the value as defined in table 4.2.6.1.2-3 (Case 2), or
table 4.2.6.2.2-3 for operating band 46. Send Uplink power control commands to the UE (less or equal to 1 dB
step size should be used), to ensure that the UE output power is within +0, -3,4 dB of the target level in
table 4.2.6.1.2-3 (Case 2) for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level for carrier
frequency 3,0 GHz < < 4,2 GHz, for at least the duration of the Throughput measurement.

11) Set the Interferer signal level to the value as defined in table 4.2.6.1.2-3 (Case 2), or table 4.2.6.2.2-3 for
operating band 46, and frequency below the wanted signal, using a modulated interferer bandwidth as defined
in ETSI TS 136 521-1 [1], annex D.

12) Measure the average throughput of SCC for a duration sufficient to achieve statistical significance according
to clause G.2 of ETSI TS 136 521-1 [1].

13) Repeat steps from 10 to 12, using an interfering signal above the wanted signal in Case 2 at step 11).

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.5.

5.3.5.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.6.2.2 in order to show compliance.

5.3.5.3 Receiver Adjacent Channel Selectivity (ACS) for category NB1
5.3.5.3.1 Method of test
5.3.5.3.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: Frequency ranges defined in ETSI TS 136 521-1 [1], clause K.1.1, see ETSI TS 136 508 [2],
clause 8.1.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors using only the main UE Tx/Rx antenna, and noting that the
interference can be either GSM or E-UTRA.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.2 and
NPUSCH Format 2 is used to carry ACK/NACK on the uplink.

ETSI



4)
5)
6)

112 ETSI EN 301 908-13 V13.4.1 (2026-09)

The DL Reference Measurement channel is set according to ETSI TS 136 521-1 [1], table 7.5F.4.1-1.
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.
Message contents are defined according to ETSI TS 136 521-1 [1], clause 7.5F.4.3.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.5.3.1.2 Procedure

1)  SS transmits NPDSCH via NPDCCH DCI format N1 for C RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.5F.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will
send HARQ feedback based on information contained in DCI format N1.

2)  Set the Downlink signal level to the value defined for ACS1, GSM in table 4.2.6.3.2-1.

3)  Set the Interferer signal level to the value defined for ACS1, GSM in table 4.2.6.3.2-1, with frequency below
the wanted signal according to table 4.2.6.3.2-1, using a modulated interferer bandwidth as defined in ETSI
TS 136 521-1 [1], clause D.2.

4)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

5)  Repeat steps 2) to 4), using an interfering signal above the wanted signal at step 3).

6)  Set the Downlink signal level to the value defined for ACS1, E-UTRA in table 4.2.6.3.2-1.

7)  Set the Interferer signal level to the value defined for ACS1, E-UTRA in table 4.2.6.3.2-1, with frequency
below the wanted signal according to table 4.2.6.3.2-1, using a modulated interferer bandwidth as defined in
ETSI TS 136 521-1 [1], clause D.2.

8)  Measure the average throughput for a duration sufficient to achieve statistical significance according to ETSI
TS 136 521-1 [1], clause G.2.

9) Repeat steps 6) to 8), using an interfering signal above the wanted signal at step 7).

10) Release the connection through State 3A-NB.

11) Modify system information elements according to ETSI TS 136 521-1 [1], table 7.5F.4.3-1 and notify the UE
via paging message with SytemInformationModification included.

12) Ensure the UE is in State 2A-NB with CP CIoT Optimization according to ETSI TS 136 508 [2], clause 8.1.5
using the new UL power control setting.

13) SS transmits NPDSCH via NPDCCH DCI format N1 for C RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.5F.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will
send HARQ feedback based on information contained in DCI format N1.

14) Set the Downlink signal level to the value defined for ACS2, GSM in table 4.2.6.3.2-1. For steps 14 to 17 and
18 to 21, use message contents with the exceptions defined in ETSI TS 136 521-1 [1], table 7.5F.4.3-1.

15) Set the Interferer signal level to the value defined for ACS2, GSM in table 4.2.6.3.2-1, with frequency below
the wanted signal according to table 4.2.6.3.2-1, using a modulated interferer of 5 MHz bandwidth as defined
in ETSI TS 136 521-1 [1], clause D.2.

16) Measure the average throughput for a duration sufficient to achieve statistical significance according to ETSI
TS 136 521-1 [1], clause G.2.

17) Repeat steps 14 to 16, using an interfering signal above the wanted signal in step 15).

18) Set the Downlink signal level to the value defined for ACS2, E-UTRA according to table 4.2.6.3.2-1.
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19) Set the Interferer signal level to the value defined for ACS2, E-UTRA in table 4.2.6.3.2-1, with frequency
below the wanted signal according to table 4.2.6.3.2-1, using a modulated interferer of 5 MHz bandwidth as
defined in ETSI TS 136 521-1 [1], clause D.2.

20) Measure the average throughput for a duration sufficient to achieve statistical significance according to ETSI
TS 136 521-1 [1], clause G.2.

21) Repeat steps 18 to 20, using an interfering signal above the wanted signal at step 19).

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.5F 4.

5.3.5.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.6.2.2 in order to show compliance.

5354 Receiver Adjacent Channel Selectivity (ACS) for UE category 0
5.3.5.41 Method of test
5.3.5.4.1.1 Initial conditions

Same initial conditions as in clause 5.3.5.1.1.1 with the following exceptions:
. Instead of table 7.5.4.1-1 in ETSI TS 136 521-1 [1] > use table 7.5E.4.1-1 in ETSI TS 136 521-1 [1].

. Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.4 using
only main UE Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.5.41.2 Procedure
Same test procedure as in clause 5.3.5.1.1.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.5E.

5.3.564.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.6.1.2 in order to show compliance.

5.3.5.5 Receiver Adjacent Channel Selectivity (ACS) for UE category M1
5.3.5.5.1 Method of test
5.3.5.5.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: mid-range see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: 1,4 MHz, 3 MHz and 5 MHz channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.4 using
only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.
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Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 and
uplink signals according to clauses H.1 and H.3.1.

The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.5EA.4.1-1.

Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53551.2 Procedure

1)

2)

3)

4)

5)

6)

7)

8)

9)

SS transmits PDSCH via M-PDCCH DCI format 6-1A for C_RNTI to transmit the DL RMC according to
ETSI TS 136 521-1 [1], table 7.5EA.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

SS sends uplink scheduling information for each UL HARQ process via M-PDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.5EA.4.1-1. Since the UE has
no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

Set the Downlink signal level to the value as defined in table 4.2.6.1.2-2 (Case 1). Send Uplink power control
commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.6.1.2-2 (Case 1) for carrier frequency f < 3,0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < £ < 4,2 GHz, for at least the duration of the
Throughput measurement.

Set the Interferer signal level to the value as defined in table 4.2.6.1.2-2 (Case 1) and frequency below the
wanted signal, using a modulated interferer as defined in ETSI TS 136 521-1 [1], annex D.

Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

Set the Downlink signal level to the value as defined in table 4.2.6.1.2-3 (Case 2). Send Uplink power control
commands to the UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.6.1.2-3 (Case 2) for carrier frequency f < 3,0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the
throughput measurement.

Set the Interferer signal level to the value as defined in table 4.2.6.1.2-3 (Case 2) and frequency below the
wanted signal, using a modulated interferer as defined in ETSI TS 136 521-1 [1], annex D.

Measure the average throughput for a duration sufficient to achieve statistical significance according to ETSI
TS 136 521-1 [1], clause G.2.

Repeat for applicable channel bandwidths in both Case 1 and Case 2.

10) Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.5EA.

5.3.5.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.6.1.2 in order to show compliance.
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5.3.6 Receiver Blocking Characteristics

5.3.6.1 Receiver Blocking Characteristics for Single Carrier
5.3.6.1.1 Method of test
5.3.6.1.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
For In-band blocking, the frequencies to be tested are mid-range as defined in ETSI TS 136 508 [2], clause 4.3.1.

For out-of-band blocking, the frequency to be tested is low or high range as defined in ETSI TS 136 508 [2],
clause 4.3.1.

For Narrow-band blocking, the frequencies to be tested are mid-range as defined in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1. Range 3 of out-of-band blocking is tested only with the highest bandwidth.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 and
uplink signals according to clauses H.1 and H.3.1.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.6.1.4.1-1, or table 7.6.2.4.1-1, or table 7.6.2.4.1-1 as applicable.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.6.1.1.2 In-Band Procedure

1)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.1.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the parameters of the signal generator for an interfering signal below the wanted signal in Case 1 according
to tables 4.2.7.1.2-1 and 4.2.7.1.2-2.

4)  Set the downlink signal level according to the table 4.2.7.1.2-1. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.7.1.2-1 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

5)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

6) Repeat steps from 3 to 5, using an interfering signal above the wanted signal in Case 1 at step 3).
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Repeat steps from 3 to 6, using interfering signals in Case 2 at steps 3) and 6). The ranges of case 2 are
covered in steps equal to the interferer bandwidth. The test frequencies are chosen in analogy to ETSI
TS 136 521-1 [1], table 7.6.1.4.2-1.

Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.1.

5.3.6.1.1.3 Out-Of-Band Procedure

1)  SS transmits PDSCH via PDCCH DCI format 1A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.2.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the parameters of the CW signal generator for an interfering signal according to table 4.2.7.1.2-4. The
frequency step size is 1 MHz.

4)  Set the downlink signal level according to the table 4.2.7.1.2-3. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.7.1.2-3 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

5)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

6) Fortable 4.2.7.1.2-4 record the frequencies for which the throughput does not meet the requirements.

7)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.2.

5.3.6.1.1.4 Narrow-Band Procedure

1)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.3.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the parameters of the CW signal generator for an interfering signal below the wanted signal according to
table 4.2.7.1.2-5.

4)  Set the downlink signal level according to the table 4.2.7.1.2-5. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.7.1.2-5 for carrier frequency f< 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

5)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

6) Repeat steps from 3 to 5, using an interfering signal above the wanted signal at step 3).

7)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.3.

5.3.6.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.7.1.2 in order to show compliance.
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5.3.6.2 Receiver Blocking Characteristics for Carrier Aggregation in DL-only bands
5.3.6.2.1 Method of test
5.3.6.2.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: mid-range see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: Highest Npp 44, for PCC and SCC.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)
2)
3)

4)

5)
6)

Connect the SS to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 and
uplink signals according to clauses H.1 and H.3.1.

The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.6.1A.3.4.1-1 for in-band blocking and table 7.6.2A.3.4.1-1 for out-of-band blocking and
table 7.6.3A.3.4.1-1 for narrow-band blocking.

Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.6.21.2 In-Band Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.2 for all downlink physical
channels except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.1A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on
the DL RMC.

5)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.1A.3.4.1-1 on PCC. Since the UE has no
payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

6)  Set the parameters of the signal generator for an interfering signal below the SCC in Case 1 according to
tables 4.2.7.1.2-1 and 4.2.7.2.2-1, or 4.2.7.1.2-1 and 4.2.7.2.2-1 for operating bands without uplink band (as
noted in table 1-1), or 4.2.7.2.2-1a and 4.2.7.2.2-1b for operating band 46 without uplink band.

7)  Set the downlink signal level according to the table 4.2.7.1.2-1 or table 4.2.7.2.2-1a for operating band 46.
Send uplink power control commands to the UE (less or equal to 1 dB step size should be used), to ensure that
the UE output power is within +0, -3,4 dB of the target level in table 4.2.7.1.2-1 or table 4.2.7.2.2-1a for
operating band 46 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level for carrier
frequency 3,0 GHz < £ < 4,2 GHz, for at least the duration of the throughput measurement.

8)  Measure the average throughput of SCC for a duration sufficient to achieve statistical significance according
to clause G.2 of ETSI TS 136 521-1 [1].

9) Repeat steps from 6 to 8, using an interfering signal above the SCC in Case 1 at step 6).
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10) Repeat steps from 6 to 9, using interfering signals in Case 2 at steps 6) and 9). The ranges of case 2 are

covered in steps equal to the interferer bandwidth. The test frequencies are chosen in analogy to ETSI
TS 136 521-1 [1], table 7.6.1.4.2-1.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.1A.3.

5.3.6.2.1.3 Out-Of-Band Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.2 for all downlink physical
channels except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS transmits PDSCH via PDCCH DCI format 1A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on
the DL RMC.

5)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.2A.3.4.1-1 on PCC. Since the UE has no
payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

6)  Set the parameters of the signal generator for an interfering signal below the SCC's operating band according
to table 4.2.7.2.2-2 or table 4.2.7.2.2-2a for operating band 46. The frequency step size is 1 MHz.

7)  Set the downlink signal level according to the table 4.2.7.1.2-3 for both carriers. Send uplink power control
commands to the UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.7.1.2-3 for carrier frequency f < 3,0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the
throughput measurement.

8)  Measure the average throughput of SCC for a duration sufficient to achieve statistical significance according
to clause G.2 of ETSI TS 136 521-1 [1].

9)  Record the frequencies for which the throughput does not meet the requirements.

10) Repeat steps from 6 to 9, using an interfering signal above the SCC's operating band at step 6).

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.2A.3.

5.3.6.2.1.4 Narrow-Band Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 for all downlink physical
channels except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.3A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on
the DL RMC.

5)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.3A.3.4.1-1 on PCC. Since the UE has no
payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

6) Set the parameters of the CW signal generator for an interfering signal below the SCC according to
table 4.2.7.1.2-5.

7)  Set the downlink signal level according to the table 4.2.7.1.2-5. Send uplink power control commands to the

UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.7.1.2-5 for carrier frequency f< 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the throughput measurement.

ETSI



119 ETSI EN 301 908-13 V13.4.1 (2026-09)

8)  Measure the average throughput of SCC for a duration sufficient to achieve statistical significance according
to clause G.2 of ETSI TS 136 521-1 [1].
9) Repeat steps from 6 to 8, using an interfering signal above the SCC at step 6).

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.3A.3.

5.3.6.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.7.2.2 in order to show compliance.

5.3.6.3 Receiver Blocking Characteristics for category NB1
5.3.6.3.1 Method of test
5.3.6.3.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

For both, in-band and out-of-band blocking, the frequencies to be tested are frequency ranges defined in ETSI
TS 136 521-1 [1], clause K.1.1 as defined in ETSI TS 136 508 [2], clause 8.1.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connector using only the main UE Tx/Rx antenna.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.2 and
NPUSCH Format 2 is used to carry ACK/NACK on the uplink.

4)  The DL Reference Measurement channel is set according to ETSI TS 136 521-1 [1], table 7.6.1F.4.1-1 for
in-band blocking and table 7.6.2F.4.1-1 for out-of-band blocking.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.6.3.1.2 In-Band Procedure

1)  SS transmits NPDSCH via NPDCCH DCI format N1 for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.1F.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will
send HARQ feedback based on information contained in DCI format N1.

2)  Set the downlink signal level according to the table 4.2.7.3.2-1.

3)  Set the parameters of the signal generator for an interfering signal below the wanted signal in IBB1 according
to table 4.2.7.3.2-1.

4)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

5) Repeat steps from 3 to 4, using an interfering signal above the wanted signal in IBBI1 at step 3).

6) Repeat steps from 3 to 5, using interfering signals in IBB2 at steps 3) and 5). The ranges of IBB2 are covered
in steps equal to the interferer bandwidth. The test frequencies are chosen in analogy to ETSI
TS 136 521-1 [1], table 7.6.1F.4.2-1.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.1F .4.

ETSI



120 ETSI EN 301 908-13 V13.4.1 (2026-09)

5.3.6.3.1.3 Out-Of-Band Procedure

1)  SS transmits NPDSCH via NPDCCH DCI format N1 for C RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2F.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will
send HARQ feedback based on information contained in DCI format N1.

2)  Set the downlink signal level according to the table 4.2.7.3.2-2.

3)  Set the parameters of the CW signal generator for an interfering signal below the wanted signal according to
table 4.2.7.3.2-2. The frequency step size is | MHz.

4)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

5)  Record the frequencies for which the throughput does not meet the requirements.
6) Repeat steps from 3 to 5, using an interfering signal above the wanted signal at step 3).

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.2F.4.

5.3.6.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.7.3.2 in order to show compliance.

5364 Receiver Blocking Characteristics for UE category 0
5.3.6.4.1 Method of test
5.3.6.4.1.1 Initial conditions

Same initial conditions as in clause 5.3.6.1.1.1 with the following exceptions:

e  Instead of table 7.6.1.4.1-1 in ETSI TS 136 521-1 [1] - use table 7.6.1E.4.1-1 in ETSI TS 136 521-1 [1], or
instead of table 7.6.2.4.1-1 in ETSI TS 136 521-1 [1] - use table 7.6.2E.4.1-1 in ETSI TS 136 521-1 [1], or
instead of table 7.6.3.4.1-1 in ETSI TS 136 521-1 [1] - use table 7.6.3E.4.1-1 in ETSI TS 136 521-1 [1], as
applicable.

. Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A using only main UE
Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.6.4.1.2 In-Band Procedure
Same test procedure as in clause 5.3.6.1.1.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.1E.

5.3.6.4.1.3 Out-Of-Band Procedure
Same test procedure as in clause 5.3.6.1.1.3.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.2E.

53.6.4.1.4 Narrow-Band Procedure
Same test procedure as in clause 5.3.6.1.1.4.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.3E.
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5.3.64.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.7.1.2 in order to show compliance.

5.3.6.5 Receiver Blocking Characteristics for UE category M1
5.3.6.5.1 Method of test
5.3.6.5.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested:
. for In-band blocking: mid-range as defined in ETSI TS 136 508 [2], clause 4.3.1; or
. for out-of-band blocking: low or high range as defined in ETSI TS 136 508 [2], clause 4.3.1;
. for Narrow-band blocking: mid-range as defined in ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidth to be tested: 5 MHz channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A using only main UE
Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 and
uplink signals according to clauses H.1 and H.3.1.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.6.1EA.4.1-1, 7.6.2EA.4.1-1 or 7.6.3EA.4.1-1, as applicable.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.6.5.1.2 In-Band Procedure

1)  SS transmits PDSCH via MPDCCH DCI format 6-1A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.1EA.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The SS
sends one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in ETSI
TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.

2)  SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.1EA.4.1-1. Since the UE has
no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the parameters of the signal generator for an interfering signal below the wanted signal in Case 1 according
to tables 4.2.7.1.2-1 and 4.2.7.1.2-2.

4)  Set the downlink signal level according to the table 4.2.7.1.2-1. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.7.1.2-1 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < £ < 4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

5)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].
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Repeat steps from 3 to 5, using an interfering signal above the wanted signal in Case 1 at step 3).

Repeat steps from 3 to 6, using interfering signals in Case 2 at steps 3) and 6). The ranges of case 2 are
covered in steps equal to the interferer bandwidth. The test frequencies are chosen in analogy to ETSI
TS 136 521-1 [1], table 7.6.1EA.4.2-1.

Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.1EA.

5.3.6.5.1.3 Out-Of-Band Procedure

1)

2)

3)

4)

)

6)
7)

SS transmits PDSCH via MPDCCH DCI format 6-1A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2EA.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The SS
sends one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in ETSI

TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.

SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.2EA.4.1-1. Since the UE has
no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

Set the parameters of the CW signal generator for an interfering signal according to table 4.2.7.1.2-4. The
frequency step size is | MHz.

Set the downlink signal level according to the table 4.2.7.1.2-3. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.7.1.2-3 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

For table 4.2.7.1.2-4 record the frequencies for which the throughput does not meet the requirements.

Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.2EA.

5.3.6.514 Narrow-Band Procedure

1)

2)

3)

4)

5)

6)
7)

SS transmits PDSCH via MPDCCH DCI format 6-1A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.1EA.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The SS
sends one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in ETSI

TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.

SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.3EA.4.1-1. Since the UE has
no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

Set the parameters of the CW signal generator for an interfering signal below the wanted signal according to
table 4.2.7.1.2-5.

Set the downlink signal level according to the table 4.2.7.1.2-5. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.7.1.2-5 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

Repeat steps from 3 to 5, using an interfering signal above the wanted signal at step 3).

Repeat for applicable test frequencies, channel bandwidths and operating bands.
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Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.6.3EA.

5.3.6.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.7.1.2 in order to show compliance.

5.3.7 Receiver Spurious Response

5.3.7.1 Receiver Spurious Response for Single Carrier
53.7.11 Method of test
5.3.7.1.11 Initial conditions

The initial conditions shall be the same as for those in out-of-band blocking in clause 5.3.6.1.1 in order to test spurious
responses obtained in clause 5.3.6.1.2 under the same conditions.

537112 Procedure

1)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.2.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the parameters of the CW signal generator for an interfering signal according to table 4.2.8.1.2-2. The
spurious frequencies are taken from step 5) records in clause 5.3.6.1.1.2.

4)  Set the downlink signal level according to the table 4.2.8.1.2-1. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.8.1.2-1 for carrier frequency f< 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

5)  For the spurious frequency, measure the average throughput for a duration sufficient to achieve statistical
significance.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.7.

5.3.7.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.8.1.2 in order to show compliance.

5.3.7.2 Receiver Spurious Response for Carrier Aggregation in DL-only bands
5.3.7.21 Method of test
5.3.7.2.11 Initial conditions

The initial conditions shall be the same as for those in out-of-band blocking in clause 5.3.6.2.1.1 in order to test
spurious responses obtained in clause 5.3.6.2.1.3 under the same conditions.

53.7.21.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.2 for all downlink physical
channels except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.
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3)  SSactivates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS transmits PDSCH via PDCCH DCI format 1A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on
the DL RMC.

5)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.2A.3.4.1-1 on PCC. Since the UE has no
payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

6)  Set the parameters of the CW signal generator for an interfering signal according to table 4.2.8.1.2-2. The
spurious frequencies are taken from step 5) records in clause 5.3.6.2.1.3.

7)  Set the downlink signal level according to the table 4.2.8.1.2-1 for both carriers. Send uplink power control
commands to the UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.8.1.2-1 for carrier frequency f < 3 0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the
throughput measurement.

8)  For the spurious frequency, measure the average throughput on SCC for a duration sufficient to achieve
statistical significance.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.7A.3.

5.3.7.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.8.1.2 in order to show compliance.

5.3.7.3 Receiver Spurious Response for category NB1
5.3.7.3.1 Method of test
5.3.7.3.1.1 Initial conditions

The initial conditions shall be the same as for those in out-of-band blocking in clause 5.3.6.3.1 in order to test spurious
responses obtained in clause 5.3.6.3.2 under the same conditions.

5.3.7.31.2 Procedure

1)  SS transmits NPDSCH via NPDCCH DCI format N1 for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2F.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will
send HARQ feedback based on information contained in DCI format N1.

2)  Set the parameters of the CW signal generator for an interfering signal according to table 4.2.8.3.2-1. The
spurious frequencies are taken from records in the final step of test procedures in clause 5.3.6.3.1.2.

3)  Set the downlink signal level according to the table 4.2.8.3.2-1.

4)  For the spurious frequency, measure the average throughput for a duration sufficient to achieve statistical
significance according to ETSI TS 136 521-1 [1], clause G.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.7F 4.

5.3.7.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.8.3.2 in order to show compliance.
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53.74 Receiver Spurious Response for UE category 0
5.3.7.41 Method of test
53.7.4.11 Initial conditions

The initial conditions shall be the same as for those in out-of-band blocking in clause 5.3.6.4.1 in order to test spurious
responses obtained in clause 5.3.6.4.2 under the same conditions.

5.3.7.41.2 Procedure
Same test procedure as in clause 5.3.7.1.1.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.7E.

5.3.74.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.8.1.2 in order to show compliance.

5.3.7.5 Receiver Spurious Response for UE category M1
5.3.7.5.1 Method of test
5.3.7.5.1.1 Initial conditions

The initial conditions shall be the same as for those in out-of-band blocking in clause 5.3.6.5.1 in order to test spurious
responses obtained in clause 5.3.6.5.2 under the same conditions.

537512 Procedure

1)  SS transmits PDSCH via MPDCCH DCI format 6-1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.6.2E.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The SS
sends one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in ETSI
TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.

2)  SSsends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.6.2E.4.1-1. Since the UE has
no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the parameters of the CW signal generator for an interfering signal according to table 4.2.8.1.2-2. The
spurious frequencies are taken from step 5) records in clause 5.3.6.5.1.2.

4)  Set the downlink signal level according to the table 4.2.8.1.2-1. Send uplink power control commands to the
UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is within +0, -3,4 dB of
the target level in table 4.2.8.1.2-1 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level
for carrier frequency 3,0 GHz < f <4,2 GHz, for at least the duration of the throughput measurement as
specified in ETSI TS 136 521-1 [1].

5)  For the spurious frequency, measure the average throughput for a duration sufficient to achieve statistical
significance.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.7EA.

5.3.7.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.8.1.2 in order to show compliance.
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5.3.8 Receiver Intermodulation Characteristics

5.3.8.1 Receiver Intermodulation Characteristics for Single Carrier
5.3.8.1.1 Method of test
5.3.8.1.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: mid-range; see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS and interfering sources to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.1 and uplink
signals according to clauses H.1 and H.3.1.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], table 7.8.4.1-1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.8.1.1.2 Procedure

1)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.8.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.8.1.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the Downlink signal level to the value as defined in table 4.2.9.1.2-1. Send uplink power control
commands to the UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.9.1.2-1 for carrier frequency f < 3,0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < f < 4,2 GHz, for at least the duration of the
throughput measurement as specified in ETSI TS 136 521-1 [1].

4)  Set the Interfering signal levels to the values as defined in table 4.2.9.1.2-1, using a modulated interferer
bandwidth as defined in annex D of ETSI TS 136 521-1 [1].

5) Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

6) Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.8.

5.3.8.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.9.1.2 in order to show compliance.

ETSI



127 ETSI EN 301 908-13 V13.4.1 (2026-09)

5.3.8.2 Receiver Intermodulation Characteristics for Carrier Aggregation in DL-only
bands

5.3.8.2.1 Method of test

5.3.8.2.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: mid-range; see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: Highest Ngp agg for PCC and SCC.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)
2)
3)

4)

)
6)

Connect the SS and interfering sources to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.1 and uplink
signals according to clauses H.1 and H.3.1.

The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.8.1A.3.4.1-1.

Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.8.21.2 Procedure

1)

2)

3)

4)

5)

6)

7)

8)

9)

Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 for all downlink physical
channels except PHICH.

The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.
SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

SS transmits PDSCH via PDCCH DCI format 2A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.8.1A.3.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on
the DL RMC.

SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.8.1A.3.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

Set the Downlink signal level to the value as defined in table 4.2.9.1.2-1 or table 4.2.9.2.2-1 for operating band
46. Send Uplink power control commands to the UE (less or equal to 1 dB step size should be used), to ensure
that the UE output power is within +0, -3,4 dB of the target level in table 4.2.9.1.2-1 or table 4.2.9.2.2-1 for
operating band 46 for carrier frequency f < 3,0 GHz or within +0, -4,0 dB of the target level for carrier
frequency 3,0 GHz < £ < 4,2 GHz, for at least the duration of the Throughput measurement.

Set the Interfering signal levels to the values as defined in table 4.2.9.1.2-1 or table 4.2.9.2.2-1 for operating
band 46, and frequency below the wanted signal, using a modulated interferer bandwidth as defined in
annex D of ETSI TS 136 521-1 [1].

Measure the average throughput of SCC for a duration sufficient to achieve statistical significance according
to clause G.2 of ETSI TS 136 521-1 [1].

Repeat steps from 6 to 8, using an interfering signal above the wanted signal at step 4).
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5.3.8.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.9.2.2 in order to show compliance.

5.3.8.3 Receiver Intermodulation Characteristics for category NB1
5.3.8.3.1 Test requirements
5.3.8.3.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: Frequency ranges defined in ETSI TS 136 521-1 [1], clause K.1.1, see ETSI TS 136 508 [2],
clause 8.1.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors using only the main UE Tx/Rx antenna.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.2 and NPUSCH
Format 2 is used to carry ACK/NACK on the uplink.

4)  The DL Reference Measurement channel is set according to ETSI TS 136 521-1 [1], table 7.8.1F.4.1-1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.8.3.1.2 Procedure

1)  SS transmits NPDSCH via NPDCCH DCI format N1 for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.8.1F.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will
send HARQ feedback based on information contained in DCI format N1.

2)  Set the Downlink signal level to the value as defined in table 4.2.9.3.2-1.

3)  Set the Interfering signal levels to the values as defined in table 4.2.9.3.2-1 and frequency below the wanted
signal, using a modulated interferer bandwidth as defined in annex D of ETSI TS 136 521-1 [1].

4)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

5)  Repeat steps from 2 to 4, using an interfering signal above the wanted signal in step 3).

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.8.1F .4.

5.3.8.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.9.3.2 in order to show compliance.
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5.3.84 Receiver Intermodulation Characteristics for UE category O
5.3.8.4.1 Method of test
5.3.8.4.1.1 Initial conditions

Same initial conditions as in clause 5.3.8.1.1.1 with the following exceptions:
e  Instead of table 7.8.1.4.1-1 in ETSI TS 136 521-1 [1] - use table 7.8.1E.4.1-1 in ETSI TS 136 521-1 [1].

. Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.6 using
only main UE Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.8.4.1.2 Procedure
Same test procedure as in clause 5.3.8.1.1.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.8.1E.

5.3.84.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.9.1.2 in order to show compliance.

5.3.8.5 Receiver Intermodulation Characteristics for UE category M1
5.3.8.5.1 Method of test
5.3.8.5.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: mid-range; see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested:5 MHz channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.6 using
only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.1 and uplink
signals according to clauses H.1 and H.3.1.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.8.1EA.4.1-1.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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5.3.8.51.2 Procedure

1)  SS transmits PDSCH via MPDCCH DCI format 6-1A for C RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.8.1EA.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.8.1EA.4.1-1. Since the UE has
no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the Downlink signal level to the value as defined in table 4.2.9.1.2-1. Send uplink power control
commands to the UE (less or equal to 1 dB step size should be used), to ensure that the UE output power is
within +0, -3,4 dB of the target level in table 4.2.9.1.2-1 for carrier frequency f < 3,0 GHz or within
+0, -4,0 dB of the target level for carrier frequency 3,0 GHz < f< 4,2 GHz, for at least the duration of the
throughput measurement as specified in ETSI TS 136 521-1 [1].

4)  Set the Interfering signal levels to the values as defined in table 4.2.9.1.2-1, using a modulated interferer
bandwidth as defined in annex D of ETSI TS 136 521-1 [1].

5)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

6) Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.8.1EA.

5.3.8.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.9.1.2 in order to show compliance.

5.3.9 Receiver Spurious Emissions

5.3.9.1 Receiver Spurious Emissions for Single Carrier
5.3.9.1.1 Method of test
5.3.9.1.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidth to be tested: highest channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect a spectrum analyser (or other suitable test equipment) to the UE antenna connectors.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1.

4)  The DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 7.9.4.1.

5) Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.

6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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539.11.2 Procedure

1)  Sweep the spectrum analyser (or other suitable test equipment) over a frequency range from 30 MHz to
12,75 GHz and measure the average power of the spurious emissions.

2)  Repeatstep 1) for all E-UTRA Rx antennas of the UE.
3)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.9.

5.3.9.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.10.1.2 in order to show compliance.

5.3.9.2 Receiver Spurious Emissions in DL-only bands
5.3.9.2.1 Method of test
5.3.9.2.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: mid-range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: Highest Np agg for PCC and SCC as defined in ETSI TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect a spectrum analyser (or other suitable test equipment) to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.
3) Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1.
4)  The DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 7.9A.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.39.21.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 for all downlink physical
channels except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A.4.
3)  SSactivates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS transmits PDSCH via PDCCH DCI format 2A for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.9A.4.1-1 on both PCC and SCC. The SS sends downlink MAC padding bits on the
DL RMC.

5)  Sweep the spectrum analyser (or equivalent equipment) over a frequency range and measure the average
power of spurious emission. During measurement, SS sends no uplink scheduling information to the UE.

6) Repeat steps 1) to 5) for all E-UTRA DL-only band Rx antennas of the UE.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.9A.
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5.3.9.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.10.2.2 in order to show compliance.

5.3.9.3 Receiver Spurious Emissions for UE category 0
5.3.9.3.1 Method of test
5.3.9.3.1.1 Initial conditions

Same initial conditions as in clause 5.3.9.1.1.1 with the following exceptions:
. Instead of clause 7.9.4.1 in ETSI TS 136 521-1 [1] > use clause 7.9E.4.1 in ETSI TS 136 521-1 [1].

. Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.8 using
only main UE Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.9.3.1.2 Procedure
Same test procedure as in clause 5.3.9.1.1.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.9E.

5.3.9.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.10.1.2 in order to show compliance.

5.3.94 Receiver Spurious Emissions for UE category M1
5.3.9.4.1 Method of test
5.3.9.4.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: low range, mid-range and high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidth to be tested: 5 MHz channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect a spectrum analyser (or other suitable test equipment) to the UE antenna connectors as shown in ETSI
TS 136 508 [2], annex A, figure A.7 using only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1.

4) The DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 7.9EA.4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

6)  Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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5.3.9.4.1.2 Procedure
Same test procedure as in clause 5.3.9.1.1.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.9EA.

5.3.94.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.10.1.2 in order to show compliance.

5.3.9.5 Receiver Spurious Emissions for UE category NB1
5.3.9.5.1 Method of test
5.3.9.5.1.1 Initial conditions

Test Environment: normal, as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect a spectrum analyser (or other suitable test equipment) to the UE antenna connectors as shown in ETSI
TS 136 508 [2], annex A, figure A.8 using only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1.
4)  The DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 7.9F.4.1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.

6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.
Message contents are defined in clause 7.9F.4.3.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.9.5.1.2 Procedure
Same test procedure as in clause 5.3.9.1.1.2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.9F.

5.3.9.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.10.1.2 in order to show compliance.

5.3.10 Transmitter Adjacent Channel Leakage Power Ratio

5.3.10.1 Transmitter adjacent channel leakage power ratio for Single Carrier
5.3.10.1.1 Method of test
5.3.10.1.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL and TH/VH, as specified in annex B.

Frequencies to be tested: low range, mid-range and high range; see ETSI TS 136 508 [2], clause 4.3.1.
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Channel bandwidth to be tested: lowest, 5 MHz, 10 MHz and highest channel bandwidth as defined in ETSI
TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)
2)
3)

4)
5)
6)

Connect the SS to the UE to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.0 and uplink
signals according to clauses H.1 and H.3.0.

The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1].
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.10.1.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.6.2.3.4.1-1. Since the UE has no payload
data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2)  Send continuous uplink power control "up" commands in the uplink scheduling information to the UE to
ensure that the UE transmits at Py level.

3)  Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test
configuration, which shall meet the requirements described in tables 4.2.11.1.2-1,4.2.11.1.2-2 and 4.2.11.1.2-
2-3. The period of the measurement shall be at least the continuous duration of one sub-frame (1 ms). For
TDD slots with transient periods are not under test.

4)  Measure the filtered mean power for E-UTRA.

5)  Measure the filtered mean power of the first E-UTRA adjacent channel.

6) Measure the RRC filtered mean power of the first and the second UTRA adjacent channel.

7)  Calculate the ratio of the power between the values measured in step 4) over step 5) for E-UTRA ¢ r-

8)  Calculate the ratio of the power between the values measured in step 4) over step 6) for UTRA , - r1>

9)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3.

5.3.10.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.11.1.2 in order to show compliance.
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5.3.10.2 Transmitter adjacent channel leakage power ratio for intra-band contiguous

Carrier Aggregation (DL CA and UL CA)

5.3.10.2.1 Method of test

5.3.10.2.11 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL and TH/VH, as specified in annex B.

Frequencies to be tested: low range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npp age, highest Ny age> 35 specified in ETSI TS 136 521-1 [1],
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

)
2)
3)

4)
)
6)

Connect the SS to the UE antenna connectors.
The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.3A.1.
Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.10.2.1.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.

3)  SSactivates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.6.2.3A.1.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

6)  Measure the mean power over all component carriers of the UE in the CA configuration of the radio access
mode according to the test configuration, which shall meet the requirements described in tables 4.2.11.2.2-1
and 4.2.11.2.2-2. The period of the measurement shall be at least the continuous duration of one sub-frame
(1 ms). For TDD slots with transient periods are not under test.

7)  Measure the rectangular filtered mean power for CA E-UTRA.

8)  Measure the rectangular filtered mean power of the first CA E-UTRA adjacent channel on both lower and
upper side of the CA E-UTRA channel, respectively.

9)  Measure the RRC filtered mean power of the first and the second UTRA for CA adjacent channel on both

lower and upper side of the CA E-UTRA channel, respectively.

10) Calculate the ratio of the power between the values measured in step 7) over step 8) for CA E-UTRA , 1 .

ETSI



136 ETSI EN 301 908-13 V13.4.1 (2026-09)

11) Calculate the ratio of the power between the values measured in step 7) over step 9) for UTRA ;[ r1»

12) Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3A.1.

5.3.10.2.2 Test requirements
The results obtained shall be compared to the limits in clause 4.2.11.2.2 in order to show compliance.

5.3.10.2A  Transmitter adjacent channel leakage power ratio for inter-band Carrier
Aggregation (DL CA and UL CA)

5.3.10.2A1 Method of test

5.3.10.2A.1.1 Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL and TH/VH, as specified in annex B.

Frequencies to be tested: low range for PCC and SCC, high range for PCC and SCC; as specified in ETSI
TS 136 508 [2], clause 4.3.1.

Test CC Combination setting (Ngp agg): lowest Npp agg, highest Ny age A8 specified in ETSI TS 136 521-1 [1],
clause 5.4.2A.1 for the CA Configuration.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.0 and
uplink signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.3A.2.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.10.2A.1.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 for all downlink physical
channels, except PHICH.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A.4.
3)  SSactivates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to table 6.6.2.3A.2.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC.
Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL
RMC.

5)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py x level.
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6)  Measure the mean power over all component carriers of the UE in the CA configuration of the radio access
mode according to the test configuration, which shall meet the requirements described in table 4.2.2.2.2-2. The
period of the measurement shall be at least the continuous duration of one sub-frame (1 ms). For TDD slots
with transient periods are not under test.

7)  Measure the rectangular filtered mean power for CA E-UTRA in the first band of the CA configuration.

8)  Measure the rectangular filtered mean power of the first CA E-UTRA adjacent channel on both lower and
upper side of the CA E-UTRA channel in the first band of the CA configuration, respectively.

9) Measure the RRC filtered mean power of the first and the second UTRA adjacent channel on both lower and
upper side of the CA E-UTRA channel in the first band of the CA configuration, respectively.

10) Calculate the ratio of the power between the values measured in step 7) over step 8) for CA E-UTRA - -

11) Calculate the ratio of the power between the values measured in step 7) over step 9) for UTRA 4 r1»

12) Repeat steps 6) to 11) for the second band of the CA configuration.
13) Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3A.2.

5.3.10.2A.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.11.1.2 in order to show compliance.

5.3.10.3 Transmitter adjacent channel leakage power ratio for UL-MIMO
5.3.10.3.1 Method of test
5.3.10.3.1.1 Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, mid-range, high range; as specified in ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidths to be tested: lowest, 5 MHz, 10 MHz and highest channel bandwidth as defined in ETSI
TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.0 and uplink
signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.3B.
5) Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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5.3.10.3.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTI to
schedule the UL RMC according to table 6.6.2.3B.1.4.1-1 of ETSI TS 136 521-1 [1]. Since the UE has no
payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in every uplink scheduling information to the UE;
allow at least 200 ms for the UE to reach Py 5 x level.

3)  Measure the sum of the mean power at each antenna connector of UE in the channel bandwidth of the radio
access mode according to the test configuration, which shall meet the requirements described in
tables 4.2.11.3.2-1 and 4.2.11.3.2-2. The period of the measurement shall be at least the continuous duration of
one sub-frame (1 ms). For TDD slots with transient periods are not under test.

4)  Measure the rectangular filtered mean power for E-UTRA at each antenna connector of UE.

5)  Measure the rectangular filtered mean power of the first E-UTRA adjacent channel at each antenna connector
of UE.

6) Measure the RRC filtered mean power of the first and the second UTRA adjacent channel at each antenna
connector of UE.

7)  Calculate the ratio of the power between the values measured in step 4) over step 5) for E-UTRA - r-

8)  Calculate the ratio of the power between the values measured in step 4) over step 6) for UTRA , - r1>

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3B.

5.3.10.3.2 Test requirements
The results obtained shall be compared to the limits in clause 4.2.11.3.2 in order to show compliance.

5.3.10.4 Transmitter adjacent channel leakage power ratio for Multi-Cluster PUSCH
within a component carrier

5.3.10.4 1 Method of test

5.3.10.4.1.1 Initial conditions
Test Environment: normal, TL/VL, TL/VH, TH/VL and TH/VH, as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; see ETSI TS 136 508 [2], clause 4.3.1.
Channel bandwidth to be tested: Highest channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE to the UE antenna connectors.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3)  Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.0 and uplink
signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.3 2.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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5.3.10.4.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_ RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.6.2.3 2.4.1-1. Since the UE has no
payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2)  Send continuous uplink power control "up" commands in the uplink scheduling information to the UE to
ensure that the UE transmits at Py level.

3)  Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test
configuration, which shall meet the requirements described in tables 4.2.11.1.2-1,4.2.11.1.2-2 and 4.2.11.1.2-
2-3. The period of the measurement shall be at least the continuous duration of one sub-frame (1 ms). For
TDD slots with transient periods are not under test.

4)  Measure the filtered mean power for E-UTRA.
5)  Measure the filtered mean power of the first E-UTRA adjacent channel.
6) Measure the RRC filtered mean power of the first and the second UTRA adjacent channel.

7)  Calculate the ratio of the power between the values measured in step 4) over step 5) for E-UTRA ¢ r-

8)  Calculate the ratio of the power between the values measured in step 4) over step 6) for UTRA - r1>

9)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3.2.

5.3.104.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.11.4.2 in order to show compliance.

5.3.10.5 Transmitter adjacent channel leakage power ratio for category NB1
5.3.10.5.1 Method of test
5.3.10.5.1.1 Initial conditions

Test Environment: normal, as specified in annex B.

Frequencies to be tested: frequency ranges defined in ETSI TS 136 521-1 [1], clause K.1.2, see ETSI TS 136 508 [2],
clause 8.1.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE to the UE antenna connectors using only main Tx/Rx antenna.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.0 and uplink
signals according to clauses H.1.1 and H.4.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], clause 6.6.2.3F.4.1-1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.
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5.3.10.5.1.2 Procedure

1)  SS sends uplink scheduling information for the UL HARQ process via NPDCCH DCI format NO for C RNTI
to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.6.2.3F.4.1-1. Since the UE has no
payload data to send, the UE transmits uplink MAC padding bits on the UL RMC (UE should be ready
transmitting Pyj\;ax after Initial Conditions setting).

2)  Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test
configuration, which shall meet the requirements described in table 4.2.11.5.2-1. The measurement period is at
least one sub-frame (1 ms) for 15 kHz channel spacing, and at least a 2 ms slot (excluding the 2 304Ts gap
when UE is not transmitting) respectively for the 3,75 kHz channel spacing.

3)  Measure the rectangular filtered mean power for category NB1 UE channel.

4)  Measure the rectangular filtered mean power of the GSM adjacent channel on both lower and upper side of the
category NB1 UE channel, respectively.

5)  Measure the RRC filtered mean power of UTRA adjacent channel on both lower and upper side of the
category NB1 UE channel, respectively.

6) Calculate the ratios of the power between the value measured in step 3) over step 4) for lower and upper
GSMcrR-

7)  Calculate the ratio of the power between the value measured in step 3) over step 5) for lower and upper
UTRA 1R

NOTE: For configuration IDs applicable to UE depending on UE capability in Test Configuration Table with
different UL sub-carrier spacing, the SS releases the connection through State 3A-NB and finally ensures
that the UE is in State 2A-NB with CP CIoT Optimization according to ETSI TS 136 508 [2], clause 8.1.5
using the appropriate UL subcarrier spacing in Random Access Response message.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3F.

5.3.10.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.11.5.2 in order to show compliance.

5.3.10.6 Transmitter adjacent channel leakage power ratio for UE category 0
5.3.10.6.1 Method of test
5.3.10.6.1.1 Initial conditions

Same initial conditions as in clause 5.3.10.1.1.1 with following exceptions:

. Connect SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.3 using only
main UE Tx/Rx antenna.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.10.6.1.2 Procedure
Same test procedure as in clause 5.3.10.1.1.2 with following exception for HD-FDD:
. In step 3), slots with transient periods are not under test. Half-duplex guard subframes are not under test.
. Instead of table 6.6.2.3.4.1-1 in ETSI TS 136 521-1 [1] > use table 6.6.2.3E.4.1-1 in ETSI TS 136 521-1 [1].

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3E.
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5.3.10.6.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.11.1.2 in order to show compliance.

5.3.10.7 Transmitter adjacent channel leakage power ratio for UE category M1
5.3.10.7.1 Method of test
5.3.10.7.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL and TH/VH, as specified in annex B.
Frequencies to be tested: low range, mid-range and high range; see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: lowest, 5 MHz, 10 MHz and highest channel bandwidth as defined in ETSI
TS 136 508 [2], clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.3 using only
main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.0 and uplink
signals according to clauses H.1 and H.3.0.

4)  The UL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], table 6.6.2.3EA .4.1-1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.10.7.1.2 Procedure

1)  SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 6.6.2.3EA.4.1-1. Since the UE
has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2)  Send continuously uplink power control "up" commands in the uplink scheduling information to the UE until
the UE transmits at Py level.

3)  Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test
configuration, which shall meet the requirements described in tables 4.2.11.1.2-1,4.2.11.1.2-2 and 4.2.11.1.2-
2-3. The period of the measurement shall be at least the continuous duration of one sub-frame (1 ms). For
TDD slots with transient periods are not under test. For HD-FDD slots with transient periods and Half-duplex
guard subframe are not under test.

4)  Measure the filtered mean power for E-UTRA.
5)  Measure the filtered mean power of the first E-UTRA adjacent channel.
6) Measure the RRC filtered mean power of the first and the second UTRA adjacent channel.

7)  Calculate the ratio of the power between the values measured in step 4) over step 5) for E-UTRA - r-

8)  Calculate the ratio of the power between the values measured in step 4) over step 6) for UTRA - r1>
UTRA 1 ro-

9)  Repeat for applicable test frequencies, channel bandwidths, operating bands and environmental conditions.
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Details of the test method can be found in ETSI TS 136 521-1 [1], clause 6.6.2.3EA.

5.3.10.7.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.11.1.2 in order to show compliance.

5.3.11 Receiver Reference Sensitivity Level

5.3.11.1 Receiver Reference Sensitivity Level for Single Carrier
5.3.11.1.1 Method of test
5.3.11.1.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.
Frequencies to be tested: low range, mid-range, high range see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: lowest, 5 MHz and highest channel bandwidth as defined in ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.1 and uplink
signals according to clauses H.1 and H.3.1.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], table 7.3.4.1-1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6)  Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.11.1.1.2 Procedure

1)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to
schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.3.4.1-1. Since the UE has no payload data
to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the Downlink signal level to the appropriate REFSENS value defined in table 4.2.12.1.2-1. Send
continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure
the UE transmits Pyj\;ax level for at least the duration of the Throughput measurement. (obtain correct UE

output power as specified in ETSI TS 136 521-1 [1]).

4)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

5)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.3.

53.11.1.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.12.1.2 in order to show compliance.
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53.11.2 Receiver Reference Sensitivity Level for Carrier Aggregation in DL-only
bands

5.3.11.2.1 Method of test

5.3.11.2.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: mid-range as defined ETSI TS 136 508 [2], clause 4.3.1, unless otherwise specified in tables
7.3A.3.4.1-2t0 7.3A.3.4.1-29 in ETSI TS 136 521-1 [1].

Channel bandwidth to be tested: Highest Np agg a8 defined in ETSI TS 136 508 [2], clause 4.3.1, unless otherwise
specified in tables 7.3A.3.4.1-2 to 7.3A.3.4.1-29 in ETSI TS 136 521-1 [1].

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1))

2)

3)

4)

)
6)

Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure group A.32 as
appropriate if the UE supports 2 Rx antennas or figure group A.80 if the UE supports 4 Rx antennas in the
band.

The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

Downlink signals for PCC are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1, C.3.1, and
uplink signals according to ETSI TS 136 521-1 [1], clauses H.1 and H.3.0.

The UL and DL Reference Measurement channels are set according to table 7.3A.3.4.1-1 in ETSI
TS 136 521-1 [1].

Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.

Ensure the UE is in State 3A-RF according to ETSI TS 136 508 [2], clause 5.2A.2.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can

be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.11.2.2 Procedure

1)  Configure SCC according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 for all downlink physical
channels.

2)  The SS shall configure SCC as per ETSI TS 136 508 [2], clause 5.2A 4.

3)  SS activates SCC by sending the activation MAC-CE. Wait for at least 2 seconds.

4)  SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to
table 7.3A.3.4.1-1 of ETSI TS 136 521-1 [1] on both PCC and SCC. The SS sends downlink MAC padding
bits on the DL RMC.

5)  SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C RNTI to
schedule the UL RMC according to table 7.3A.3.4.1-1 of ETSI TS 136 521-1 [1] on PCC. Since the UE has no
payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

6)  Set the Downlink signal level for PCC and SCC to the appropriate REFSENS value defined in
table 4.2.12.2.2-1. Send continuously uplink power control "up" commands in the uplink scheduling
information to the UE to ensure the UE transmits Py, x level for at least the duration of the Throughput
measurement.

7)  Measure the average throughput for each component carrier for a duration sufficient to achieve statistical

significance according to ETSI TS 136 521-1 [1], clause G.2A.
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53.11.2.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.12.2.2 in order to show compliance.
5.3.11.3 Receiver Reference Sensitivity Level for category NB1

5.3.11.3.1 Method of test

5.3.11.3.1.1 Initial conditions
Test Environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: Frequency ranges defined in ETSI TS 136 521-1 [1], clause K.1.2, see ETSI TS 136 508 [2],
clause 4.3.1.

Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:
1)  Connect the SS to the UE antenna connectors using only the main UE Tx/Rx antenna.
2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 8.1.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.0 and
NPUSCH Format 2 is used to carry ACK/NACK on the uplink.

4)  The DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1], table 7.3F.1.4.1-1.
5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.0.
6)  Ensure the UE is in State 2A-NB with CP CloT Optimization according to ETSI TS 136 508 [2], clause 8.1.5.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.11.3.1.2 Procedure

1)  SS transmits NPDSCH via NPDCCH DCI format N1 for C_ RNTI to transmit the DL RMC according to ETSI
TS 136 521-1 [1], table 7.3F.1.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The UE will
send the HARQ feedback based on information contained in DCI format N1.

2)  Set the Downlink signal level to the REFSENS value defined in table 4.2.12.2.2-1.

3) Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.3F.1.4.

5.3.11.3.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.12.2.2 in order to show compliance.
53114 Receiver Reference Sensitivity Level for UE category 0

5.3.11.41 Method of test

53.11.4.1.1 Initial conditions
Same initial conditions as in clause 5.3.11.1.1.1 with the following exceptions:
. Instead of table 7.3.4.1-1 in ETSI TS 136 521-1 [1] = use table 7.3E.4.1-1 in ETSI TS 136 521-1 [1].

. Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2] annex A, figure A.3 using
only main UE Tx/Rx antenna.
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NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

53.11.4.1.2 Procedure
Same test procedure as in clause 5.3.11.1.1.2 with the following exceptions:
. Instead of table 4.2.12.1.2-1 > use tables 4.2.12.4.2-1 and 4.2.12.4.2-2.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.3E.

53.11.4.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.12.3.2 in order to show compliance.
5.3.11.5 Receiver Reference Sensitivity Level for UE category M1

5.3.11.51 Method of test

5.3.11.5.1.1 Initial conditions

Test Environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; as specified in annex B.

Frequencies to be tested: low range, mid-range, high range see ETSI TS 136 508 [2], clause 4.3.1.

Channel bandwidth to be tested: 5 MHz channel bandwidth as defined in ETSI TS 136 508 [2], clause 4.3.1.
Uplink/Downlink configurations: as specified in ETSI TS 136 521-1 [1]:

1)  Connect the SS to the UE antenna connectors as shown in ETSI TS 136 508 [2], annex A, figure A.3 using
only main UE Tx/Rx antenna.

2)  The parameter settings for the cell are set up according to ETSI TS 136 508 [2], clause 4.4.3.

3) Downlink signals are initially set up according to ETSI TS 136 521-1 [1], clauses C.0, C.1 and C.3.1 and
uplink signals according to clauses H.1 and H.3.1.

4)  The UL and DL Reference Measurement channels are set according to ETSI TS 136 521-1 [1],
table 7.3EA.4.1-1.

5)  Propagation conditions are set according to ETSI TS 136 521-1 [1], clause B.O0.
6) Ensure the UE is in State 3A-RF-CE according to ETSI TS 136 508 [2], clause 5.2A.2AA.

NOTE: When reference is made to test set up, call set up and test mode, guidance on the applicability of these can
be found in ETSI TS 136 521-1 [1], ETSI TS 136 508 [2] and ETSI TS 136 509 [i.10] respectively.

5.3.11.5.1.2 Procedure

1)  SS transmits PDSCH via M-PDCCH DCI format 6-1A for C_RNTI to transmit the DL RMC according to
ETSITS 136 521-1 [1], table 7.3EA.4.1-1. The SS sends downlink MAC padding bits on the DL RMC. The
SS sends one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in ETSI
TS 136 521-1 [1], clauses A.5.1.1 and A.5.2.1.

2)  SS sends uplink scheduling information for each UL HARQ process via MPDCCH DCI format 6-0A for
C_RNTI to schedule the UL RMC according to ETSI TS 136 521-1 [1], table 7.3EA.4.1-1. Since the UE has
no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3)  Set the Downlink signal level to the appropriate REFSENS value defined in table 4.2.12.4.2-1 for FDD and
TDD and in table 4.2.12.4.2-2 for HD-FDD. Send continuously uplink power control "up" commands in the
uplink scheduling information to the UE to ensure the UE transmits Pyjy;5x level for at least the duration of

the Throughput measurement.
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4)  Measure the average throughput for a duration sufficient to achieve statistical significance according to
clause G.2 of ETSI TS 136 521-1 [1].

5)  Repeat for applicable test frequencies, channel bandwidths and operating bands.

Details of the test method can be found in ETSI TS 136 521-1 [1], clause 7.3EA.

5.3.11.5.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.12.45.2 in order to show compliance.

5.3.12 Receiver Total Radiated Sensitivity (TRS)
5.3.12.1 Method of test

5.3.12.11 Initial conditions

Initial conditions are described in ETSI TS 137 544 [6], clause 7.1.5.4.1 for FDD and clause 7.1.6.4.1 for TDD systems.

5.3.12.1.2 Procedure
Procedure is described in ETSI TS 137 544 [6], clause 7.1.5.4.2 for FDD and clause 7.1.6.4.2 for TDD systems.

In case devices support adaptive features that dynamically tune the RF front end and adjust TX power for optimum
performance in its region of operation, the device being measured should be representative of the device configuration
used by a consumer in that region. This could include setting the MCC value or another parameter to one used within
the region.

TRS radiated conformance testing shall be performed with the UE consistently operating at maximum power level,

e.g. Time-Averaged Algorithm (TAA) and other power back-off functions shall be disabled.

5.3.12.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.13.2 in order to show compliance.

5.3.13 Total Radiated Power (TRP)

5.3.131 Method of test

5.3.13.11 Initial conditions

Initial conditions are described in ETSI TS 137 544 [6], clause 6.1.5.4.1 for FDD and clause 6.1.6.4.1. for TDD
systems.

5.3.13.1.2 Procedure
Procedure is described in ETSI TS 137 544 [6], clause 6.1.5.4.2.for FDD and clause 6.1.6.4.2 for TDD systems.

In case devices support adaptive features that dynamically tune the RF front end and adjust TX power for optimum
performance in its region of operation, the device being measured should be representative of the device configuration
used by a consumer in that region. This could include setting the MCC value or another parameter to one used within
the region.

For devices supporting transmit antenna switching using multiple TX antennas, the TRP should be measured for each
transmit antenna individually. The antenna with the greater TRP should be used to determine the pass/fail compliance.
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TRP radiated conformance testing shall be performed with the UE consistently operating at maximum power level,
e.g. Time-Averaged Algorithm (TAA) and other power back-off functions shall be disabled.

5.3.13.2 Test requirements

The results obtained shall be compared to the limits in clause 4.2.14.2 in order to show compliance.
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Annex A (informative):
Relationship between the present document and the
essential requirements of Directive 2014/53/EU

The present document has been prepared under the Commission's standardisation request C(2015) 5376 final [1.9] to
provide one voluntary means of conforming to the essential requirements of Directive 2014/53/EU on the harmonisation
of the laws of the Member States relating to the making available on the market of radio equipment and repealing
Directive 1999/5/EC [i.2].

Once the present document is cited in the Official Journal of the European Union under that Directive, compliance with
the normative clauses of the present document given in table A-1 confers, within the limits of the scope of the present
document, a presumption of conformity with the corresponding essential requirements of that Directive and associated
EFTA regulations.

Table A-1: Relationship between the present document and
the essential requirements of Directive 2014/53/EU

Harmonised Standard ETSI EN 301 908-13
Requirement Requirement Conditionality
Essential Clause(s) of
No Description requirements | the present u/C Condition
of Directive document
1 |Transmitter Maximum Output 3.2 4.2.2 U
Power
2 |Transmitter Spectrum Emission 3.2 4.2.3 U
Mask
3 |Transmitter Spurious Emissions 3.2 4.2.4 U
4 |Transmitter Minimum Output 3.2 425 U
Power
5 |Receiver Adjacent Channel 3.2 4.2.6 U
Selectivity (ACS)
6 |Receiver Blocking Characteristics 3.2 4.2.7 U
7 |Receiver Spurious Response 3.2 4.2.8 U
8 |Receiver Intermodulation 3.2 429 U
Characteristic
9 |Receiver Spurious Emissions 3.2 4.2.10 U
10 |Transmitter Adjacent Channel 3.2 4211 U
Leakage Power Ratio
11 |Receiver Reference Sensitivity 3.2 4212 U
Level
12 |Receiver Total Radiated 3.2 4213 U
Sensitivity (TRS)
13 |Total Radiated Power (TRP) 3.2 4214 U]
Key to columns:
Requirement:
No A unique identifier for one row of the table which may be used to identify a requirement.
Description A textual reference to the requirement.

Essential requirements of Directive
Identification of article(s) defining the requirement in the Directive.
Clause(s) of the present document

Identification of clause(s) defining the requirement in the present document unless another
document is referenced explicitly.
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Requirement Conditionality:

u/C Indicates whether the requirement is unconditionally applicable (U) or is conditional upon the
manufacturer's claimed functionality of the equipment (C).

Condition Explains the conditions when the requirement is or is not applicable for a requirement which is
classified "conditional".

Presumption of conformity stays valid only as long as a reference to the present document is maintained in the list
published in the Official Journal of the European Union. Users of the present document should consult frequently the
latest list published in the Official Journal of the European Union.

Other Union legislation may be applicable to the product(s) falling within the scope of the present document.
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Annex B (normative):
Environmental profile

B.1 General

B.1.1

This annex specifies the environmental profile of the UE.

Introduction

B.1.2 Temperature

The UE shall fulfil all the requirements in the full temperature range of:

Table B.1.2-1: Temperature Test Environment

+15°Cto +35°C
-10°Cto +55 °C

For normal conditions (with relative humidity up to 75 %)
For extreme conditions (see IEC 60068-2-1 [4] and IEC 60068-2-2 [5])

The normative reference for this requirement is ETSI TS 136 101 [3], clause E.1.

Some tests are performed also in extreme temperature conditions. These test conditions are denoted as TL (Temperature
Low, -10 °C) and TH (Temperature High, +55 °C).

B.1.3 Voltage

The UE shall fulfil all the requirements in the full voltage range, i.e. the voltage range between the extreme voltages.

For the equipment that can be operated from one or more of the power sources listed below, the lower extreme voltage
shall not be higher and the higher extreme voltage shall not be lower than that specified below.

Table B.1.3-1: Voltage Test Environment

Power source Lower extreme Higher extreme Normal conditions
Voltage voltage voltage
AC mains 0,9 x nominal 1,1 x nominal nominal

Regulated lead acid battery

0,9 x nominal

1,3 x nominal

1,1 x nominal

Non regulated batteries:
Leclanché

Lithium

Mercury/nickel and cadmium

0,85 x nominal
0,95 x nominal
0,90 x nominal

Nominal
1,1 x Nominal

Nominal
1,1 x Nominal
Nominal

Outside this voltage range, the UE if powered on, shall not make ineffective use of the radio frequency spectrum. In no
case shall the UE exceed the transmitted levels as defined in ETSI TS 136 101 [3] for extreme operation. In particular,
the UE shall inhibit all RF transmissions when the power supply voltage is below the manufacturer declared shutdown
voltage.

The normative reference for this requirement is ETSI TS 136 101 [3], clause E.2.

Some tests are performed also in extreme voltage conditions. These test conditions are denoted as Lower extreme
Voltage (VL) and Higher extreme Voltage (VH).
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B.1.4 Test environment

Where a normal environment is required then the normal conditions shown in clauses B.1.2 and B.1.3 shall be applied.

Where an extreme environment is required then the various combinations of extreme temperatures together with the
extreme voltages shown in clauses B.1.2 and B.1.3 shall be applied. The combinations are:

. Low extreme Temperature/Low extreme Voltage (TL/VL);
. Low extreme Temperature/High extreme Voltage (TL/VH);
. High extreme Temperature/Low extreme Voltage (TH/VL);

. High extreme Temperature/High extreme Voltage (TH/VH).
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Annex C (informative):
Selection of receiver parameters

C.0 Introduction

Receiver parameters under article 3.2 of Directive 2014/53/EU [1.2] listed in ETSI EG 203 336 [1.3] (V1.2.1) are
analysed and the parameters which are applicable to the present document are specified in respective clauses. In each
clause in Annex C the definition of the requirement is taken from the ETSI EG 203 336 [i.3].

C.1 Receiver sensitivity

Receiver sensitivity is the ability to receive a wanted signal at low input signal levels while providing a pre-determined
level of performance. Receiver sensitivity is specified in the present document in clauses 4.2.12.

C.2 Receiver co-channel rejection

Receiver co-channel rejection is a measure of the capability of a receiver to receive a wanted signal, without exceeding
a given degradation, due to the presence of an unwanted signal, both signals being at the nominal frequency of the
receiver.

In frequency bands covered by the present document, any modulation, channel width, centre frequency and data rate

may be used. A combination of many signals of widely different characteristics manifests itself primarily as an increase
in the noise floor.

Thus, a specific test for co-channel rejection is not included because the co-channel rejection performance of the
receiver combined with the receiver noise figure directly affects the sensitivity performance, which is tested. The
required limits for sensitivity ensure that products have the required co-channel rejection.

C.3 Receiver adjacent channel selectivity

Adjacent channel selectivity is a measure of the receiver capability to receive a wanted modulated signal without
exceeding the general performance criteria stated in the present document due to the presence of an unwanted input

signal in the adjacent channels. Adjacent channel selectivity is specified in the present document in clause 4.2.6.

CA4 Receiver spurious response rejection

The spurious response rejection is a measure of the capability of the receiver to receive a wanted signal without
exceeding a given degradation due to the presence of an unwanted signal at any frequency at which a response is
obtained. The frequencies of the adjacent signals (channels) are excluded.

Receiver spurious response rejection is specified in the present document in clause 4.2.8.

C.5 Receiver blocking

Blocking is a measure of the receiver capability to receive a wanted modulated signal without exceeding a given
degradation due to the presence of an unwanted input signal at any frequencies other than those of the spurious
responses or the adjacent channels or bands. Receiver Blocking is specified in the present document in clause 4.2.7.
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C.6 Receiver radio-frequency intermodulation

Intermodulation rejection is a measure of the ability of a receiver to operate in the presence of two or more unwanted
signals the frequencies of which have a specific frequency relationship to the wanted signal. Receiver Intermodulation
is specified in the present document in clause 4.2.9.

C.7 Receiver dynamic range

Receiver dynamic range is defined as the range of the wanted input signal level over which a receiver functions at a
specified performance level. The lower end of this range is normally the sensitivity of the receiver. The upper end of a
receiver's dynamic range determines how strong a received signal can be before producing degradation due to

overloading.

The UEs are normally deployed far away from BS and for a few UEs which are close to BS, sufficient coupling loss is

also guaranteed due to the antenna high difference between BS and UE. Such that UE will not receive a wanted signal
that is high enough to provide overloading effect. Thus, receiver dynamic range is not included in the present document.

C.8 Receiver unwanted emissions in the spurious domain

As a default, the limit for unwanted emissions in the spurious domain referenced at the antenna port should respect
those in ERC/REC 74-01 [i.32]. Receiver spurious emission is specified in the present document in clause 4.2.10.
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Annex D (informative):

Maximum measurement uncertainty

The measurements described in the present document are based on the following assumptions:

. the measured value related to the corresponding limit is used to decide whether an equipment meets the

requirements of the present document;

. the value of the measurement uncertainty for the measurement of each parameter is included in the test report.

Table D-1 shows the recommended values for the maximum measurement uncertainty figures.

Table D-1: Maximum measurement uncertainty

4 GHz <f<12,75 GHz

Parameter Uncertainty
Transmitter maximum output power +0,7 dB
Transmitter spectrum emissions mask +1,5dB
Transmitter spurious emissions 12,0 dB
9kHz<f<4 GHz 14,0 dB

Transmitter Minimum output power

Receiver Adjacent Channel Selectivity (ACS)

Receiver Blocking characteristics

H+ H|H (H
W=aa(a
w
Q.
(o8]

4 GHz <f<12,75 GHz

1 MHZ < f iorferer < 3 GHz ,2dB
3 GHz < f iorferer < 12,75 GHz

Receiver spurious response +1,3dB
1 MHZ < f iorferer < 3 GHz 13,2 dB
3 GHz < f iorferer < 12,75 GHz

Receiver intermodulation characteristics +1,4dB
30 MHz<f<4,0 GHz +2,0 dB
4 GHz <f=<12,75 GHz 14,0 dB
Transmitter adjacent channel leakage power ratio 10,8 dB
Receiver Reference Sensitivity Level +0,7 dB
f<4,0GHz +1,0 dB

NOTE 1: For RF tests it should be noted that the uncertainties in table D-1
apply to the test system operating into a nominal 50 Q load and
do not include system effects due to mismatch between the EUT
and the test system.

NOTE 2: If the test system for a test is known to have a measurement

uncertainty greater than that specified in table D-1, this
equipment can still be used provided that an adjustment is made
as follows:

any additional uncertainty in the test system over and above that
specified in table D-1 should be used to tighten the test
requirements - making the test harder to pass (for some tests,
e.g. receiver tests, this may require modification of stimulus
signals). This procedure will ensure that a test system not
compliant with table D-1 does not increase the probability of
passing an EUT that would otherwise have failed a test if a test
system compliant with table D-1 had been used.

ETSI




155 ETSI EN 301 908-13 V13.4.1 (2026-09)
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Annex F (informative):
Change history

Version Information about changes
11.1.4 |Stable draft with new features up to release 13 March 2018
117 Final draft for approval with resolved comments received from EC early assessment
s December 2018
1118 Minor editorial change in 5.3.2.1.1 and Ready for second Around Assessment
U January 2019
11.1.9 |Final draft with resolved comments from second around EC early assessment
11.1.10 Band 65 for NB1 feature is added and an error/typo for protecting emission from Band 28 to Band 32 in
T table 4.2.4.1.2-3 is corrected, July 2019
13.2.0 Included Over The Air (OTA) antenna performance requirements in terms of Receiver Total Radiated
" |Sensitivity (TRS) and Total Radiated Power (TRP)
* Reuvision of the maximum output power requirements outlined in clause 4.2.2.
+ _Inclusion of requirements for band 41.
* Inclusion of Additional spurious emissions limits for frequency range 470 to 694 MHz to protect
13.3.1 |Broadband Public Protection and Disaster Relief (BB-PPDR) and Digital Terrestrial Television (DTT)
operations.
* Inclusion of specific requirements for bands 72, 87, and 88 to protect Broadband Public Protection and
Disaster Relief (BB-PPDR) and Digital Terrestrial Television (DTT) operations.
+ Extension of Over The Air (OTA) antenna performance requirements in terms of Receiver Total Radiated
13.4.1 |[Sensitivity (TRS) and Total Radiated Power (TRP) for devices over 72 mm wide;

* The essential change applicable to 3GPP release 13: the power class 2 requirements for band 41.
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V13.1.1 November 2019 | Publication

Vi13.2.1 February 2022 Publication

V13.3.1 October 2024 Publication

V13.4.0 December 2025 | SRAAP process EV 20260312: 2025-12-12 to 2026-03-12
Vi34.1 June 2026 SRAAP process VA 20260821: 2026-06-22 to 2026-08-21
Vi34l September 2026 | Publication
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