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APPLICABILITY





This note is specifically applicable for approval according to:


�X�ADVANCE \X 1.75�	CTR 3 Amendment 1 (Commission Decision 98/515/EC)


�X�ADVANCE \X 1.75�	CTR 33 (Commission Decision 98/521/EC)





�
In consideration of the following:





-	The power consumed by a TE from power source PS1 may depend on the actual state in which the test is performed, and on activities performed with the TEs;





-	Some of the power feeding tests specified in TBR 3, as amended by TBR 3/A1, shall be performed in the situation of maximum power consumption;





-	TBR 3, as amended by TBR 3/A1, in certain cases does not provide sufficient information about the states in which the tests shall be performed, and on the need to perform activities with the TE to acheive the condition "maximum power consumption";





-	To ensure repeatable and reproducible results, it is necessary that the the tests are performed in the same states, and that maximum power consumption condition is achieved in the same way by all test laboratories;





-	TBR 33 references the layer 1 tests of TBR 3.








ITAAB advises the following:





When performing tests B.5.1.1, B.5.2.1, B.5.4.5.1, B.5.4.5.2, B.5.4.6.1 and B.5.4.6.2 of TBR 3, as amended by TBR 3/A1, to verify compliance with TBR 3 or TBR 33, the tests shall be performed in state F7, and TE shall have an Active communicating connection (i.e. Layers 2 and 3 established) during the tests to obtain consistent "maximum power consumption".





When performing tests B.5.1.4 and B.5.2.4 of TBR 3, as amended by TBR 3/A1, to verify compliance with TBR 3 or TBR 33, the tests shall be performed in state F1, in state F3, in state F7, in state F3 with local action, and in state F7 with an active connection. The TE shall have an Active communicating connection (i.e. Layers 2 and 3 established) during the test in state F7 with an active connection to obtain consistent "maximum power consumption".
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