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Subject:	Testing to be performed for Basic Access layer 1, including variations of Power Sources to be applied during testing of Electrical Characteristics











APPLICABILITY











This note is specifically applicable for approval according to:





��ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC) 


�X�ADVANCE \X 1.75�	CTR 3 (Commission Decision 97/346/EC) 


��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC) 


��ADVANCE \X 1.75�	CTR 4 (Commission Decision 97/347/EC) 


��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC) 


��ADVANCE \X 1.75�	CTR 12 (Commission Decision 94/470/EC)


��ADVANCE \X 1.75�	CTR 12 am. 1 (Commission Decision 97/520/EC)


��ADVANCE \X 1.75�	CTR 13 (Commission Decision 97/521/EC)


��ADVANCE \X 1.75�	CTR 14 (Commission Decision 94/821/EC)


��ADVANCE \X 1.75�	CTR 14 am. 1 (Commission Decision 97/522/EC)





Annexes to this Advisory Note:





A:	List of ISDN L1 Basic Access Tests and test case selection criteria


�
In consideration of the following:


-	The CTR 3 Commission Decision references TBR 3. However, according to a decision in ACTE it is not mandatory to use the tests specified in the annex B of TBR 3 to verify compliance for layer 1;


-	CTR 3 states that certain requirements in TBR 3 and TBR 4 do not apply;


-	Special ITAAAG in November 1995 decided that certain tests are not essential.


-	The set of relevant tests required for regulatory testing depends on certain capabilities of the TE. The information on implementation of these capabilities has to be provided by the manufacturer;


-	For Layer 1 for Basic Access, some tests for electrical characteristics shall be repeated with various values of the PS1 supply voltage;


-	For the measurement of Jitter Characteristics according to Clause B.2.2.1 and B.2.2.2 of TBR 3, uncertainty of the measurements play a larger role than the variations of the power supply;


-	For several tests, the influence of the power supply variations is considered small, and if it has influence, the worst case results are expected with minimum power available;


-	The cost of testing increases, when the testing has to be repeated with different supply voltages;


-	Software implementing the tests specified in TBR 3 or TBR 3/prA1 is not yet available for all test tools.





ITAAB advises the following:


Annex B of TBR 3, November 1995, can be used to verify compliance for Basic Access layer 1 for type approval according to the CTR 3 Commission Decision.


The tests specified in TBR 3, as amended by prA1 of TBR 3, June 1997, including the Abstract Test Suite for layer 1 attached in electronic form, may alternatively be applied for the compliance verification.


Other test specifications may be applied, provided the test laboratory ensures its Accreditation Body that the verification of compliance is at least as for the tests specified in TBR 3, or as in TBR 3 as amended by prA1, i.e. the tests shall perform at least the same checks of the same requirements.


The selection of tests for Basic Access layer 1, including variations of PS1 supply voltage for the measurement of Electrical Characteristics, shall be performed as described in Annex A to this Advisory Note.


The selection shall be based on the declaration of the manufacturer on the capabilities of the TE, as described in Annex A to this Advisory Note.
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