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APPLICABILITY





This note is specifically applicable for approval according to:


�X�ADVANCE \X 1.75�	CTR 3 (Commission Decision 97/346/EC)





For the purposes of the above described applicability, this note specifically contains amendments to:





TBR 3, November 1995: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access.


TBR 3 Amendment prA1, June 1997: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access





�
In consideration of the following:





-	Tests AD3aF2_PS_OFF, AD9aF3_PS_OFF, AD16aF4_PS_OFF, AD22aF5_PS_OFF, AD28aF6_PS_OFF, AD35aF7_PS_OFF and AD40aF8_PS_OFF check state F1 after switching off power source 1.





-	Tests AD3bF2_LP_OFF, AD9bF3_LP_OFF, AD16bF4_LP_OFF, AD22bF5_LP_OFF, AD28bF6_LP_OFF, AD35bF7_LP_OFF and AD40bF8_LP_OFF check state F1 after switching off the local power supply.





-	No maximum time to reach F1 after switching off PS1 or LP is specified.





-	Due to the characteristics of the feeding circuit or the local power supply of some IUTs a delay may be necessary.





-	In postamble CHECK_F1 of the TBR3 and TBR3prA1 there is no delay between switching off PS1 and checking F1. For the characteristics of a feeding circuit a delay may be necessary.





-	In postamble CHECK_F1 of the TBR3 the delay between switching off LP and checking F1 is TNOAC. In postamble CHECK_F1 of the TBR3prA1 there is no delay between switching off LP and checking F1. For the characteristics of a local power supply a delay longer than TNOAC may be necessary.





-	When testing IUTs according to TBR3 or TBR3prA1 these tests may fail.











ITAAB advises the following:





When performing layer 1 testing according to CTR 3, using the TTCN description from TBR3, November 1995, or TBR 3/prA1, June 1997, the testsuite shall be changed as follows :





The following parameter shall be added to the Test Suite Parameter Declarations:��Parameter	Type	Ref.	Comments�PX_T_F1	Integer		duration to reach F1 after switch off PS1 or LP (s)�


The following parameter shall be added to the Timer Declarations:��Name	Duration	Unit	Comments�T_F1	PX_T_F1	s	ensure that F1 has been reached�


postamble CHECK_F1 shall be replaced by the following (the revision marks indicate the changes to the description in TBR 3 prA1, February 1997) :





No.�
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Comment�
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