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Subject:	Connection of the simulator to the IUT:









APPLICABILITY



This note is specifically applicable for approval according to:

��ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)

��ADVANCE \X 1.75�	CTR 3 (Commission Decision 97/346/EC)

��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)

�X�ADVANCE \X 1.75�	CTR 4 (Commission Decision 97/347/EC)

��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)

��ADVANCE \X 1.75�	CTR 12 (Commission Decision 94/470/EC)

��ADVANCE \X 1.75�	CTR 12 am. 1 (Commission Decision 97/520/EC)

��ADVANCE \X 1.75�	CTR 13 (Commission Decision 97/521/EC)

��ADVANCE \X 1.75�	CTR 14 (Commission Decision 94/821/EC)

��ADVANCE \X 1.75�	CTR 14 am. 1 (Commission Decision 97/522/EC)



For the purposes of the above described applicability, this note specifically contains amendments to:



TBR 4, November 1995: Attachment requirements for terminal equipment to connect to an ISDN using ISDN primary rate access.

�In consideration of the following:



TBR 4 subclause 9.1 defines the connection points for testing;



The first sentence specifies “For testing the electrical characteristics the simulator, or its relevant part, shall be connected directly to the interconnecting points for the interface wiring at the IUT unless otherwise stated;



There is no requirement for the IUT to support interconnecting points other than complying with TBR 4 subclause 9.1;



-	The list of electrical tests in TBR 4 Clause B.1.3 for which the connection cord may be removed does not include test B.3.3 which may experience similar impairments due to cable characteristics to the listed tests.





ITAAB advises the following:



When performing the test given in subclause B.3.3 a cord connected at the IUT shall be removed.





The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:



TBR 4:



B.1.3	Connection of the simulator to the IUT

Reference: ETS 300 011, annex C, subclause C.1.3.

For testing the electrical characteristics of the IUT, the simulator, or its relevant part, shall be connected directly to the interconnecting points for the interface wiring at the IUT unless otherwise stated. For the tests given in subclauses B.2.1, B.2.2, B.3.1, B.3.2, B.3.3, B.3.4 and B.3.5 a cord connected at an IUT shall be removed since a cord is regarded as integral part of the interface wiring.

All other tests may be performed with interface wiring complying with the requirements given in subclause 9.1.
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