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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





This note specifically contains amendments to:





ETS 300 104, July 1991: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access; Layer 3 aspects.


�
In consideration of the following:





-	ETS 300 102-1 requires in clause 5.2.2 that the called user shall perform compatibility checking before responding to a received SETUP message;





-	In Annex B of ETS 300 102-1 the called user is defined as the end point entity which is explicitly addressed;





-	Where the TE is an NT2, it may not have knowledge of the bearer services and high layers implemented by its connected end users, and is in this case not covered by the requirement to perform compatibility checking.








ITAAB advise the following:





It is recommended that Type Approval Authorities applies the following criteria for deciding applicability of the tests for compatibility checking:





*	Where the TE is an NT2, test 1.1.2.1 shall only be performed if the NT2 is capable of determining whether the Bearer Capability Information element is compatible with the bearer services implemented by its end users;


*	Where the TE is an NT2, test 1.1.2.2 shall only be performed if the NT2 is capable of determining whether the High Layer Compatibility Information element is compatible with the high layers implemented by its end users.








The corresponding amendments to the European Telecommunication Standards forming basis for the approval are:





ETS 300 104





The Purpose of the test described in Annex A, Section 1, Subclause 1.1.2.1 shall be modified as follows:





	Purpose:	Ensures that on receipt of a valid SETUP message containing an incompatibly coded bearer capability value in the Bearer capability information element the TE either ignores the incoming Call (OPTION A) or responds by sending a RELEASE COMPLETE message (OPTION B) and remains in the Null state.





		"Where the IUT is a NT2, this requirement shall apply only if the NT2 is capable of determining whether the bearer capability is incompatible."








�
The Purpose of the test described in Annex A, Section 1, Subclause 1.1.2.2 shall be modified as follows:





	Purpose:	This test is only applicable to TE's with an HLC capability. It ensures that on receipt of a valid set up message containing a compatible BC but incompatible High Layer compatibility information element the TE (which performs high layer compatibility checks) either ignores the incoming call (OPTION A) or responds by sending a RELEASE COMPLETE message (OPTION B) and remains in the Null state.





		"Where the IUT is a NT2, this requirement shall apply only if the NT2 is capable of determining whether the content of the high layer compatibility information element is incompatible."
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