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APPLICABILITY





This note is specifically applicable for approval according to:


�


�X�ADVANCE \X 1.75�	NET 3		ISDN Bridging Measures for Basic Access





��X�ADVANCE \X 1.75�	NET 5 		ISDN Bridging Measures for Primary Rate Access





���ADVANCE \X 1.75�	NET 33		CTR 8





This note specifically contains amendments to:





ETS 300 153, September 1992: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access; (Candidate NET 3 Part 1).





�
In consideration of the following:





-	ETS 300 153 defines in Annex A, subclause A.2.2.8.8.1 a test for receipt of a command or response field that is undefined or not implemented;





-	In the description of the test, the frame to be sent from the tester is described as an INVALID frame, although the test requires an undefined frame, and the frame described is an undefined frame;





-	The reaction of the IUT upon receipt of an Invalid frame is different;





-	Bit 2 of the (first) control octet shall also be specified, to describe valid frames of 3 and 4 octets length.








ITAAAG advise the following:





In performing test A.2.2.8.8.1 of ETS 300 153, the tester shall send a 3 octet UNDEFINED U-format frame and a 4 octet UNDEFINED S-format frame.








The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:





�



ETS 300 153





Subclause A.2.2.8.8.1 of Annex A, shall be replaced with the following:





�PRIVATE ��A.2.2.8.8.1	Receipt of a command or response field that is undefined or not implemented�tc "A.2.2.8.8.1	Receipt of a command or response field that is undefined or not implemented"�





Purpose:  ensures the terminal shall reset the data link on receipt of an undefined or not implemented frame.





Expected sequence:





	              Tester                       Terminal


��	                                                     


	                                                     


	              1    (SAPI,TEI) Undefined control      


	                  ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ((ÄÄÄÄÄ>    


	                   (SAPI,TEI) SABME c p = 1         2


	                  <ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ((ÄÄÄÄÄÄÄ    


	                                                     





Precondition:  the data link should be in the MF established state.  V(S) and V(R) should be reset to 0 by performing test A.2.2.1.5.





Frame contents to terminal:





1,	3 octet UNDEFINED U-format-frame  (SAPI = 0, TEI = Current TEI) c = 1, p = 1.
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and





1,	4 octet UNDEFINED S-format-frame (SAPI = 0, TEI = Current TEI) c = 1, p = 1.
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Frame contents from terminal:


 


2,	3 octet SABME-frame (SAPI = 0, TEI = Current TEI) c = 0, p = 1.





Refer to: ETS 300 125 [2], Part 2, of CCITT Recommendation Q.921 [12], subclauses 3.6.11 and 5.8.5.
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