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APPLICABILITY





This note is specifically applicable for approval according to:


�


�X�ADVANCE \X 1.75�	NET 3	X	ISDN Bridging Measures for Basic Access





���ADVANCE \X 1.75�	NET 5 		ISDN Bridging Measures for Primary Rate Access





���ADVANCE \X 1.75�	NET 33		CTR 8





This note specifically contains amendments to:





ETS 300 153, September 1992: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access; (Candidate NET 3 Part 1).


�
In consideration of the following:





-	Some TE implementations use large capacitors to ground at the centre of the interface for EMC purposes. This may cause a high and relatively long current surge. The purpose of test D.5.1.4.2 in ETS 300 012 is to check that the size and duration of this current does not cause disturbance to other TEs connected to the S-bus.





-	The list of test to be performed, provided in ETS 300 153, does not include test D.5.1.4.2 for locally powered TEs.








ITAAAG advise the following:





Test D.5.1.4.2 shall also be performed for locally powered TEs.








The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:








ETS 300 153 





The 5th and 6th paragraph after Table 1 in clause 5.2 shall be modified as follows:





Locally powered TEs using a connectioned detector shall pass the following tests:





-	D.5.1.1.4, D.5.1.2.4, D..5.1.4.2 and D.5.1.4.3.





Locally powered TEs not using a connectioned detector shall pass the following tests:





-	D.5.1.1.5, and D.5.1.2.5 and D.5.1.4.2.
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