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APPLICABILITY



This note is specifically applicable for approval according to:



�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)



�X�ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)



��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)



�In consideration of the following:



-	Testing according to I-CTR 3 and I-CTR 4 is based on the specifications in NET 3 (ETS 300 153) and NET 5 (ETS 300 156);



-	In clause 4.7 of both ETS 300 153 and ETS 300 156 it is required that the testing shall be performed at an ambient temperature in the range 15oC to 35oC and at a relative humidity level of 25% to 75%;



-	It is not all types of equipment which, according to the manufacturers specifications, will operate over this temperature and humidity range;



-	For testing of Layer 1, a more narrow temperature range is required to ensure repeatability and reproducibility of results;



-	The relative humidity will only affect the test results if the humidity is so high that condensing occur, and for equipment using disc-types, which may crash (<5%) at very low humidity levels;



-	Furthermore, it may difficult for the laboratory to maintain a humidity as high as 25% without evaporation equipment;



-	Clause 4.7 of both ETS 300 153 and ETS 300 156 gives also requirements to the air pressure range. The air pressure is not relevant for measurementsaccording to I-CTR 3 and I-CTR 4;



-	Draft prTBR 3 and 4 specify environmental requirements to temperature and humidity during testing, which do not have the above problems.





ITAAB advise the following:



When performing test according to I-CTR 3 or I-CTR 4, the temperature and humidity in test environment shall be consistent with the operational range specified by the manufacturer. 



If consistent with the operational range, and there is an overlap of at least 5oC, layer 1 testing shall be performed within the temperature range 19oC to 25oC, and the relative humidity shall be within the range 5% to 75%.



It is not relevant to control and monitor the air pressure.

�
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