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APPLICABILITY





This note is specifically applicable for approval according to:


�


��ADVANCE \X 1.75�	NET 3		ISDN Bridging Measures for Basic Access





��X�ADVANCE \X 1.75�	NET 5 	X	ISDN Bridging Measures for Primary Rate Access





���ADVANCE \X 1.75�	NET 33		CTR 8





This note specifically contains amendments to:





ETS 300 156; September 1992: Attachment requirements for terminal equipment to connect to an ISDN using ISDN primary rate access; (Candidate NET 5).


�
In consideration of the following:





-	ETS 300 156 is not clear on the relations among use of TEI values in addition to TEI = 0, and the cases where TEI management procedures are optional to implement.








ITAAAG advise the following:





The TE shall support TEI value 0. If only this TEI value is supported (for all SAPs), the use of the TEI management procedures are optional. If more TEI values are supported, the use of the TEI management procedures are mandatory.








The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:








ETS 300 156 





Subclause 4.2 shall be modified as follows:





4.2	Configuration at the user-network interface





The only wiring configuration to be supported shall be point�to�point.





A TE attached to the public ISDN primary rate user�network interface shall support point�to�point data link with TEI value 0, and may optionally be capable of supporting additional point�to�point data links at layer 2, using non�automatic and/or automatic TEI assignment categories. In addition, the support of the layer 2 TEI management procedures on the broadcast data link (SAPI value 63, TEI value = 127) is:





-	optional for terminals supporting only one TEI = 0 for all SAPs; orin the non-automatic assignment category;





-	mandatory for terminals supporting one or more additional automatic or non-automatic TEIs in addition tovalues, other than TEI = 0.








Clause 9 shall be modified as follows:





9	Layer 2 requirements





The complete text of ETS 300 153 [6], Clause 9 applies. However, the following items shall be changed:





Subclause 9.1	The first sentence shall be changed to: "This section defines the requirements for TE operation at layer 2 of the ISDN primary rate interface at T, or S and T coincident reference points (CCITT Recommendation I.411 [2])."





Subclause 9.2	After the first sentence insert: "This is optional for those TEs which support only TEI value 0 for all SAPs."signalling (SAPI value = 0)."





Subclause 9.3	Delete the last two sentences and include the following one. "TEI = 0 shall be supported by the user; in addition other TEI values in the range 1-63 (non-automatic assignment) or in the range 64-126 (automatic assignment) may also be supported. If TEI values other than TEI value 0 are supported for signalling, then TEI value 127 (for broadcast data link) shall also be supported where SAPI value = 0.


	Replace the contents of this subclause with the following: 


"With respect to Terminal Endpoint Identifiers (TEIs), two classes of TEs are defined:





-	non�automatic TEI assigned category; 





-	automatic TEI assigned category.





Regarding which TEI values shall be supported, subclause 4.2 is applicable in addition."





Subclause 9.4	Delete the following part in the first Clause: "layer 1 contention in the case of access to the passive bus,".








Subclause 9.6.2.2	Replace "NOTE" by "NOTE 1"





	Include the words "NOTE 2" in the comments column of table 6 in the lines where subclauses 3.3.3, 3.3.4, 3.3.4.1, 3.3.4.2 and Annex A are addressed.





	Add the following to the bottom of Table 6: "NOTE 2: Regarding the support of TEI values, subclause 4.2 is applicable in addition."





Subclause 9.6.3.3	Add the following text above table 11: "In the case where the IUT supports only TEI = 0 for all SAPs, the TEI management procedures do not need to be supported."





Subclause 9.6.3.10	This whole section shall be deleted (including title).








Subclause A.2.2.7 of Annex A shall be modified as follows:





A.2.2.7	Management procedures





Subclause A.2.2.7 of ETS 300 153 [6] applies. However, the following paragraph shall be added as the first paragraph to this section:


	


"The tests in this section shall only not be performed in the case where the terminal supports the layer 2 TEI management procedures according to subclause 4.2."only fixed TEIs."
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