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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





��ADVANCE \X 1.75�	CTR 3 (To be published)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 4 (To be published)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





��ADVANCE \X 1.75�	CTR 12 (Commission Decision 94/470/EC)





��ADVANCE \X 1.75�	CTR 13 (To be published)





��ADVANCE \X 1.75�	CTR 14 (Commission Decision 94/821/EC)





For the purposes of the above described applicability, this note specifically contains amendments to:





ETS 300 012; April 1992: Basic user-network interface; Layer 1 specification and test principles.





�
In consideration of the following:





-	TBR 3 Clause 9.2.7 and 9.2.10 contains no requirements above 300 kHz.








ITAAB advises the following:





The upper frequency for measurement of LCL shall be 300 kHz.








The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:








ETS 300 012





The Result part of test D.4.7 shall be modified as follows:





Results:	10 kHz £ f £ 300 kHz : ³ 54 dB


	300 kHz < f £ 1 MHz : minimum value decreasing from 54 dB at 20 dB/decade.





The Result part of test D.4.8.3 shall be modified as follows:





Results:	10 kHz £ f £ 300 kHz : ³ 54 dB


	300 kHz < f £ 1 MHz : minimum value decreasing from 54 dB at 20 dB/decade.





�
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