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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





This note specifically contains amendments to:





ETS 300 153, September 1992: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access; (Candidate NET 3 Part 1).


�
In consideration of the following:





-	In ETS 300 153 subclause 9.3 it is required that a TE of the automatic TEI assignment category shall determine its connection status based on the presence/absence of a voltage on the phantom;





-	This requirement cannot be considered as essential according to article 4f) of the Terminal Directive.








ITAAB advises the following:





A TE of the automatic TEI assignment category shall not be committed to detect the presence/absence of a voltage on the phantom for the purposes of determining its connection status.








The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:








ETS 300 153 





Subclause 9.3 shall be modified as follows:





9.3	Terminal Endpoint Identifier (TEI) administration





With respect to Terminal Endpoint Identifiers (TEIs), two classes of TEs are defined:





-	non�automatic TEI assigned category; 





-	automatic TEI assigned category. A TE of the automatic TEI assignment category shall determine its connection status based on the presence/absence of a voltage on the phantom (see subclause 5.2) and shall conform to the requirements for such TEs.





A TE of the non�automatic TEI assignment category shall not be committed to detect the presence/absence of a voltage on the phantom for the purposes of determining its connection status.
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