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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





�
In consideration of the following:





-	According to ETS 300 012 subclause A.8.9, a TE may be equipped with a connection cord with a maximum length of 10 m;





-	According to ETS 300 012 subclause A.10, the interface connector and contact assignment shall be as defined in prEN 28877 and ENV 41001;





-	The status of prEN28877 is now EN 28877;





-	ENV 41001 has been withdrawn, but all essential requirements are contained in EN 28877.





-	ETS 300 153 allows also for direct connection to the network;





-	Verification of the requirements is not specified, neither in ETS 300 153 nor in the ISDN Bridging Measures for Basic Access;








ITAAB advises the following:





The TE shall be equipped with either:


a)	An integral cord with a plug conforming to EN 28877; or


b)	A socket conforming to EN 28877; or


c)	Intended for direct connection to the network.





Case a) covers also a cord permanently connected to the TE (i.e. not detachable without the use of tools) and connection of a cord via a plug and socket such that a standard ISDN basic access TE cord cannot be attached to the TE.





In case b) a cord with plugs conforming to EN 28877 may be supplied with the TE.





In case c) it is required that the TE to be used for test is equipped with a cord with a length not less than 2 m, and with a plug conforming to EN 28877.





During the testing a visual inspection of the connection arrangement shall be made. 


The visual inspection consist of:





-	For equipment terminated in a plug: Successful mating of the plug with the Tester and measurement of the length of the cord with an accuracy of 0.1 m. The length of the cord shall be stated in the test report.


-	For equipment terminated in a socket: Successful mating of the socket with the ISDN reference cord.





The contact pin assignments are tested indirectly through the other tests.
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