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APPLICABILITY





This note is specifically applicable for approval according to:





��ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





�X�ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





This note specifically contains amendments to:





ETS 300 156; September 1992: Attachment requirements for terminal equipment to connect to an ISDN using ISDN primary rate access; (Candidate NET 5).


�
In consideration of the following:





-	In part 1 of test A.2.2.4.5 in ETS 300 156, a test sequence is described, whereafter it is stated that the sequence shall be repeated 2 times. The description is ambiguous as to whether the sequence shall be executed 2 or 3 times;





-	In the corresponding TTCN test cases in I-ETS 300 313 and draft prTBR 4, the sequence is executed 2 times.








ITAAB advises the following:





The sequence shall be executed 2 times.








The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:








ETS 300 156 





The first part of "Expected Sequence" in subclause A.2.2.4 shall be modified as follows:





Expected sequence:





Part 1





	                        Tester                                                              Terminal 


��	                                                                                                     


	                                        (SAPI, TEI) RNR c N(R) p=0                           


	                         1   ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ>       


	                                        (SAPI, TEI) I c N(S) N(R) p=0                         


	Update V(S)     2    ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ>       


	                                       (SAPI, TEI) RR r N(R) f=0                             


	Update V(A)           <ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ   3  





ExecuteRepeat the above sequence 2 times. The I-frames from the tester shall contain RELEASE messages with a different call reference value in the repeated sequence.
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