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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





This note specifically contains amendments to:





ETS 300 153, September 1992: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access; (Candidate NET 3 Part 1).


�
In consideration of the following:





-	ETS 300 153 is not clear, for TEs operating in a point-to-point data link arrangement, on relations among use of TEI values, and on the case where TEI management procedures are optional to implement.








ITAAB advises the following:





If a point-to-point configuration exists and the TE can only use a single TEI value for all implemented SAPIs, then:


-	TEI management procedures shall not be used, and


-	The value 0 shall be used for the TEI.





In all other cases the TEI management procedures shall be supported.











The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:








ETS 300 153 





Subclause 9.2; Replace the first sentence by:





"TEs supporting TEI management procedures shall support the Service Access Point Identifier (SAPI) value of 63."





Subclause 9.6.2.2 shall be modified as follows:





	9.6.2.2	Elements of procedure and formats





	Table 6: Layer 2 procedural and format requirements





	ÚÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ¿


	³                          FUNCTIONAL CHARACTERISTICS                              ³


	ÃÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÂÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÂÄÄÄÄÄÂÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ´


	³ Function = Elements of procedure    ³    ETS 300 125    ³ SAR ³    COMMENTS      ³


	³            and formats              ³    (Q.921)        ³     ³                  ³


	ÃÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÅÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÅÄÄÄÄÄÅÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ´


	³Elements of procedures and formats   ³ Clause 3          ³     ³                  ³


	³of fields for data link layer peer-  ³                   ³     ³                  ³


	³to-peer communication                ³                   ³     ³                  ³


	³General                              ³ subclause 3.1     ³ N/A ³ Background Info  ³


	³Address field format                 ³ subclause 3.2     ³  M  ³                  ³


	³Address field variables              ³ subclause 3.3     ³     ³                  ³


	³Address field extension bit (EA)     ³ subclause 3.3.1   ³  M  ³                  ³


	³Command/Response field bit (C/R)     ³ subclause 3.3.2   ³  M  ³                  ³


	³Service Access Point Identifier(SAPI)³ subclause 3.3.3   ³  M  ³ NOTE 2           ³


	³Terminal Endpoint Identifier (TEI)   ³ subclause 3.3.4   ³     ³ NOTE 2           ³


	³TEI for broadcast data link          ³ subclause 3.3.4.1 ³  M  ³ NOTE 2           ³


	³connection                           ³                   ³     ³                  ³


	³TEI for point-to-point data Link     ³ subclause 3.3.4.2 ³  M  ³ NOTE 2           ³


	³connection                           ³                   ³     ³                  ³


	³Provision of point-to-point          ³ Annex A           ³  M  ³ NOTE 2           ³


	³signalling connections               ³                   ³     ³                  ³


	³                                     ³                   ³     ³                  ³


	³Control field Formats                ³ subclause 3.4     ³  M  ³                  ³


	³Information transfer (I) format      ³ subclause 3.4.1   ³  M  ³                  ³


	³Supervisory (S) format               ³ subclause 3.4.2   ³  M  ³                  ³


	³Unnumbered (U) format                ³ subclause 3.4.3   ³  M  ³                  ³


	³                                     ³                   ³     ³                  ³


	³Control field parameters and         ³ subclause 3.5     ³  M  ³                  ³


	³associated state variables           ³                   ³     ³                  ³


	³Poll/Final bit                       ³ subclause 3.5.1   ³  M  ³                  ³


	³Multiple frame operation -           ³ subclause 3.5.2   ³     ³                  ³


	³variables and sequence numbers       ³                   ³     ³                  ³


	³Modulus                              ³ subclause 3.5.2.1 ³  M  ³                  ³


	³Send state variables V(S)            ³ subclause 3.5.2.2 ³  M  ³                  ³


	³Acknowledge state variable V(A)      ³ subclause 3.5.2.3 ³  M  ³                  ³


	³Send sequence number N(S)            ³ subclause 3.5.2.4 ³  M  ³                  ³


	³Receive state variable V(R)          ³ subclause 3.5.2.5 ³  M  ³                  ³


	³Receive sequence number N(R)         ³ subclause 3.5.2.6 ³  M  ³                  ³


	³Unacknowledged operation -           ³ subclause 3.5.3   ³ N/A ³ Background Info  ³


	³variables and parameters             ³                   ³     ³ See NOTE 1       ³


	³                                     ³                   ³     ³                  ³


	³Frame types                          ³ subclause 3.6     ³     ³                  ³


	³Commands and responses               ³ subclause 3.6.1   ³  M  ³                  ³


	³Information (I) command              ³ subclause 3.6.2   ³  M  ³                  ³


	³Set asynchronous balance mode        ³ subclause 3.6.3   ³  M  ³                  ³


	³extended (SABME) command             ³                   ³     ³                  ³


	³DISConnect (DISC) Command            ³ subclause 3.6.4   ³  M  ³                  ³


	³Unnumbered Information (UI)          ³ subclause 3.6.5   ³  M  ³                  ³


	³command                              ³                   ³     ³                  ³


	³Receive Ready (RR)                   ³ subclause 3.6.6   ³  M  ³                  ³


	³command/response                     ³                   ³     ³                  ³


	³REJect (REJ) command/response        ³ subclause 3.6.7   ³  M  ³                  ³


	³Receive Not Ready (RNR)              ³ subclause 3.6.8   ³  M  ³                  ³


	³command/response                     ³                   ³     ³                  ³


	³Unnumbered Acknowledgement (UA)      ³ subclause 3.6.9   ³  M  ³                  ³


	³Response                             ³                   ³     ³                  ³


	³Disconnect Mode (DM) response        ³ subclause 3.6.10  ³  M  ³                  ³


	³Frame reject (FRMR) response         ³ subclause 3.6.11  ³ N/A ³                  ³


	³Exchange Identification (XID)        ³ subclause 3.6.12  ³ N/A ³                  ³


	³command/response                     ³                   ³     ³                  ³


	ÃÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÁÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÁÄÄÄÄÄÁÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ´


	³ NOTE 1:    For parameter N201 see ETS 300 125 [2], subclause 5.9.3.              ³


	³ NOTE 2:    If a point-to-point configuration exists and the TE can only use a    ³


	³            single TEI value for all implemented SAPIs, then:                     ³


	³            -  TEI management procedures shall not be used, and                   ³


	³            -  The value 0 shall be used for the TEI.                             ³


	³            In all other cases the TEI management procedures shall be supported.  ³


	ÀÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÙ








Subclause 9.6.3.3; Add the following text above table 11:





"If a point-to-point configuration exists and the TE can only use a single TEI value for all SAPIs, then:


-	TEI management procedures shall not be used, and


-	The value 0 shall be used for the TEI.


In all other cases the TEI management procedures shall be supported."





Subclause A.2.2.7 of Annex A; The following paragraph shall be added as the first paragraph to this section:





"The tests in this section shall only be performed where the terminal supports the layer 2 TEI management procedures according to subclause 9.6.3.3."
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