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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





�X�ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





This note specifically contains amendments to:





ETS 300 104, July 1991: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access; Layer 3 aspects.


�
In consideration of the following:





-	To meet the essential requirements of Article 4f) of Directive 91/263/EEC, the PE resolution meeting for TBR 3 and 4 has decided to add requirements related to Timers T305 and T308 to TBR 3 and TBR 4;





-	Requirements to T305 and T308 exist in NET3 and NET 5;





-	The tolerances on the timer values will be increased in the requirements in TBR 3 and TBR 4, relative to the tolerances allowed in NET 3 and NET 5.








ITAAB advises the following:





Test A.19.3 shall be added to the list of test in CTR 3 and CTR 4, however the allowed range for the timer shall be 15 s to 45 s.





Test A.19.4 shall be added to the list of test in CTR 3 and CTR 4, however the allowed range for the timer shall be 3 s to 15 s.








The corresponding amendment to the European Telecommunication Standards forming basis for the approval is:








ETS 300 104





The test described in Annex A, Section 6, Subclause 19.3 shall be modified as follows:





19.3	Timer T305





Purpose: Ensures timer T305 = 30s ± 5% within the range 15 s to 45 s





Precondition: Layer 3 should be in the Null state.





Test case sequence:





	Tester                        	Terminal           


	³                              	³


		³   SETUP		³


	1	³×ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ	³	Invoke SETUP


		³   CALL PROCEEDING		³


	2	³ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄØ	³


		³   CONNECT		³


	3	³ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄØ	³


		³   CONNECT ACK (optional)	³


		³×ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ	³ 4 


		³   DISCONNECT		³


	ÚÄ	³×ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ	³ 5	Invoke DISCONNECT


	Ensure	³	³	³


	30s ( 5%	³	³   RELEASE		³


	15s to 45s	ÀÄ	³×ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ	³ 6	On expiry of T305


	³                              	³





Test description:





	1)	Invoke a SETUP message from the terminal, (refer to preliminary notes).





	2)	Transmit a CALL PROCEEDING message, channel identification (B�channel specified which is acceptable to the terminal).





	3)	Transmit a CONNECT message.





	4)	Await a CONNECT ACKNOWLEDGE message (optional).





	5)	Invoke a DISCONNECT message from the terminal; on receipt of the DISCONNECT message at the tester, start timer in tester.





	6)	Expect a RELEASE message; stop timer in tester on receipt of this message; ensure elapsed time is in the range 28.515 to 31.545 seconds.





Postamble: Transmit a RELEASE COMPLETE message.





Refer to: ETS 300 102-1 [2], subclause 5.3.3.





�
The test described in Annex A, Section 6, Subclause 19.4 shall be modified as follows:





19.4	Timer T308





Purpose: Ensures timer T308 is 4s ± 5% within the range 3 s to 15 s





Precondition: Layer 3 should be in the Null state.





Test case sequence:





	Tester                        	Terminal           


	³                              	³


		³   SETUP		³


	1	³ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄØ	³


		³   SETUP ACK/CALL PROC/ALERTING/CONNECT	³


		³×ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ	³ 2 


		³   DISCONNECT (cause = 16)	³


	3	³ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄØ	³


		³   RELEASE		³


	ÚÄ	³×ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ	³ 4


	Ensure	³	³	³


	4s ( 5%	³	³   RELEASE		³


	3s to 15s	ÀÄ	³×ÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄÄ	³ 5	On expiry of


	³                              	³	T308





Test description:





	1)	Transmit a valid SETUP message to the terminal, (refer to preliminary notes).





	2)	Expect a SETUP ACKNOWLEDGE, CALL PROCEEDING, ALERTING or CONNECT message.





	3)	Transmit a DISCONNECT message, cause = 16 (normal clearing).





	4)	Expect a RELEASE message; start timer in tester on receipt of this message.





	5)	Await a second RELEASE message; on receipt of this message stop timer in tester, ensure elapsed time is in the range 3.8 to 4.215 seconds.





Postamble: Transmit a RELEASE COMPLETE message.


         


Refer to: ETS 300 102-1 [2], subclause 5.3.3.
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