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�
Test Case Dynamic Behaviour�
�
Reference :�
TBR3_L2/DC/S40/V/LE/N/TC24004�
�
Identifier :�
TC24004    MODIFIED�
�
Purpose :


�
Ensure the normal procedure of establishment of the Multiple Frame Operation initiated by the IUT.�
�
Default Reference :�
DF69901�
�
Behaviour Description	| L | CRef	| V |Comments�
�
+PR34001	|   |	|   |Preamble to S4�
�
 [BASIC ACCESS]	|   |	|   |�
�
  [PC_PTMP]	|   |	|   |	(1)�
�
   +PTMP_SUBTREE	|   |	|   |�
�
  [NOT (PC_PTMP)]	|   |	|   |	(2)�
�
   +PTP_SUBTREE	|   |	|   |�
�
	|   |	|   |�
�
PTMP_SUBTREE	|   |	|   |�
�
[PX_IUT_STA_S4]	|   |	|   |�
�
 +PTMP_SUBTREE_S4	|   |	|   |�
�
[NOT PX_IUT_STA_S4]	|   |	|   |	(7)�
�
 +SUBTREE_NS4	|   |	|   |�
�
	|   |	|   |�
�
PTMP_SUBTREE_S4	|   |	|   |�
�
L!UI START TWL3	| L1|UI1	|   |	(3)�
�
 L?SABMEr	|   |SA(P1)	|(P)|Link establishment�
�
  L!UA	|   |UA(P1)	|   |�
�
   L?Ir (NR::=(NR+1)MOD128)	| L3|IN1(P0,NS,NR)	|(P)|	(4)�
�
#     CANCEL TWL3	|   |	|   |�
�
    L!RR_R	|   |RRR(F0,NR)	|   |	(5)�
�
     +CS57001	|   |	|   |State=7.0 ?�
�
   L?RR_Cr	|   |RRC(P1,NS)	|   |	(6)�
�
    L!RR_R	|   |RRR(F1,NR)	|   |�
�
     GOTO L3	|   |	|   |�
�
   ?TIMEOUT TWL3	|   |	|   |no response�
�
    +CS57001	|   |	|   |Postamble�
�
 ?TIMEOUT TWL3	|   |	|(I)|no response to UI�
�
  +PO44004	|   |	|   |Postamble�
�
	|   |	|   |�
�
PTP_SUBTREE	|   |	|   |�
�
[PX_IUT_STA_S4]	|   |	|   |�
�
 +PTP_SUBTREE_S4	|   |	|   |�
�
[NOT PX_IUT_STA_S4]	|   |	|   |	(7)�
�
 +SUBTREE_NS4	|   |	|   |�
�
	|   |	|   |�
�
PTP_SUBTREE_S4	|   |	|   |�
�
<IUT!SABME>	| L2|	|   |�
�
 START TWAIT	|   |	|   |�
�
  L?SABMEr	|   |SA(P1)	|(P)|Link establishment�
�
   (NS::=0,NR::=0)	|   |	|   |�
�
    L!UA	|   |UA(P1)	|   |�
�
     L?Ir (NR::=(NR+1)MOD128)	| L4|IN15(P0,NS,NR)	|(P)|SETUP	(4)�
�
#       CANCEL TWAIT	|   |	|   |�
�
      L!RR_R	|   |RRR(F0,NR)	|   |	(5)�
�
       +CS57001	|   |	|   |State=7.0 ?�
�
     L?RR_Cr	|   |RRC(P1,NS)	|   |	(6)�
�
      L!RR_R	|   |RRR(F1,NR)	|   |�
�
       GOTO L4	|   |	|   |�
�
     ?TIMEOUT TWAIT	|   |	|   |no response�
�
      +CS57001	|   |	|   |Postamble�
�
  ?TIMEOUT TWAIT	|   |	|(I)|�
�
   +PO44004	|   |	|   |Postamble�
�
	|   |	|   |�
�
SUBTREE_NS4	|   |	|   |	(7)�
�
START TWAIT	|   |	|   |�
�
  L?SABMEr	|   |SA(P1)	|(P)|Link establishment�
�
   (NS::=0,NR::=0)	|   |	|   |�
�
    L!UA	|   |UA(P1)	|   |�
�
     +CS57001	|   |	|   |State=7.0 ?�
�
  ?TIMEOUT TWAIT	|   |	|(I)|�
�
   +PO44004	|   |	|   |Postamble�
�
Extended Comments :


(1) The IUT is configured for point-to-multipoint


(2) The IUT is configured for point-to-point


(3) UI with compatible SETUP


(4) SETUP PDU (PTP) or response to compatible SETUP (inessential to check layer 3 contents).


(5) Updates NR and send acknowledge.


(6) IUT is polling (i.e T203 has expired).


(7) IUT is not stable in state 4


Reference to requirements : subclause 10.6.1.2�
�
LAST PAGE





	Page �page \* arabic�2� of �pageref LAST_PAGE�2�





Annex A to ITAAB Advisory Note number: 035


Modification of TTCN test case description for TC24004, corresponding to test A.2.2.1.1 in ETS 300 153














