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Subject:	Connection for testing of a TE capable of having a standard ISDN basic access cord connected



































APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)








�
In consideration of the following:





-	NET 3 specifies that for a TE provided with a socket, the layer 1 test shall be performed using the specific cord provided with the TE (if any) and with the reference cord as specified in Annex D to ETS 300 012;





-	When the results of the Electrical characteristics tests fall within the requirement limits both when the Reference cord is used and when a supplied cord is used, the results of the other layer 1 tests are not expected to depend on which of the two wires is used for connection;





-	If the manufacturer declares that any cord supplied conform to the characteristics of the standard ISDN basic access TE cord, testing with the supplied cord is not expected to give results outside the requirement limits, if tests using the Reference cord gives results inside the requirement limits when;





-	In draft prTBR 3, testing with a supplied cord and with a Reference cord is only required for the Electrical characteristics tests. Furthermore such repetition of testing is only required in the case where the supplier has not declared that a supplied conforms to the characteristics of the standard ISDN cord.








ITAAB advises the following:





Where the TE is capable of having a standard ISDN basic access TE cord connected to it and is supplied with a cord, the supplier shall declare whether the supplied cord conforms to the characteristics of the standard ISDN basic access TE cord as specified in subclause A.8.9 of ETS 300 012.





If no cord is supplied, or the supplier has declared that any cord supplied conforms to the characteristics of the standard ISDN basic access TE cord, the layer 1 tests shall be performed using the ISDN reference cord.





If the TE is supplied with a cord, and the manufacturer has not declared that any cord supplied conforms to the characteristics of the standard ISDN basic access TE cord, the Electrical characteristics tests specified in subclause D.4 of ETS 300 012 shall be performed both with the supplied cord and with the Reference cord. All other layer 1 tests shall be performed using the ISDN reference cord.
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