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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





�X�ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





This note specifically contains amendments to:





Final draft prI-ETS 300 313, February 1995: Digital Subscriber Signalling System No. one (DSS1); Abstract Test Suite (ATS) specification for data link layer protocol for general application (user).








�
In consideration of the following:





-	ETS 300 153 states in subclause A.2.1 that "If a TE acknowledges an I-frame by an I-frame within T200 instead of an RR-frame, the TE shall not be considered to have failed the test and the test shall be continued.";





-	"I-CTR 3" and "I-CTR 4" make reference to the test cases in I-ETS 300 313;





-	Some of the TTCN test descriptions in draft pr_IETS 300 313 do not allow for the possibility to acknowledge an I-frame by an I-frame;





-	The same problem appears in the TTCN test cases specified in draft prTBR 3 and draft prTBR 4.








ITAAB advises the following:





When performing tests A.2.2.2.3 (TC27004) and A.2.2.2.4 (TC28012), the TE shall not be considered to have failed the test, if the TE acknowledges an I-frame by an I-frame within T200 instead of an RR-frame, and the test shall be continued.





When executing PR37003 to perform the tests A.2.2.2.3, A.2.2.2.4, A.2.2.4.2, A.2.2.4.3 and A.2.2.8.4.3 for Primary Rate Access, the TE shall not be considered to have failed the test, if the TE acknowledges an I-frame by an I-frame within T200 instead of an RR-frame, and the test shall be continued.








The corresponding amendments to the European Telecommunication Standards referenced by "I-CTR 3" and "I-CTR 4" are:





Annex A of prI-ETS 300 313 





TC27004 shall be replaced with the following:





Test Case Dynamic Behaviour�
�
Reference :	ISDN2/DC/S70/V/IN/N/TC27004


Identifier :	TC27004


Purpose :	To test the IUT correctly accepts an I frame as a valid response to an I frame which it has transmitted.


Default Reference :	DF69902


�
�
Behaviour Description	| L	| CRef	| V	|Comments�
�
�+PR37002	|	|	|	|Preamble to S7.0� L!Is START TWL3 , START TAC	|	|IN2(P0,NR,NS)	|	|	(2)�  (NS::=(NS+1)MOD128)	|	|	|	|�   L?RR_Rr CANCEL TAC	|	|RRR(F0,NS)	|(P)	|Response received�    L?Ir CANCEL TWL3	|	|IN3(P0,NS,NR)	|	|�     (NR::=(NR+1)MOD128)	|	|	|	|�      L!Is START TAC	|	|IN8(P0,NR,NS)	|	|�       (NS::=(NS+1)MOD128)	|	|	|	|�        L?RR_Rr CANCEL TAC	|	|RRR(F0,NS)	|(P)	|�         +CS57001	|	|	|	|State=7.0 ?�        ?TIMEOUT TAC	|	|	|(F)	|�         +PO44004	|	|	|	|Postamble�    ?TIMEOUT TWL3	|	|	|(I)	|�     +PO44004	|	|	|	|Postamble�   L?Ir CANCEL TWL3 CANCEL TAC	|	|IN3(P0,NS,NR)	|	|�    (NR::=(NR+1)MOD128)	|	|	|	|�     L!Is START TAC	|	|IN8(P0,NR,NS)	|	|�      (NS::=(NS+1)MOD128)	|	|	|	|�       L?RR_Rr CANCEL TAC	|	|RRR(F0,NS)	|(P)	|�        +CS57001	|	|	|	|State=7.0 ?�       ?TIMEOUT TAC	|	|	|(F)	|�        +PO44004	|	|	|	|Postamble�   ?TIMEOUT TAC	|	|	|(F)	|No response�    +PO44004	|	|	|	|Postamble�
�
Extended Comments :


(2) I frame which acknowledges the previous I.�References to Recommendations:�ETS 300 125 5.6.3.2	prETS 300 153/156 A.2.2.2.3


�
�






TC28012 shall be replaced with the following:





Test Case Dynamic Behaviour�
�
Reference :	ISDN2/DC/S80/I/IN/N/TC28012


Identifier :	TC28012


Purpose :	To ensure that when in the timer recovery state the IUT is able to receive I frames.


Default Reference :	DF69902


�
�
Behaviour Description	| L	| CRef	| V	|Comments�
�
�+PR38001	|	|	|	|Preamble to S8.0� (NR::=(NR-1)MOD128 , TMP::=(NS+1)MOD128)	|	|	|	|�  L!Ics START TAC	|	|IN4(P0,NR,NS,2)	|	|REL 2. cref�   L?RR_Rr CANCEL TAC , START TW200	|	|RRR(F0,TMP)	|(P)	|�    L?RR_Cr CANCEL TW200	|	|RRC(P1,TMP)	|(P)	|Polling with RR frame�     (NR::=(NR+1)MOD128)	|	|	|	|�      L!RR_R START TAC	|	|RRR(F1,NR)	|	|�       (NS::=(NS+1)MOD128)	|	|	|	|�        L?Icr [Icr.CR=2] CANCEL TAC	|	|IN7(P0,NS,NR)	|(P)	|REL_COM 2. cref�         (NR::=(NR+1)MOD128)	|	|	|	|�          L!RR_R	|	|RRR(F0,NR)	|	|�           +CS57001	|	|	|	|State=7.0 ?�        ?TIMEOUT TAC	|	|	|(F)	|�         +PO44004	|	|	|	|Postamble�    L?Ir CANCEL TW200	|	|IN3(P1,TMP,NR)	|(P)	|Polling with I frame�    (NR::=(NR+1)MOD128)	|	|	|	|�     L!RR_R START TAC	|	|RRR(F1,NR)	|	|�      (NS::=(NS+1)MOD128)	|	|	|	|�       L?Icr [Icr.CR=2] CANCEL TAC	|	|IN7(P0,NS,NR)	|(P)	|REL_COM 2. cref�        (NR::=(NR+1)MOD128)	|	|	|	|�         L!RR_R	|	|RRR(F0,NR)	|	|�          +CS57001	|	|	|	|State=7.0 ?�       ?TIMEOUT TAC	|	|	|(F)	|�        +PO44004	|	|	|	|Postamble�    ?TIMEOUT TW200	|	|	|(F)	|�     +PO44004	|	|	|	|Postamble�   L?Ir CANCEL TAC	|	|IN3(P1,TMP,NR)	|(P)	|Polling with I frame�    (NR::=(NR+1)MOD128)	|	|	|	|�     L!RR_R START TAC	|	|RRR(F1,NR)	|	|�      (NS::=(NS+1)MOD128)	|	|	|	|�       L?Icr [Icr.CR=2] CANCEL TAC	|	|IN7(P0,NS,NR)	|(P)	|REL_COM 2. cref�        (NR::=(NR+1)MOD128)	|	|	|	|�         L!RR_R	|	|RRR(F0,NR)	|	|�          +CS57001	|	|	|	|State=7.0 ?�       ?TIMEOUT TAC	|	|	|(F)	|�        +PO44004	|	|	|	|Postamble�   ?TIMEOUT TAC	|	|	|(F)	|No acknowledge�    +PO44004	|	|	|	|Postamble�
�
Extended Comments :


References to Recommendations:�ETS 300 125 5.6.2	prETS 300 153/156 A.2.2.2.4


�
�












Annex B of prI-ETS 300 313 





TC27004 shall be replaced with the following:





Test Case Dynamic Behaviour�
�
Reference :	ISDN2/DC/S70/V/IN/N/TC27004


Identifier :	TC27004


Purpose :	To test the IUT correctly accepts an I frame as a valid response to an I frame which it has transmitted.


Default Reference :	DF69902


�
�
Behaviour Description	| L	| CRef	| V	|Comments�
�
�+PR37002	|	|	|	|Preamble to S7.0� L!Is START TWL3 , START TAC	|	|IN2(P0,NR,NS)	|	|	(2)�  (NS::=(NS+1)MOD128)	|	|	|	|�   L?RR_Rr CANCEL TAC	|	|RRR(F0,NS)	|(P)	|Response received�    L?Ir CANCEL TWL3	|	|IN3(P0,NS,NR)	|	|�     (NR::=(NR+1)MOD128)	|	|	|	|�      L!Is START TAC	|	|IN8(P0,NR,NS)	|	|�       (NS::=(NS+1)MOD128)	|	|	|	|�        L?RR_Rr CANCEL TAC	|	|RRR(F0,NS)	|(P)	|�         +CS57001	|	|	|	|State=7.0 ?�        ?TIMEOUT TAC	|	|	|(F)	|�         +PO44004	|	|	|	|Postamble�    ?TIMEOUT TWL3	|	|	|(I)	|�     +PO44004	|	|	|	|Postamble�   L?Ir CANCEL TWL3 CANCEL TAC	|	|IN3(P0,NS,NR)	|	|�    (NR::=(NR+1)MOD128)	|	|	|	|�     L!Is START TAC	|	|IN8(P0,NR,NS)	|	|�      (NS::=(NS+1)MOD128)	|	|	|	|�       L?RR_Rr CANCEL TAC	|	|RRR(F0,NS)	|(P)	|�        +CS57001	|	|	|	|State=7.0 ?�       ?TIMEOUT TAC	|	|	|(F)	|�        +PO44004	|	|	|	|Postamble�   ?TIMEOUT TAC	|	|	|(F)	|No response�    +PO44004	|	|	|	|Postamble�
�
Extended Comments :


(2) I frame which acknowledges the previous I.�References to Recommendations:�ETS 300 125 5.6.3.2	prETS 300 153/156 A.2.2.2.3


�
�






TC28012 shall be replaced with the following:





Test Case Dynamic Behaviour�
�
Reference :	ISDN2/DC/S80/I/IN/N/TC28012


Identifier :	TC28012


Purpose :	To ensure that when in the timer recovery state the IUT is able to receive I frames.


Default Reference :	DF69902


�
�
Behaviour Description	| L	| CRef	| V	|Comments�
�
�+PR38001	|	|	|	|Preamble to S8.0� (NR::=(NR-1)MOD128 , TMP::=(NS+1)MOD128)	|	|	|	|�  L!Ics START TAC	|	|IN4(P0,NR,NS,2)	|	|REL 2. cref�   L?RR_Rr CANCEL TAC , START TW200	|	|RRR(F0,TMP)	|(P)	|�    L?RR_Cr CANCEL TW200	|	|RRC(P1,TMP)	|(P)	|Polling with RR frame�     (NR::=(NR+1)MOD128)	|	|	|	|�      L!RR_R START TAC	|	|RRR(F1,NR)	|	|�       (NS::=(NS+1)MOD128)	|	|	|	|�        L?Icr [Icr.CR=2] CANCEL TAC	|	|IN7(P0,NS,NR)	|(P)	|REL_COM 2. cref�         (NR::=(NR+1)MOD128)	|	|	|	|�          L!RR_R	|	|RRR(F0,NR)	|	|�           +CS57001	|	|	|	|State=7.0 ?�        ?TIMEOUT TAC	|	|	|(F)	|�         +PO44004	|	|	|	|Postamble�    L?Ir CANCEL TW200	|	|IN3(P1,TMP,NR)	|(P)	|Polling with I frame�    (NR::=(NR+1)MOD128)	|	|	|	|�     L!RR_R START TAC	|	|RRR(F1,NR)	|	|�      (NS::=(NS+1)MOD128)	|	|	|	|�       L?Icr [Icr.CR=2] CANCEL TAC	|	|IN7(P0,NS,NR)	|(P)	|REL_COM 2. cref�        (NR::=(NR+1)MOD128)	|	|	|	|�         L!RR_R	|	|RRR(F0,NR)	|	|�          +CS57001	|	|	|	|State=7.0 ?�       ?TIMEOUT TAC	|	|	|(F)	|�        +PO44004	|	|	|	|Postamble�    ?TIMEOUT TW200	|	|	|(F)	|�     +PO44004	|	|	|	|Postamble�   L?Ir CANCEL TAC	|	|IN3(P1,TMP,NR)	|(P)	|Polling with I frame�    (NR::=(NR+1)MOD128)	|	|	|	|�     L!RR_R START TAC	|	|RRR(F1,NR)	|	|�      (NS::=(NS+1)MOD128)	|	|	|	|�       L?Icr [Icr.CR=2] CANCEL TAC	|	|IN7(P0,NS,NR)	|(P)	|REL_COM 2. cref�        (NR::=(NR+1)MOD128)	|	|	|	|�         L!RR_R	|	|RRR(F0,NR)	|	|�          +CS57001	|	|	|	|State=7.0 ?�       ?TIMEOUT TAC	|	|	|(F)	|�        +PO44004	|	|	|	|Postamble�   ?TIMEOUT TAC	|	|	|(F)	|No acknowledge�    +PO44004	|	|	|	|Postamble�
�
Extended Comments :


References to Recommendations:�ETS 300 125 5.6.2	prETS 300 153/156 A.2.2.2.4


�
�



PR37004 shall be replaced with the following:





Test Step Dynamic Behaviour�
�
Reference :	ISDN2/PR/S00/V/PR/A/PR37003


Identifier :	PR37003


Objective :	To bring the IUT (Primary rate) in state 7.0 and provide INFO generation from IUT.


Default Reference :	DF69902


�
�
Behaviour Description	| L	| CRef	| V	|Comments�
�
�+PR37001	|	|	|	|� L!Is START TWL3 , START TAC	|	|IN2(P0,NR,NS)	|	|	(1)�  (NS::=(NS+1)MOD128)	|	|	|	|�   L?RR_Rr CANCEL TAC	|	|RRR(F0,NS)	|	|	(2)�    L?Ir CANCEL TWL3	|	|IN1(P0,NS,NR)	|	|	(3)�     (NR::=(NR+1)MOD128)	|	|	|(P)	|�    ?TIMEOUT TWL3	|	|	|(I)	|�     +PO44004	|	|	|	|Postamble�   L?Ir CANCEL TWL3 CANCEL TAC	|	|IN1(P0,NS,NR)	|	|	(3)�    (NR::=(NR+1)MOD128)	|	|	|(P)	|�   ?TIMEOUT TAC	|	|	|(F)	|�    +PO44004	|	|	|	|Postamble�
�
Extended Comments :


(1) Sends a Release to L3 of the IUT.�(2) Acknowledgement of the transmitted I frame.�(3) The IUT has respond with a Release Complete.


�
�






�
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