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APPLICABILITY





This note is specifically applicable for approval according to:





�X�ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





�
In consideration of the following:





-	"I-CTR 3" makes reference to Draft prTBR 3 for the layer 1 tests, which are described in TTCN;





-	Tests CPF6PHARa, CPF6PHARb, CPF8PHARa and CPF8PHARb make use of a PIXIT parameter PX_T_APPLI1 and a Timer T_APPLI1;





-	Tests CPF7DIS_I2 and CPF7DIS_IX make use of a PIXIT parameter PX_T_APPLI2 and a Timer T_APPLI2;





-	These PIXIT parameters and Timers are insufficiently described in darft prTBR 3.





-	In draft prTBR 3, the PIXIT parameters PX_T_APPLI1 and PX_T_APPLI2 are not described as Boolean parameters, but as INTEGERs.





ITAAB advises the following:





For the definition of Timer T_APPLI1, used as test suite parameter in draft prTBR 3, the following applies: 


-	such a timer may be implemented in the application, but is not mandatory;


-	this timer, if implemented, is started as soon as a call establishment is requested by the application towards the lower layers;


-	this timer is cancelled as soon as the call is established;


-	at the expiration of the timer, the corresponding request is cancelled, i.e. the behaviour as observed externally following the time-out will be the same as if the request was never made;


-	PIXIT parameter PX_T_APPLI1 is a Boolean parameter with the value TRUE if T_APPLI1 is implemented, otherwise the value is FALSE.


Expressions in draft prTBR 3 based on the INTEGER definition of PX_T_APPLI1 shall be interpreted in the following way:


-	PX_T_APPLI1 > 0 shall be interpreted as PX_T_APPLI1 = TRUE, and


-	PX_T_APPLI1 = 0 shall be interpreted as PX_T_APPLI1 = FALSE.





For the definition of Timer T_APPLI2, used as test suite parameter in draft prTBR 3, the following applies: 


-	such a timer may be implemented in the application, but is not mandatory;


-	this timer, if implemented, is started as soon as a call is established at layer 3;


-	this timer is cancelled as soon as the peer to peer connection is active;


-	at the expiration of the timer, the corresponding call is released.


-	PIXIT parameter PX_T_APPLI2 is a Boolean parameter with the value TRUE if T_APPLI2 is implemented, otherwise the value is FALSE.


Expressions in draft prTBR 3 based on the INTEGER definition of PX_T_APPLI2 shall be interpreted in the following way:


	PX_T_APPLI2 > 0 shall be interpreted as PX_T_APPLI2 = TRUE, and


	PX_T_APPLI2 = 0 shall be interpreted as PX_T_APPLI2 = FALSE. 
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