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APPLICABILITY





This note is specifically applicable for approval according to:





��ADVANCE \X 1.75�	"I-CTR 3" (Commission Decision 94/797/EC)





�X�ADVANCE \X 1.75�	CTR 3 (Commission Decision 97/346/EC)





��ADVANCE \X 1.75�	"I-CTR 4" (Commission Decision 94/796/EC)





�X�ADVANCE \X 1.75�	CTR 4 (Commission Decision 97/347/EC)





��ADVANCE \X 1.75�	CTR 8 (Commission Decision 95/526/EC)





��ADVANCE \X 1.75�	CTR 12 (Commission Decision 94/470/EC)





��ADVANCE \X 1.75�	CTR 13 (To be published)





��ADVANCE \X 1.75�	CTR 14 (Commission Decision 94/821/EC)





For the purposes of the above described applicability, this note specifically contains amendments to:





TBR 3, November 1995: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access.





TBR 4, November 1995: Attachment requirements for terminal equipment to connect to an ISDN using ISDN primary rate access.





�
In consideration of the following:





-	To meet the essential requirements of Article 4f) of Directive 91/263/EEC, requirements for Timers T305 and T308 were added very late during the PE resolution meeting for TBR 3 and 4 (March 1994), but without tests for the tolerances of the timer values;





-	Therefore Advisory Note 038 advises to apply tests from NET 3 and NET 5 for the tolerances of the timer values of T305 and T308 for approval according to I�CTR 3 and I�CTR 4, applying the new limits on the timer values;





-	prA1 to TBR 3 and TBR 4 contain the relevant TTCN test cases (TC21001 and TC21006) for the tolerances on the timer values of T305 and T308;





-	The test laboratories may use other test suites than those described in TBR 3 and TBR 4 to verify compliance with the requirements of TBR 3 and TBR 4, as described in Advisory Note 066.








ITAAB advises the following:





When the tests from TBR 3 or TBR 4 are used for compliance verification, the following changes shall be performed to include tests to verify compliance with the requirements to T305 and T308:





The following Test Suite Constants Declarations shall be added:





Test Suite Constant Declarations�
�
Constant Name�
Type�
Value�
Comments�
�
T305min�
INTEGER�
15�
T305min = 15 s.�
�
T305max�
INTEGER�
45�
T305max = 45 s.�
�
T308min�
INTEGER�
3�
T308min = 3 s.�
�
T308max�
INTEGER�
15�
T308max = 15 s.�
�
Detailed Comments:�
�
�






The Timer Declarations shall be amended as described below:





Timer Declarations�
�
Timer Name�
Duration�
Unit�
Comments�
�
TWAIT�
189�
s�
Any LT is waiting for IUT initiated test event (timer used for test synchronization)�
�
TAC�
32�
s�
Any LT is waiting for IUT initiated test event(timer used for test synchronization)�
�
TNOAC�
2�
s�
Any LT is controlling IUT inactivity (timer used for test synchronization)�
�
T305MAX�
45�
s�
Timer T305�
�
T308MAX�
15�
s�
Timer T308�
�
Detailed Comments:�
�
�



The following PDU Constraint Declarations shall be added:





PDU Constraint Declaration�
�
Constraint Name:�
DI3(PAR:BITSTRING)�
�
PDU Type:�
B_PDU�
�
Derivation Path:�
BASE.�
�
Comments:�
Direction: LT <--- IUT


�
�
Field Name�
Field Value�
Comments�
�
CR�
CR1(PAR)�
�
�
MT�
'01000101'B�
�
�
CAU�
CAU_ANYOROMIT�
�
�
EFAC�
*�
�
�
FAC�
*�
�
�
NOID�
NOID_ANYOROMIT�
�
�
UUI�
*�
�
�
Detailed Comments:�
PDU with "don't care" values;


PI is used in connection with interworking or in band information patterns; optional parameter;


DSP optional LT parameter; no IUT parameter;


UUI optional LT and IUT parameter;


�
�






The following Test Case TC21001 shall be added:





Test Case Dynamic Behaviour�
�
Test Case Name:�
TC21001�
�
Group:�
U10/AC/�
�
Purpose:�
TIMER TEST - TIMER T308 - ACTIVE IUT BEHAVIOUR


VALID TEST EVENTS


Ensures timer T308 is within the range 3 s to 15 s.�
�
Default:�
DF69901( '0'B)�
�
Comments:�
�
�
Nr�
Label�
Behaviour Description�
CRef�
V�
Comments�
�
1�
�
+PR31001�
�
�
preamble to state U10�
�
2�
�
L!DISCs     START TAC�
Ms(DI2(cr))�
�
valid DISCONNECT�
�
3�
�
L?RELEASEr [B_PDU.CR.CR_F =  '1'B]   CANCEL TAC, START T308MAX�
Mr(RL1(cr))�
�
valid RELEASE�
�
4�
�
L?RELEASEr [B_PDU.CR.CR_F =  '1'B]   READTIMER T308MAX(T), CANCEL T308MAX�
Mr(RL1(cr))�
(P)�
valid RELEASE�
�
5�
�
[TIME(T308max, T308min, T) = TRUE]�
�
�
T308 is OK�
�
6�
�
L!REL_COMs�
Ms(RC2(cr))�
P�
�
�
7�
�
[TIME(T308max, T308min, T) = FALSE]�
�
�
T308 is not OK�
�
8�
�
L!REL_COMs�
Ms(RC2(cr))�
F�
�
�
9�
�
?TIMEOUT T308MAX�
�
(F)�
T308MAX timeout�
�
10�
�
+PO49901( '0'B)�
�
�
postamble to state U0�
�
11�
�
?TIMEOUT TAC�
�
(F)�
TAC timeout�
�
12�
�
+PO49901( '0'B)�
�
�
postamble to state U0�
�
Detailed Comments:





Reference to requirements: subclause 11.5�
�



The following Test Case TC21006 shall be added:





Test Case Dynamic Behaviour�
�
Test Case Name:�
TC21006�
�
Group:�
U10/AC/�
�
Purpose:�
TIMER TEST - TIMER T305 - ACTIVE IUT BEHAVIOUR


VALID TEST EVENTS


Ensures timer T305 is within the range 15 s to 45 s.�
�
Default:�
DF69901( '0'B)�
�
Comments:�
�
�
Nr�
Label�
Behaviour Description�
CRef�
V�
Comments�
�
1�
�
+PR31001�
�
�
preamble to state U10�
�
2�
�
START TWAIT�
�
�
�
�
3�
�
<IUT!DISCr>�
Mr(DI3(cr))�
�
(1)�
�
4�
�
L?DISCr   (TMP := B_PDU.CAU.CAU_E4_CV.CAU_E4_CV2) CANCEL TWAIT, START T305MAX�
Mr(DI3(cr))�
(P)�
(2)�
�
5�
�
L?RELEASEr [(B_PDU.CAU.CAU_E4_CV.CAU_E4_CV2 = TMP) AND (B_PDU.CR.CR_F =  '1'B)]   READTIMER T305MAX(T), CANCEL T305MAX�
Mr(RL1(cr))�
(P)�
(3)�
�
6�
�
[TIME(T305max, T305min, T) = TRUE]�
�
�
T305 is OK�
�
7�
�
L!REL_COMs�
Ms(RC2(cr))�
P�
�
�
8�
�
[TIME(T305max, T305min, T) = FALSE]�
�
�
T305 is not OK�
�
9�
�
L!REL_COMs�
Ms(RC2(cr))�
F�
�
�
10�
�
?TIMEOUT T305MAX�
�
(F)�
T305MAX timeout�
�
11�
�
+PO49901( '0'B)�
�
�
postamble to state U0�
�
12�
�
?TIMEOUT TWAIT�
�
(I)�
no response�
�
13�
�
+PO49901( '0'B)�
�
�
postamble to state U0�
�
Detailed Comments:


(1) Invoke a DISCONNECT PDU.


(2) Valid DISCONNECT PDU.


(3) Valid RELEASE PDU.





Reference to requirements: subclause 11.5�
�



�
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