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APPLICABILITY





This note is specifically applicable for approval according to:


�X�ADVANCE \X 1.75�	CTR 3 (Commission Decision 97/346/EC)


�X�ADVANCE \X 1.75�	CTR 4 (Commission Decision 97/347/EC)





For the purposes of the above described applicability, this note specifically contains amendments to:





TBR 3, November 1995: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access.





TBR 4, November 1995: Attachment requirements for terminal equipment to connect to an ISDN using ISDN primary rate access.





TBR 3 Amendment A1, December 1997: Attachment requirements for terminal equipment to connect to an ISDN using ISDN basic access





TBR 4 Amendment A1, December 1997: Attachment requirements for terminal equipment to connect to an ISDN using ISDN primary rate access.





�
In consideration of the following:





-	When an RR frame with N(R) error is received, the TE shall initiate link reestablishment;





-	When an RR frame with P = 1 is received, the TE shall send an RR with F = 1;





-	The Test Purpose in TC 27040 describes that the RR frame with N(R) error sent to verify correct reestablishment shall be sent with P = 1;





-	In the amendments A1 to TBR 3 and TBR 4, it is also described in the TTCN that P = 1 shall be used in the RR frame with N(R) error;





-	The behaviour of the TE is ambiguous if the RR frame with N(R) error is sent with P = 1.








ITAAB advises the following:





To ensure an unambiguous behaviour by the TE, the RR frame with N(R) error shall be sent with P = 0.





The corresponding amendment to the TTCN description depends on which ETSI standard is used as basis for the compliance verification.





This Advisory Note describes the necessary amendment to some of the possible standards:





TBR 3, November 1995:





TC27040 shall be replaced with the following:





Test Case Dynamic Behaviour�
�
Reference:�
TBR3_L2/DC/S70/I/RR/N/TC27040�
�
Identifier:�
TC27040�
�
Purpose:�
Ensure that the IUT when in state 7.0 and receiving a RR command frame with P bit 01 and a N(R) error initiates re-establishment of the data link.�
�
Default:�
DF69902�
�
No�
Behaviour Description�
L�
Cref�
V�
C�
�
1�
+PR37001�
�
�
�
Preamble to S7.0�
�
2�
(TMP ::= (NR + K) MOD 128)�
�
�
�
�
�
3�
L!RR_C START TAC�
�
RRC(P0, TMP)�
�
N(R) out of window�
�
4�
L?SABMEr CANCEL TAC�
�
SA(P1)�
(P)�
Re-establishment�
�
5�
L!UA�
�
UA(F1)�
�
�
�
6�
+CS57001�
�
�
�
�
�
7�
?TIMEOUT TAC�
�
�
(F)�
SABME not received�
�
8�
+PO44004�
�
�
�
Postamble�
�
Extended Comments:�
�



References to requirements: subclause 10.9.3�
�



TBR 4, November 1995:





TC27040 shall be replaced with the following:





Test Case Dynamic Behaviour�
�
Reference:�
TBR4_L2/DC/S70/I/RR/N/TC27040�
�
Identifier:�
TC27040�
�
Purpose:�
Ensure that the IUT when in state 7.0 and receiving a RR command frame with P bit 01 and a N(R) error initiates re-establishment of the data link.�
�
Default:�
DF69902�
�
No�
Behaviour Description�
L�
Cref�
V�
C�
�
1�
+PR37001�
�
�
�
Preamble to S7.0�
�
2�
(TMP ::= (NR + K) MOD 128)�
�
�
�
�
�
3�
L!RR_C START TAC�
�
RRC(P0, TMP)�
�
N(R) out of window�
�
4�
L?SABMEr CANCEL TAC�
�
SA(P1)�
(P)�
Re-establishment�
�
5�
L!UA�
�
UA(F1)�
�
�
�
6�
+CS57001�
�
�
�
�
�
7�
?TIMEOUT TAC�
�
�
(F)�
SABME not received�
�
8�
+PO44004�
�
�
�
Postamble�
�
Extended Comments:�
�



References to requirements: 10.9.3�
�



TBR 3 Amendment A1, December 1997 and TBR 4 Amendment A1, December 1997:





TC27040 shall be replaced with the following:





Test Case Dynamic Behaviour�
�
Test Case Name:�
TC27040�
�
Group:�
DC/S70/�
�
Purpose:�
Ensure that the IUT when in state 7.0 and receiving a RR command frame with P bit 01 and a N(R) error initiates re-establishment of the data link.�
�
Default:�
DF69902�
�
Comments:�
�
�
Nr�
Label�
Behaviour Description�
CRef�
V�
Comments�
�
1�
�
+PR37001�
�
�
Preamble to S7.0�
�
2�
�
(TMP := (NR + K) MOD 128)�
�
�
�
�
3�
�
L!Sfrm_s     START TAC�
SEND_S_FR(RRCs(CT, P01, TMP))�
�
N(R) out of window�
�
4�
�
L?Ufrm_r [FCS_VALUE() = U_FRAME.FCS]   CANCEL TAC�
RECEIVE_U_FR(SAr(CT, P1))�
(P)�
Re-establishment�
�
5�
�
L!Ufrm_s�
SEND_U_FR(UAs(CT, F1))�
�
�
�
6�
�
+CS57001�
�
�
�
�
7�
�
?TIMEOUT TAC�
�
(F)�
SABME not received�
�
8�
�
+PO44004�
�
�
Postamble�
�
Detailed Comments:�



References to requirements: subclause 10.9.3�
�






�
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